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CHAPTER 1 



GENERAL 



Paragraphs 

Sbction I. General 1-4 

II, Organization 5^ 

ni. Command and fitnfr duties of signal and comnui- 

nication officers 10-12 

IV. Disposition of materiel 13-16 



Section I 



GENERAL 

■ 1. Functions. — Signal communication enables a com- 
mander to send and receive information and orders. 

■ 2. Object. — ^The object of tliis manual is to furnish basic 
information governing signal communication essential to 
officers and enlisted men of all arms engaged in communi- 
cation activities, 

■ 3. ScopK—The scope of tbls manual includes the methods 

and technique legating to the Installation, operation, main- 
tenance of, and planning for signal communication with spe- 
cial emphasis on such systems employed within the division 
and smaller units. 

■ 4. References. — a. Training publications, — 'For a complete 
list of War Department training publications, see PM 21--6. 
See appendix II for a reference list for Signal Corps equip- 
ment and activiti^ 
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b. Miscellaneous. — (1) Army Regulations, — ^Instructions re- 
lating to signal communication and Signal Corps activities 
are found in the AB 1 OS-series. 

<2) TMes of Orga7timtUm.'''^\iies of Organization pre- 
scribe the organization of signal and communication units 
and personnel and show the authorized Items of transporta- 
tion and weapons. 

<3) TaUes of Basic Allowances, — Tables of Basic Allowances 
list items of signal equipment authorized for signal or com- 
munication units with the basis of issue. 

(4) Signal Corps General Catalog. — Tlie Signal Corps Gen- 
eral Catalog includes a descriptive section, a stock section, and 
several appendixes. This catalog is essential to all signal 
property and supply officers, 

(5) Circulars issued by the Chief Signal Officer, 

Section H 

ORGANIZATION 

■ 5. DEFiNrnoiTs. — a. Message. — The term "message*' as used 
herein includes all instructions, reports, orders, documents, 
photographs, maps, or other intelligence, in plain language 
or code» transmitted by a means of signal communication 
(see c below) . 

&. Agency of signal communication. — The term "agency of 
signal commimication" embraces the personnel and eauip- 
ment necessary to operate message centers, signal intelli- 
gence, signal supply, signal repair, and messenger, pigeon, 
radio, visual, sound, and wire communication. 
^ c. Means of signal communication, — ^A "means of signal 
communication" is an agency of signal communication 
capable of transmitting messages. The following agencies are 
means of signal communication: messenger, pigeon, radio, 
visual, sound, and wire. 

d. Command post, — *Ihe command post is the location of 
the forward echelon of a headquarters during combat from 
which tactical control is normally exercised and to which 
tactical Information from subordinate units Is sent. When 
the commander leaves his command post for any jHirpose, 
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he maintains constant communication with it through the 
speediest and most reliable means of signal communication 
available to him. Only by such means can his effectiveness 
as a tactical commander be constantly maintained. 

e. Axis of sigTial communication. — To secure continuity of 
command and signal communication in combat when the 
movement of command posts either forward or backward is 
contemplated, the probable successive command posts 
should be selected In advance. The ''axis of signal com- 
munication" is designated by naming these probable suc- 
cessive locations in the direction of movement. These points 
may not actually be occupied by the command post, but the 
command post will move alon? the route indicated by the 
points named. 

M 6. Signal and Communication Units, — Specially trained 
personnel and technical equipment required for the operation 
of signal communication are provided by Tables of Organiza- 
tion and Tables of Basic Allowances for signal communlca* 
tion units to serve each battalion and higher headquarters. 
Signal Corps units are herein referred to as signal troops, and 
others as communication troops. 

& 7. Signal Systems. — ^The signal system of each tactical 
unit is complete within itself and embraces the signal sys^ 
terns of subordinate imits to meet the need of the unit com* 
mandcr. It also forms an integral part of the system of the 
next superior unit. All systems combine to form one coor- 
dinated system^ 

■ 8, SiONAt Agencies and Means. — a. Agencies. — The follow- 
ing agencies of signal communication may be employed lu the 
Signal systems within the division and higher units; 

(1) Message centers. 

(2) Messenger communication, 
(fl) Airplane messenger^ 

(h) Motor messenger. 

(c) Motorcycle messenger, 

<if) Bicycle messenger. 

(e) Mounted (horse) messenger. 

(/) Runner (foot messenger). 

(3) Figeon communication. 
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(4) 


Radio coinniunicatioa. 


(a) 


Ra d i o t ele gfT aph , 


(b) 


Ra. di 0 1 elepho , 


(5) 


Visual conmiunicsttioD. 


ia) 


Lamps. 


it) 


Flags, 


<c> 


Psmds 
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(7) 




(a) 


TplPTlhOTlP 


(b) 


Telegraph. 


(c) 


Teletypewriter* 


<8) 


Signal supply. 


(9) 


Signal repair. 



b. Means, — The signal systems within the division generally 
employ the following means: radio, wire, messenger, sound, 
and visuaJ. Pigeon, and certain forms of visual and sound 

communication, are used for special purposes. Choice of the 
means employed In each instance depends on the situation. 
Exclusive reliance upon any one means is unwise because 
special and unforeseen circumstances may render that means 
Inoperative when most needed. Plans of all commanders will 
make advance provision for prompt employment of effective 
and reliable alternate means; and the simultaneous operation 
of several means will minimize the ill effects of complete in- 
terruption in any one. In general, the primary means actually 
used for tactical purposes will be that which combines the 
greatest facility and speed of installation and operation with 
the required secrecy and dependability. 

■ 9. Teauwosk^To insure successful signal communication, 
the signal and communication troops must work as a team 
regardless of unit, arm, or service. There must exist a spirit 
of mutual helpfulness and cooperation. Signal communica- 
tion personnel at any headquarters should become personally 
acquainted with personnel at other headquarters with whom 
they communicate directly. This includes units in all rela- 
tionships (supported, supporting, superior, subordinate, ad- 
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Jacent, and attached) and is regardless of the point at which 
the responsibility for communication is fixed. Personal con- 
tact promotes a better understanding of the special problems 

and conditions which exist at each headquarters and permits 
full assistance and cooperation In the installation^ operation^ 
and maintenance of signal communicatioo* 

Section IH 

COMMAND AND STAFF DUTIES OP SIGNAL AND 
COMMUNICATION OFFICERS 

■ 10. Responsibility. — a. Conzma^t2er.^Responsibility for 
signal comraimication is a function of command and is pre- 
scribed in AR 105-15. In general, the tactical commander is 
responsible for the installation, operation, and maintenance 
of all agencies of signal commmiication which form the signal 
system for his unit, and for the efficient functioning and 
coordination of signal communication in subordinate units. 
To that end he prescribes the requisite training of personnel in 
all echelons under his conmiand and the application of such 
training in field operations in the same manner and to the 
same extent as for other tactical functions and means. 
Mobilization Training Programs for each type of unit are 
issued by the War Department. 

&. Signal or comTJtunication officer, — In general, each tacti- 
cal unit commander down, to the battalion is provided with a 
special staff ofBcer trained In the tactics and technique of 
signal communication. He is charged, under the direction of 
the unit commander (or his Gh-3 or with the exercise of 
tactical supervision of signal communication for the entire 
command, and with initiating, through proper recommenda- 
tions, the necessary meajsures for the training of personnel or 
subordinate units in signal communication for combat. For 
ground units in the division and higher headquarters and for 
air units in the wing and higher headquarters, this special 
staff officer is laiown as the signal officer; in units below the 
division and wing he is known as the communication officer. 

e. Channels of supervision, — ^AU orders affecting the tacti- 
cal employment of signal communication are issued through 
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the normal channels of command and are coordinated with 
orders issued to other tactical or technical agencies by the 
appropriate staff section prior to their issue. Orders per- 
taining to routine matters issued for the technical control of 
an agency of signal communication and which do not need 
coordination with orders issued to other elements of the 
command may he issued in the name of the commander by 
the communication or signal officer of the superior unit to 
the communication or signal officer of the subordinate unit. 

■ 11. Staff and Cosokani} FtrNCTXONs.— The signal or com- 
munication officer, as a member of the special staff group, 

assists the tactical commander in exercising his command 
functions relative to signal communication and acts as ah 
adviser to the commander and other members of the staff on 
all matters relating to signal communication. Under in- 
jstructions received from his commander, he acts as inspector 
and coordinator of the training and operations of subordinate 
signal or communication units. 

b» The signal oflScer commands, so far as relates to training 
and tactical employment, all signal troops assigned to serve 
his headquarters. As a commander of troops, the signal 
officer is responsible for the proper training and tactical 
employment of his own signal units. 

c. These two functions of staff and Command, although 
vested in the same individual, are separate and distinct in 
that each involves different responsibilities and duties and the 
exercise of one shoxUd not be confused or permitted to inter- 
fere with the exercise of Hie other. However, this dual func- 
tion of the signal officer has many advantages in facilitating 
the proper discharge of both his command and staff duties. 

■ 12. Detailed Duties. — a. Signal officer, — (1) DuTing uio- 
"bilisiation, — Durii^ mobilization the signal officer— 

(a) Prepares requisitions for personnel to bring his unit 
to authorized strength. 

(W Inventories and inspects signal equipment, and requi- 
sitions what is needed to taring the quantity on hand up to 
that authorized by Tables of Basic Allowances for hia unit 
and for subordinate units. 
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<c) Prepares the training programs for signal communi- 
cation troops of hig unit under the general policy laid down 
by his commander and by higher authority, adapting the 
policy to meet local conditions and the time period allowed 
for mobilization. 

(d) Takes steps to secure and supply authorized training 
equipment throughout the command, 

(6> Organizes and supervises such troop schools for com- 
munication specialists as may be authorized by his com- 
mander or required by orders of higher authority. 

(/) Prepares for the approval of the commander such rou- 
tine orders and signal operation instructions as may be 
needed for the eflicient training of the signal and communi- 
cation personnel of the command. 

(g) Personally supervises the training of the signal troops 
assigned to serve his headquarters, and obtains their train- 
ing and organization equipment. 

(A) Recommends training for the signal and communica- 
tion units with the staffs and the troops throughout the 
command. 

(2) During actual or simulated eoiribat, — -During actual or 
simulated combat the signal officer — 

(fit) Prepares or secures from iiigher authority such orders 
and signal operation in&trnotions as may be needed to insure 
tactical and technical control of the signal systems of the 
command. Insures the proper distribution of such orders 
and signal operation Instructions throughout the command. 

(b) Recommends the initial location of the command post 
of the unit which he serves, if this location has not been 
prescribed by higher authority. Recommends the initial 
locations for the command posts of the next subordinate 
units when practicable. When the necessity for the dis- 
placement of command posts during the operation can be 
foreseen, recommends the axes of signal communication for 
the next subordinate units and for the unit which he serves 
when it has not been prescribed by higher authority. Sub- 
mits these recommendations to the commander or his desig- 
nated staff officer. 

(c> Prepares plans for the employment of the signal agen- 
cies of the unit which he serves and for subordinate units so 



7 



12-13 



BASIC FIELD MANUAL 



as to Insure the most efficient employment of these agencies 
within the headquarters of the unit which he serves and the 
necessary coordination and technical control of the agencies 
of subordinate units, subject to orders received from higher 
authority. Submits these plans to his commander or to the 
appropriate staff officer for approval. 

id) Prepares all signal orders based upon the approved 
plan of signal communication, transmits these orders to the 
proper issuing agency, checks on the issue of these orders, 
and supervises their execution. 

(e) Establishes and operates the signal communication 
system for which his unit commander is directly responsible; 
makes technical inspections of the signal communication 
personnel and equipment throughout the command as his 
commander may direct, and submits recommendations to 
his commander concerning the action that should be taken 
to correct the deficiencies that may exist, or to improve the 
training methods or doctrine. 

(/) Supervises the replacement of signal equipment and 
personnel of the unit which he serves and of subordinate 
miits. 

Z>. Communication officer. — ^The commimication officer 
performs duties similar to those for a signal officer with re- 
spect to the signal communication troops of the unit which 
he serves and subordinate units when such duties are appro- 
priate» 

Section IV 

insPOsmoN of mat^xoel 

■ 13. General. — When signal communication equipment is 
in imminent danger of capture by the enemy, it must be 
destroyed in accordance with the following: 

a. Vnclassifled and restricted communication equipment, — 
This equixnnent will be destroyed beyond possibility of repair 
or reclamation of parts. 

b. Secret and confidential communication equipment, 
codes, ciphers, cipher deinces and all instruction books. — 
These will be destroyed beyond recognition. Only those parts 
of a secret or confidential device which show secret principles 
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or design must be destroyed beyond recognition. Other 
components not involving secret or confidential principles, 
such as power supplies, cabling, etc., need be destroyed only 
to an extent tiiat would prevent future use or reclamation. 
Personnel who are responsible for secret or confidential 
equipment must be familiar with any special or detailed in- 
structlons relating to any particular device and must be 
prepared at all times to carry out these instructions without 
delay. In those cases where special instructions have been 
issued regarding certain devices, personnel responsible will 
be prepared and equipped to carry them out without delay. 

■ 14. Destruction. — a. Priority. — In destroying parts of 
equipment which are to be destroyed only to an extent suffl- 
clent to prevent their future use or reclamation, the following 
priorities will be followed: 

(1) Parts which are nonstandard and unusual, either from 
a mechanical or electrical standpoint, since the likelihood 
that the enemy can replace them would be small, particularly 
if aU captured units of a particular item have the same non- 
standard component destroyed. 

(2) Critical units, since the likelihood that the enemy 
would be able to replace them would be smaller than for non- 
critical items. 

(3) Parts interchangeable With other equipment » to prevent 
the enemy from using them to salvage other types of destroyed 
equipment. 

(4) Other parts. 

Methods. — ^The following general means of destruction, 
utilizing the usually available tools and materials, are pre- 
scribed for the principal items of signal communic^ion 
equipment: 

(1) Books and papers, — Instruction books, circuit and wir- 
ing diagrams, records of all kinds for all types of Signal Corps 
equipment, and code books and registered documents should 
be destroyed by burning. Each cryptc^raphic security officer 
will secure a 5-gallon can of gasoline to be kept within easy 
reach and close proximity to the storage place of all registered 
documents. Xf possible, each document will be separated into 
individual sheets, each sheet crumpled, and all placed in a 
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pile. The piJe may then be saturated with gasoline and 
Ignited; for safety, a lighted match may be thrown, from a 
distance of at least 6 feet 

(2) Engines,~~All gasoline engines, whether a part of a 
truck or an engine generator, should be demolished in order 
of importance of the principal parts such as engine block, 
magneto, carburetor, radiator, cylinder heads, manifold, and 
fuel tanks. 

(3) Generators. — ^All generators should be demolished in 
order of importance of the principal parts, which are casting, 
armature windings, commutator, brushes, and main casting. 

The armature windings, and in some instances the field 
windings, of generators may be destroyed by short-circuiting 
prior to demolition of the prime mover. 

(4) Power switehboards. — The principal power switch- 
board parts to be demolished in order of importance are 
meters, regulators or relays, switches, and wiring. These 
parts may be destroyed by sledges and axes, 

<5) Telephone smtchboards, — Switchboards should be 
destroyed with any hammer, ax, sledge, or other means of 
demolition available. Destruction should be accomplished 
In the following order: Jacks, keys, relays, battery and meter 
protective units, head and chest sets, and power ediiipment. 

(6) Radio sets. — ^Destruction of equipment by explosives, 
when provided, is prescribed in appropriate instructions. All 
radio sets may be destroyed in the following manner: 

(a) Shear off all panel knobs, dials, etc., with an ax head. 
Break open set compartment by smashing in panel face, then 
knock off top, bottom, and sides. The object is to destroy 
the panel and expose the chassis. On the top of the chassis, 
strilse all tubes and circuit elements with the ax head. On 
the under side of the chassis the ax head should be used for 
shearing and tearing off wires and small circuit units. Sock- 
et bases should be broken and circuit imits and viares cut. 
Tubes, coils, crystals and holders, microphones, earphones, 
and batteries should be smaslied or cut, the treatment and 
tool being the same as for chassis parts. Masts and poles 
should be broken at the joints by bending. The variable 
gang tuning condenser is the most difficult part to replace 
and should therefore be destroyed. 
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<b) The following supplement means of destruction 
should be employed whenever possible: 

1, Pile up equipment already smashed as outlined 

above, and pour on gasoline or oil and set on fire. 
If other inflammable material such as wood, saw- 
dust« cloth, straw, etc.. is available, pile Up this 
material and place equipment on it before pouring 
on gasoline or oil. 

2. Smashed parts should be burled in earth or stream 

beds. 

(7) Radio stations, — Destruction of radio stations may be 
accomplished in the same manner as described for radio sets 
except that additional demolition is required for all perma^ 
nent fixtures such as antennae towers and power plants. 
Such permanent and heavy fixtures may be destroyed by 
explosives and in the case of engines, generators, and power 
switchboards by the methods covered in c, and d above. 

(8) Telegraph eqiiipinent. — Telegraph switchboards,, sets, 
and printers should be destroyed in the same manner as tele- 
phone equipment. It is particularly important to smash 
gears and frame castii^s of teletypewriters. 

(9) MeteorologicaX etitxijment, — ^All meteorological equip- 
ment such as barometers* anemometers, wind vanes, ther** 
mometers, hydrometers, wind-indicating instruments, rain 
gages, sunshine gages, recorders, and meteorographs may be 
destroyed by means of bending or crushing with heavy 
instruments, 

(10) Visital signaling equipment, — ^AU visual signal equip- 
ment may be rendered permanently inoperative by destroying 
all glass, particularly optical glass, metal reflectors, gears» 
and wiring by bending or smashing with heavy instruments. 

(11) Miscellaneous, — ^Transmitters and receiver units of 
telephones and head and chest sets should be destroyed by 
hammering. Items containing nibber, such as rubber-tired 
reel carts, wiring of all types, and field wire should be de- 
stroyed by cutting and burning. 

M 15. CAPTtTRED Equipment.— In order that captured enemy 
signal communication equipment may be reused by friendly 
troops, turned in for salvage of usable parts, or studied to 
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gain information about the enemy, It must be handled 
promptly and placed In the proper channels, In order to 
study such equipment an identification officer is provided at 
infantry division and similar or higher unit headquarters 
in the theater of operations. AH personnel should imme- 
diately report captured enemy signal communication or 
cryptographic equipment to the nearest signal or communi- 
cation officer. Where circumstances permit, installed equip- 
ment will not be disturbed before the arrival of specially 
trained personnel* For further details see FRC 11-35. 
Caution: Such equipment may conceal "booby traps" which 
will cause casualties to unwary personnel. 

V 16. BESPONsXBnJTY OF Signal Officers,— Signal officers 
will be familiar with all items of equipment for which they 
are responsible/ in order that they may prescribe other means 
of destruction as necessary to meet unusual conditions in the 
field. Such instructions will be coordinated by the senior 
signal officer, and copies forwarded to the Chief Signal 
Officer, 
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Section I 



GENERAL 



■ 17. DEPimnoNB. — a. Message center, — ^The message center 
is the agency of the commander at each headquarters or 
command post charged with the receipt, transmission, and 
deHvery of all messages except those indicated in paragraphs 
20dand 48??<3). 

b. Addressee. — ^An addressee is the person or office to 
which a message is to be delivered. The term includes a 
representative authorized by an addressee to receive his 
messages. Addressees may be indicated as "action" or "In^ 
formation", depending upon the purpose for which the mes- 
sage is sent to them. 

c. Message, — See paragraph 5a, 

Writer, — The originator of a message is called the 
writer. 

e. Cryptography. — See paragraph 50. 

■ 18, Purpose.— The purpose of the message center is to 
speed the transmission of authentic messages by — 

(1) Providing a designated point to which messages and 
messengers may be directed. 

(2) Keeping Informed of the current effectiveness of each 
available means of signal communication. 

556773*— 43 2. 13 
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(3) Properly distributing message traflic to the available 
effective means of signal communication. 

(4) Eliminating unnecessary delays in transmission. 

(5) Operating an eflScient messenger service, 

h. Message centers of divisions and higher units are oper- 
ated by Signal Corps units. Message centers of units below 
the division are operated by communication personnel of 
those units. Message centers are located at the command 
post and at the rear echelon of the headquarters. Advance 
message centers for the reception and relay of messages are 
employed as a part of the signal system to facilitate signal 
communication with advanced units or units operating on 
a flank. 

c. Advance message centers are established when required 
to relay messages transmitted by different means of signal 
communication or through different channels of the same 
means. Information of their locations will be transmitted 
to Interested unit signal or cammunication officers, who are 
responsible far the proper and rapid dissemination of this 
information. Advance message centers often are employed 
as a part of the signal system to facilitate the transmission 
of information and reports from front line reconnaissance 
and security units, and as collecting points for messages from 
several reconnaissance detachments in the reconnaissance 
operations of cavalry divisions. A staff officer may be as- 
signed to the advance message center to receive* evaluate, 
and consolidate messages for retransmission to the rear. 

d. Hie message center is not organized or equipped to per^. 
form stenographic or clerical work pertaining to the head- 
quarters which it serves. It is not equipped to prepare copies 
of outgoing messages for multiple transmission, nor to prepare 
additional copies of incoming messages for multiple distribu- 
tion. It will therefore not be used for these purposes. (See 
pars. 2b and 37/i.) 

B19. Classification of MIessages.— Messages are classified 
according to — 

a, Seorecy. — Messages are classified as secret by the T\nlter 
if their content so warrants. In simulated or actual tactical 
operations^ all messages not classified as secret will be re- 
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garded as confidential and need not be so marked. (See AB 
380^.) 

IntelUgibiUty. — ^Thls classification refers to whether the 
message is in clear or cryptographed (sec. IV) . 

(1) A clear message is one in which the text of the message 
conveys an Intelligible meaning in a spoken language. 

(2) A cryptographed message is one in which the text of the 
message conveys no intelligible meaning in any spoken 
language. 

c» Precedence vnth which handled. — ^Messages may be clas- 
sified as urgent, operational priority, priority, or deferred by 
the writer. Messages transmitted electrically may carry any 
of the five precedences (formerly termed classifications) 

given below as to priority. 

(1) Urgent (O) . — Commanders must restrict the use of the 
urgent precedence to the most urgent messages: excessive use 
will defeat its purpose. Urgent precedence Indicated by 
symbol O is reserved for initial enemy contact and initial 
amplifying reports, and for subsequent contact reports and 
other messages during actual or imminent combat (redl or 
simulated), which may materially affect plans or course of 
action and must therefore be brought to the attention of the 
addressee at the earliest possible moment. A primary exam- 
ple of this type of message is a so-called Army flash message 
which is employed to report the approach of hostile aircraft.' 
Urgent messages will be sent immediately upon receipt, except 
When communication Involving another urgent message is 
being carried on. 

(2) Operational priority (OP). — Operational priority pre- 
cedence, indicated by the symbol OP, is not ordinarily used 
in the Army, but is used in joint Army and Navy procedure, > 
and is reserved for important messages pertaining directly to 
operations, except ordinary movement reports, which cannot 
be classified as lu'gent, taut which nevertheless must be deliv- 
ered to the addressee as expeditiously as possible in order to 
be acted upon properly. This priority shall lye given only to 
operatioTial tro^Mc. (Messages sent by the executive <1X) 
method are of this precedence, but do not carry OP in the 
heading.) 
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(3) Priority (P) —Priority precedence, Indicated by the 
symbol P, is used for messages which cannot be classified 
under definitions of urgent and operational priority, but 
which, nevertheless, are pressing and require the addressee's 
immediate attention upon receipt, and which must therefore 
be delivered to the addressee as expeditiously as traffic of 
higher precedence wdl permit. Tbas is the highest precedence 
that can be given to administrative traffic. Priority mes- 
sages will be transmitted before such routine messages as may 
be waiting to be sent, tout transmission of a message will 
usually not be interrupted to send a priority message. 

(4) Routine (no symbol}. — ^Routine precedence Is used for 
messages requiring prompt delivery to the addressee but no 
special precedence. It is standard for messages in normal 
form, and is understood to apply where no otherj|>recedence 
is indicated* except in the case of executive <IX) method 
messages mentioned in (2> above. The majority of the mes- 
sages handled by the message center will be routine messages. 
They are transmitted in the order in which they are received. 

(5) Deferred iD) . — ^The deferred precedence indicated by 
the symbol D Is used for those messages whose delivery to the 
addressee may be delayed mtil the transmitting agency is 
unoccupied with other traflBc, or if sent by messenger, until 
one is otherwise required for the trip, but in no Instance will 
the delay exceed 24 hours. 

d. Terminology employed in messaffe center operation^ — 
<1) Outgoing messages, — Outgoing messages are those com- 
ing to the message center from local sources for transmission 
to offices or Individuals served by another message center, and 
to those not served by a message center, or located beyond the 
normal operating distance of local messengers. ' 

<2) Incoming messages, — Incoming messages are those 
coming to the message center for delivery within the head- 
quarters or ecdielon from another message center or offices or 
individuals not served by a message center, or from distant 
members of the headquarters or echelon who are beyond the 
normal operating distance of local messengers, 

(3> Relay messages. — Relay messages are those originating 
outside the headquarters or echelon served, and sent to the 
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message center for delivery to an office, individual, or message 
center at another headquarters or echelon. 

(4) Local messages.-^bocBl messages are those originating 
at an echelon of a headquarters for delivery to another office 
or individual at the same echelon. Such messages normally 
are not handled by the message center, but may be for records. 

e. Form. — This classification refers to the form employed in 
transmission of the message by electrical means and not to 
the writing of the message by the "writer. 

(1) Normal form.— The normal form message is ordinarily 
used when transmitting messages electrically between divi- 
sions or higher headquarters. The abbreviated form may be 
used if desu^. (See par. 21b.} 

(2) Abbreviated form. — The abbreviated form message is 
always used when transmitting messages by radio within the 
division and between elements of the division and smaller 
units. For messages sent by means other than radio the 
normal form may be used if desired. (See par. 27c.) 

Method of sendmg. — Methods used for transmission of 
messages by electrical means include-^ 

(1) Recelp<k or B method. In which both the transmitting 
and receiving stations normally may use their transmitters 
in order to effect delivery of messages, and in which the 
transmitting station usually requires and obtains a receipt 
for each message thus transmitted. This is the normal 
method. 

(2) Broadcast or F (Fox) method in which several sta- 
tions are addressed, but are not permitted to receipt to the 
transmitting station for the messages thus received* 

(3) Intercept or I method in which, by prearrangement, 
messages intended for a silent station are exchanged between 
two regularly operating stations, 

(4) Executive (IX) method, which is used for messages 
which require the execute sign to indicate the instant of 
execution. 

■ 20. BaBSFonszBiLnT. — a. Outgoing messages^ — ^The respon- 
sibility of a message center begins when a message is received 
and continues until the message Is receipted for by the ad- 
dressee, another message center, or a means of signal com- 
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munication at another headquarters or echelon. It is also 

the respoDsibility of the message center to assure that mes- 
sages submitted for transmission are submitted by persons 
known to the message center personnel or able to establish 
their identity. 

h. Incoming messages, — The responsibility of a message 
center begins with the receipt of the message by whatever 
means of signal communication emplojred and continues until 
the message is receipted for by the addressee. 

c. Relay messages. — The responsibility of the relaying mes- 
sage center begins with the receipt of the message by what- 
ever means of signal communication employed and continues 
until the message is receipted for by the addressee, another 
message center, or a means of signal communication at 
another headguarters or echelon. 

d. Other messages,— ThB message center is not responsible 
for — 

(1) Messages transmitted by the writer directly to the 
addressee by telephone, teletypewriter, or personal agency. 

(2) Messages handled by the military or civil postal service. 

(3) Local messages. (See par. 19d(4) .) 

■ 21. FLEXIBILZT7 OF 0R6AinzATiaN.^-a. Slnce the handling of 
messages is an important function of, command, the com- 
mander of each unit is responsible for the adoption of 
methods which are satisfactory for his unit. Message cen- 
ters will operate with a varied number of men depending 
Upon the size of the Unit, the magnitude of operations, the 
time of day, and all other factors which affect the volume 
of traffic to- be OT>ected during any given period. Flexibility 
in procedvre and organization is therefore desirable and 
authorised, 

&. Situations peculiar to a particular headquarters organ- 
ization or tactical operation may require special methods of 
procedure. Commanders will be alert to recognize such 
situations and to adapt their methods to secure best results. 
A standing operating procedure is desirable but it will not be 
considered binding when departures therefrom will speed 
operation. However^ some uniformity of procedure is neces- 
sary to prevent confusion, because each message center must 
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transact business with other messagre centers. Also, per- 
sonnel allotted to the message center are sufficient to per- 
form only the minimum functions incident to the handling 
of normal message traffic, and if operations in excess of these 
minimum functions are required, the necessaiy additional 
men must be provided by the commander. 

The methods of handling messages as set forth in this 
chapter are intended only for guides. Deviations therefrom 
are authorized if circumstances warrant and if other mes- 
sa^e centers and communication personnel are notified and 
assent to a change which affects their oton operation, 

B 22. Training. — a. Objective, — ^The time requiired for all 
clerical opeTations of the message center, indudix^ time for 
recording and numbering the message, inclosing and prepar- 
ing the envelope, if used, or preparing a delivery list, but ex- 
cluding cryptographing, should not exceed 20 seconds. 

b. Maximum delay time in message centers. — No message 
will be delayed for recording operations in the message cen- 
ter longer than 2 minutes, exclusive of the time required for 
cryptographing, decryptographing, or authentication. Com- 
manders are responsible for having sufficient personnel 
available and properly trained to accomplish this objective. 
If the volume of business at any time exceeds the capacity of 
the message center personnel to perform the normal record- 
ing operations within this maximum delay time, the unit 
commander will be promptly informed and additional per- 
sonnel provided or the normal operations abridged or elimi- 
nated. 

c. PersonneL — For detailed instructions as to training of 
messengers, see section II, chapter 3. The training of mes- 
sage center and messenger personnel will emphasize^ 

(1) Military courtesy. 

(2) Staff organization, particularly the organization and 

personnel at local headquarters. 

(3) Organization of the unit and the numerical designa- 
tion of subordinate and superior units, 

(4) Training in passive air defense, such as natural and 
artificial concealment, use of sand bags and earthworks as 
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a passive defense measure, and the identificatloii of hostile 
and friendly aircraft and vehicles. 

(5) Use of the weapon with wliich armed. 

d. Conference with users of the system. — ^It must be realized 
that commanders and staff officers do not always find time 
to keep up with regulations relating to use of the signal sys- 
tem. It will prove helpful to the entire unit if the signal or 
communication officer finds opportunity in a staff conference 
or otherwise to receive complaints and to explain to the 
principal users of the system such matters as — 

(1> Hppndling of messages of various precedences, and how 
the excessive use of high precedences will defeat the purpose 
for which they are established. 

(2) Handling secret and other messages. 

(3) Value of writer's identification number and time signed 
if future reference to the message is anticipated between 
writer and addressee. 

(4) Schedules of messenger sei-vice, with the suggestion 
that when practical>le, outgoing messages be submitted lo 
meet these schedules. 

<5) Advantage of the telegraph or teletypewriter over the 
telephone for certain types of messages. 

(6) Policy of the commander regarding the transmission 
of radio messages in the dear. See paragraph 49 for basic 
policy in this respect. 

(7) Necessity for warning the message center of any un- 
usual demand for service which will be made upon it, such 
as the distributioQ of field orders at a certain hour. 

(8) Necessity for the 'writer to submit all messages in 
duplicate. 

(9) Directions for sulnnission of messages for multiple dis- 
tribution. 

(10) Any other matters whidh require coordination. 

■ 23. Informal Contact With Neighboring Message Cen- 
ters. — ^Efifective operation is facilitated by informal contact 

between neighboring message centers on matters of mutual 
interest, such as reporting the cielivei*y of an important mes- 
sage, notifying the other message center of the reason for de- 
lay in securing an answer, or warning the neighboring mes- 
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sa&e center that it will shortly receive orders or other messages 
which will require special measures for prompt handling. 
Neighboring message centers should thus work together as a 
team; each should assist the other in meeting mutual prob- 
lems and in answering Inquiries, and should welcome such 
assistance from neighbors. 

■ 24. Operation. — a. Continuous service. — During active 
operations, message center service is continuous and is 
effected as follows: 

(1) On the march, — ^Message centers may function during 
the march to afford commmlcation between columns, within 
the column, with aerial or ground reconnaissance troops* and 
with the rear echelon when it does not accompany the 
cohimn, 

(2) At each echelon, — message center is established at 
each echelon of the headquarters. (See par. 18b.) When an 
echelon moves, the message center opens at the new location 
prior to or at the same time as the closing of the message 
center at the former location. 

h. Location, — •(!) Signs to mark the location of the message 
center and the routes thereto are used sparingly — ^when the 
danger Is great » not at all; in place of signs, guides are posted 
to point the way and messengers are given more precise 
instructions. 

(2) On the march, the position of the message center in 
column is made known to all concerned by designating its 
position in the march order and by the use of pennants and 
panels. The latter are used when necessary to mark the 
location from the air. Standard markings are shown in 
paragraph 149. 

(3) liie following are desirable physical features of the 
message center: 

(a) Quiet. 

ih) Protection from the weather and from the enemy, 
(c) Capability of being made lightproof at night and gas- 
proof at any time, 

(<i> Accommodations for personnel and equipment, 
(e) Convenience to staff sections and to highways. 
(/) Location in a region of good radio reception and trans- 



21 



BASIC FIELD MAmTAIi 



mission such that radio stations can be grouped around the 
message center in a scattered, hidden arrangement. 

Employment of means of signal communication. -^In co- 
ordinating the use of the various means of signal communi- 
cation, the message center employs the most suitable and 
rapid means available for the transmission of any message. 
To this end the message center will keep itself informed as to 
the availability of all means. Tlie considerations govern- 
ing the means to be employed are — 

(1) Messages to go only a very short distance should 
habitually be sent by messenger. 

(2) Maps, documents, photographs, and shnilar messages 
must be sent by messenger unless equipment for facsimile 
transmission is available. 

(3) Short messages going a comparatively long distance 
should be sent by some electrical means. 

(4) Whenever possible, the teleg:raph or teletypewriter 
should be used in preference to the telephone in order that 
the latter may be kept open for direct communication by the 
commander and his staff. Messages transmitted by telegraph 
or telephone may be cryptograpbed as necessary to conform 
to paragraph 49. 

(5) Pigeons should be employed as prescribed in chapter 4. 
The instructions in paragraph 49 as to cryptographing radio 
messages apply to pigeon messages also. 

<6) Very long messages should usually be sent by mes- 
senger. 

(7) Messages transmitted by radio are subject to inter- 
ception by an alert enemy, and must be cryptographcd as di- 
rected in paragraph 49. 

(8) If its importance warrants, a message may be sent 
by two or more means subject to the restrictions imposed 
by cr5l>tographic security. (See AH 380-5.) 

(9) Urgent and priority messages are sent by the most 
rapid means available. (Bee par, 19c.) 

(10) Routine administrative reports must be transmitted 
by means other than radio. 

(11) Relative speeds of transmission of the various means 
of signal commimication. The following chart assumes a 
normal tactical message of 10 groups or 10 clear text words: 
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Means 



Maaiial telBgrapli (sii^e line). 
Miuiiiiil ioli'igrfipli (diipUix) . . ^ 

TdofypowrKxiT (single line) 

Teletypewxit/^r (duplex) 

iimlioU^lftgniph- _ 

RfidiolK^lnphono 

TdcphoTic _ 

LaiTip _ 

Semaphore flags 

Wigwag flags — 

Panel.. 



28- ?S\ 
50- 70 
80-100 
150-190 
16- 25 
10- 15 
10- 15 
10 
15 
lOf 

30. 



^Messages 
per hour. 



[Groups per 
bour. 



MessGiifjer, disniouiitcd., 

Mesi^enc^er, mouiityti 

M('is:5{'.iiger, bioyclrt 

Mosscnger, iriotor 

Messenger, airplane 



3- 

6- 
25- 401 



Milts per 
hour. 



d. Forms and equipment — Certain blank forms, stamps^ 
and other equipment are normally provided for convenience 
and to save labor. However, message center operation will 
not be made dependent upon blank forms or other equipment, 
nor will the absence of such material lie permitted to delay 
messages in the message center, 

■ 25. MuLTiPtE Distribution.— When distribution of mimeo- 
graphed or printed material to a number of addressees is 
desired, all copies required for each addressee will be delivered 
tc the message center wrapped, packaged, or otherwise 
secured, and the bundle plainly marked with its destination. 
Each such package^ envelope, or container will be handled by 
the message center as a single message and will be delivered 
by messenger. One additional copy of the message should be 
delivered to the message center. 

■ 26. Messenger System, — For the employment of messen- 
gers, see chapter 3. 

a. Estimate of needs. — As all local delivery and a large 
portion of message traffic between message centers is handled 
by messenger, an effective messenger system is indispensable. 
It is, therefore, an important responsibility of the com- 
mander to provide for their means of transport. 

b. Casualties. — 'War escperience has shown that messengers 
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suffer heavy casualties and that when these casualties are not 
promptly replaced or when insufficient men are detailed to 
the messenger service, the messenger personnel is soon 
brought to the limit of physical endui'ance. The unit com- 
mander should, therefore, keep himself informed of the mes- 
senger situation and should be prepared to detail additional 
trained messengers whenever they are required. 

c. Messenger dispatcher, ^The messenger dispatcher 
should be selected with care. He should be a forceful non- 
commissioned officer and able to write rapidly; he should be 
mentally alert and have considerable endurance; and above 
all, he should know how to handle his messengers with the 
proper combination of understanding and firmness. 

d. Organization^- — ^It may be expected that the number of 
messengers detailed will be the minimum estimated even 
under the most favorable circumstances. It is vitally impor- 
tant therefore that this personnel be carefully selected and 
well trained and that its transport be utilized at maximum 
eflaciency. As the requirements for messengers change from 
day to day and even from hour to hour, the organization 
must be flexible. This flexibility is enhanced If the sleeping 
quarters of the messengers are in the immediate vicinity of 
the message center. When practicable, messengers should be 
organized into shifts and details to provide 24-hour service 
for — 

(1) Local delivery, 

(2) Scheduled messenger service to other message centers. 

(3) Special messenger service to handle urgent and priority 
messages and other special missions, 

€, Training. — To meet situations in which heavy casualties 
among messengers or the total failure of other means of 
signal communication call for sudden extensive augmenta- 
tion in messenger personnel from any source available, all 
military personnel will. as. an integral part of their routine 
training, receive the fullest instruction in the duties of mes- 
sengers, runners, and agents, with the object in view of ren- 
dering any squad or similar grouping capable of functioning 
as an efficient messenger team on a moment's notice. Mes- 
sengers carried as such in Tables of Organization will be 
given furth^ specialized training. 
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■ 27. ^ECTRiCAL Transmission of Messages. — a. General, — 
(1) It is important tliat message center personnel have suffi- 
cient knowledge of radio procedure to enable them to prepare 
messages properly for transmission and delivery when electri* 
cal means are used; b and c below are based upon TM 11-454. 

(2) The telephone Is not considered a satisfactory means 
for a message center to use In transmitting message traffic 
because it denies to more important use the circuits being 
so employed. If a message cannot be sent by telegraph, tele- 
typewriter, radio, or messenger, the writer should be notified 
so that he personally or one of his representatives may com- 
municate direct with the addressee by telephone. The tele- 
phone In the message center, if installed, is not intended for 
the transmission of message traffic, but may be found helpful 
In contacts with neighboring message centers, transmission 
agencies, and offices relative^to the transmission and delivery 
of messages. 

b. Normal forvi, — (1) The table below lists the data of in- 
terest to the message center, in addition to the authentication 
group, which should appear, in whole or in part, on messages 
to be transmitted by electrical means in the normal form. 

(2) Messages sent from one headquarters to another are 
addressed to and signed by the designation of the respective 



Main set 



Part 



Example 



When 1180(1 



Heading. 



Destination 

Operating instruc- 
tions. 

ClassificatLon 

Datii of ori^n. 
Writer's number.. 
Addressee 



Code or cipher in- 
dicator. 

Message 

Writer's identifica- 
tion. 



Time signed 



Send to BAl, or aend to I 

Corps. 

F, G, T, or Y 

O, P, orB 

Sixtcmlli 

NE26. 

TO G-3, I Corps (crypto 

graplKMl if message text 

is cry ptographed). 

DFCTCl - 

IXOW VAWL COTZ 

FKOM Q-3, 1st Inf. Div. 
(cryptograpbed it mes- 
sage text is cryptographed) . 

1828. 



Always. 

If required. 

If rcquirod. 

Alwnys. 

If Bvailal)lf5, 

If essential, in- 
sertcd at random 
at bfsgiiuiiug ol 
text. 

If essentia]. 

AlwEiys. 

If essentiBl, In- 
serted at random 
near end of text. 

Always. 
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commanders except when the message is sent by a particular 
staff officer and action will be expedited by using the designa- 
tion of the respective staff officers. Designations of com' 
manders, when used as addresses and signatures, are not 
transmitted in messages sent by radio, but are inserted in 
the proper places on the message form by the receiving 
operator when the message is transmitted in the clear, using 
the designations indicated by the radio call signs of the sta- 
tions of origin and destination. If sent in secret text, the 
code clerk making tlie clear text copy will insert the designa- 
tions thereon. 

(3) When the designation of a staff officer is used In the 
address or signature of messages sent in the clear by radio, 
the designation of his unit or headquarters is not transmitted 
but is inserted at the headquarters of destination as ex- 
plained in (2) above. In messages sent in secret text where 
the designations of staff officers are inserted at random in 
the body of the message, each will be inclosed in parentheses 

and preceded by an appropriate word as (For ) or 

(Prom — ) , They are not cryptographed so as to appear 

at the beginning or end of the hiessage. 

e. Ahlyreviated form, — ^The following table lists the data of 



Main scc- 
iiom 


Fart 


Example 


When used 


H«adiiig 

Text 


Dcstiuation 

OpJTatinc: uistruc- 

tions. 
Classification 


8ond to FAl or send to 1st 

Inf. Div. Arty. 
F, G. T, or y 

0 


Always, 
If required. 

Uii^oiit message 
only. 

If easenl;ifi1, in- 
serted »t randoTn 
near Ijeginnliig of 
text. 

If essential. 

Always, 

If essential, in- 
Kc^rte<l at random 
near end of text. 

Always. 


Addressee 

Code or cipher 
indicator. 

Writer's identifl- 
cation. 

Tliue signed 


TO CG DIV ABTY (cryp- 
tographed if mess^o text 
Is cryoti^rapJiod}. 

DFCTl 

IX OW VAWL COTZ 

VKZK. 
FBOf-I OO 1ST mif (cryiv 

tographcd if iqcsbe^ text 

Is cryptographed). 
1926 1 
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Interest to the message center, In addition to the authentica- 
tion group, in whole or hi part, on messages to be transmitted 
by electrical means in the abbreviated form. 
M 28. Army and Navy Methods op Specifying Time.— <t. The 
Army and the Navy use the 24-hour clock. In the 24-hour 
clock, time is always expressed as a group of four numerals. 
The first two numerals of the group denote the hour and the 
last two numerals the minute after the hour. Ordinary or 
12-hour time may be converted to 24-hour time by adding 
12 hours to all times from 1:00 PM to midnight, inclusive. 

b. The date may be expressed in either of two ways: 

(1) For the current month, the day may be indicated by 
preceding the lour-digit time group with a fwo-figure date 
group, indicating the day of the month. For example, 
080600 is the 8th day of the month and the time is 6:00 AM, 

(2) The date and time may be stated by using the foux- 
digit time group, followed by the montli, day, and if desirable, 
the year, 

c. The heading of all messages, dispatches, reports, and 
orders transmitted by radio, telegraph, or cable to the War 
Department will include the date and the time of origin 
expressed by six digits as prescribed in b(l) above. The 

aate group, time group, or date-time group may be omitted 
from messages, dispatches, reports, and orders transmitted 
by radio in the abbreviated form or abbreviated normal form 
when necessary, 

d. Greenwich Civil Time is used within the Navj^ and in 
joint operations, unless otherwise prescribed, and within the 
Army, in both the heading and text of all commimlcation in 
the following categories: 

(1) Messages and orders from the War Department. 
<2) Messages and reports to the War Department. 

(3) Orders, reports, and other communication between 
headquarters not having common local time. 

(4) Communication with the armed forces of associated 
nations. 

All the groups expressing Greenwich Civil Time, includ- 
ing those in the headings of messages, will be designated by 
the letter suffix Z immediately following the last digit of the 
group. For example, 190225Z indicates 2:25 AM on the 19th 
day of the current month Greenwich Civil Time. 

27 
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A Examples of time expressed in the 12-hour and 24-hour 
clock systems are showa below. 



13-hour time 


24>hour 
time 


12-hour time 


24-hour 
time 


Midnight 


1 0000 
I 2400 
0001 
0117 
1136 


Noon 


1200 

1250 
1808 
2309 


12:01 AM 


12; 50 PM_ 


1:17 AM 


6:08 rM_ 


Ilr36 AM 


U:fi9PM 







■ 29. Station Lists,— Operation of the message centers of di- 
visions and higher units is facilitated when station lists are 
provided. The station li;5t Is prepared by the adjutant general 
or G-1 of the unit, and gives the location of the various head- 
quarters and elements of the command. 

■ 30. Telephone Directory.— -In signal operation instruc- 
tions, the message center is furnished the telephone directory 
names of all switching centrals and the numbers of all tele- 
phones with which it may be concerned. Telephone directory 
names and numbers are not intended for secrecy but may be 
prescribed for purposes of simplicity, accuracy, and speed in 
handling telephone calls, (See paj. 175 and example, par. 
265m.) 

■ 31- Radio, Telegraph^ and Visual Call Signs. — Call signs 
are issued in blocks to the unit signal oflBcer by the next 
higher echelon. In signal operation instructions, the message 
center is furnished a list of the call signs of stations with 
which it may be concerned. These call signs are used by the 
message center to expedite the handling of messages. All 
stations serving the same headquarters, whether radio, tele- 
graph, or visual, use the same call sign. However, when there 
is danger that the enemy may intercept visual signals and 
identify the station, a separate call sign may be prescribed 
for visual stations. (See example, par. 265e.) 

■ 32. Authentication Systems.— An authentication system 
may be prescribed for use with messages transmitted by any 
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means. The purpose of an authentication system is to pro- 
vide a means whereby &ona fide messages can be made to carry 
a special symbol attesting to the authenticity of their origin. 
These systems, when issued, will be accompanied with de- 
tailed instructions for their use. These systems will vary in 
complexity and form depending on their specific use. 

■ 33. Lettering. — The following system of lettering is pre- 
scribed for legibility in copying cryptographed messages, and 
elsewhere as desired. The examples indicate how letters and 
numerals should be formed and the sequence to be followed 
in making the various strokes. 



lile straight line I is the foundation stroke. The letters 
X, and K are made slightly smaller at the top. The letters 
H, K, and F have the center horizontal strokes slightly above 
the middle. The letters X, Y, and K have the Junction slightly 
above the middle. 




TL 4009 




TL 400« 
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The letters O, Q, C, and G are made in circular form. The 
letter B is slightly smaller at the top and has the center 
horizontal part slightly above the middle. The letters B and 
8 are slightly fimaUer at the top. 




TU400B 

The bar under the ntimeral 1, the top of the 5 and 7, and 
the bottom of 2, are straight lines. The numeral 1 has a bar 
under it, slightly below the stem, to distinguish it from the 
letter I and the cipher 0 has a bar diagonally through It to 
distinguish it from the letter O. 

■ 34. Charts, Maps, and DuoRAus^The items given below, 
particularly in divisions and higher headquarters, are help- 
ful in conducting the operations of the message center. In 
order to be of value, they must be kept up to date. 

a. A display map to show the locations of headquarters of 
the next superior and of the next subordinate units, the 
scheduled messenger routes, and other information which 
would be useful to messengers. Sufficient maps or map sub- 
stitutes of the area to provide each messenger with copies 
should be available. 

b. A corresponding diagram of the locations of the several 
offices at the local headquarters, possibly showing the names 
of the principal occupants of those offices. 

e. A ready reference chart showing the various means of 
signal communication established to the different units pre- 
pared in substantially the following form and with pins 
placed in appropriate spaces to indicate the means which 
are established* (See par. 46a.) 
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Unit 


Mosscngor 


Telegrapli 


Telephone 


Badio 


16 Inf.. 










18 Inf 










26 Inf - 































d. A list of officers on duty with the unit. 

e, A duty chart of message center and messenger person- 
nel, which also should provide a meal schedule. 

■ 35. Abbreviations, — ^In indicating the means by which 
messages may be transmitted, the following abbreviations 
are used: 

Msg Message 

Msg Cen Message center 

Msgr^-.. Dismounted messenger (runner) 

Ap Msgr Airplane messenger 

Bel Msgr Bicycle messenger 

M Msgr Motor messenger 

Mtcl Msgr Motorcycle messenger 

Mtd Msgr Mounted messenger 

Scd Msgr Scheduled messenger 

Sp Msgr Special messenger 

Pgn Pigeon 

Rad Eadio 

Tg Telegraph 

Tt Teletypewriter 

Tp ^ Telephone 

Vis Visual 



Section II 



PROCEDUIUE FOR DIVIiSIONS AND HIGHKB UNITS 

m 

■ 36. Organization.— a. In describing the procedure for divi- 
sions and higher units, duties are outlined for message cen- 
ter chief, messenger dispatcher, code clerk, messengers, and 
operators of the several means of signal communication. 
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This division of duties is functional and is made for con- 
venience in description. In small message centers during 
periods of inactivity, one man may perform two or more 
functions while in large and busy message centers, two or 
more men may be required for a single function. 

1>, The term "message center chief" is applied to the 
senior specialist on duty. 

c. The term "operator" Includes telegraph, teletypewriter, 
and radio operators. 

■ 37, Equipment and Forms. — There Is no guarantee that 
all messages arriving at a message center for transmission 
will be on standard forms and properly prepared. Neverthe^ 
less, the responsibility of the message center begins when 

the message is presented to it by the writer, regardless of 
the manner or form of presentation, and every efifort will be 
made to insure its rapid and accurate transmission to the 
addressee. The following eauipment and forms are helpful 
although the procedure may be used without them: 

fl. Received stamp. — ^The received stamp indicates in per- 
manent type the message center designation; in movable 
type, the month, date, and year; it also provides for time 
entry by clock operated stamp. 

b. Serial number stamp.— Ttds Is an automatic numbering 
»stamp. 

c. Field message book. — ^This book contains message blanks 
for all messages, special tissue blanks for pigeon messages, 
and several vellum slieets for making map overlays. 

d. Number sheet — ^The following is an extract from W. D., 
8. C. Form No. 159. The complete form provides space for 
100 messages. (See par. 46a.) 
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WAE DEPAETMBNT 
9IGNAJL OOEPS» U. S. ARMY 
NUMBEE SHEET 



(Unit) (Date) 



No. 


Remajks 


No. 


Hemarks 


No. 


Eemiu'ks 


No. 




1 




26 
27 




hi 




7fi 

77 



















Delivery lists. — (1) The following is an extract from 
W. Du S. C, Form No. 160. The complete form provides space 
for seven messages. 



WAR DEPARTMENT 
SIGNAL OORPS, TJ. 8. ARMY 
LOCAL DELIVERY LIST 



Time dispatched 



Time returned 



MESSAGE 
IDKNTIFIOATION 



SIGNATURE IN FULL 
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(2) The following is an extract from W. B., S. C. Form No, 
158. Hie complete form provides spaces for 19 messages. 



WAR PEPABTMKNT 

SIGNAL OOKPS. U. 8. AKMY 
ROUTE DELIVERY LIST 


Time dispatched 


Time retonied 


MESSAGE 
GATiON 


SrONATCTHE IN FULL 


TIME 
REOEIVJiiD 





















(3) The above forms are used for securing receipts for 
messages delivered by messenger. The form in (1) is most 
suitable for local messengers and the form in (2) for 
scheduled messengers. 

/. Skeleton copi/ stamp, — This is a rubber stamp with the 
word "SKELETON" in letters about 1 inch high. This stamp 
is used in stamping message blanks when preparing skeleton 
copies. (See paragraph Z^g,) 

g. Paper fastening machine, — ^This is a medium duty, spool 
of wire type of machine. 

ft. Indelible rtb&on, or single^ or double-faced carbon 
paper, — These materials may be used when i»:eparlng origi- 
nal copies of a message in order that duplicates may readily 
be prepared by the appropriate oflQce or agency without 
recopying. (See par, 18dJ 

L Message carrtfing boffs.— Hiese are bags for the use of 
messengers. 

■ 38. Messages. — a. Preparation hy writer, — ^The necessary 
instructions covering the preparation of messages are con- 
tained on the inside of the front cover of the field message 



34 



SIGNAL COIflMUNICATION 



38 



book. Tlie following are the essential instructions contained 
in the message book: 

(1> The preparation of at least two carbon copies is re- 
quired, the original and one carbon to be delivered to the 
message center and the other carbon copy to be retained for 
the writer's file. 

(2> Print plainly. Print proper names (except signature 
and grade of writer) and code and cipher groups in capital 
letters. 

(3) Write the message in as few words as possible. If the 
writer desires punctuation marks transmitted, they must be 
spelled out, otherwise they will not be sent. 

<4) Use only authorized abbreviations. 

(5> If a precedence in speed of handling other than routine 
Is desired, print in capital letters the desired precedence in 
the space at the upper right of the message form. 

(6> The use of a serial number by the writer simplifies 
future reference by either the writer or the addressee. The 
number is inserted on the first line of the message form after 
the word "No." 

(7) After the word "Date'' insert the date in the following 
order: Day, month, year (example: 15 January 1941 or 15 
Jan 41) . 

(8) After the word *'To" on the message form insert the 
oflacial designation of the addressee (example: CG 1st Inf 
Div) . Add his actual location only when necessary to in- 
sure delivery. Do not use the telephone directory designa- 
tions as addresses. 

(9) In the blank following "Oflicial designation of sender" 
insert the official capacity in which the writer is serving (ex- 
amples: "CO 1st Bn 1st liif " or "Leader Patrol No. I") . 

(10) In the blank following "Time signed" enter the time 
at which the message is signed. This blank must always be 
filled. 

(11) In the blank following "Signature and grade of 
writer" insert the personal signature of the writer of the 
message or of the person authorized to write the message 
for him. 

(12) In time of war or emergency all messages to be trans^ 
mitted by radio, or by other means when danger of hostile 
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interception exists, are cryptographed unless authority to 
send in clear is given by the commanding officer or his 
authorized representative. This autliority must be indicated 
in lowef left comer. A box is provided in the message form 
to authorize transmission in dear. 



rtMR trtUSD MBSCENMO. ^ | HOW SEIVT , 


URGENT 


N 


MESSAGE asS'w^p" os, 








^NEAiy /='O^C£S NAVE CN£CH£D 


Oi/J? AJ)MNC£ P£/?/OI} /?£OiJ£ST 


/?£JNrORC£M£NTS 














{CUT IN CLEAR 5rONATURE CM=" OFFICER ■'^ GIGNATUHC AND GRADE OP WRITSH 



PtGTJRE 1. — ^Example of a meaeage properly prepared by tUe writer. 



&. Address and signature, — When call signs are used for the 
transmission of a message, only the commanding officers of 
the units which the stations serve are indicated. However, 
the individual for whom the message is intended or his official 
title may be inserted at random within the body and near 
the beginning of the message preceded by the word "For", and 
the identity of the writer of the message near the end of the 
message preceded by the word **From." The position of 
these insertions must be varied in order to maintain crypto- 
graphic security. 
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c. Receipt — ^The receipt of an addressee for a message con- 
sists of his signature and the time at which he receives the 
message, 

cf. Acknowledgment. — ^An acknowledgment of a message en- 
compasses not only the fact that the message was received 
but also that the addressee understands the contents of the 
message. When directed by the writer of a message, the 
addressee may be informed that an acknowJedgment of the 
message is requested. The receipt indicated above is ade- 
quate for the acknowledgment provided the addressee under- 
stands that his receipt encompasses tliis additional require- 
ment. If, however^ a study of the message is required prior 
to an acknowledgment, the addressee may Initially receipt 
for the message and at a later time acknowledge it. 

■ 39. Handling Outgoing Messages. — ^The procedure pre- 
scribed in this paragraph and paragraph 40 applies specifi- 
cally to messages not classified as secret; these messages are 
treated as confidential. The procedure for handling mes- 
sages marked "Secret'' differs somewhat and is described in 
paragraph 41. An authentication system may be used at 
message centers to indicate or determine the authenticity of 
messages. Outgoing messages coming to a message center 
from a local source may be handled by the separate specialists 
listed below in the manner described : 

a. Message center chief, — The message center chief — 
(1) Receives the message in duplicate from the writer, his 
representative, or a messenger, making sure that the person 
submitting the message is known to him or can satisfactorily 
identify himself, 

<2) Immediately inspects the message for legibility and 
proper address. He declines to accept illegible and improp- 
erly addressed messages and, if necessary, brings such mes- 
sages immediately to the attention of the message center 
officer. 

(3) Writes the time filed on both copies of the message or 
stamps the time of receipt on the back of both copies with 
his received stamp. (See fig. 2.) 

(4> Writes or stamps the message center number with his 
serial number stamp, beginning a new series of numbers at 
midnight each day* (See 2.) 
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(5) Determines the means by which the message shall be 
transmitted and writes the abbreviated name of the appro- 
priate means at the top of the message. (See fig. 2.) 

(G> Checks the message center number off his number sheet 
by drawing a diagonal line through the number correspond- 
ing to the message center number assigned to the message. 
(See fig. 3.) 



, URGENT^ 

MESSAGE SSS^in'Sup'^^^f (ci^s,nc*noH) 



HOWSEhfT 



No._J . Date. 

CGI CO ftps 



~C~GJjr~7NFWV \090^ 

' ^ ■innOTuim Mm mux, of wwrncw 



FtauRB 2.— Writer's original message properly filled in by the message 
center chief. 

(7) (a) If he decides that the message shoiild go forward 
by electrical means and transmission is authorized in the 
clear, he provides for the authentication of the message and 
hands or delivers the original of the message to the operator 
and files the duplicate copy in the live file, (See par. 46e,) 

(b) If the message Is to be transmitted as a cryptogram, he 
passes the original of the message at once to the code clerk 
and nies the duplicate copy in the live file. (See par. 24c (7) .) 
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<e) If the message is to be sent in the clear by messenger, 
he inserts the authentication group in the heading of the 
message when received* passes the original of the message at 
once to the messenger dispatcher, and files the duplicate copy 
in the live file. 

(8) Receives the signed delivery list from the messenger 
dispatcher as soon as it has been returned by the messenger. 



WAR DEPARTMENT 
BWMI. CORPS, U. & ARMY 

NUMBER SHEET 



/sr INF Diy... 



CirGflACrTg ... 





FiouRE 8, — ^Message center number sheet as prepared by MBSage 
center chief. 

(9) Checks the transmitted messages off his number sheet 
during lulls in traffic handling by drawing a second opposing 
diagonal line through the corresponding number. Trafiic 
Will not be delayed to perform this operation. (See fig. 3.) 

(10) (a) Files the copy of messages transmitted by the 
operators in the dead file when these are returned by the 
operator, lliese originals are used for reference. Removes 
the duplicate copies from the live file and destroys them. 
(See par. 46d,) 

(&) Removes from the Hve file duplicate copies of the mes- 
sages sent by messenger and places them and the signed de- 
livery lists in the dead file. 
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(11) Uises pigeonHoles or envelopes for filing. For ready 
reference, these are labeled with the names of the unit whose 
traffic they contain; for example, "From I Corps," "To I 
Corps," **Prom 1st Infantry Division,*' "To Krst Army " etc. 

Files are kept for all units with v/hich the unit transacts 
considerable business. A file marked "From miscellaneous" 
and "To miscellaneous" is kept for all other business. These 
files are disposed of as directed by the unit signal of&cer. 

















IfflKaWUaK CEKTCR IH OUPttCATE) 

M« 2/ JULV /3S 




To 






A//?3 i>rcri /Njz ojxH savw 












ATBH MYKD H£T£ ZASr t/AWL 












OGLH 09<^S 






























OPFICUU. OE8l«UTlON OF SBtDlDC 


TIME WaMRl 






AUTHOaiZEP T5 BE 1 

SCr^T JH CLEAR fllONATURE or Ot-UCkH | StCHATUM AMD QRADB Op WftllER 









PiGURE 4. — CryptogrBpiied message as completed by tbe code cleric. 

&. Code clerk. — (1) Receives the original of the message 
to be cryptographed from the message center chief; 

<2> Ciyptographs the message without making a duplicate 
copy of the cryptographed message. (See par. 21b.) 

(3> Transfers message center data at the top of the mes- 
sage to the cryptographed message form. (See fig. 4.) 
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(4) Indicates the pertinent data as to address, operating 
instructions, speed in handling, and authentication group 
(if predetermined) in the heading of the cryptographed mes- 
sage. (See fig. 4.) 

(5) Passes the cryptographed message to the operator, or 
to the messenger dispatcher when the message is to go via 
messenger* 



TIME FiMSO <^Q^7 1 MfiaiagWUff, d i HOW., 


^^^^^ 


CD3 V ASl NR2 \Q 




lyiRf^CAtf^C CsuBMir TO message (ciJWsiricATioN) 

miK9anviK center in duplicate) 

n.^ 2/ JULY /3S 


To 


A//?3 DFCri /NJZ OJXM SUVW 








ATBM MY/<S H£T£ ZASr VAWL 
































JlOTHafilZEO TO IE 1 

S£NT IH »C11 sMMntiM OP omom 1 SiOiMniRK and WRi 





TT^JSzeX 

EtauiCB 6. — ^Message after completlQii of transmission by tho operator. 



(6) Piles the original of the clear text message in his file 
and disposes of the file as directed by the unit signal or com- 
munication officer. 

(7) Destroys all work sheets by burning. 

c. Operator, — (1) Receives the cryptographed text message 
from the code clerk or the clear text message from the mes- 
sage center chief. 

(2) Inserts a group cotmt and a station-to-station serial 
number. (See fig, 5.) 
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<3) Transmits the message and receives a receipt from the 
distant operator. (See par. 27b.) 

(4) Services the message in his possession and when he no 
longer needs it for verification, returns it to the message 
center chief for file. (See a (10) (a) above and fig, 5,) 

d. Messenger dispatcher (see also / below) . — The messenger 
dispatcher, who is charged with the supervision of messen- 
gers — 

(1) Receives the original of a clear text message from the 
message center chief or the crytographed message from the 
code clerk, 

(2) Prepares a delivery list in duplicate for transmission 
by messenger. A good carbon copy is necessary; this copy 
is retained by the messenger dispatcher. 

(3) Enters a serial number at the upper right of the 
delivery list form. (See fig. 6.) 

(4) Enters the message center number or other means of 
identification in the first column of the delivery list. (See 
fig. 6.) 

(5) Stamps or writes the time dispatched in the blank space 
at the upper left of the delivery list Just prior to the departure 
of the messenger. (See fig. 6.) 

(6) Hands the delivery list and the messages to the mes- 
senger and gives him any necessary special instructions. 

(7) Stamps or writes the time returned in the blank space 
at the upper right of the signed delivery list when It is re- 
turned by the messenger. (See fig. 7.) 

(8) Hands the completed delivery list to the message center 
chief. 

(9> Disposes of duplicate delivery lists as directed by the 
tmit signal or oommunioation officer. 

e. Messenger (see also / below).— The scheduled or special 

messenger — 

(1) Receives the message(s) and delivery list from the 
messenger dispatcher and proceeds to the distant message 
center (or addressee if the addressee is not served by a mes- 
sage center). 

(2) Delivers the messages) and delivery list to the message 
center chief of the distant message center or to the addressee 
who signs for each message and, in the case of the route de- 
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® 

fSw«IiIES& war department 

signal corps. u. s. army 
ROUTE DELIVERY UST 


TIME DISPATCHED 


TtME RETUI^NEO 


NiMBAai 

IPCMTjflCVlOli 




TIME 








9 












IAC-9tr; 


^; 




It 


















'9 











































































Figure 6. — ^Boute aeUvery list as prepared by l^e messenger 
dispatcher. 
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5">fc!?'l<5 WAR DEPARTMENT 

SIGNAL CORPS. U. S< ARMY 

ROUTE DELIVERY UST 




EroDHB 7. — Completed route delivery list as returned to tlie-. 
messenger dispatcher by tHe messenger. 
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livery list, enters the time of receipt in the right-hand column. 
<See fig. 7.) 

(3) l£eceives the signed delivery list from the message 
center chief of the distant message center or from the ad- 
dressee and either returns to his message center or continues 
to other message centers or addressees on his route if he has 
other deliveries to make. 

(4) Enters his name, his initials, or his number as pre- 
scribed by local regulation, on the delivery list for identifica- 
tion. (See fiff. 7.) 

(5) Hands the delivery list to the messenger dispatcher of 
his own message center. 

A Scheduled messenger service, — (1) Routine messages,— 
For scheduled messenger service, the delivery list is handled 
as follows: 

(a) When a scheduled messenger has just departed on a 
certain scheduled route and the next message for delivery on 
that route reaches the messenger dispatcher's desk, the latter 
enters the message center number or other message identifi- 
cation in the first column of a serially numbered delivery list. 
He enters succeeding messages for that route on successive 
lines as they arrive. 

<&) When the time scheduled for the next messenger's 
departure arrives, the messenger dispatcher enters or stamps 
the time dispatched In the proper space, turns the delivery 
list and messages over to the messenger, and gives him such 
instructions as may be necessary. 

(c) The messenger delivers the messages according to his 
standing instructions supplemented by such special direc- 
tions as he may have received for the particular run. He 
secures a signature for each message. 

(2) Other 7W65saj7es.— Delivery of urgent, operational 
priority, and priority messages will not be held up for a 
scheduled messenger. 

g. Skeleton copy of message. — Some messages will be sub- 
mitted to the message center without a duplicate copy. For 
transmission by electrical means, the single copy will suffice, 
but if transmission is by messenger, a skeleton copy is made 
for follow-up and this copy is thereafter handled as a dupU- 
cate copy* The skeleton copy is usually brief; for a XOO-* 
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word message relating to class I supplies, the skeleton copy 
anight be simply » **QM to Army QM Class I supplies/' or for 
a bundle of maps, "G-3 to G-3, 26 Inf Div bundle maps/* 
A very brief description is all tbat is required for identifica- 
tion. An urgent or priority message is not delayed for the 
preparation of a skeleton copy. If a skeleton copy is re- 
quired, it is made as accurately as possible from memory 
after the message has been dispatched and the notation 
"From memory" is added. 

H 40. HAin>LiNG Incoming MEssAoES^^Messages received at a 
message center for delivery to local addressees may be han- 
dled in the manner indicated below. Incoming messages are 
not assigned message center numbers. 

a. Operator, — (1) Copies the message In duplicate. 

(2) Services the message, entering the time he acknowl- 
edged receipt and his personal sign under the message, in- 
closed in a circle. (See fig. 8.) 

(3) 0 the message is in the clear, inserts the address and 
signature or completes them by adding the designation of 
the staff officer's headquarters (see par. 27li) , and passes or 
delivers — 

(a) Original to the message center chief for authentica- 
tion when necessary or to the messenger dispatcher for 

delivery. 

(b) Duplicate to the message center chief when no longer 
needed for verification. 

(4) If the message is cryptographed, passes or delivers — 
(a) Original of the message to the code clerk. 

ib) Duplicate to the message center chief when no longer 
needed for verification. 

Message center chief. — (1) Receives the original of a 
clear text message from the operator (a(3) (a) above). 

(2) Verifies the authenticity and marks the message ''Au- 
thenticated" or '*Not authenticated/* 

(3) Hands the original to the messenger dispatcher for 
delivery. 

(4> Receives and files the duplicate copies of messages from 
the operators referred to tn a above. 

(5) Receives the message (s) from the incoming messenger; 
signs for each message received on the delivery list of the 
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distant message center; returns the delivery list to the mes- 
senger; stamps the message or its cover with his received 
stamp; if the message ts in the clear, verifies the authentica- 
tion group, writes or stamps it "Authenticated" or *'Not 
authenticated/' and hands the message directly to the mes- 
senger dispatcher for delivery; if the message is crypto- 
graphed, hands the message to the code clerk for decrypto- 
graphing and authentication* 



1M£SR SPACES FOR WESSftOC OHm ONLV -^—^ 

I MSG CEM NO. I KOW SENT 



CI) J VAJBi NR 2 \0 GR-/2 

NO- DATE ;g/ JOJ-y JSS 

* 

TO 



ATBf< Aiy/fJ) //£T£ ZASF VAWL 



OFFICIAL PESIGNATfON OF SEKPER I TIME 510NED 



AUTHORIZED 70 BE 

3£NT tN CLEAR SIGNATURE OF OFFKK | SIGNATURE AND GRADE OF WRITE8 



PiGunE 8. — ^Receiving operator's completed copy of the message after 
transmission of receipt. 

(6) After the message has been delivered, receives the com* 
pleted delivery list from the messenger dispatcher and files it 
in his dead file. ^ 

Code cleric. — (1) Receives the original of the cryp to- 
graphed message from the operator, or from tlie 
center chief if the message arrives via messenger. 
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(2) Verifies the authenticity of the message and writes or 
stamps the words ''Authenticated" or "Not a4ithienticated" on 
the face of the clear copy of the message. 

(3) Decryptographs the message, making an original only. 

(4) Enters the official designations of the addressee and 
the sender, as determined from the call signs or from the 
designations inclosed in parentheses and the call signs (see 
par. 21b) , the date, time signed, and the operator's heading 
(if any) or t^e distant message center data (If any) in their 
proper places on the decryptographed copy of the message. 
(See fig. 9.) 

(5) Passes the message to the message center chief, fUes 
the original cryptograidied copy of the message in his file for 
reference, and disposes of this file as directed by the unit 
signal or communication ofiftcer. 

(6) Destroys all work sheets by burning. 



[_ MSO CEN NO. L_H 



/i s/ N/?2 J?a<i/ I URGENT 

tlECCAr^C MtSiACE IClASStFICAUONI 

IVICdaAVCciHTEa IN DUPLICATE} 

HO. DATE . ^/ JU LZ^ 

TO CG /Sr CORPS 



J^N£My rO/?C£S mV£ CM£C /(£D 



OU/? AI)yAAfC£ STOP R£Q/J£Sr 



/ ?£/A/ro/?C£'Af£ NrS 



AUTHORIZED TO BE | 

SfNT IK CLEAV KGNMUftE OF Of HCER SlGNATUtE AND GItADE OF WRITES 



TL-4032A 

FnsuBE 9. — Code clerK's copy of ttie message jready for delivery to the 
&dclr&£8ee. 
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d. Messenger dispatcher, — ^Eecjeives the original of a clear 
text message from the message center chief and — 
(1) Prepares a delivery list as follows: 
(a) Enters a serial number on the upper right-hand comer 

of the local delivery list. 

(£>) If the message arrived via messenger, he enters the 
message center number of the distant message center, head- 
quarters of origin, and means of communication by which the 
message arrived in the left-hand calumn of the local delivery 
list. (See fig. 10 J 



W.D,S%g.C. WAR DEPARTMENT 

Form No. i4l> signal Cont»^. u. 8. army 

LOCAL DELtVERY LIST 




returned 



MESSAGE 



SIGNATURE IN FULL 



Z Q INF LlV-6'{P3n) 



TL'4030A 

Figure 10,— Examples of a local delivery list properly filled out lay 
the messenger dtepatciier. 
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(c) If the message arrived by a means requiring an opera- 
tor, lie enters the headquarters or station of origin, the sta- 
tion-to-station serial number (if the message is in the nor- 
mal form) or the time signed (If the message is in the abbre- 
viated form) , and the means of communication by which the 
message arrived in the left-hand column of the local delivery 
list, (See fig. 10.) 

(2) Designates a messenger to deliver the message. . 

(3) Stamps or writes the time dispatched on the delivery 
list when the messenger is ready to depart. (See fig. 10.) 

(4) Hands the message(s) oad the delivery list to the mes- 
senger and gives him the necessary additional instructions 
for the delivery of his message(s>. 

(5) Stamps or wi'ites the time returned in the upper right- 
hand blank of the delivery list when the signed delivery list 
Is returned to iiim by the messenger. (See fig, llj 

(6) Hands the com.pleted delivery list to the menage cen- 
ter chief. 

(7> In handling urgent and priority messages and In order 
to avoid delay In delivery, the messenger may be given a blank 

delivery list and be instructed to request the addressee to fill 
in the message identification as well as the signature, and In 
case of the route delivery list, the time of receipt, 

e. Messenger, — (1) Receives the message and the delivery 
list from the messenger dispatcher. 

(2) Delivers the message and the delivery list to the ad- 
dressee and obtains his signature, and in the case of the route 
delivery list, the time received. (See fig. 11.) 

(3) Beturns to the message center and enters his name, 
initials, or his messenger number as required by local regula- 
tions, on the delivery list for Identification. (See fig, 11.) 

(4) Hands the delivery list to the messenger dispatcher. 
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rL''4a29A 

FEauiiE 11. — Completed loccd delivery list as letumed to tl» mes- 
aenger dispatcher by tbe meBsenger. 

■ 4L Hanblino Secret Messages. — ^The handling Of secret 
messages Ijs prescribed in detail in AR 380-5. When time per- 
mits, secret messages will normally be carried by officer 

couriers operating as direct agents of the originating office. 
The handling of secret messages in the message center differs 
from the handling of nonsecret messages in the respects men- 
tioned below. The message center must be informed of the 
cryptographic systems which its code clerks mnst have in 
order to handle secret messages received from or addressed 
to other headauarters, offices, or agencies. 
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a. Outgoing messages, — ^The writer of an outgoing message 
submits only the original copy of a secret message to the mes- 
sage center. The message center chief stamps this message 
with his time stamp and serial number stamp, makes the 
notation "Secret" in the "Remarks" column of his number 
sheet, and passes the message to the code clerk. The code 
clerk m^kcs an original and a skeleton copy of the crypto- 
graphed message, these copies being henceforth handled in 
the same mamier as nonsecret messages, Tlie original of the 
plain text message is then marked, "Sent (date) and is im- 
mediately returned to the originator *s office for file. The 
original of the cryptographed message is passed to the trans- 
mitting agency, the skeleton copy is placed In the live file, and 
final disposition made in the same manner as for j^eleton 
copies of nonsecret messages. 

&. Incoming messages. — An incoming secret message is han- 
dled in the same manner as a nonsecret message except that 
the single copy of the plain text is marked by the code derk 
''Secret." 

■ 42. Handlestg Relay Messages. — a. The operator hands or 
sends both the original and the duplicate copy tO' the mes- 
sage center chief whether received cryptographed or in clear- 
If the message is received from a messenger, only the original 
is available. 

The message is then handled as an outgoing message. 
It is not given a message number by the relaying message 
center. 

c. A message received in secret text is not decryptc^raphed 
by the relaying message center. 

d. A copy of the message will be available in the message 
center with the operator's service for follow-up if received 
or transmitted by electrical means. 

e. No copy of the message will be available in the message 
center if received and transmitted by messenger. In this 
case, the signed delivery list or message envelope is the only 
record. If considered necessazy, a skeleton copy may be 
made for reference. 
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Section m 

PROCEDURE IN HEADQUARTERS BELOW DIVISION 

B 43. General. — Simplicity and speed in handling message 
traffic are paramount considerations. If necessary to meet 
local requirements, unit commanders are authorized to make 
modifications in the procedure given in paragraph 47. 

■ 44. Organization. — a. In describing the procedure, duties 
are outlined for message center chief, messenger dispatcher, 
code clerk, messenger, andi operators of the several means of 
signal communication- This division of duties is functional 
and is made for convenience in description. For definitions 
of the terms "message center chief" and **operator*', see para- 
graph 36. For the classification of messages, see paragraph 
19. 

In small message centers during slack periods, one man 
may perform all the duties. For this reason each member 
of the message center team must be tredned to perform all 
the duties incident to message center operation. The per- 
sonnel should be able to operate as more than one team ui 
order to provide for continuous operation when the command 
post is moved, 

c. Radio operators are authorized to cryptograph and de- 
cryptograph messages when their radio station is separated 
from their message center by an appreciable distance or there 
is no message center. (See par. 49b.) 

H 45- Forms and Equipment. — Message center procedure is 
not dependent on forms. No equipment other than pencil, 
paper, timepiece, and the authorized codes and cipher devices 
is required. Certain forms such as delivery lists, number 
sheets, field message books, and message envelopes are, how- 
ever, usually provided for convenience and to save labor. 
(See par. 37.) 

U 46. Records. — ^The message center keeps only such tem- 
porary records as are required to insure rapid and accurate 
handling of message traffic. The following records are usu- 
ally kept; 

a. Number sheet, — ^Message center numbers are assigned 
to each outgoing message. (See par. 39a (4) .) If desirable. 
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the chart referred to In paragraph 34c and the number sheet 
referred to in paragraph Sid may be combined into a message 
center log. An example of an extract of such a log is shown 
below. Spaces for 100 numbers and additional units may be 
conveniently provided on the form. If it is used, the instruc- 
tions in this chapter dealing with the number sheet apply 
also to this form. 



MESSAOJS CJBNTER 7^00 
1st TA Bn ^6-41 



(Unit) (Date) 



Record of servUseabiUly ui mvtms 


No. 


lie- 
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930A 


In 
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b. Receipt form. — ^The receipt form may be a delivery list, 
message envelope, message blank, or blank sheet of pai)er. If 

an acknowledgment has been requested by the writer, nota- 
tion of this fact will be made on the receipt form. (See par, 
38c.> 

c. Live file, — The live file consists of a duplicate or skeleton 
copy of each outgoing message which has been sent to a 
signal agency for transmission but for which a receipt has 
not yet been obtained. 

d. Dead fUe, — ^The dead file consists of the duplicate or 
skeleton copies of all receipted outgoing messages; completed 
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receipt forms; and the receipted duplicate clear text copies of 
all incoming messages received by means other than special 
messenger. Hie dead £]e is disposed of dally or of tener as 
directed lay the unit communication officer. Unless other- 
wise directed by the commander, it is turned over to S-1 at 
frequent Intervals so that messages may be included in the 
unit journal, (See par. 257 J 

e. Code clerk's file. — ^This file contains the original dear 
copy of all outgoing messages sent as crj^tograms and tbe 
original copies of all incoming cryptographed messages. 
Caution: Clear and cryptographed copies of the same mes*' 
sa&e must never be filed together. The file is disposed of 
dally as directed by the«unlt communication officer^ (See 
par. 2^1d^ 

■ 47, Handling Messages (see par. 21c) .—The following pro- 
cedure Is one of several methods which, may be used in 
handling messages at a message center. It should be re- 
membered that the assignment of duties as tabulated below Is 
functional and that one man may perform several or all func- 
tions in a certain message center, whereas one or more men 
may be necessary to perform a single function in another. 

a. Message center chief, — (1> Outgoing messages, — (a) 
Receives message in duplicate from writer. (See fig. 1.) 

(b) Makes skeleton copy when single copy or bundle of 
maps is submitted to message center, 

(c) Writes or stamps on front or back of both copies^ 

1, Time filed. 

2. Message center number* 
5. How sent. (See fig. 2.) 

(5) CJhecks message center nimiber off number sheet by 
drawing diagonal line through corresponding number. (See 
fig. 3.) 

(e) Notes briefly, opposite the assigned number and in re- 
marks column of number sheet, data which he considers 
necessary for reference. (See fig. 3.) Examples: 

1. Writer's designation. 

2, Addressee. 

3. Method of transmission (Rad, Tg, etc.). 

4, Precedence. 
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if) If the message is to go forward in the clear, he provides 
for its authentication group in the heading of the message 

and hands or delivers the original of the clear text message to 
the operator or messenger dispatcher and files the duplicate in 
the live file. 

(flr) If the message is to be cryptographed, he passes the 
original of the message to the code clerk and files the dupli- 
cate in the live file. 

(h) When message has been delivered or transmitted he 
receives Trom — 

1. Messenger dispatcher. — Signed receipt form or noti- 

fication of time of release of pigeon. (A receipt 
form may be a delivery list, a message envelope, 
the duplicate copy of a message, or a blank sheet 
of paper.) 

2. Overator or panel sfatlon.— Notification of time of 

receipt or time of aii-plane pick-up. 

(i) Draws a crossing diagonal line through the number 
assigned to the message on the number sheet completing the 
letter X. (See fig. 3.) 

(j) Removes duplicate copy of message from live file and 
if sent by— 

i. Messenger, — ^Attaches receipt form and files both in 
dead file. 

2* Electrical Tneans, pigeon, or airplane pick-up, — 
Services duplicate copy by entering in blank 
Space on face the time of receipt, or time of 
release, or time of pick-up, and his personal 

Sign, and flies in dead file. 
<2) 7nco7n.ing messages. — (a) From local operators, 

1, For local delivery, — ^Receives the duplicate copy re- 

ceipted by addressee, if delivered by the radio 
operator, and files in dead file, or the original 
and duplicate, which are handled as in Z>(1) 
below. 

2. For relay, — ^Receives original and duplicate of 

cryptographed or clear message. Handles same 
as outgoing message, except message center 
number is not given. Enters time filed and 
how sent on both copies of message. 
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Cb) From scheduled messengers, 

1. For local delivery. — ^Receives messages and signs 

receipt form; writes or stamps his own mes- 
sage center designation, date and time of re- 
ceipt on the face, back, or cover; checks the 
authentication group of clear text messages (if 
not already done), marks them ''Authenti- 
cated" or "Not authenticated/' and hands the 
messages to messenger dispatcher, or passes 
cryptograms to code clerk; files completed re- 
ceipt forms in dead fUe when received from 
messenger dispatcher. 

2. For relay. — ^Proceeds as in i above, handing mes- 

sage to operator or messenger dispatcher. If 
necessary, makes skeleton copy and handles it 
like a duplicate copy of an outgoing message, 
b. Code clerk. — (1) Outgoing messages. — (a) Receives 
original message from message center chief. (See fig. 2.) 
(&) Cryptographs messages, making an original copy only, 
<c) Enters following pertinent data on cryptographed 
copy: 

1. Message center data. 

2. If going by electrical means, inserts unit designa- 

tion of addressee or call sign of unit, operating 
instructions if any» authentication group, and 
priority, if any. (See fig. 4.) 

3. If going by messenger. Inserts official designation 

of addressee and writer in clear on message or 
envelope. 

(d) Forwards completed cryptogram to operator or mes- 
senger dispatcher when message is to go via messenger, 

(e) Piles original clear message. 

(/) Destroys all work sheets by burning. 

(2) Incoming messctges. — (a) Receives original of message 
from operator or message center chief. (See flg. 8.> 

(&) Marks message ''Authenticatea*' or ''Not authenti- 
cated." (See flg. 9.) 

(c) Decryptographs message. 

id) Delivers original clear copy to addressee and gets re- 
ceipt on duplicate which he gives to message center chief. 
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(e) Destroys all work sheets by burning* 

c. Operator, — (1) Outgoing messages, — (a) Receives the 
original message from — 

1. Message center chief if clear text* 

2. Code clerk if cryptographer. 
(&) Transmits message* 

(c) Obtains receipt. 

(d) Services message. 

(e) Notifies message center chief of time of receipt and 
files message, 

(2) Incoming rnessages.-^io) Copies message in duplicate. 

(6) Services message. 

(c) If message is in clear^ passes it in duplicate to the 
message center chief who receipts jm the duplicate. Local 
commander may require that he deliver the original in clear 
to the addressee when nearby, and obtain his receipt on the 
duplicate. Piles receipted duplicate. 

(d) If message is cryptographed» hands original to code 
clerk and files duplicate. 

d. Messenger dispatcher. — (1) OutgcUng messages. — (a) 
Keceives original message from — 

U Message center chief if clear text, 

2. Code clerk if cryptographed, 
ih) Special messenger service — 

i« Prepares receipt form by entering message Identifi- 
cation and time dispatched thereon. (See fig. 
12 which illustrates message envelope as receipt 
form,) 

2. Hands message and receipt form to messenger and 
gives him any necessary instructions concern- 
ing the delivery* 
<o) Scheduled messenger service — 

1. Bnters on receipt form the message identification as 

each message is received. 

2. At time scheduled for next messenger's departure, 

writes or stamps the time dispatched on the 
receipt form and hands message and receipt 
form to messenger, 
(d) If message is to go by pigeon, he places message in 

message holder, relSEtses bird« and notifies message center 

chief of time of release. 
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i//?G^/^r MESSAGE 
TO CO /sriA/r NO . 3 



m in dw MIowIiMr ^ «b«dbi ne^ if d^Mfy Ibt U NOT inad. 



heceived— . TiMe_ 



FtGURB 12. — ^Message envelope properly filled out by messenger 

dispatcher. 

(6> If message is to go by airplane pick-up, he sends mes- 
sage to panel station, which notifies message center chief of 
time of pick«up. 

(/) Enters time returned on signed receipt form when it is 
returned hy special or scheduled messenger. (See fig. 13 



" o/?GENT MESSAGE. 



Tr> CO /ST- lA/r NO.. 



CRKi»»fa*8* " iM«ti> ' « iw »«tcwiUJifo«yI<> (Or«lMrUiMtfieu») 



Fill in thti £ot]«wtiiff Aad obtftinrttMlpI if dofivonr Ibt b NOT « 
TIM* CM&l>ATCHco ^y^S TIMC nrirtianpn ^<9<03 



Qst^y^u^'^ T.Mr S7S7 



tIECElVED 



flxctTRE 13. — ^Message envelope properly completed when used cis a 
receipt form. 
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which illustrates completed message envelope as receipt form.) 
ig) Hands receipt form to message center chief, 
(2) Incoming messages. — (a) Receives messages from mes- 
sage center chief (code clerfc and operator during heavy 
traffic). 

(b) prepares receipt form and dispatches messenger with 
receipt form and message. 

(c) When signed receipt form is returned, writes or stamps 
time returned in proper place, 

(d) Hands completed receipt form to message center chief, 
c. Messengers, — (1) Outgoing messages, — ia) Special mes- 
senger, 

L Beceives message and receipt form from messenger 
dispatcher. 

2, Delivers message to addressee and obtains receipt* 

(Special messengers deliver all messages for 
division headquarters to division message 
center,) 

5. Iteturns to own message center and writes his identi- 
fication on face of receipt form and hands to 
messenger dispatcher. 
(&) Scheduled messenger. 

1. Receives messages and receipt form from messenger 

dispatcher. 

2. Delivers messages to distant message center chief 

(addressee if not served by another message 
center.) and obtains signatures and times of 
receipt on receipt form. 

3. Returns to own message center, writes his identifica- 

cation on face of receipt form and hands to 
messenger dispatcher* 

(2) Incoming messages, — ^For incoming messages a local 
messenger is employed during peak traffic loads who — 

(a) Receives message and receipt form frcm messenger 
dispatcher for local delivery. 

ib) Delivers message to local addressee and obtains receipt 
on receipt form. 

(c) Returns to message center and enters his Identification 
'' on face of receipt form. 

i&> Bands receipt form to messenger dispatcher. 
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■ 48. Messenger Service. — a. Scheduled, — (1) Scheduled 
messenger service is established only when the command 
posts and establishments are fixed for a sufficient length of 
time to warrant its employment. During combat, scheduled 
messenger service usually is not employed by" units smaller 
than the division. 

(2) Scheduled messengers always deliver their messages to 
the message center of the addressee. Receipt for messages 
is obtained on a receipt form. 

(3) The signed receipt form is returned by the scheduled 
messenger to his own messenger dispatcher or message center 
chief. 

b. SpedaL — CI) Special messengers should always be avail- 
able. They are dispatched as needed. 

(2) Special messengers dispatched to the headauarteil^ of 
divisions or higher units deliver their messages to the message 
center of the unit concerned* 

(3) Special messengers arriving at headquarters below the 
division deliver clear text messages direct to the addressee 
and crj^tographed messages to the message center^ securing 
receipt therefor. Information as to the location of oflices is 
secured from the message center. Whenever practicable, an 
Incoming messenger calls at the local message center after 
delivering his message in order tliat advantage may be taken 
of his return trip. However, his return will not be delayed 
for this purpose. Special arrangements are made to obtain 
receipt for messages sent by return messenger. 

(4) The signed receipt form is returned by the special mes- 
senger to his own messenger dispatcher or message center 
chief. 

c. Locals — ^In some situations, particularly in higher units 
due to dispersion of command post installations and other 
factors, it may not be practicable lor the message center chief 
or the code cierk to hand messages direct to the transmitting 
agency or for operators or the code clerk to deliver their 
Incoming messages direct to the addressee. Local messengers 
must then be available to provide for local deliveries within 
the command post^ 



656773'— 43 6 61 



49-50 



BASIC FIELD HIANUAL 



Section IV 
MIUTARY CRYPTOGRAPHY 
■ 49. Use of Cryptograms.— a. In time of war or national 
emergency, all messages; to be transmitted by radio or by other 

means when danger of hostile or unauthorized interception 
exists, are crypt ographed and, if necessary, authenticated, 
except that — 

(1) When the tactical situation is such that time cannot 
be spared for cryptographing and when the information to 
be transmitted. If intercepted by the enemy, cannot be acted 
upon in time to influence the situation, the commanding 
officer or his authorized representative may order the trans- 
mission of messages in plain language. Written messages 
will be marked, "Send in clear/' over the signature of the 
commander or his authorized representative. Responsibility 
for transmissions by radio telephony in the clear rests with 
the oflacer in charge of the transmitting station. When writ- 
ten or oral messages in the clear are authorized, the maxi- 
mum care must be taken to avoid disclosing the contents of 
future plans or locations of friendly troops and installations. 
The use of prearranged messages in the clear will expedite 
transmission. 

(2) Commanders of units smaller than a division may au- 
thorize the normal transmission of messages in clear text 
which are to be acted upon immediately in rapidly moving 
situations, 

(3> Transmission of artillery fire-control messages is in 
clear. (Flre-^control code is considered clear text.) 

b. All cryptograpliing and decryptographing of messages 
at a headquarters are performed in the message center, ex- 
cept as authorized in paragraph 44, unless the message re- 
quires a code or cipher not In the possession of the message 
center. The message center is provided with the authorized 
codes, cipher devices, and keys. 

c. If it becomes necessary to modify the wording of a mes- 
sage to facilitate cryptographing. the modified text should be 
submitted to the writer before cryptographing. 

M 50, Definitions. — knowledge of the following terras is 
essential for all personnel handling code and cipher mes- 
sages: 
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o. "Plain text*^ "clear text", or "plain language" is the text 
of a message which, on its face, conveys an intelligible mean- 
ing in a spoken language. 

b. "Secret text'' or ''secret langruage" is the text of a mes- 
sage which, on its face, conveys no intelligible meaning in 
any spoken language. The secret text of a meissage consti- 
tutes a cryptogram, 

c. "Cryptography** is the science which treats of the various 
means, methods, and devices for converting plain-text mes- 
sages into cryptograms and reconverting the so-produced 
cryptograms into their plain-text forms by a direct reversal 
of the steps or processes employed in the original conversion. 

''Cryptograms" are of three types as folJows: 
"(1) Cipher, — A cryptogram in cipher is one which has 
been produced by taking the individual letters of the plain 
text as units and applying to them either or both of two 
cryptographic processes known as "transposition" eind "sub- 
stitution*' explained below. The resulting secret text is called 
"cipher text" and the operation of producing it is called 
"enciphering"; the reverse opersution, that of reproducing the 
plain text from the cipher text by a direct reversal of the 
steps involved in its enciphering, is called deciphering/' 
The basis of every cipher system is an agreement between 
correspondents covering the general method and the steps to 
be followed in cryptographlng. That part of the agreement 
which specifically controls the steps under the general method 
Is termed the **key." The key is usually of a variable nature, 
changeable at the will of the correspondents. Normally it 
consists of an easily remembered word, phrase, or sentence; 
or of a niunber or series of numbers derivable from a word, 
phrase, or sentence. In signal communication, keys are 
changed in accordance with signal operation instructions. 

(o) TrajtsposiUim cipher, — The cryptographic process 
known as transposition consists in rearranging the letters 
(rarely syllables or whole words) constituting the plain text so 
that the resultant text becomes unintelligible. The letters 
undergo no change in identity; only their relative order is 
altered. A cryptogram which has been produced in this way 
is termed a "transposition cipher." 
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(b) Substitution cipher. — ^The cryptographic process known 
as substitution consists in replacing the letters constituting 
plain text by other letters, figures, symbols, etc. Here the 
letters undergo a change In identity without a change In their 
relative order. A cryptogram which has been produced in 
this way is termed a "substitution cipher.** 

(c> Combined cipher, — When both of these processes have 
been applied in producing a cryptogram, the latter is termed 
a combined "substitution-transposition cipher," 

(2) Code, — (a) A cryptogram In code is one which has 
been produced by taking whole sentences, phrases, words» 
letters, or numbers of plain text as units and replacing them, 
by arbitrary groups of symbols given as their equivalents in 
a code book. The resulting secret text is called ''code text" 
and the operation of producing it is called ''encoding"; the 
reverse operation, that of reproducing the plain text from 
the code text by reference to the code book, is called "de- 
coding." A one -part code consists of an alphabetical list of 
code groups with a corresponding alphabetical list of equiva- 
lent meanings. This one section serves both for encoding 
and decoding messages. A two-part code consists of two 
sections; an encoding section and a decoding section. The 
encoding section comprises an alphabetical list of meanings 
set opposite random code groups. The decoding section com- 
prises an alphabetical list of code groups with their equiva- 
lent meanings set opposite them. Since the one-part code 
lists both the code groups and the equivalent meanings alpha- 
betically, a cryptanalyst is enabled to confine his search for 
the proper eouivalent word to words whose initial letter oc- 
curs in a small section of the alidiabet, whereas any word 
might be the equivalent meaning of a code group in a two- 
part code. As a consequence, the two-part code is much more 
secure than the one-part code, 

(.b) Code groups or code words are arbitrary groups of 
symbols constituting code text. They usually consist of let- 
ters or figures, rarely of both, 

(3) Enciphered code. — ^A crytogram in enciphered code is 
one which has been produced by first encoding the plain text 
and then encipbering the code text. 

e. To "cryptograph*' a message is to convert its plain text 
into secret text* This is a convenient term to use in re- 
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ferring to the processes involved without indicating or specify- 
ing whether they are methods of enciphering or encoding. 

/. To "decryptograph" a message is to reconvert its secret 
text into plain text by a direct reversal of the operations in- 
volved in its crj^tographin?. This Is a convenient term to 
use In referring to the processes involved without indicating 
whether the cryptogram is in cipher, in code, or in enciphered 
code. As enciphering and encoding are forms of cry p to- 
graphing, so deciphering and decoding are forms of decrypto- 
graphing, 

9. "Cryptanalysis" is the name applied to the steps and 
processes involved in convei*ting crj^tograms (usually of hos- 
tile origin) into plain text by means other than those nor- 
mally employed in decryptographing messages of friendly 
origin. 

■ 51, Safety Afforded bt Crtpiographv. — Codes and ciphers 
are used to condense messages or to maintain the contents 
secret, except from the addressee, or for both purposes. 
Unless secrecy is reasonably certain, all additional time, labor, 
and danger of error involved In cryptographic messages is 
wasted; moreover, the correspondents may be lulled into a 
false sense of security in the belief that their messages are 
secret, when, in fact, the enemy may have cryptanalyzed 
them and taken action accordingly. With the use of radio as 
well as other means of electrical communication, the safe- 
guarding of codes and ciphens has assumed a paramount 
importance. No cyptogra^c system suitable for a volumi- 
nous official correspondence is absolute proof against the 
organized, cooperative efforts of a large and well-trained 
staif of cryptanalysts. Practically every cipher system that 
has ever been employed for military purposes has been solved 
and practically any code book can be reconstructed by 
analysis, given a sufficient number of cryptograms and the 
personnel and time necessary to accomplish it. 

■ 52. Comparison of Codes and Ciphers. — a. Both code and 

cipher methods are needed in the military service. The prin- 
cipal factors to be considered in comparing them are — 

(1) Simplicity, rapidity, practicability. 

(2) Secrecy. 
<3) Accuracy. 
(4> Sconomy. 
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In general, code is a more rapid and more simple method 
of secret communication than is cipher. The processes of 
enciphering and deciphering require very close mental atten- 
tion to avoid errors, and are usually much slower than those 
of encoding and decoding, which are more nearly automatic. 
This is of greatest importance in the combat zone. There 
are some very small cipher devices which tend to reduce the 
mental strain to a minimum, but usually tlie crypt o§rrams 
they yield are not as secret as those produced hy a good code, 
especially when many messages are available for enemy inter- 
ception. 

c. Code systems are, on the whole, more secret than cipher 
systems, depending upon the type of code, the extent of its 
vocabulary or contents, and the extent to which it is used; 
that is, the number of messages transmitted. Furthermore, 
the solution of one message as a rule does not entail the im- 
mediate break-down of the whole system, with the consequent 
solution of all other messages in the same key» as It does in 
ciphers. However, it is necessary at all times to guard the 
code book so that it does not fall Into the hands of the enemy. 
Actual possession Is not always necessary^ for a single oppor- 
tunity to copy or memorize certain parts Is sufi&cient to com- 
promise the whole code. 

d. Code systems, on the whole, are less accurate than 
cipher systems and are more subject to the necessity for 
repetition of messages, because a mistake in one or two code 
groups may obscure, alter, or render unintelligible the mean- 
ing of a whole message, whereas the meaning of a few letters 
which are in error in cipher may be supplied by the context. 

e. Code text is usually shorter than the equivalent plain 
text. Codes of the two-part type must be changed rather fre- 
quently to maintain secrecy. This necessitates repeated proc- 
esses preparation, printing, and distribution, all of which 
take much time and labor. 

B 53. Adthomzed Military Codes and Ciphers. — a. Codes, 

The authorized codes when issued are accompanied with 
detailed instructions. The codes vary in tsfite and composition 
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to fit the specific requirements. See AR 380-5 for the manner 
in which codes are authorized to be used. 

&. Special codes. — Such codes as address and signature 
codes, map coordinate codes, geographic, meteorological, and 
supply catalog codes, as well sus appendixes to the various 
codes mentioned in a above, may be published from time 
to time. 

c. Prearranged 7nessage codes. — To reduce the time re- 
quired for cryptographing and transmission in tactical situa- 
tions, a single code group, the meaning of which will not be 
readily apparent to the enemy, may be used to convey a short 
complete tactical message. A listing of such code groups, 
together with their meanings, may be prepared in advance of 
tactical operations by unit commanders, and is called a pre- 
arranged message code. Secui'ity from enemy knowledge is 
based on frequent changes of the messages or in the assign- 
ment of code groups for the messages. The following is an 
example of the type of material suitable for a prearranged 
message code: 

Code groiirp Meaning 
Tg Tp 

AB AFIRB BAKER Combat team 82 now at , 

LO LOVE OPTION Division CP now at GETTYSBURa. 

Employment of the 2-ietter groups will give a possibility of 
676 different combinations. Generally a limited number of 
groups will be required, and the selections of 2-letter groups 
having the greatest phonetic difference when transmitted in 
the international Morse alphabet should be used. The use of 
the authorized phonetic alphabet for telephone or radiotele- 
phone transmissions insures phonetic diiterences. Short, dis- 
tinctive words also may be used as the code groups, care 
being taken to avoid having two or more words of similar 
phonetic content. Where the signal officer feels that mes- 
sages sent in the prearranged message code may be confused 
with messages in other codes, an indicator group may be 
assigned for use with the prearranged message code. 

d. Ciphers. — ^Among others, the cipher device M-94 and 
converter M-209 are authorized for use in the miUtai-y service 
(see sees. V and VT) . 

e. Indicators. — (1) A partial list of the various message 
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codes and ciphers with their indicators and the number of 
characters comprising each group is sliown below. Indicators 
of codes authorized for training include the letter T before 
the number. For example, DFCT2 is the indicator for Train- 
ing Edition No. 2 of the Division Field Code. Similarly, those 
authorized for use in maneuvers include the letter M. For 
example, AGLMl is the indicator for a maneuver issue of the 
Air-Ground Liaison Code. 



Name of code or cipher 


Indicator 


NuTTiber of 
characters 
per group 


War Doparbnont Telegraph €3ode— 

Division Field Oode 

Air-Oroimd liiaJsan Code 

Meteorologicfii Code __ 


No indicator __ _ 


5 
4 
3 

4, 6 or 7 
5 
6 

6 


DPC, followed by a number 

AGIr, followed hj a number 

M, fDllowcd by two letters 


Cipher Bevice M-94 

Oonvorter M-a09 


CD, followed by Dumber s 

System indicator (see sigzial 

operation instructions) . 
Message izidioator '(see TM 11- 

380), 



(2) In place of the above indicators which, in effect, are 
clear^text abbreviations of the code or cipher system being 
used, secret or confidential indicators may be used, which 
resemble the code or cipher groups of the message and which 
can be interpreted only by reference to the special secret or 
confidential Instructions which explain their meanings and 
use. 

■ 54. Rules for Use of Codes and Ciphers (AR 380-5) . The 

following general rules govern the use of codes and ciphers: 

a. The instructions contained in each code book or fur- 
nished with each cipher system must be carefully Studied and 
thoroughly understood before the code or cipher is used. 

h. Care should be exercised to prevent the loss or compro- 
mise of a code book or cipher key. If a code book is lost or 
possibly compromised, the fact should he reported promptly 
to higher headquarters. 
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a Except prearranged codes as indicated in paragraph 
53c, no code or cipher which has not been approved by 
higher authority should be employed within any unit. 

d. Care should be exercised that only one edition of a code 
of a particular class, or only one cipher key is being used 
within a linit at one time. When a code is replaced by a 
new code or a new edition, the replaced code will be destroyed 
by burning unless otherwise ordered. 

e. Cryptographic messages should be short and concise. 
Long messages facilitate solution by the enemy. 

y. Never repeat a message in a code or cipher other than 
the one in which it was originally sent. If the enemy has 
already solved one of the codes or cipher keys used, he will 
translate the message by that code or cipher key and will 
thus be given clues to the solution of the other code or 
cipher key, 

g. Never cryptograph a message which has been sent pre- 
viously in clear and never send a message In dear which has 
been sent previously as a cryptogram. If the enemy com- 
pares the crj^tographic message with the clear message, he 
will be able to break into the code and solve other messages, 
or in the case of ciphers, he will have the key for the solu- 
tion of all other messages. 

ft. Never mix secret and clear text in the same message. 
Thi£ applies also to abbreviations and signs of punctuation 
which are eatiivalent to clear text. If clear text of any kind 
whatever is left in the message, the enemy can more easily 
discover the meaning of the secret text. If cryptographed 
at all, the entire message must be cryptographed. 

t A cryptographed message never sliould be filed with the 
clear message, (See par. 46e.) 

J. Capital letters should be employed throughout in writ- 
ing cryptograms in order to avoid errors. The grouping of 
the letters of code text corresponds to the length of the code 
groups as given by the book; ciE^ier text is written and 
transmitted in groups of five letters. (See par. 33.) 

Ar, Do not cryptograph the address and signature. Where 
a particular addressee or originator must be indicated, it 
should be handled as described in paragraph 38&. 
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Sechon V 

CIPHER DEVICE M-94 

■ 55. Purpose and Distribution. — Cipher device M-94 is a 
cryptographic, instrument that i^ an item of eQuipment issued 
by the Signal Corps to all message centers as one of the 
authorized means for secret communication. It is also an 
item of equipment possessed by all naval units and stations, 
including those of the Marine Corps, and can be employed In 
certain classes of secret intercommunication between the 
Army and the Navy when specific arrangements therefor 
have been made by the appropriate commanders, (See flg. 
14J 

CAUTION: When in. danger of capture, tfioroughly de- 
stroy the cipher device Jyeyond use or repair and, if possible, 
beyond recognition. 




Figure L4. — Cipher device M-94. 

■ 66. Description. — a. The device is made of aluminum al- 
loy and consists of the following parts: 

(1) A central shaft, the left end of which terminates with 
a projecting shoulder, the right end of which is Uireaded. 
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(2) A set of 25 alphabet disks, on the rim of each of which 
there is stamped a different, completely disarranged alphabet, 

<3) A guide-rule disk, consisting of a blank or unlettered 
disk from which projects a guide rule, 

C4) A retaining pJate, consisting of a thin disk upon one 
surface of whicii is stamped the name and type number of the 
device. 

(5) A knurled thumb nut. 

b. Each disk ha^ a hole at the center suitable for mount- 
ing it upon the central shaft upon which the disk can be 
revolved forward or backward. The left face of each alpha- 
bet disk is provided with a circle of 26 equidistant slots; the 
right face is cupped and carries at one point on the inside 
rim of this cup a small projecting lug. The guide-rule disk 
also carries such a lug. When the disks are assembled upon 
the shaft, the lug on each disk engages with one of the slots 
on the adjacent disk on the right and thus the disks can be 
held in engagement in any desired relatlTO po'sitions by 
screwing down the knurled thumb nut against the retaining 
plate, which is inserted between the last alphabet disk and 
the nut. 

c. When the thumb nut and the retaining plate are re- 
moved and the alphabet disks are taken off the shaft, it will 
be noted that each alphabet disk is stamped on its inside or 
cup surface with an identifying symbol consisting of a num- 
ber that is above the central hole and a letter that is below it. 
The numbers run from 1 to 25, inclusive, the letters from 
B to Z, inclusive. These symbols are employed to designate 
the sequence in which the alphabet disks ^rre to be assembled 
upon the shaft in cryptographing or decryptographing mes- 
sages as described in paragraph 58. Either symbol may be 
used for this purpose (as prearranged) but for the present, 
only the numerical identifying symbols will be so used. 

B 57. Necessity por Key and Providing for Changes 
Therein. — a. Messages cryptographed by the same sequence 
of alphabet disks can remain secure against solution by a 
well -organized and efficient enemy cryptanalytic section for 
only a relatively short time. A conservative estimate would 
place the minhnum at 6 hours, the maximum at 2 or 3 days. 
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For this reason it is necessary to change the sequence from 
time to time, and the method for determining or indicating 
the new sequence must be agreed upon in advance and thor- 
oughly understood by all who are to use the instrument. 

h. The sequence in which the alphabet disks are assembled 
upon the shaft constitutes the key in this cipher system. 
When a change in key is to take place, exactly what the new 
key will be and the exact moment it is to supersede the old 
key will be determined by the proper commander and will 
be published in signal operation instructions. (For example, 
see par. 265/.) 

■ 58. Detailed Inbtritctions for Setting Device to a Pre- 
DETEKMiKED Key,— <i. The method prescribed herein is based 
Upon a key word or key phrase from which the sequence of 
numbers constituting the key for assembling the alphabet 
disks may be obtained by following a simple, standardized 
procedure. A relatively long sequence of numbers (which 
would be difficult to remember) may thereby be derived at 
will from a word or phrase (which is easy to remember) 
and the necessity of carrying the key in written form upon 
the person eliminated. The basic key word or key phrase, 
together with the numerical key derived as shown below, is 
distributed throughout the conunaiul in signal operation 
instructions. 

5. Assume that the key phrase so distributed is CHINESE 
LAUNDKY. The detailed steps for deriving the numerical 
key sequence are as follows: 

(1) Prepare a sheet of paper by drawing cross sections 
i4-inch square, 25 squares to the line, unless prepared sheets 
are available. 

(2) Insert in the top row of squares the series of numbers 
ftom 1 through 25. Thus: 



1 


2 


3 


4 


5 |6 


7 


8 


9 


10 


U 


02 


13 


U 


15 


16 


17 


18 


19 


20 


21 


22 


23 


24 


25 



















































(3) Beginning under the number 1, insert the successive 
letters of the key phrase in the second line of squares under 
the successive numbers. Thus: 
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1 


2 


3 


K 


5 


6 


7 


8 


9 


10 


11 


12 


13 




15 


16 


17 


18 


19 


20 


21 


2Z 


23 


24 


25 


G 


B 


I 


K 


E 


S 


B 


L 


k 


TJ 


M 


D 


R 













































































(4) Extend the key phrase by repetition until there is a 
letter under the number 25, making a key sequence of 25 
letters. (If the key phrase should contain more than 25 
letters, those after 25 are merely omitted,) Thus: 



1 


2 


3 




5 


6 


7 


6 


9 


10 


u 


12 


1? 


14 


15 


16 


17 


18 


19 


20 




22 


23 


24 


25 


c 


H 


I 


N 


E 


s 


E 


L 


A 


U 


K 


D 


R 


Y 


C 


H 


I 


IT 




S 


E 


t 


A 


U 


n 
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(5) Number the letters of the key sequence serially from 
left to right in accordance with their relative position in the 
ordinary alphabet. The letter A conies first in the ordinary 
alphabet, and occurs twice in the illustrative key sequence; 
therefore, write the number 1 under the first appearance of 
A in the key sequence and the number 2 under Its second 
appearance. Thus: 



1 


2 


3 


K 


5 


6 


7 


6 


9 


10 


n 


12 


13 


U 


15 


16 


17 


Ifi 


19 


20 


21 


22 


23 


24- 


25 


G 


H 


1 


IT 


E 


S 


£ 


L 


A 


u 


If 


D 


R 


T 


C 


H 


I 




IS 


8 


E 


L 


A 




H 


















1 




























2 

























































(6) The next letter In the ordinary alphabet is B. Ex- 
amine the key sequence carefully to see if it contains the 
letter B. Since this letter does not appear in the key sequence, 
examine the key sequence for the letter C, This letter 
occurs twice in the illustrative key sequence. Write the num- 
ber 3 under the first appearance of the letter C and the num- 
ber 4 under the second appearance of the letter C. Thus: 



1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


n 


12 


13 




15 


16 


17 


1^ 


19 


20 


21 


22 


23 


2A 


25 


c 


H 


I 


N 


£ 


S 


E 


L 


A 


U 


K 


D 


R 


T 


C 


& 


r 


R 


E 


S 


£ 


L 


A 






3 
















1 












K 
















2 
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(7) The next letter In the ordinary alphabet Is D, which is 

present in the illustrative key sequence. Assign the number 
6 to the only appearance of the letter D and so on llirough the 
alphabet taking each letter successively and assigning the 
next number in sequence to each appearance of the letter in 
the Illustrative key. The work must be done carefully in 
order that no letter will be overlooked. If an error is made in 
the early stage of deriving the key, start anew» Be especially 
careful with letters which follow each other in the ordinary 
alphabet, but which are present in the key sequence in re- 
versed order, such as the combinations ED, FE, ON, and so on. 
It is easy to make a mistake in these cases and as a conse- 
quence, the assigned numbei^s will appear in reverse order. 

(8) When the numbering process is completed and if the 
work is correctly performed, there will be a number under 
every letter of the key sequence and the highest number will- 
be 25. If not, an error has been made. Check the work and 
better still, if two clerks are available, each should derive the 
key independently and the final results checked by comparison. 

(9) The key phrase selected for the foregoing example will 
yield the following key: 



I 


z 


3 




5 


6 


7 


& 


9 


10 


U 


12 


13 


u 


15 


16 


17 


16 


19 


20 


21 


22 


23 


24 


^. 


0 


H 


z 


K 


£ 


3 




L 


A 


u 


H 


D 


H 


Y 


C 


H 


I 






S 


E 


L 


A 




3 


10 




16 


6 


21 


7 


U 


1 


23 


17 


5 


20 


25 




n 


13 


13 


g 


22 


9 


15 


2 


24 


19 




























H 











































































(10) This sequence of numbers indicates the order in which 
the successive alphabet disks are to be assembled on the shaft 
from left to right. According to the foregoing key sequence, 
place the alphabet disk No. 3 on the shaft immediately to the 
right of the guide rule disk; following disk No, 3, disk No. 10» 
and so on, are placed successively to the right of the guide- 
rule disk. Disk No. 19 is the last disk to be placed on the 
shaft using this particular key. When disk No. 19 is in place 
on the shaft, put on the retaining plate and the thumb nut. 
Turn the thumb nut on to the shaft sufficiently to retain the 
assembly and yet permit the revolving of the Individual disks 
on the shaft. The device is now ready for enciphering and 
deciphering messages. 
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■ 59. Cryptografhing a ME8SAG£.--43uppose the following 
message Is to be enciphered with the key used in paragraph 58: 

CO 3d mF 

HAVE JUST REACHED EASTERN EDGE OP WOODS 
ALONG 552-5&2 ROAD WILL REMAIN IN OBSEIRVATION. 

CO 2d BN 

a. Omitting the address, write the message down on the 
work sheet underneath the key line in lines of 25 letters each. 
(With experienced Code clerks, the work sheet may be 
omitted.) Allow two blank lines between each line of clear 
text set down on the paper for the insertion of the enciphered 
text. (For procedure in enciphering abbreviations and nimi- 
bers appearing in the text of the message, see paragraph 60.) 
Thus: 



1 


2 


3 


4. 


5 


6 


7 


6 


9 


10 


n 


12 


13 




15 


16 


17 


18 


19 


20 


21 


22 


23 


2^ 


25 


c 


H 


I 


H 


£ 


5 


E 


L 


A 


u 






R 


r 


C 


H 


I 


N 


E 


S 


E 


L 


A 


U 




3 


10 


12 


16 


6 


21 


7 


U 


1 


23 


17 


5 


20 


25 


A 


11 


13 


18 


8 


22 


9 


15 


2 


2^ 


19 


H 


A 


V 


E 


J 


TT 


S 


T 


R 


E 


A 


c 


H 


E 


D 


S 


A 


S 


T 


E 


R 


TT 




D 


Ct 






































































































E 


0 


p 


TT 


0 


0 


D 


S 


A 


t 


0 




& 


F 


I 


V 


E 


P 


I 


V 


E 


T 


w 


0 


D 






































































































A 


S 


H 


P 


I 


V 


E 


N 


I 


n 


£ 


T 


IT 


0 


R 


0 


A 




W 


I 


L 


L 


R 


E 


M 






































































































1 


I 


N 


I 


N 


0 


B 


S 


S 


R 


V 


A 




I 


0 



























































































































Revolve the disks on the shaft one by one, alining the 
first 25 letters of the message to form one continuous row of 
letters from left to right with the aid of the guide rule. After 
alining all 25 letters, lock the assembly in place so that no 
disk can become displaced in further manipulation of the 
cylinder. TUb tow of letters now appearing along the guide 
rule should be checked at this pomt to he sure that the text 
in clear appears 08 written on the work sheet, 
c. The circumference of the cylinder now presents 26 rows 
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of letters, 24 of which are visible, the remaining two being^ 
hidden or partially obscured by the &uide rule. One of the 24 
visible rows is the clear text row; the remaining 23 are cipher 
text rows, anp me of which may be used as the cipher text^ 
Select one of the cipher text rows at random and write the 
letters composing this row immediately under the clear text 
on the work sheet. Assume that you chose the row begin- 
ning JUKXiD, the first row on the work sheet would then read 
SLs follows: 



1 


2 


3 




5 


6 


7 


6 


9 


10 


11 


15 


13 




15 


16 


17 


18 


19 


20 


21 


22 


23 


24 


25 


C- 


E 


I 


TS 


E 


d 


E 


I 


k 


u 


H 


D 


R 


I 


c 


E 


I 


H 


B 


S 


E 


L 




0 




3 


10 


22 


16 


6 


23 


7 


14 


1 


23 


17 


5 


20 


25 


u 


11 


13 


13 


d 


22 


9 


15 


2 




19 


B 


A 


V 


E 


J 


U 


S 


T 


A 


E 


A 


C 


H 


E 


D 


E 


A 


S 


T 


B 


R 




E 


D 


G 


J 


U 


E 


L 


D 


T 




I 


T 


Z 


I 




V 


g 






.7_ 


T 


z. 




r 


X 




B 























































It is not necessary to make a record of the cipher text row 
(above or below the plain text row) used as the cipher text nor 
is it necessary to indicate anywhere in the cipher text which 
raw was used. 

d. Loosen the thumb nut but do not remove it from the 
shaft. Aline tiie next 25 letters of the plain text as in & 
above and tighten the thumb nut once more. Becheck your 
work and then select another cipher text line from the 23 

lines available, except the one used in enciphering the first 
line of the text. Write the cipher line thus obtained under 
the second clear text line on the work sheet. Assume you 
select the line beginning YUYEZ, the work sheet will now 
appear as follows: 



1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


20 


21 


22 


23 


24 


25 


c 


B 


I 


rr 


E 


S 


E 


L 


A 


0 


H 


D 


R 


I 


c 


H 


I 


K 


E 


S 


E 


L 


A 


U 


K 


3 


10 


12 


16 


6 


21 


7 


U 


1 


23 


17 


5 


20 


25 


4 


11 


13 


18 


8 


22 


9 


15 




24 


19 


H 


A 


V 


E 


J 


U 


S 


T 


R 


B 


A 


G 


H 


£ 


D 


E 


A 


3 


T 


E 


R 


N 


£ 


D 


G 


J 


U 


K 


L 


D 


Y 


K 


I 


T 


a 


r 


I 


V 


C 


Y 


C 




TJ 


T 




P 


I 




H 


J 




















































E 


0 


P 


W 


0 


0 


D 


S 


A 


I. 


0 


N 


G 


F 


I 


V 


E 


F 


I 


7 


E 


T 




0 


D 


Y 


u 


Y 


E 


2 


D 


H 


V 


U 


2 


D 


B 


Q 


P 


0 


z 


M 


C 


P 




B 


J 


J 


I 


Z 
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e. Continue this process In a similar manner with the third 
line of plain text. Do 7iot make a practice of selecting any 
particular line of cipher text above or below the clear text. 
Avoid the selection of the line above the clear text line and 
the line below the guide rule. Assume that instructions have 
been followed up to this point and that you have selected the 
cipher text row beginning EAPTH to represent the third line 
of clear text, the work sheet now appears as follows: 



I 


2 


3 


A 


5 


6 


7 




9 


10 


n 


12 


13 




15 


16 


17 


le 


19 


20 


21 


22 


23 




25 


c 


H 


I 


V 


£ 


S 


E 


L 


A 


TJ 


H 


D 


R 


Y 


C 


H 


I 


n 


E 


5 


t 


L 


A 


D 


IT 


3 


10 


12 


16 


6 


23 


7 


U 


1 


23 


17 


5 


20 


25 




n 


13 


i& 




22 


9 


15 


2 




19 


M 


A 


V 


E 


J 


U 


S 


T 


R 


E 


A 


C 


H 


£ 


D 




A 
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/. Because the signature is not enciphered, there are only 16 
letters remaining to be enciphered which are not enough to 

complete a row of cipher text. Aline this third line of clear 
text consisting of 16 letters and select a row of cipher text 



556773* — i3 6 



77 



59 



BASIC FIELD HANTTAL 



to represent them» Asisume that you select the row beginning 
MEQHH, the work sheet now appears as follows: 
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sr. Now copy the cipher text on the message form in five^ 
letter groups. It will then appear as follows: 

JUKLD YKITZ IIVCY CVUYV PYWHJ 

YUYEZ DHVUZ DBQPO ZMCFN BJJIX 

EAPTH YOWHK WWTNY GMPRZ JIFAD 

MEQRH BPOJT YUQNT W 

h. The last group of the message is not a complete group 
of five letters; make it a complete group by adding four X's. 
These are not cryptographed, but are merely added to com- 
plete the cipher group. The final work sheet on thl3 mes- 
I will appear as follows: 



JUKLD YKITZ IIVCY CVUYV PYWHJ 

YUYEZ DHVUZ DBQPO ZMCFN BJJIX 

EAPTH YOWHK WWTNY GMPRZ JIFAD 

MEQRH BPOJT YUQNT ' WXXXX 

The message as it now appears is one of many forms in 

which the enciphered t^xt might appear externally, de- 
pending on which of the cipher text rows were selected for 
each line of the encipherment 
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i. All Work sheets utilized 3n cryptographing the message 
will be destroyed by burning. 

■ 60. Cryptographing Abbreviatzons, Punctuation Signs, and 
Numbers. — a. Authorized abbreviations appearing in the orig- 
inal plain-tesct message may be enciphered as abbreviations 
without periods. Examples: Am Tn^AMTN; E. V. Brown 

Sch=EVBROWNSCH. 

b. The witer of a message must spell out the punctuation 
signs he wishes transmitted; for example, STOP, COMMA, 
COLON, etc. Otherwise punctuation signs will not be trans- 
mitted. (See par, 33a (3).) 

c. Cardinal and ordinal numbers when spelled out In let- 
ters In the original plain-text message are always enciphered 
exactly as spelled. 

d. Cardinal numbers when expressed in figures in the origi- 
nal plain-text message must be spelled out digit by digit in 
cryptographing. Examples: 

4=POUR 
40=-TOURZERO (not FORTY) 
400— FOUBZEHOZERO (not FOUR HUNDRED) 
455==^POtJRPi:VEFIVE 
2006 =TWOZEROZEROFrVE 
12,01 AM=ONETWOZEROONEAM 
5.15 PM=FIVEONEFIVEPM 
To save time in the encipherment of numerals, an abbrevi- 
ated method of substituting one letter for each of 10 digits 
may be authorized in signal operation instructions. Thus 
^^ALONG 652--592" might be enciphered as "ALONG JJP 
DASH JBP." The substituted letters must then be enci- 
phered. 

e. Ordinal nimibers above the ordinal number lOth, when 
expressed in figures followed by "d'', or '*th", are crypto- 
graphed merely as digits spelled out without adding the '*d" 
or *'th/* The omission of the *'d" or the "th" will cause no 
confusion or ambiguity. Examples: 3d Bn=THIRDBN: 7th 
Pfc Tn—SEVENTHPKTN; 11th Rgt=ONEONBREGT; 403d 
Am Tn=FOURZEROTHREEAMTN, 

■ 61, Decryptographing a Message. — a. If the key word or 
key phrase is known, the numerical key sequence can be de- 
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Veloped as described in paragraph 58 and the set of alphabet 
disks assembled accordingly. Write the message to be de- 
cryptographed in rows of 25 letters on cross section paper, 
if available; leave space under each line for the Insertion of 
the plain-text letters. Using the cipher message given in 
paragraph it would appear under the key in the following 
form: 
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Set up the first 25 letters of the cryptogram on the cipher 
device, alining the letters In a row from left to right. Hx 
the disks in place by screwing down the thumb nut and check 
your work. Rotate the cylinder scanning successive rows 
until one is found which is intelligible all the way across from 
left to right. One row and oiUy one will be found. That 
row contains the first 25 letters of the plain text. Insert these 
letters in the proper place on the work sheet which will give 
the following: 
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c. Loosen the thumb nut and set up the next 25 letters of 

the cipher text. Lock the assembly in position and again 
check your work before scanning the rows for one containing 
plain text. Again write these 25 letters down in their proper 
place on the work sheet and continue the process until the 
whole message has been decryptographed. 

d. If any dlflculty is experienced in picking out a plain 
text row, the context of the preceding row should give a good 
clue as to the plain text following it. In the message illus- 
trated above, the last four letters of the group are not to be 
decryptographed since they were merely added to make the 
last group of the cryptographed text a complete group of 
five letters- Omit them from the work sheet. 

e. Copy the plain text message on a message form. The 
code clerk may, if authorized to do so by the message Center 
chief, convert the numbers which had to be spelled out to 
be enciphered to their equivalent arabic numerals. Copy ab- 
breviations and punctuation signs exactly as they stand in 
the decryptographed message, 

Sechoet VI 

CONVKRTER M-209 

■ $2. Description akd Use. — a. Converter M-209 is a small, 
hand-operated, all-mechanical cryptographic machine that 
is an item of equipment issued by the Signal Corps to all 

message centers serving units below the division, and to cer- 
tain types of armored force vehicles, and aircraft. In enci- 
phering, it makes a printed record of the cryptogram; in de- 
cipheringj it makes a printed record of the plain text message. 
Its speed of operation is approximately 12 grout^s per minute. 

b. TM contains detailed information regarding the 

construction and operation of the machine* necessary ad- 
justments, and repairs. While the manual may give illustra- 
tive examples of keying arrangements, specific cipher key& 
which are employed in actual field operations are issued Su 
signal operation instructions. 
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GENSRAL 



■ 63. GENEKAii. — ^Messenger commiznication is needed and 
used by all units from the smallest to the largest. Both per- 
sonnel and equipment are necessary for messenger comnumi- 
cation, but of alJ means of signal communication, it is most 
dependent upon personnel, and only to a minor degree up(3n 
equipment. All persons in the military service are directed 
to assist messengers carrying important orders or messages 
by pointing out the route, giving directions, and providing 
transportation if necessary. 

■ 64. Personnel. — a. The personnel needed for messenger 
communication consists primarily of messengers, but agents, 
airplane pilots, observers, and others are reaulred in special 
situations. Usually messengers are a part of message center 
sections of units operating a message center, but if they are 
not, they should be attached to those sections for training and 
employment. These additional messengers will be provided' 
from personnel other than communication personnel by the 
commanding ofiBcer of the unit which the message center 
serves. 

(1) Messengers are persons who carry messages as defined 
in paragraph 5. In the field a dismounted messenger is 
named a runner. Other messengers ,are named according to 
the means of transport used by them; as, mounted (horse), 
bicycle, motorcycle, motor, and airplane. 

(2) Agents are special messengers, usually noncommis- 
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sioned officers, employed by commanders for liaison with sub- 
ordinate, adjacent, or supported units (see pars. and 81), 
b. The great dependence of messenger communication upon 
personnel necessitates that personnel should he selected with 
the following characteristics as a basis: 

(1) Motorcycle, bicycle, mounted messengers, and runners 
should be young- and sturdy. 

(2) Messengers, especially runners and agents, are re- 
quired to have courage to a marked degree. They are often 
sent ou important missions the accomplishment of which 
requires extraordinary self-reliance and endurance. 

(3) Messengers and agents are required to have an intel- 
ligence above the average. They must be resourceful, able 
to comprehend simple oral orders, to use compasses and maps, 
and to understand changes in tactical situations. 

(4) Extreme loyalty is necessary to invsure trustworthiness. 
In messengers, loyalty and courage will compensate to some 
extent for deficiencies in physique. These men must carry 
out their instructions and duties with care and certainty, 

■ 65, EQxnPMENT. — All messengers should be provided, when 
necessary, with a compass and a message-carrying bag. In 
addition, all except runners and some agents, require a means 
of transportation. A motor messenger may be the di'iver of 
a vehicle or he may be an additional occupant, depending 
upon the circumstances. Commanders of all units may find 
it necessary in an emergency to utilize, for messengers, any 
motor vehicle assigned to their units. The motor vehicle 
park for messengers should be several hundred yards away 
from headquarters. Motor messengers should be instructed 
to exercise caution in the manner in which their vehicles are 
parked In order that they may be immediately accessible and 
at the same time not visible to enemy observation. Message 
center officers should tsike advantage of motor transport and 
trains traveling over routes used by messengers as a means 
of transportation for messengers. An airplane may have 
solely a messenger mission, It may perform such a mission 
m addition to its other work, or it may be used only to trans- 
port an ordinary messenger. See sections IV and V for the 
equipment necessary for dropping and picking up messages 
by airplane. 
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TRAINING OF PERSONNEL 

■ 66. Basic. — See TM 11^50 for the minimum training spec- 
ifications for signal specialists, and particularly those for a 
basic private^ a basic corporal, and a basic sergeant. The 
training outlined in the paragraphs below for messengers, 
except airplane pilots or observers, follows the completion of 
the training for a basic private and that for agents follows the 
completion of the training for a basic corporal or sergeant. 

■ 67. Runner.— The runner will be qualified in— 

a. Transmitting oral and written messages. 

b. Traveling across country over various kinds of ground at 
the prescribed rates. (See par, 75c?.) 

c. Using a compass a means of orientation and as a 
means of following a given azimuth. 

d. Reading maps and orienting himself by stars or sun 
so as to locate routes, terrain features, and troop positions, 
and to be able to follow highways, ravineSi streams, and 
telephone or telegraph lines, 

e. Selecting routes from map or ground that will furnish 
the best cover and concealment consistent with time limit of 
delivery. 

/. Observing and reporting troop movements. 

g. Recognition of officers, units, ornaments, and insignia 
with which they are associated. (In the combat zone where 
use of ornaments and insignia is limited, the runner should 
be taught to question guides to identify officers and units.) 

h. Conveying information and orders by whistle, by con- 
ventional arm and hand signals, and by prearranged flag or 
light signals. 

i. Using a delivery list and message envelope as a receipt 
form. 

■ 68. Mounted Messenger. — ^In addition to the training of 
a runner» a mounted messenger will be qualified in — 

a. Feeding, watering, and grooming animals. 

b. Saddling and bridling animals, and adjusting their 
equipment. 
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e. Care of animals in garrison and iield; to include recog- 
nition of common ailments, administration of necessary first- 
aid treatment, and care of back and feet. 

d. Equitation, including riding at all gaits over varied 
terrain. 

e. Covering specified distances in specified times, all within 
the limits of endurance of the animal. 

/. Concealing and protecting animals during combat. 

■ 69. BlCYCIiE^ MoTOR> AXm MOIORCYCLE MESSENGERS^ — ^In 

addition to the training of a runner, bicsnde, motor, and 
motorcycle messengers will be qualified in riding, driving, 

and caring for the vehicle which transports them, and in 
traveling in accordance with traffic regulations and rules of 
the road. 

■ 70. Airplane Messengkr. — ^If the airplane messenger is the 
pilot or observer, he will be qualified In radio and visual 

communication, and in dropping and picking up messages, 
all of which are covered elsewhere in this manual. (See pars. 
82 and 86.) 

■ 71. Agent.— An agent is a soldier acting as a personal rep- 
resentative of a commander at the headquarters of his next 

superior commander. The agent will be qualified in — 

a. Transmitting oral and written messages. 

b. Receiving and transmitting messages accurately by tele- 
phone. 

c. Using the message blank. 

d. Using the compass. 

e. Heading maps. 

/. Making a simple sketch. 

g. Observing and reporting troop movements, troop posi- 
tions, and terrain features. 

h. An elementary understanding of the organization and 
tactical emiiioyment of his unit and of the unit to which he 

is sent. 

i. Conveying messages by visual signaling with flags and 
lights, or by conventional or prearranged arm and hand 
signals. 
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EMPLOYMENT 

■ 72. General. — ^For further details as to the employment of 
messengers, see chapter 2, 

■ 73, Selection of Type of Messettgers Used. — The effec- 
tiveness of messenger communication is largely dependent 
upon the selection of the proper type of messenger. This 
selection is based upon the urgency, length, or bulk of the 
message, terrain, weather, and types of messengers and trans- 
portation available. 

a. Runner, — ^Runners are used when other means of signal 
communication will not function in a dependable manner, 
when other means become overtaxed, when distances are 
short, or the route Is impassable for other messengers, and 
also in small units not provided with other means of com- 
munication. The runner is able to go where other types of 
messengers cannot go, and he can conceal himself more easily. 
He should not, however, be used for long distances, unless 
relays are established. 

Mounted, "bicycle, and motorcycle, — ^Messages are sent 
by mounted, bicycle, and motorcycle messengers when the 
enemy situation and the condition of the route permit the 
use of horses, bicycles, or motorcycles. 

c. Motor. — ^Motor messengers are normally used between 
headquarters separated by not more than 4 hours* motor 
time, when the mail service will not sufQce. They may be 
placed on a routine schedule or may be subject to call as 
required. 

d. Airplane. — (1) The commander of a division or higher 
unit v/ho has attaclied aviation or commanding officer of any 
air force unit may assign airplanes to the messenger service 
when other means of signal commimication will not suffice. 
Important messages transmitted between widely separated 
units or between allied armies may be best delivered by air- 
plane. 

(2> Messages may be handed on the ground to the pilot, 
observer, or a messenger traveling in the airplane, or deliv- 
ered to the airplane in flight by radio, panels, pyrotechnics, 
pick-up, flag or lamp signals, or other means. (See sec. V.) 
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(3) Messages transmitted by airplane may be delivered 
directly by the pilot, observer, or other messenger on the 
ground; or from the airplane in flight by radio, pyrotechnics, 
or other visual means, or by dropping. (See sec. IV below.) 

■ 74, Receipt op Messages foh Delivery. — ct. The officer or 
noncommissioned officer directing the transmission of a 
message gives the messenger the foUowing information: 

(1) Name and location of the headquarters or person to 
whom the message is to be delivered. 

<2) Route to be followed unless left to the messenger's 
discretion. 

(3) Danger points to be avoided, 

(4) Speed required. 

(5) Whether or not an answer is expected. 

(6) Where to report upon return. 

<7) Where to report in case the message is not delivered, 

(8) Special instructions, If any. 

(9) Contents of the message if the situation warrants. 

h. Wlien one or more messages are entrusted to a messenger, 
a delivery list is attached, or he Is directed to obtain receipts on 
the envelope or other receipt form, 

c. The messenger is instructed to report his destination to 
the nearest leader when passing an outpost or other line estab- 
lished by a security detachment. This officer or noncommis- 
sioned officer should orient the messenger and lend aid, if 
required, to expedite the delivery, (See par, 63.) 

■ 75. Carryino Messages. — a. Messages will be carried in the 
message-carrying bag when one is provided. If none is pro- 
vided, the messages will be carried In the upper left-hand 
pocket of .the blouse or the left-hand pocket of the shirt. 
Bulky packages are carried In the hand or under the arm. In 
inclement weather they should be protected by a raincoat or 
waterproof covering. 

h. When the situation permits, messengers will travel by 
covered routes. When approaching or leaving command 
posts, messengers will be particularly careful to avoid disclos- 
ing the location to hostile air observation. They should use 
such measui'es as are necessary to insure prompt delivery and 
to prevent needless exposures. When practicable, routes over 
difficult terrain which may be traversed at night should be 
reconnoltered during the day by the messengers who will use 
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them at night. When necessary they will Inquire their way 
of troops they may meet. 

c. Messengers will be trained to travel, under good road 
conditions, at the following prescribed rates given in miles per 
hour: 
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d. Messengers may be instructed to show unsealed messages 
to designated commanders whom they may meet on the route. 
Each person reading such a message will initial it. 

e. The importance of preventing messages of all kinds from 
falling into enemy hands will be impressed upon all mas- 
sengers. When in immediate danger of capture, messages 
will be destroyed. Before destruction, if circumstances per- 
mit, their contents will be committed to memory. 

/. Messengers found wounded or killed will be searched and 
any message discovered will be delivered to the nearest mes- 
sage center or commander. 

■ 76. Dexivery of Messages^— (k For routine delivery of mes- 
sages, see chapter 2. 

b. Because oral messages are subject to error in transmis- 
sion, they should not be used when time permits written 
messages; however, oral messages may often be necessary in 
mobile units and fast moving situations. When used, they 
should be short and simple. Messengers deliver them ver- 
batim. A messenger receiving an oral message repeats it 
back to th.e sender so there may be no misunderstanding. 
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The messenger repeats it to himself until he has committed It 
to memory. 

c. Messengers may at times be required to carry back a 
reply or ^ther messages destined for their own command. 
However, their return wUl not be delayed for this purpose. 

d. When the headquarters, message center, or the individ- 
ual addressed cannot be found without undue loss of time, 
messengers will report to the nearest headquarters and 
request instructions. 

e. Messengers whose transportation has become disabled 
will continue to their destination in the most practicable man- 
ner. It may be advisable to report to the nearest head- 
quarters for assistance and instructions. In event of being 
incapacitated by wounds, they should turn their messages and 
Instructions over to any reliable person whom they may 
encounter. When such action is necessary they will keep a 
record of the person, time, and place and turn it in at the 
first opportunity to the message center or to the person from 
whom the message was received, 

/. Messengers will travel in accordance with instructions 
from the messenger dispatcher. In the presence of a person 
not definitely recognized as a member of their own army, 
messengers will make no mention of the direction from which 
they have come or of their destination^ 

ff. Messengers will help other means of signal communica- 
tion to function when It is possible to do so without inter- 
fering with their own task. For instance, if they discover 
breaks in wire lines they will report the location. 

■ 77. Double MESsBNGBRS.-^uble messengers should be used 
when the mission is important or dangerous, such as move'* 
ment through hostile territory, past enemy patrols, over 

ground swept by small-arms fire, or over heavily shelled areas. 
Double messengers must keep within sight of each other yet 
remain separated by such distance as will prevent both being 
exposed to hostile fire or ambushed at the same time. Each 
should carry a copy of the message, It is sometimes advisable 
to send messengers over several routes at the same time. 

■ 78. Routes. — a. Routes over which messengers are to travel 
usually will be selected by the officer or noncommissioned 
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officer in charge. They must be chosen with due regard to — 

(1) Type of messenger which is to be used. 
(2> Conceahnent from enemy observation. 

(3) Availability under existing orders or traflac conditions. 

(4) liength and condition. 

Messengers must be insti'ucted very carefully as to the 
routes which they will follow in traveling to their destination. 
Ordinarily signs will not be used to point the way; in lieu 
of the signs, guides are posted at intervals along principal 
routes and at crossroads to direct traffic and messengers. 

c. It may be advisable to send messengers over routes once 
by daylight, preferably with other messengers who have 
been over the route. Through difficult terrain, runners may 
be instructed to follow telephone wires maintaining their 
direction at night by letting a wire pass through the hand. 
Wires may be laid to guide ruzmers at night or through 
dense woods. Alternate routes are selected whenever the 
principal route cannot be used because of congestion, enemy 
observation, or shelling. 

■ 79. Scheduled Messengers (par. 39/).— When periodic 
trips are desirable, a scheduled messenger service is arranged 
by message centers and the necessary assignment of messen- 
gers made in accordance therewith. The messenger d!s^ 
patchcr will equalize the work assigned to messengers. 

■ 80. Relay Posts. — ^Belay posts are estaWished when mes- 
sages must be carried frequently between the same points or 
units and when, by reason of distance, difficulties of terrain, 
or hostile activity, the physical strain and danger of casualty 
render the operation of through messengers too arduous 
and uncertain. A chain of relay posts may be organized from 
a squad or similar group of men trained to function as such 
and operating under the normal group leader who is respon- 
sible for its operation and for the replacement of casualties. 
Posts are preferably double or multiple to lessen the chance 
of interruption through casualties. Relays may also be used 
when a change in the method of transportation en route is 
necessary. Relay posts exposed to enemy raids should be 
of sufficient strength to provide for their own security. 
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■ 81. Agents. — a. Below the division all necessary informa- 
tion can usually be obtained or distributed through reports 
and field orders, though agents prove useful in special cases, 
Diuing combat, agents may be exchanged by adjacent pla- 
toons or larger units* 

b. A headquarters or unit sends out an a^ent or agents 
when the service of information, need of coordination, or 
special occasion requires his particular service. An agent 
may deliver instructions* transmit information, perform 
duties of reconnaissance, or work as guide. 

c. Agents will be instructed regarding the information 
which they are to furnish to, and request from, the head- 
quarters or unit to which they are sent. Tlrese instructions 
usually concern the disposition, location, and movements of 
units, command posts, and headquarters; and the intention, 
plan, success, and fallui e of operations. Agents will be given 
information which may be of value to their respective imit 
commanders and they will transmit such information as soon 
as practicable thereafter. 

Section IV 

DROPPED MESSAGES 

■ 82. Use. — ^Normally messages are dropped by airplane ob- 
servers only to units down to and including the battalion; 
but by prearrangement, messages may be dropped to any 
unit, detachment, or individual During heavy shelling by 
friendly batteries, messages usually are not dropped to units 
in front of the light artillery positions. 

■ 83, Dropping Grounds. — ^Message dropping grounds or 
panel display grounds are located near the radio station. 
Panels are displayed on these grounds when there is a mes- 
sage for the airplane observer or when the observer calls for 
panels. A dropping ground should be an open space removed 
from high trees, bodies of water, and weeds. (See pars. 87 
and 150.) By prearrangement, messages may be dropped at 
any predetermined point where panels may or may not be 
required to indicate the dropping ground. 

■ 84. Proceddbe. — ^When It is desired to drop a message to a 
particular unit, a prearranged p3n:H)technic or other signal. 
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meaning "display identiflcation panels," is made when the 
airplane Is over the unit for which the message is intended. 
The unit's assigned identification panels are then displa^ed» 
and the message is dropped from the airplane as near as pos- 
sible to the identification panel display. When the location 
of the unit for which the message is intended is known, or if 
conditions of combat require it, the message may be dropped 
Without a request for a display of identification panels. 
Therefore, on the approach of a friendly airplane, all ground 
troops should observe the airplane for a dropped message. 
Whether or not prearranged signals are made from the air- 
plane, the message will be Kicked up lay the nearest troops 
and taken at once to the commanding officer or his repre- 
sentative. Groxmd troops will indicate that the message has 
been received by means of a prearranged panel display or 
other signal, such as waving the message bag or container 
after it has been retrieved. After the drop message has been 
delivered to the commanding officer or his representative, the 
message bag or container will be returned by mail or sched- 
uled messenger to the nearest Army Air Forces troops. 

■ 85. Equipmeftt. — a. Bags, drop-message, Air Corps, type 
A-1, are provided as a part of the equipment of practically all 
combat airplanes. The quantity provided depends upon the 
use and the probable needs of the particular type of airplane. 
The message bag. made of 8-ounce duck, is inches long by 
inches wide. Attached to the top of the bag, in order to 
mark the line of descent and its location on the ground. Is a 
72 -inch cotton bunting chrome-yellow streamer. Sewed fast 
in the bottom section of the bag is a 2-ounce lead bar to keep 
wind drift at a minimum. The front compartment of the 
bag contains ounce of kapok to keep it Eifloat if it falls into 
water. A flap with snap fastener is provided to fasten the 
message compartment securely. Printed on the back center 
of the bag are the words, "MAIL OR DELEVEB. TO THE 
NEAREST U. S. AIR CORPS TElOOPS," Which refer to the 
return of the message bag and not to the delivery of the 
message, and in the upper right-hand corner are the words, 
"OFFICIAL BUSINESS ONLY. Penalty for Private Use 
$300.00." 
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b. Certain type airplanes, for example, observation air- 
planes, are equipped with kit» asr message. Air Corps, class 
03P, which contains — 

(1) 20 each, bag. assembly drop-message, type A-1. 
<2> 1 each, holder assembly, air message^ pad, type A-3. 
(3> 5 each, pad, air message. 
(4) 2 ep-ch, pick-up assembly, message, type A-1. 

c. The Air Corps message container, type A-4, used to drop 
maps or photographs, consists of an aluminum tubular mes- 
sage container which is closed with a cork and streamer 
assembly. The tube is 9% inches long and 114 inches in 
outside diameter, A chrome-yellow waterproof streamer, 72 
inches long by Inches wide, is attached to the rubber 
cork by means of a line through the center of the cork and 
knotted at the bottom. When not in use the streamer is 
tucked inside the tube so that the observer or pilot may 
readily pull the cork and streamer out of the tube, insert 
the message, turn the cork around, close the tube with the 
cork leaving the streamer on' the outside. In event the con- 
tainer falls into the water it should float for a period of 2 
hours or longer if it has been properly closed and dropped. 

d. The Air Corps message container, illuminated, type A-G, 
is specially designed to drop messages at night. It consists 
of an aluminum alloy tube approximately 10 inches long 
and 2% inches in outside diameter, a flash-light assembly 
which fits inside the bottom of the tube, and a 2 -foot square 
parachute which is attached to the tube by means of four 
shroud lines. The tube is protected with clear varnish and 
all metal other than aluminum or aluminum alloy is cadmium 
plated. Rubber bumpers are provided to absorb the shock, 
received in striking the ground. In order to mark its descent 
to ground troops, two bulbs are provided, one in the bottom 
and another In the top of the tube, the latter to illuminate 
the parachute. It weighs IV2 pounds exclusive of batteries. 
This messfige container should float for a period of 2 hours 
or longer if it falls into the water. 

e. Modification of the above types of message bags or con- 
tainers may be developed and made available for special pur- 
poses such as to drop messages at night or to drop small 
parcels or objects. 
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Section V 
PICK-UP OP MESSAGES 

■ 86, Use. — a. This means of message transmission may be 
used only when the requirements for a pick-up field (par. 37) 
can be met and the airplane landing speed does not greatly 
exceed 100 miles per bour. In addition* the ground troops 
must be eauipped with the required panels, improvise satis- 
factory substitutes, or make the necessary prearrangements 
for the airplane pick-up service, 

b. Messages normally are picked up by airplane observers 
from units down to and including the battalion when the 
requirements of a above are met. By prearrangement, mes- 
sages may be picked up from any unit or detachment. Dur- 
ing heavy shelling by friendly batteries* messages are usually 
not picked up from units in front of the light artillery 
positions. 

c. This means is used to afford communication from a 
ground unit to an airplane observer, Piequently the pick-up 
message is a reply to a message dropped by an airplstne ob- 
server. It may be combined, usually by prearrangement, 
with the drop method at another location to provide airplane 
messenger service between ground units. However, except in 
emergencies, drop and pick-up airplane messenger service is 
seldom used between ground units unless they wee separated 
by a considerable distance. (See par. 153b.) 

The method of pick-up described herein is used when it 
is desired to pick up messages or other light packages from 
localities where landing fields are not available. In that 
ease, observation aircraft must carry a supply of message bags 
and the equipment required by the observer. Ground troops 
must assemble or improvise the eouipment required. 

■ 87. PiCK-TJP FtELD. — ^An open field is selected 300 yards or 
more in length with clear approaches up and down wind* 
The required length should be verified by ground troops with 
the particular air unit working with them. There should be 
no obstacle in the line of flight of the airplane which would 
keep it from flying close to the ground. The direction of the 
wind must be carefully noted as the line of flight of the air- 
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plane will be into (against) the wind. The degree of success 
obtained will depend largely upon the selection of the field 
and the careful lay-out of the equipment. 

■ 88. EQTnpMENT. — a. Required on the ground. — The equip- 
ment required on the ground is — 

(1) Two poles 12 to 15 feet in length such as lance pole 
PO-2 or trimmed saplings. 

(2) Two large nails, about 10-penny. 

(3> Sixty feet of cord about 54 -inch in diameter, preferably 
waxed. If this is not available, any flexible material of equal 
strength, length, and weight will sufiGlce. The cord is used 
to make the message transfer loop. 

(4) Two panels AIi-121, AIi-122, or suitable substitutes* 
These are code and distinguishing panels 12 feet long and 2 
feet 4 inches wide. (See par. 143.) 

(5) Message bags. The Air Corps, drop-message bag, type 
A-1 (see par. 85a), will often be available from a previously 
dropped message. If not, it may be improvised in various 
ways. (See par. 90J 

(6) Two stakes. Bayonets or tent pegs may be used for 
this purpose or rocks may be substituted for chockii^.the 
poles. 

b. Required in the air, — ^The equipment required in the air 

is — 

(1) Fifty feet of waxed braided cotton cord %6-inch di- 
ameter or equivalent, to be used for the pick-up line. 

(2) A leaded weight of about 2 pounds with four hooks 
attached to the pick-up end of the cord line. Other specially 
designed weights also may be used. (See par. 85a.) 

c. Preparation and arrangement on the ground,— iiy The 
equipment is prepared as follows: 

(a) A large nail is driven through each pole about 6 inches 
from the top so that the nail point will protrude about 2 
inches and slant up at an angle of about 45". If available, 
small streamers are attached at the top of the poles to aid 
the pilot in locating the equipment- Small streamers also 
help indicate wind direction and facilitate rearrangement of 
pick-up poles in event there is a change. Care must be ex- 
ercised that the streamers and pick-up loop do not become 
entangled. 
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(6) The cord is then prepared as follows: Tie both ends 
to the message bag, thus making a single loop of the cord. 
The mess£^e bag should be weighted with some foreign sub- 
stance of small volume (stones if necessary) , to bring it to a 
weight of about 1 pound. If parcels are to be picked up» the 
cord should be tied in a similar manner. However, unless 
satisfactory prearrangements can be made, no attempt should 
be made to pick up parcels in excess of 3 pounds. 

(2) Determine and indicate the direction of the prevail^ 
Ing wind. Any reliable wind test can be used such as a 
wind streamer or tossing dry dirt or dust into the air. Nor- 
mally the wind direction will be indicated to the pilot by a 
wind tee placed upwind from the spot where pick-up poles 
are to be placed. When pick-up service is maintained over a 
lengthy period the wind direction should be freapently 
checked and the proper change in the arrangement of ground 
equipment made whenever necessary. Care must be exer- 
cised in determining and indicating wind direction because 
the pilot must rely greatly upon ground personnel for this 
Information. 

(3) Figure 15 shows the arrangement of the equipment. 
The poles are placed about midway of the field and should 
be lashed to stakes or bayonets driven into the ground about 
two pole lengths apart. Care should be taken tn drive the 
support stakes so that they will cut out of the ground, or 
some other provision made, so that the poles will fall if they 
are struck. In the absence of stakes, the poles may be 
chocked upright with rocks. If much pick-up work is likely 
to be done, short metal stakes with pole sockets attached 
will be useful. Place the poles so that the points of the nails 
point into (against) the wind. Hang the cord over the nails 
and pull the slack out so that the message bag will lie on the 
ground on a line midway between the poles, down wind (to- 
ward the approaching airplane J 

(4) Marking panels are now laid out, one extending from 
the base of each pole in the direction toward which the 
wind is blowing. These panels mark t±Le pick-up position 
for the pilot and should always be used or improvised. The 
wind tee is normally placed upwind about 100 yards from the 
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pick-up poles and is arranged to represent an airplane flying 
into (against) the wind. 

(5) All ground personnel should stand outside the danger 
area during the pick-up. 




ftexjBx Id. — ^Arrangement of equipment for picking up messages by 

airplane. 



■ 89. Procedure. — a. Upon receipt and acknowledgment of 
the panel or other signal meaning "Pick-up message at this 
point," the airplane is flown over and circles the area until 
the pilot observes the lay-out of the equipment. When all is 
ready, the observer lowers the weighted pick-up line. He 
grasps a bight of the line without wrapping it around his hand 
or otherwise securing it to his body, when all but a few feet 
of the line have been released. The airplane then ap- 
proaches against the wind with the weight trailing on the 
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end of the line and will pick up the cord with the message 
attached by catching the cord with the weighted line. The 
line Is then piilled into the airplane and the message is re- 
moved. The ground detail immediately takes up all panel 
signals. It is the duty of the observer to assist the pilot in 
making an accurate pick-up; he should therefore be alert, as 
the airplane approaches the cord, to lengthen or shorten his 
line so that the weight will strike below the top section of the 
cord. Hie observer will take every precaution possible to 
prevent the weight from striking the ground which might 
cause it to rebound thereby missing the pick-up loop, striking 
the airplane or ground personnel. 

b. More than one attempt may be necessary before the 
message is successfully picked up. If an attempt is unsuc- 
cessful, the ground detail prepares for another tria^. The 
panel signal meaning **Pick-up message at this point" will 
not be displayed until all is ready for the next attempt. 

c. All members of the ground detail should watch the ap- 4 
proaching airplane and especially the weight on the end of 
the line. Since it is difficult for the pilot to control the path 
of the line and weight exactly, all ground personnel Will 
stand to one side at least 50 feet clear of the poles. 

■ 90. TBiUtNiNQ^--In preparing training programs, provision 
should be made where practicable for training in picking up 
messageiS with and without issue equipments. 

a. In order to Impress all personnel with the possibility 
of using this means of signal communication without stand- 
ard issue equipment, ground troops should be required to 
improvise all equipment required. Organizational equip- 
ment, personal equipment, or articles obtained locally should 
be utilized £or this purpose. For example, two small trees 
might be cut for use as poles, stubs or branches utilized in 
lieu of nails, undershirts might serve as panels, handkerchiefs 
as streamers, and unraveled shelter tent ropes for cord. An 
old rag, handkerchief, or sock may be use for a message bag; 
some sand, a few pebbles, or a small stone should be used 
for ballast. 

b. Similarly Army Air PV)rces personnel should be taught to 
Improvise the equipment used in the airplane. The fish- 
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weight of the pick-up assembly may be made in several ways, 
frequently being any small heavy object to which nails or 
hooks can be tied or attached. Drop message bags or metal 
tubes may be imExroTi&ed by Army Air Forces personnel to 
resemble closely those described in paragraph 85. The bag 
and streamer may be made out of heavy cloth. Two ounces 
of sand may be used as the weight to counteract wind drift; 
a small piece of light dry wood may be used in place of the 
kapok to make the bag float in water; and a draw string or 
other suitable fastener may be provided to close the mes- 
sage compartment. The message tube may be improvised 
from any light tubular material by welding or sealing one 
end shut and providing a plug or stopper for the other end. 
Streamers may be attached with' the stopper. 
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CHAPTBIR 4 

PIGEON COMMUNICATION 

■ 91. GsNERAL.-<-a. CapabUities^A trained homing pigeon 
win return to its loft from a distant point, carrying any light 
message which has been properly attached to it, at an aver- 
age speed in excess of 37 miles per hour. Fog» rain, snow, 
and darkness decrease the efiaciency of the birds. Specially 
trained night-fiying birds are frequently available. Per- 
centage Joss Is very low. Wlien received, pigeon messages 
are delivered to the nearest message center for forwarding 
to the addressee through other channels of signal commu- 
nication. When lofts are assigned to special missions, mes- 
sages may be delivered as directed by the commander of the 
special mission. The following are some examples of the 
use of pigeons in emergencies and in special situations: 

(1) Forwarding important messages when other means of 
communication fail. 

(2) Forwarding map overlay messages, which are especially 
valuable during combat, at regular or frequent intervals. 
Reports from patrols or reconnaissance units are especially 
advantageous, and should be made as frequently as the sup- 
ply of pigeons on hand warrants. 

(3) Transmitting a communication of any kind that may 
conserve messenger personnel when under tire. 

. (4) Prom field artillery observation posts to their head- 
quarters when wire circuits are not available. 

(5) From airplanes in flight to their headquarters or to 
combat commanders to which they are assigned. 

(6> Prom air-borne infantry and paracnute troops to their 
rear echelon. 

Organisation, — Pigeons are contained in portable, mo- 
bile, or stationary pigeon lofts, usually attached or assigned 
to army, corps, and division headquarters. A signal pigeon 
company is an organic part of a Held army, and is under 
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control of the army signal oflScer who will direct the assign- 
ment of lofts to the headquarters of the army, corps, divisions, 
and other units. Each of the three combat platoons of the 
signal pigeon company is trained for independent action and 
may be attached to other forces as required. 

c. Training, — ^Pigeons function by training In the terrain 
in which they are used, and their lofts remain fixed as long 
as possible. Lofts remain in the terrain occupied by the 
army regardless of the movements of divisions and corps in 
or out of the area. The pigeon loft should be directly con- 
nected by telephone or other signal communication means 
to the headquarters of the army, corps, division, or other 
unit which it is serving. Pigeons should be used regularly 
during periods of training, as well as in combat, to permit 
personnel to become accustomed to handling them, and to 
train the birds. 

■ 92. Delivery, Care, and Use of Pigeons.— a. Delivery, — 
Army, corps, or division message centers usually act as 
an agency of supply of pigeons which they receive from 
the lofts. Officers in charge of message centers may use the 
supply of pigeons on hand if ordinary means of communi- 
cation are interrupted. Birds crated in pigeon equipment 
PC5-60 are drawn as needed by signal and communication 
oflacers, who hold the pigeons available for the use of com- 
bat unit commanders, frcm the pigeoneer stationed at mes- 
sage centers by exchanging an empty container for the 
loaded container. This container is tagged to indicate 
whether it contains day or night pigeons, and it is equipped 
with the following: 

(1) Water and feed container for each bird. 

(2) Peed for pigeons, 

(3) Extra message capsules. 

(4) Field message boofe. 

(5) Overlay paper, 

(6) PencU. 

<7) Qas protection bags when necessary, 
b. Care. — (1) Pigeons must be kept in a dry place shel« 
tered from stormy weather. 
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(2) The capsule which is attached to the right leg of each 
bird should not be removed. 

(3) The only feed given to the birds should be that in- 
cluded in the pigeon equipment. Care should be taken to 
assure that the feed remains dry- If kept more than 24 
hours they should be fed once a day at the rate of a tea- 
spoonful of mixed grain per bird per feeding, but should 
not be fed on the day they are to be used. If liberated 
hungry they will carry out their mission more rapidly* 

(4> The pigeon should have water available at all times 
Whenever practicable. If not practicable, the bird should 
be watered at each feeding. Water should be fresh, clean, 
and changed twice daily. The pigeon should be watered 15 
to 20 minutes prior to release. 

(5) Pigeons are very susceptible to carbon monoxide gas 
and should not be transported in the luggage compartment 
of vehicles. 

c. Use, — (1) Maximuvi time 'before release. — Pigeons should 
not be kept confined away from their Joft for a longer period 
than 2 days and 3 nights. After 3 nights they should be re- 
leased provided replacement paeons can be obtained. In 
emergency they can be held for longer periods. If birds are 
drawn from a message center at night ordinarily they should 
be released before darkness the following night. Command- 
ers of combat units should use pigeons each day to develop the 
efficiency of their pigeon communication. 

(2) Messages, — ^Messages to be sent by pigeon may be 
written on sheets from the field message book or may be 
written on any available paper. Map overlay tissue is sup- 
plied with the PQ-60, 

■ 93. Releasing Pigeons. — a. Bay birds. — (1) Pigeon equip- 
ment PG-60 is provided with an individual door opening giv- 
ing access to the message capsule on each bird (see fig, 16). 
Reach into the compartment Etnd hold the pigeon's right leg 
below the capsule, remove the cover of the capsule, insert the 
message in the cover, and replace the cover. The message 
should be applied without removing the bird from the cage 
whenever possible. 
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(2) To release the bird, lift the doweled door as Indicated In 
figure 17. Allow the bird to depart of its own volition. 




FfflXJRB 17.— Pigeon equipment PG-60, showing method of releasing 

pigeon. 
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b. Niglit birds. — (1) It Is necessary to release night flying 
birds by hand rather than as indicated in a ^ibove. To do this, 
open the doweled door of the case and catch the pigeon gently 
in both hands as shown in figure 18* 




Piguhe 18- — ^Method of removing bird Irom pigeon equipment 
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(4) Rise rapidly^ throwing the bird high in the air as shown 
in figure 21. 




FtGXTRE 21. — Position at operator at moment of releaise of the bird* 

(5) The bird must be forcibly thrown into the air as high 
&3 possible. 
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jSECTION I 



GENERAL 



M 94. Radio Sets. — a, A radio set consists usually of a trans- 
mitter for sending out radio waves and a receiver for con- 
verting radio waves from other stations to intelligible signals, 
Badio sets are broadly cla,S5ifled as ampIitude-modulateQ 
(AM) or frequency-modulated (FM), and as continuous- 
wave (CW) , or as tone- or voice**inodulated. 

&. Amplitude modulation and frequency modulation are 
explained in TM 11-455. A significant difference so far as 
operation in the field is concerned is that a frequency-modu- 
lated receiver responds only to the strongest signal being re- 
ceived on any frequency and therefore the presence of other 
weaker signals cannot be detected, whereas an amplitude- 
modulated receiver reproduces simultaneously all signals re- 
ceived on the same frequency with resultant interference, but 
ail signals present may be heard in the background. 

c. Continuous-wave signals require the generation within 
the receiver of a signal to be mixed with the incoming signal 
in order to produce an audible sound, but provide the sharpest 
tuning and the greatest range for a given radio set. In tone 
and voice modulation, the transmitter emits a signal which 
is modified by a locally generated tone, controlled by a key, 
or by a tele^one transmitter so as to convey intelligence. 
Both continuous-wave and tone-modulated signals are used 
in radiotelegraphy. 
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■ 95. Defixhtiohs. — ^Terms as used In this chapter are de- 
fined below. For definitions of other terms, see paragraphs 
5 and 17. 

a. Break'-in operation. — method of operation wherein the 
receiving operator can Interrupt the transmitting operator 
at any time. 

&. CaM signj—A group of letters and numerals or a word, 
used for station identification. 

c. Frequency assigjivieiit. — ^The frequency or frequencies^ 
Usually expressed in kilocycles (kc> or megacycles (mc), at 
which the station is authorized to operate. For sets which 
are calibrated In channels or tuner settings, this assignment 
is made by allotting channels or tuner settings, 

d. Headings^Tho heading of a message is that part which 
appears before the text begins. (See TM 11-454.) 

e. Intercept station. — station that copies enemy radio 
traffic for the purpose of obtaining information or friendly 
traffic for the purpose of supervision. 

/. Internet traffic. — Traffic between stations which are not 
assigned to the same net. 

g. Linking station.— A station used for the relay of mes- 
sages from one net to another. 

h. Mobile station.'^A station that normfiLlly operates ftom 
a stationary location but which can be rapidly transported 
to another location. The station can be operated while in 
motion* 

i. Nu77iber\ — ^The numbers defined below should not be 
confused with the message center number referred to in 
chapter 2. 

<1) Station-to-station serial numher, — number assigned 
by an operator to an outgoing message to facilitate handling 
and checking of traffic. It is never used In the abbreviated 
form message. 

(2) Writer's number,^A number which may be given a 
message by the writer and which is a part of the text. (See 
par. 38a(6> J 

Net. — A grouping of stations on one frequency for pur- 
poses of intercommunicating. Usually the net is organized 
to follow the chain of tactical command — a radio station at 
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the superior unit and radio stations at each of its immediate 

subordinate units. (See also sec, II.) 

k. Net call sign, — call sign used to call all stations in a net, 

/. Net control station, — ^The station which coordinates and 
supervises the stations within the net to assure prompt and 
efficient service to the commander. 

m. Operator's service — (1) Receiving service, — Station from 
which received, station-to-station serial number, receiving 
operator's personal sign, and time of receipt. The time of 
receipt appears below the last word in the message. Hie bal- 
ance of the service appears at the top of the message blank,, 

(2> Sending service. — Station to which sent, station-to- 
station serial number, persoiaal sign of sending operator, and 
time sent. Example; NR5 JX 2343. 

n. PersoncU sign, — One or two letters identifying the opera- 
tor but not necessarily his initials. It is never transmitted. 

o. Portable set, — radio set which can be carried without 
the use of a vehicle and operated while in motion. 

p. Positiooi- finding station. — A station containing one or 
more radio receivers capable of indicating the direction ftom 
which Incoming radio waves are arriving. 

Q, Radiotelegraphy. — Radio communication by means of 
the International Morse Code. 

T, Badiotelephony.—^BL6!Lo communication by means of 
voice. 

s. SemimobUe station. — A ground station which is trans- 
portable by a vehicle but normally operated only from a fixed 

location. 

t. Signal operation instructions, — See paragraph 265. 

u. Station log, — chronological record of traffic and 
unusual events kept at a station. 

V, Text — That part of a message between the break sign 
(BT ) and the suffix, (See TNT ll'-454.) 

w. Time of receipt, — That time the receiving station 
receipts for a message. 

X. Traffic. — ^AII transmitted and received messages. 

V. Tiarmnission. — Complete communication between sta- 
tions. 

J3. Trick or watch, — A tour of duty as an operator. 

aa* Vehicular. sUUion, — ^A station permanently installed in 
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a vehicle so that it is capable of operation with the vehicle 
in motion. 

■ 96. Employment. — a. Radio is used as a means of signal 
coniinunication for tactical control, for lire control, for 
administrative purposes, and for liaison between and within 
all units to whom the equipment is available. It is essential 
to highly mobile elements such as aircraft and armored units, 
and is especially applicable to motor movements and fast- 
moving situations. 

Badlotelegraphy is the normal means of radio commu- 
*nication when distances involved are great and when, by rea- 
son of the subject matter and the time factor, formal mes- 
sages in cipher and code are reauired. The International 
Morse Code is used for radio telegraphy by the Army and 
Nav. (See appendix m and PM 24-6 and TM 11-454.) In 
combat and maneuver zones where radio activity is curtailed, 
it is desirable to establish radio nets with reduced power, 
dummy antennas, etc., consistent with signal security regula- 
tions for the purpose of maintaining radio operators at their 
highest efficiency, 

e. Radiotelephony is used when person-to-person com- 
munication is required in the interests of speed and necessity 
and when, by reason of the nature of the communication or 
ttie time factor involved, secrecy is relatively unimportant. 
In general, it is especially suited to the uses of forward com- 
bat units for communication between airplanes, between air- 
planes and the ground, between vehicles in motion, between 
vehicles and ground stations, and with light portable radio 
sets. The use of radiotelephony in combat requires a high 
state of training and discipline on the part of individuals con- 
cerned to render transmission intelligible, to avoid congestion, 
and to provide the necessary signal security. 

d. Radio communication within a tactical unit on the 
march may be established at prearranged times and places 
or between vehicular and mobile stations accompanying the 
units and operating while actually on the march. 

■ 97. Capabilities- — a. The range of radio communication 
is, in general, independent of conditions of roads and traffic, 
and is affected by the nature of the mtcrvening terrain in 
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a varying degree depending upon the frequency used. Vehic- 
ular sets, however, are affected by conditions of roads and 
traffic. Weather conditions may have a serious effect on 
range. (See par. 99.) 

h. Radio communication is the most effective means of 
signal communication between rapidly movii^ units when 
the maintenaQce o£ wire and messenger communication is 
impracticable. 

c. Radio communication can be readily intercepted and 
interfered with by hostile stations. It is for this reason that 
emphasis is placed on encoding messages, as prescribed In 
paragraph 49. International code is not a form of cryp- 
tography. Strict discipline is necessary to make messages 
short, cryptic, and few in number to avoid giving infoiTia- 
tion to the enemy and unnecessarily congesting radio chan- 
nels. (See par. 112,) 

d. Hie approximate niunber, types, and locations of our 
radio stations can be determined by hostile position-finding 
stations. Pi^om this information the enemy can estimate the 
disposition and approximate strength of oui' forces. This 
disadvantage of radio communication can be minimized by — 

(1) Curtailing the use of radio during the times this in- 
formation would be of most value to the enemy. 

(2) Establishing dummy stations to cause errors in his 
deductions. 

(3) Shifting the location of stations frequently. 

(4) Training radio operators in the strict observance ol 
radio discipline and radio security, 

(5) Frequent changes and limited use of Call Signs* 

(6) Limiting the number of stations in a net* 

(7) Utilizing low power when possible. 

e. Hostile radio stations can interfere deliberately with our 
radio communication by blocking a single frequency or band 
of frequencies. The enemy may also cause our stations to 
accept false information or messages. They may also falsely 
receipt for traiSc to prevent reception at the proper station. 
The effects of deception can be minimized by the use of a 
frequently changed authentication system. 

■ 98. Training of Radio Opesaiors. — See TM 11-450 and TM 
11-454. 
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■ 99, IiOCahon OF Stations. — a. The following considerations 
are important in the location of radio stations : 

(1) Stations should be in quiet localities, protected from 
moisture and from enemy fire. The copying of weak signals 
requires great concentration hy the operator. Therefore, 
noise and confusion In the vicinity of stations should be 
minimized, 

(2) Stations should be placed at a distance from any source 
of radio interference. Sources of possible interference are 
power lines, telegraph and telephone lines, and electrical 
equipment of any sort, including nearby radio stations, 

<3) Radio sets which can be located by enemy position- 
finding units should be located at least 200 yards or more 
from a command post and remotely controlled where pos- 
sible. Also, it is unwise to have the sets placed so they in- 
close the command post, thus showing the enemy the definite 
command-post area, 

b. Radio waves, especially those of high frequencies, may 
be screened by intervening objects such as high hills, wooded 
areas, large structures of reinforced concrete and steel, and 
pole lines carrying conductors. To minimize the effect of 
such screening, the radio station should have its antenna 
located In a clear space and elevated when practicable. (See 
par. 97a.) However, advantage may be taken of this char- 
acteristic to screen transmissions from the enemy. In any 
case, the item of antiaircraft observation must not be over- 
looked. 

■ 100. Special Uses of Radio.— ^. Radio is used in the mill- 
tary service for numerous special purposes, among which 
are— 

(1) Reception. — (a) Position toding of enemy radio sta- 
tions on land, ships, or aircraft. 

(2>> Interception of hostile radio traific. 
(C> Interception of friendly radio traffic for supervision, 
id) Collection of upper-air meteorological data from air- 
craft. 

(2) Transmission. — (a) Time signals. 
(&) Press reports. 

. (e) Counterpropasanda. 
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^. These special services are operated and maintained by 
Signal Corps personnel of the higher units, usually the army. 

e. Copying of press reports is a function of the army signal 
service which in tura rebroadcasts to the lower units. 

Section n 

TACnCAL RADIO NETS 

■ 101. General. — a. Tactical nets are made up of mobile or 
vehicular low-power radio stations of tactical units in the 
field. Tactical nets are given a name indicative of the su- 
perior headquarters in the net, such as the First Army net 
or the 4th Infantry Division Artillery net, (See par. 106.) 

b. Nets operate either on schedule or continuously (con- 
tinuous watch). Nets operating on schedule handle traffic 
only at definite, prearranged times and in accordance with 
a prearranged schedule of intercommunication. Nets op- 
erating continuously are prepared to handle traffic at any 
time; they maintain operators on duty at all stations in the 
net at all times. When practicable, messages relating to 
schedules will be transmitted by a means of signal communi- 
cation other than radio. 

c. All stations in a net normally operate on the same fre* 
QUency or channel. 

d. A separate frequency or channel for each station in 
a net is required when duplex operation is used, that is, 
when each station Is transmitting and receiving simultane* 
ously, 

■ 102. Control. — a. In. every net one of the stations is desig- 
nated as the net control station, abbreviated NCS. The 
NCS is charged with the clearing of traffic within the net, 
with dispatching internet traffic as quickly as possible, and 
with maintaining order within the net. Questions concern^ 
ing traffic are referred to the NCS for decision. The author^ 
ity of the NCS extends only to the operation of the net and 
its discipJine on the air, and is in no way concerned with 
the interior administration of any station, nor with its 
tactical operation or movement. Within its scope, however, 
the authority of the NCS is absolute, its decisions are final, 
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and lt$ orders are strictly obeyed. These orders are gen- 
erally transmitted in the form of procedure signals, or mes- 
sages, but may be contained In written orders, circulars, 
or letters of instruction. (See par. 112.) 

b. Duty as NCS is generally assigned to the station of the 
superior headquarters In the net, but may be assigned to 
any station in the net which can best fulfill the duties. All 
other stations in the net are known as secondary stations 
and are under control of the KCS« 

O. A secondary station Is always designated by the NCS to 
take over the functions of the NCS if the NCS leaves the 
net for any reason. This station is called NC2. 

■ 

■ 103. OpERATiopT. — a. A net may be operated as— 

(1) A free net, in which any station can communicate with 
any other station in the same net without first obtaining 
permission to do so from the NCS. 

(2) A directed net, in which no station, except the NCS, 
can cojnmunicate, except for the transmission of urgent 
messages with any otlier station, without fii^st obtaining the 
permission of the NCS. Permission granted to a station 
to transmit one or more messages includes all transmissions 
necessary to complete the transmission of such messages. 

b. Nets ordinarily are operated free, but the NCS may 
change to directed net operation at any time if it is unable 
otherwise to maintain proper control. In a directed net, 
traffic moves more slowly than in a free net. A directed net 
should be used only when all otlier means of obtaining order 
have failed. Free net operation is resumed as soon as the 
necessity for directed net operation has passed. 

c. A secondary station always informs the NCS promptly 
When it knows it will be unable to follow out its schedules, 
or unable to have its station on continuous watch at any 
time during which a continuous watch is to be maintained, 
(See par. 

8 104, Traffic. — a. Nets must be prepared to assume the 
entire traffic load of their units at any time. For this 
reason close cooperation with the message center is essen- 
tial. Radio stations are given a telephone connection when- 
ever practicable and especially when they are remote from 
the command post. 
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b. A communicatfon will not be interrupted until com- 
pleted except as prescribed in paragraph 19c. When sta- 
tions are using the break-In system of operation, communi- 
cation may be interrupted by the receiving operators. 

c. Urgent messages are transmitted to the station of desti- 
nation or to a linking station as soon as possible, under the 
restriction imposed in b above, without obtaining permission 
from an NCS. (See par. 107.) 

■ 105. Assignment otFreqxtencies and Call Sioisrs,**-a. Radio 
nets must operate on assigned frequencies to prevent inter- 
ference with each other and eadi radio station must be iden- 
tified by a call sign. Assignments of call signs and frequen- 
cies are issued in the form of signal operation instructions. 
(See par. 2651 for examples applicable to an infantry divi- 
sion.) See FM 11-10 for examples of division radio net charts. 

b. Changes in assignment of call signs and frequencies for 
signal seciu-ity may be expected by radio nets in the combat 
zone. These changes Mvlll be made at intervals which may 
vary in length from several hours to several days. 

c. The use of any call sign or frequency not assigned by 
higher headquarters is prohibited. 

■ 106. KsTABLXSHiNG A Nbit. — a. DuTing the concentration 
period, station call signs, net call signs, duties, and frequen- 
cies are assigned to the various stations and nets. (See fig. 
22.) When time permits, sets in the net should be calibrated 
prior to the opening of the action. 

&. Radio stations conform to the movements of the organi- 
zations served. As soon as a station is set up and in opera- 
tion at the desired location it endeavors to report into the 
net of which it is a part. 

c. The first station set up acts as NCS and the second sta- 
tion as NC2 until the regularly appointed NCS reports into 
the net and takes control (par. 102) . The NCS, when neces- 
sary, causes each new station reporting into the net to adjust 
Its frequency until all stations can be heard on the same dial 
setting of the receiver of the NCS. The NCS may adjust Its 
frequency In accordance with directions from one of the sec- 
ondary stations until that station receives the NCS and all 
other stations in the net on the same dial setting. This 
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adjustment of net frequency is made when the third station 
reports into the net and each station reporting thereafter 
with an incorrect adjustment is caused to adjust its fre- 
quency before it transmits any traffic. The NC2 takes over 
the duties of the NCS in case the NCS disappears from the net 
or leaves the net without giving other instructions. Usually 




TiaVRB 22. — ^Tactical radio nets, 

the first station of a net in a numerical or alphabetical se- 
quence of call signs, other than the NCS. is automatically 
NC2 unless some other prearrangement has been made. 

d. Procedure signals are provided in TM 11-454 and FM. 

24-e. 

■ 107. iNXBRfTET Traffic^-^. Necessitp.—lPiguxe 22 may be 
considered as representing a system of tactical nets. The 
nets 3PT and GT3 and the nets 3PT and 9LG are linked 
physically by having two stations at a common headquarters, 
while the net B02 is physically isolated. Consequently, while 



118 



SIGNAL COMMUNICATION 



107-109 



a message originating in the net 9LG with destination in the 
net GTS could be handled either by relay through the net 
3FT or by direct internet communication, all traffic to or 
from the net R02 must be handled by interoet communjcation. 

b. Procedure, -^EaLcept for the transmission of urgent mes- 
sages, a station obtains permission from its own NCS to leave 
the net, stating with what station it is going to work, and 
reports to the NCS of the new net before transmitting any 
traffic in that net. A station reports back into its own net as 
soon as its business is finished in the outside net. If the 
station does not know the call sign of the net or of the NCS, 
or the frequency to be used, it obtains such information by 
means other than radio, if practicable* 

■ 108. Radio Intelligence — ^Intercept and Position Find- 
ing. — a. Enemy intercept and position finding services can 
easily locate our transmitters. This can be minimized by us- 
ing the least practicable number of transmissions. Frequent 
changes of call signs and frequencies of operation will confuse 
the enemy intercept services and cause them to arrive at 
wrong conclusions as to strength of our forces. 

b. Position finding is accomplished by means of a Cali- 
brated directional antenna which operates a receiver. By 
reading the scale of the antenna when the antenna is rotated 
to a point of minimum reception, the direction from which the 
signal is arriving can be determined. If two or more of these 
position -finding stations located at some distance apart take 
simultaneous bearings on the same signal, the extensions of 
the lines on the map, indicating the direction of reception, 
will intersect at the approximate map location of the trans- 
mitting station. (For a detailed discussion of the theory of 
position finding see PM 11-20.) 

Section III 

OPERATING REGULATIONS 

■ 109, General. — a. References. — TM 11-454 and FM 24^, 
cover operating regulations. Special procedures may be pre- 
scribed for such purposes as artillery fire control, command 
nets of mechanized and armored units, command nets of air- 
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craft in fiiglit, and control of forward units in combat. Ex- 
amples of these special procedures are not included in this 
manual; they are Usually brief, and are included with the 
codes used for the special purpose. Other technical manuals 
or instructions cover the operation of specific items of equip- 
ment. (See par. 4a, and app, H,) 

&. Handling eQUipment, — ^Precautions for the transportation 
of equipment given in paragraph 243 also apply to radio 
equipment. When danger of capture exists, radio operators 
should be prepared to render the equipment, authenticator 
charts, and other net data useless to the enemy as prescribed 
in paragraph 14 or other instructions. 

■ no. Procedure, Procedure Signals, and Procedure Signs. — • 
a. Definitions, — (1) Radio procedure is a standardized routine 
used by radio operators in the handling of traffic. 

(2) Procedure signs are nonsecret, arbitrai*y signals which 
have been adopted to assist operators in handling traiQc in 
the shortest possible time. Hereinafter the term procedure 
signs will be used to include the terms "procedure signs" and 
"procedure signals" defined In TM 11-454. 

h. Importance of procedure, — Strict compliance with oper- 
ating procedures prescribed in TM 11-454 and FM 24-6 or 
other special procedures insures the accurate and rapid 
handling of traffic with minimum transmissions. Every radio 
operator must have a thorough knowledge of the correct pro- 
cedure to use in any particular instance. Deviations from 
authorized procedure usually results in delaying traffic and is 
prohibited. 

■ 111. Transmitting Ruxes.--^. An operator wllMlsten on the 
transmitting frequency assigned his station before making 
any call or other transmission. If there are other stations 
working on the frequency he wiU not interrupt communi- 
cation unless such interruption is warranted by the class of 
his traffic, (See TM 11-454.) AH stations remain silent for 
a period of 15 seconds at the completion of each message 
transmitted, in order to permit any station in the net to 
send traffic of high precedence. 

b. All transmissions must be as short and concise as pos- 
sible. No superfluous calls or signals of any kind will be sent. 
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An operator may test his transmitting set before the first 
transmission by sending a few "Vs" followed by bis own 
station call sign. 

c. Messages and transmissions must be sent at a speed 
which will allow the receiving stations to copy them on the 
first transmission. Thus, no transmissions should be faster 
than the slowest operator In a net can receive them* 

d. Particular care is necessary that all call signs are made 
slowly and distinctly, 

e. The procedure sign for "Wait" is used when an imme- 
diate answer cannot be given. 

A Every message will be terminated with a suitable proce- 
dure sign. 

■ 112. Transmissions. — a. Radio stations will transmit only 
those messages authorized by competent authority. All 
transmissions and messages handled will be considered as 
official, (See par. 102a..) 

&. In general, the need for inquiries, instructions, and in- 
formation in connection with the handling of traflftc is ade- 
quately met by the prescribed procedure signs. When 
procedure signs cannot be used a service message will be 
employed. The exchange of transmissions In other than 
authorized form is prohibited. 

a The chief operator or station chief of a station has full 
authority to authorize the transmission of messages relat- 
ing to the signal service. Such messages will be signed with 
the call sign of the statlcm. of origin, and will be in an 
approved code. 

tf. Every operator will read through the text of each mes- 
sage filed to ascertain that each word or the individual letr 
ters of each code group are clear and unmistakable. If there 
is any doubt about any of the words or letters, he will have 
them verified, 

■ 113. Tran: Entries iuo) the Radio Day.— XTnless otherwise 
specified by higher authority— 

a. Time entries on the station records are made in the time 
of the zone in which the station is located. (See par. 28.) 

h. Transmissions involving the specifying of time (time 
broadcasts, transmissions as to the time a station will caU 
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another station or return to a net» etc.) likewise use the 
time of the zone in wlilch the station is located. 

c. The "radio day'* is the 24-hour period covered by a com- 
plete set of station records. It commences at midnight of 
the time zone in which the station is located, and ends at 
the following midnight of the same zone. All station records 
of all stations in the net will be opened and closed in accord- 
ance with the above-mentioned rule. 

■ 114. CoQPERATioiir With Message Ceitter.— The message 
center is the agency charged with the receipt, transmission* 
and delivery of messages, and with the encoding and decod- 
ing of messages when required. It is therefore the responsi- 
bility of radio station chiefs to keep the message center 
informed at all times of the stations actually operating in 
the net and of traffic conditions with reference to any delay 
time that might occur to messages routed by radio. 

Sectiok IV 

STATTON RECORDS 

M 115. Operator's Number Sheet. — Stations that are re- 
quired to use station-to-station serial numbers (see TM 11- 
454) will keep a record of the numbers in the following 

manner: 

a. On completion of a period of transmission or reception, 
the key operator will record on the number sheet the num- 
ber or numbers of the messages sent and the number or num- 
bers of the messages received. The record is made by draw- 
ing a line through the niunerals in the appropriate column 
assigned to the other station and entering the time of re- 
ceipt and his personal sign in the blank space to the right 
of the last message number used during the period of trans- 
mission and reception, 

b. The following example indicates a completed extract 
of a satisfactory number sheet for recording station-to- 
station serial numbers: 

c. Any messages that cannot be sent without delay should 
be returned to the message center for routing by other 
means. Failure by radio station personnel to adhere strictly 
to directions of the message center or other trafi&c routing 
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agencies that may be prescribed will result in serious delays 
in the delivery of messages and In much useless code work 
by the message center personnel, 

■ 116. Reception of Messages. — a. All received messages are 
copied at the radio station in duplicate. Messages are copieai 
on the typewriter or by hand using the system of lettering 
described in paragraph 33. When copied by hand, the same 
niunber of code , groups should be copied on each line. In 
using the typewriter, 5 or 10 code groups will constitute a* 
line* 
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&. See paragraphs 40a and 47 for the disposition of the 
original and the duplicate copy of incoming messages. Delay 
of original copies of messages for recQpylng or extracting data 
for station records is prohibited. 

c. See paragraphs 42 and 47 for the disposition of the 
original and tiie duplicate copy of relay messages. 

D 117. Servicing of Messages. — a. Every message is serviced 
by the transmitting operator and the receiving operator upon 
the completion of its transmission (see TM 11-454). The 
transmission of a message requiring a receipt or a repeat 
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back is not considered complete until such receipt or repeat 
back is received by tlie transmitting operator. 

b. A message must show the station to which it was sent 
or from which it was received. In any case where this 
information is absent from the heading of the message the 
operator's service will include it. 

c. The sending operator's service is written In at the bottom 
of the message and circled. Many operators perform this 
service with one hand while operating the key with the other. 
(See par. 95m.) 

■ 118. STATION Log. — a. General. — (1) A station log in con- 
junction with the number sheet and the file of transmitted 
and received messages forms a complete record of events and 
operating conditions which occur during ^ radio day at a 
station* 

(2) The amount of detail that should appear upon the 
log varies according to the number of operators on duty at 
the station, and the state of training of the operators, but 
the keeping of the log should not delay trafftc, 

(3) Signal and communication officers are authorized to 
prescribe the amount of detail tliat they require on the 
logs of their stations but the following essential elements 
with time entry for each will be included! 

(a) Operators on duty. 

(b) Opening and closing of stations. 

(c) Causes of delays in traffic. 

(d) Frequency adjustments and changes. 

(e) Unusual occurrences such as procedure violations, veri- 
fications, etc. 

(4) During the initial training phases the log should in- 
clude all signals heard or transmitted, thus serving as a 
detailed check on operating procedures. As training pro- 
gresses the amount of detail required can be gradually 
reduced to the essential elements listed in (3) above. 

b. Form and example. — (1) Training form, — ^The following 
is a satisfactory station log form for use during the initial 
training period and for stations having a senior (key) and 
a junior (log) operator, A form of this kind is desirable 
when actual transmissions are to be logged in detail. 
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STATION LOG 
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(2) Example of ?og.— During the later training period and 
in actual field operations a combination form having the 
operator's number sheet printed on one side and a log printed 
on the reverse side is more satisfactory. The operator merely 

turns his number sheet over and makes the log entry on the 
back thereof as the events requiring a log entry occur. The 
following is an example including entries of such a form in 
common use at fixed stations. This form is printed on the 
reverse side of the operator's number sheet shown in para- 
graph 1151). 
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M 119. Disposmair. — a. The station log, number sheets, and 

any other records connected with the operation of a station 
for a radio day will be placed together in a packet as soon as 
possible after the conclusion of such period and plainly 
marked with the date and a description of contents. These 
records will be disposed of as prescribed by the unit signal 
or communication oflcer. 

Radio station records often contain valuable informa- 
tion for the enemy intelligence service. If at any time there 
is great danger of station records being captured by the 
enemy, they must be destroyed, 

fl 120. Importance. — a. Station records are valuable studies 
for signal and communication officers to use in determining 
errors made by operating personnel, causes of delays in traffic, 
and in determining the proper actions necessary for increas- 
ing traffic efficiency. Tliey are also useful in the recovery of 
lost messages and as verification records. 

b. The keeping of these records is secondary to the primary 
mission of delivering the message to the addressee without 
delay and exactly as written by the writer. Operators should 
be constantly reminded of their primary mission. 



126 



CHAPTER 6 



VIStTAL COMMUNICATION 



Paragraphs 



Section I. General. 



121-122 
123-130 
131-136 



n. Lamps 
in. Flags _ 



IV. Pyrotechnics 

V, Panels 

VI« Airplane maneuveiB as sisals. 



137-142 
._ 143-155 
156 



S&CTION I 



GENERAIj 



■ 121, Scope. — ^Visual communication includes all signals re- 
ceived by the eye regardless of how they may have been trans- 
mitted. Wliile arm and hand signals are properly a part of 
visual communication, they are not included in this manual 
but are prescribed in other training publications. In this 
manual visual cammunlcation includes; only communication 
by lamps, fiags, pyrotechnics^ panels and airplanes, 

■ 122. CApABiLrriES AND EMPLOTMEi<rT. — a. General, — In areas 
served by other signal communication equipment, visual com- 
munication is an auxiliary means supplementing wire and 
radio, but the necessary equipment issued for its. use should 
always be at hand and in operative condition if, due to the 
failure of other means, the condition necessitatii^ and favor- 
ing its employment should arise. It may be used to supple- 
ment one-way radio communication. For example, where a 
forward command group is able to receive messages by radio 
but not to transmit, the higher commander may direct that 
the reply be sent by means of visual communication. For 
small isolated groups or those which are not organically 
equipped with technical means of signal communication, the 
situation may sometimes be such that visual signaling with 
any means available Is the only method possible. Its use 
depends upon the type of warfare, proximity of the enemy. 
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terrain, and weather. While the relatively slow speed of 
transnilggsion renders visual signal communication less suited 
for transmitting long messages than other means usually 
available, it is well adapted to transmitting prearranged mes- 
sages and code groups such as those used in the Ait-Ground 
liiaison Code or the Division Field Code, using either groups 
of letters or numerals In brief messages over short distances. 
This type of visual signaling is especially applicable for use 
from front to rear, from ground to air, and from ground to a 
vehicle in motion* The success of visual communication 
depends upon training, previous preparation and distribution 
of codes, and prearranged messages. The degree of training 
which personnel reaulre depends upon the purpose for which 
they will be employed. Fior short-range communication to 
extend tactical control below the forward limit of the more 
technical means, a very modest degree of training of a suffi- 
cient proportion of individuals to insure that at least one man 
with each group the size of the squad is trained will produce 
important results. The ability to transmit and receive groups 
of numerals can he acquired by a soldier of average intelli- 
gence in a short time. 

Z>, Betwen ground stations, — (1) Making contact, — ^When 
a visual signaling system has been installed, or when for any 
other reason visual signals may be expected, aE likely points 
from which sucb signals might originate should be examined 
frequently to see if visual signaling is being attempted. At- 
tempts to attract attention of personnel with whom com- 
munication is desired must be persistent^ The azimuths of 
all prepared stations with whom visual communication is 
expected should be recorded and stakes properly alined and 
tagged with the designation of the unit with which they are 
concerned placed in the ground to mark the line of sight to 
the other visual stations. For light portable eauipment car- 
ried by forward groups or detachments, the distances in- 
volved will usually facilitate attracting attention through 
some prearranged soimd or visual means. All personnel must 
be trained to be on the alert for such signals and to direct 
the attention of the proper personnel to them. 

(2) Limitations. — ^If other effective means are available. 
Visual communicatlCHi should not be used when it is. likely 
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to disclose a position or to draw fire on other troops. Where 
signals being sent are likely to be seen and read by the enemy, 
care must be taken not to disclose information which may 
enable the enemy to take count ermeasures in view ol the 
time factor involved. In general, the time factor favors more 
extensive use of nonsecret means between the smaller for- 
ward elements. Great care must be exercised in the selection 
of locations for visual signaling stations, especially those 
transmitting from rear to front. These considerations there- 
fore frequently preclude two-way visual communication. 
When not in immediate contact with the enemy, visual sta- 
tions may communicate in any direction taut in immediate 
contact with the enemy, visual communication will generally 
be employed only from front to rear although two-way lat- 
eral communication may be employed if both stations are 
defiladed from hostile view. 

(3) Advantages, — ^The advantages of visual communication 
between ground stations are — 

(fl) Rapidity with which stations can be installed- 
(&) Speed with which short messages and prearranged 
Signals may be sent, 

(c) The light weight, simplicity, and portability of the 
equipment. 

(d) Absence of need for metallic circuits between stations. 
ie) Independence of intervening terrain or zones under 

hostile lire as compared to wire or messenger service, as long 
as mutually visible stations exist. 

(4) Disadvantages. — Disadvantages of visual communica- 
tion between ground stations as compared with wire and 
radio are — 

(a) Slowness, hence poor adaptability for sending long 
messages. 

(b) Dependence on mutual visibility. 

(c) Difficulty of locating companion station, attracting 
its attention, and insuring receipt for traffic. 

(d) The vigilance necessary by operators to avoid missing 
signals. 

(e) Limited range. 

c. Air -ground communication, — Visual communication 
from the ground to airplanes in flight is possible by use of 



129 



120-123 



BASIC FIELD UAHTTAL 



panels, pyrotechnics, flags^, and signal lamps. The airplane 
may reply by radio, dropped message, pyrotechnics, lamps, or 
limited wing signals, all of which are covered elsewhere in 
this manual. 

(1) Advantages. — ^The advantages of visual air-ground 
communication are the same as those listed in b(3) (a) , Cb), 
and (c) above, 

(2) Disadvantages, — ^The disadvantages of visual air- 
ground communication are — 

(a) Impracticability of sending long messages. 

(&) Dependence on visibility. 

(c) Air observer's difficulty locating stations desired. 

Ease with which hostile aircraft can locate groimd 
stations. 

Section n 
LAMPS 

■ 123. EQTJiPiiSENT. — a. signal lamp equipments 

EE-6-A, EE-IO-B. and EE-84 are authorized for specified 
field artillery and coast artillery units. Signal lamp equip- 
ment EE-80 is a portable searchlight 12 inches in diameter 
mounted on a tripod. It is normally placed in airdrome 
control towers and used for signaling to airplanes, 

h. The EE-6 and EE-6-A are essentially the same, the dif- 
ference being that the EEr-6-A includes a belt with an at*- 
tached case and a control box for carrying the eight dry 
batteries, spare bulbs, and key, while in the EE~6 these items 
are carried in one case rested on the ground during operation. 
Both consist of a portable electric lamp with a metal reflector 
14 centimeters (about bV2 inches) in diameter, a sighting 
tube on the top, a hinged lid covering the front, and a two- 
wire cord to connect the batteries and lamp. Lamp signal- 
ing is accomplished by operating the key to cause short or 
long flashes of the lamp. These flashes combined make the 
characters of t^e International Morse Code. (Other lamp 
signals are described in par. 136.) 

c. The EE-IO-B uses either a 6 -volt, a-c supply from a 
110-volt step-down transformer or a 6-volt battery supply. 
•It is heavier and more rugged than the and has a 
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6-inch silvered glavss reflector. Power supply, key, and con- 
trolvs are built into the lamp's weoden carrj^ng case. A two- 
wire Cord connects the lamp's power supply and key. A sup- 
porting stake is supplied with the EE-IO-B. 




PicTJHE 23. — Signal lamp EES-84. 



d. The EE-84 uses a silvered glass reflector inches in 
diameter and a prefocused 6 -volt, automobile-type toulb (see 
fig. 23), On top of the lamp is a telescopic sight for direct- 
ing the beam. The lamp is mounted on adjustable trunnions. 
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This assembly is mounted on a standard aiming circle tripod 

to permit laying the lamp from a map. A 5-foot, two-wire 
cord connects a metal box containing dry batteries and a 
relay to the lamp. The key is connected to this box by a 
longer two-wire cord and hence may be located some dis- 
tance from the lamp^ 



TL>17I» 

FictTBE 24, — ^Adjufltment of signal lamp equipment EE-6. 

■ 124, ADjnsTMENT.^The reflecting apparatus of all lamps 
should be checlced for adjustment at frequent intervals and 
each time a bulb is replaced. To adjust the draw 
horizontal and vertical lines on a flat vertical background 




Sighting point 



Distance between centers ef the 
ref/ecfor and the eightii^ tube. 




Center light 3pot on this/nfer- 
seat /on which is the same height 
Qho^e the araanet as the center 
of the reflector 
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like a wall, intersectingr at the height of the reflector above 
the ground (see fig. 24). Locate a sighting point on the ver- 
tical line a distance above this intersection equal to the dis- 
tance between the centers of the reflector and the sighting 
tube. Set up the lamp a few yards away and aim the sight- 
ing tube at the sighting point. Turn the reflector screws 
supporting until the concentrated light spot becomes cen- 
tered on the horizontal and vertical lines, A similar proce- 
dure may be followed in adjusting other lamps. When prop- 
erly adjusted, the lamp projects a beam of approximately 
parallel light rays. Accuracy in this adjustment restricts 
the area in which signals may be observed and increases the 
range. 

■ 125. Care. — The following precautions are necessary in 
handling and operating lamps: 

a. The lid should be closed when the lamp is not In use. 

b. The reflector should not be touched with the fingers, 
and should be cleaned only with clean gauze or cotton damp- 
ened with clean water or alcohol. 

e. Cord connections sbould be kept clean and tight. 
d. The lamp should not be used for illumination. 

■ 126. Training. — ^Lamp. operators should be qualified 
following: 

a. International Morse Code. (See app. m.) 

b. Lamp procedure, lamp sighting and adjusting. 

c. Use of field glasses, compass, and map reading, 

d. Distance limitations of the lamp. 

e. Kstablishment, operation, and maintenance of 
stations. . 

/, Fire-control Code. 

■ 127, Installation.— a. Location,— VTL6&t favorable condi- 
tions the EE-6 has a range of 3,300 yards in daylight or 6,000 
yards at night. (See b below,) The ranges of other types 
are greater. Ordinarily the white bulb is used. The red bulb 
is preferable in operating through smoke or fog. Shadows, 
reflections, and background aSect the visibility of the beam. 
In daylight place the lamp in a deep shadow. Sunlight fall- 
ing on the face of the lamp produces a reflector glare making 



133 



137-139 



BASIC FIELD MiWUAL 



signals unreadable. It is essential that the lamp be accu* 
lately sighted on the receiving station. Slight movements of 
the lamp divert the beam and the signal becomes faint or 
invisible. Therefore, some form of fixed mountmg must be 
used. 

&. ImprovisaUons. — (1) Stability may be obtained by fixing 
the lamp to a tripod like that issued for use with the pris^ 
matic compass or commercial cameras. A stake driven in the 
ground may be iiaed. Operation may be improved by pro- 
viding a battery box for the batteries and spare lamp bulbs> 
and mounting a telegraph key on a removable cover. When 
operating many lamps at night in the same general area, it 
is desirable to use colored bulbs. 

(2) In permanent and semipermanent stations, lamps may 
be oriented and fixed in position. Beam diffusion, increasing 
the possibility that signals may be read by the enemy, may be 
minimized by using a wooden tube 6 to 9 feet long» approxi- 
mately the size of the lamp at the inner end and tapered 
slightly to a smaller size at the outer end. 

■ 128. International Morse Code. — The alphabet, numerals, 
and special signs transmitted in International Morse Code 
are shown in appendix m, 

M 129. Message Transmission. — a. TTie speed of sending dots 
and dashes should be constant. Speed of transmission is in- 
creased by decreasing the intervals between successive dots 
and dashes, then letters, and finally, words. 

(1) A dot is a short flash of about ^ second, 

(2) A dash is a long flash of about VM seconds. 

(3) The maximum interval between successive dots and 
dashes should be about Vz second, 

(4) The maximum interval between successive letters or 
characters should be about V/z seconds. 

(5) The maximum interval between successive words 
should be Skbout 3 seconds unless it is necessary for the re- 
ceiving station to acknowledge by one or two dots after each 
word, in which case the transmission is resumed immediately 
upon receipt of such acknowledgment, (See par. 130.) 

b. In order that lamp signals may be easily read it is essen- 
tial that they be sent slowly. Experienced operators should 
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be able to transmit and receive at a rate of better than 10 

words of 5 characters each per minute. Two men for each 
shift are required to operate a lamp station. In transmitting, 
one man operates the lamp and watches the receiving sta- 
tion While the other dictates the message to be sent letter 
by letter. In receiving, one man receives the message and 
calls it off letter by letter to the other who records it. The 
receiving operator also acknowledges when acknowledgment 
is necessary. 

c. To establish communication the call sign of the c&lled 

station is iSent several times, and at intervals the station 
sends its own call sign. If two-way visual communication is 
authorized under the existing conditions, the called station 
answers immediately in a similar manner by lamp. In case 
two-way communication is not authorized, the called station 
answers by pyrotechnic signals or some means other than by 
flag or lamp. 

d, A message consists of the following: 

(1) The call, which consists of the call sign of the called 
station; the letter V, meaning "from"; and the call sign of 
the calling station, except as pennitted in c above and para- 
graph 130b(3). 

<2) The body of the message, without address» followed by 
the appropriate ending sign, AH, K, or VA. 

■ 130. Procedure, — a, CaU signs, — With modifications, radio 
procedure is used in the operation of lamps. Call signs are 
prescribed in signal operation instructions and will normally 
be the same s^s the radio call signs of the units« (See par. 
31 and example in par. 2651.) For small units having no 
radio equipment, visual call signs are assigned by the next 
higher unit commander. Tliese will be used only when re- 
quired to establish communication or to attract the atten- 
tion of the called station. 

Special signs.— The following special signcds and mean- 
ings are used in lamp operation: 

(1) One dot — ^Last word received* 

(2> Two dots — ^Repeat last word« 

(3) A scries of about eight dots — From transmitting sta- 
tion: Error. From receiving statlcm: I must Interrupt The 
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series of dots may also be used by the calling station in place 
of a call to attract the attention of the called station after 
communication has been established. 

(4) RL — ^Resight your lamp, signals are dim. 

(5) A series of dashes of increasing length — Your adjust- 
ment is improving. 

(6) A very long dash or steady light— Your adjustment is 
satisfactory. 

(7) A series of dashes of decreasing length — ^Your adjust-* 
ment is becoming worse. 

(8) R — Entire message received 

(9) MU— Move up. 

(10) MD— Move down, 

(11) MR— Move right 

(12) ML— Move left. 

c. Acknowledgment. — Every message which has been re- 
ceive<i will be acknowledged by some means even though diffi- 
cult. In general, lamps will be used only from front to rear, 
and the acknowledgment in such cases will be made from the 
rear station by pyrotechnics or some means other than lamp 
or flag, if such use would divulge the location of the rear sta^ 
tion to the enemy. This is important since rear stations are 
normally located at or near command or observation posts, 
and this intelligence may draw artillery fire. Situations will 
occur, particularly within the infantry and field artillery 
battalion during open warfare, when two-way lamp signaling 
is feasible without enemy observation. Then acknowledg- 
ment may be made by lamp. If the letter P precedes the 
transmission, the receiving station acknowledges the receipt 
of the message by some means other than flag or lamp. 
Otherwise the receiving station may acknowledge each word 
with either one dot or two dots, depending upon whether the 
word was understood or not« 

Section m 

FLAGS 

■ 131. General. — Suitable flag equipment is issued for sig- 
naling by semaphore and wigwag, and for special purposes. 
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If no standard equipment is available, strips of Cloth tied to- 
ward the outer end of sticks of wood or bayonets will serve 
for flags. For short ranges, when the use of flags would be 
unduly conspicuoud^ the hands or arms, or the headdress or 
handkerchiefs held in the hand may be used. 

M 132, Care, — Signal flags should be kept in a clean, service- 
able condition, A clean flag can be more easily read 

M 133. Trainikq. — ^The steps to be followed in training of flag- 
men are in general identical to those given in paragraph 
126 for the training of lamp operators. The semaphore flag- 
men use the semaphore code. (See flg. 25.) A proflcient 

semaphore flagman should be able to transmit and receive 
at the rate of 125 characters per minute at medium ranges. 
Flagmen are trained to transmit in the kneeling, sitting, or 
prone position. Wigwag signalers, which include those 
equipped with sets consisting of a single flag and staff, use 
the International Morse Code (see app« HI) . 

■ 134. Use. — a. Flag signal ranges vary with the location of 
the stations, visibility, and the proficiency of the flagmen. 
Under favorable conditions and with the aid of field glasses, 
semaphore flags can be read up to 2,500 yards, 

b. The background should be the same for all positions of 
the flags during the transmission of a message. The flag 
color should contrast with the color of the background. 

"When a station is moved to get a better background, the 
flagman at each station holds his flag vertically above his 
head. The station requesting the move lowers Its flag Imme- 
diately when the flagman of the moving station arrives at a 
position having a suitable background* 

d. When signal flags are used under hostile smaU arms fire, 
distances will be short and effective ranges will depend on 
cover for the flagmen. The rear station will permit the for- 
ward station to select the most advantageous position and the 
rear station conforms. 

■ 135, Semaphore Flag Proced*oke and Transmission. — a. 
The semaphore code is given in figure 25. The "end of mes- 
sage" signal (chop-chop) is executed by waving both flags 
in short vertical opposite directional arcs on the left side of 
the body. 
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b. The semaphore flag signaling call to one station consists 
of the signal '^attention," Otherwise, the call is that given 
tor lamps in paragraph 129. The special signals and mean- 
ings used In semai^ore flag Bignaling are^own in figure 25. 

■ 136. Wigwag Procedure and -Transmission. — a. For general 
use in lower units wigwag signaling is more applicable than 
semaphore as transmission is possible with improvised equip- 
ment and does not require an operator to expose himself by 
standing:. Since wigwag flags, radios, telegraphs, and signal 
lamps employ the International Morse Ck>de (app. HI) , tram- 
ing is facilitated. It is especially suited to transmission of 
code groups consisting of numerals, which are provided in 
certain codes. In the absence of suitable codes, prearranged 
numerals may be substituted. Ti^aining must include the 
transmission and reception of wigwag signals in the kneeling 
and prone positions as well as standing. 

b. A dot is made by a motion from overhead downward 
to the sender's right, through an arc of 90" in the plane per- 
pendicular to the line of transmission, and retumix^ imme- 
diately to the starting point overhead* A dash is. .made by a 
similar motion to the sender*s left. A short pause in the 
vertical position indicates spacing between the individual 
characters. The end of a wo^d or group is indicated by dip- 
ping the flag to the operator's front; the end of a message is 
indicated by two such motions. 

c. A hand lamp may be substituted for the flag. When 
using a hand lamp, the swing may be upward from a starting 
point with the arm hanging down naturally, instead of down- 
ward from a starting point overhead. 

d. The procedure prescribed in paragraph 130 shall be fol- 
lowed except that the ATTENTION sign, made by waving the 
flag through 180° overhead several times, or by wa%nng the 
lantern through 180^ across? the linees. may be used in call- 
ing; and that the ANSWERING sign may be used in answer- 
ing a call £ts well as in "receipting" &n item transmitted. If 
an answering signal is not received, and if the message is 
urgent, the operator transmits the message several times 
until he is reasonably sure that the message has been received. 

e. For communication with aircraft, the ^^igwag operator 
faces the airplane continuously while transmitting, turning 
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FxGiTRS 25. — Semaphore code. 



his body for such purposes. Such messagres may be trans- 
mitted in the clear under proper conditions, or groups of let- 
ters or numerals prescribed in the air-ground liaison code 
may be uspd. For low-flying aircraft this means is sometimes 
faster and more practical than a series of signals by panels. 
Under exceptional conditions the wigwag method of trans- 
mission may be employed by persons in a slow-flying aircraft 
or in a moving vehicle. 
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Section IV 

PYROTECHNICS 

H 137 Equipment. — Pyrotechnic devices used for signal com- 
munication are the ground signal projector, the pyrotechnic 
pistol, aircraft, and the Very pistol. 

a. Ground signal projectors. — ^There are three types of 
ground signal projectors. In all types the barrel is about 
12 inches long and has a 42-jnm bore. 

(1> In projector Ml a firing is centered in the bob* 
torn or breech end of the tube and is actuated by a simple, 
springless hammer and lanyard. Pot firing, this projector 
is mounted on the muzzle of the service rifle or on a Steel 
supporting tube, about 4 leet long, with a flange and sharp 
pin at one end to be pushed into the ground. (See flg. 26(2).) 
The signal cartridge resembles a large shotgun shell without 
the flanged base. It is dropped into the muzzle, base first, 
and then fired by a quick ieils, on the lanyard. After each 
discharge, the projector must be inverted to dislodge the 
cartridge base. Hie cartridge contains varying types of 
signals, which are projected about SOa feet upon being fired. 
(See fig. 26®.) 

(2) The projector M3 (fig. 26®) has a fixed firing pin in 
the bottom or breech of the bore. This type fires the same 
ammunition as the first type projector. The signal car- 
tridge is dropped into the muzzle, base first, and allowed 
to slide down the tube until it is stopped just above the 
firing pin by a spring arrester. To fire the cartridge the 
operator assumes the prone position, the tube being held 
muzzle up at arm's length a few inches from the ground; 
then the breech end is struck smartly against the ground. 
The inertia of the cartridge causes it to pass the arrester 
and strike against the firing pin, thus igniting the propellii^ 
charge. After discharge, the projector must be inverted to 
dislodge the cartridge base. (See fig. 26®.) 

<3), The projector M4 is a modification of the M3 and 
differs very slightly in mechanical construction or physical 
appearance, (See fig. 260.) It is fired in the same manner 
asi the M3 and uses the same ammunition. 

5, PT/rotechnic pistol, — ^The pyrotechnic pistol, aircraft 
type, i$ for use In airplanes. It consists of a heavy frame 
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or receiver only, the cartridge serving as the barrel through 
which the signal is fired. The cartridge is about VAt inches 
in diameter and contains either a star cluster or a star blinker 
signal of various colors. (See par. 14la.) The cartridge is 
inserted into the receiver of the pistol and the pistol held 
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outside of the airplane and fired. After firing, or in case of 
a misfire, the cartridge is ejected from the pistol. The pisfol 
may be held in one hand and fired, but due to the severe 
recoil, both hands should be used. (See fig. 26®,) 

c. Very pistol. — The Very pistol is a single -shot 10-gage 
pistol with a 9'inch steel barrel and a bronze frame. The 
barrel is hinged to the frame by a pin, and breaks open for 
loading and extracting the cartridge. The Very pistol car- 
tridge is similar in appearance to a lO-gage shotgun shell 
and contains either a red, white, or green single star signal 
without a parachute* Upon being fired the signal Is pro- 
jected about 200 feet and bums Yrom 6 to 8 seconds. (See 
fig. 26®.) 

II 138. CABE.*-a. Pyrotechnics must not be mixed with am- 
munition or other fireworks. Those giving red or green light 
are loaded with compositions which may explode under cer- 
tain conditions and hence should be stored separately if 
feasible* The storage of small quantities of pyrotechnics in 
the same building with small arms ammunition is authorized. 

b. All cartridges for the above devices are discharged by 
percussion; hence boxes of these cartridges should be placed 
fiat with top side up and protected from moisture. Pyro- 
technics in storage should be placed by lots of approximately 
the same date of manufacture and the oldest lots issued first. 
Those whose serviceability is uncertain will be tested. 

■ 139. Use. — a. Pyrotechnic devices are used for sending pre- 
arranged messages requiring immediate action or when other 
means of signal communication are uncertain or too slow. 

b. In order to insure transmission through fog, dust, and 
smoke, it may be necessary to establish a chain of stations to 
relay pyrotechnic signals, 

c. Some of the principal uses of pyrotechnic signals are— 

(1) To cause artillery fire to commence, cease, or lift. 

(2) To indicate the arrival of certain front-line units on 
certain points on the terrain. 

(3) To acknowledge receipt of lamp or fiag transmissions 
by a visual station which is not permitted to use lamps or 
fiags. 

(4) To call for a display of markings or identification 
panels. 
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(5) Identification of friendly aircraft. 

(6) IdentiJfi.cation of friendly armored vehicles and units. 

(7) Intercommunication of armored vehicles and units. 

n 140. TRiONiNG.— The steps to be followed in the training of 

pyrotechnic signalmen are — 

a. Care and handling of pyrotechnics. 

&. Firing- and reading of pyrotechnic signals, 

c. Employment and tactical use of pyrotechnic signals. 
Instruction in map reading and use of the compass, 

c. Establishment^ operation, and maintenance of pyro- 
technic signaling stations under asstimed tactical situations. 

fl 141. Signals.— The standard pyrotechnic signals are as 

follows: 

a. For use from aircraft: 

(1) Signal^ aircraft, red star parachute, Mil. 

(2) Signal^ aircraft, red stai: parachute, cluster, M14« 

(3) Signal^ aircraft, white star blinker. M15. 

(4) Signals aircraft, green star blinker, M16. 

(5) Signal, aircraft, white star parachute, M10« 
5. For use from ground: 

(1) Signal, ground, white' star parachute, M17, 
" (2) Signal, ground, white star cluster, M18. 
(3) Signal, ground, green star parachute, M19. 
<4) Signal, ground, green star cluster, M20. 
<5) Signal, ground, amber star parachute, M21« 
<e) Signal, ground, amber star cluster, M22. 
<7) Signal, ground, white star parachute, M5« 

(8) Signal, light, Mk, 2, Very, white. 

(9) Signal, light, Mk. 2, Very, red. 

(10) Signal, light» Mk, 2, Very, green. 

■ 142. Message TRANsnossioN.— a. Meanings are assigned 
P3rroteehnic signals in signal operation instructions and should 
be changed frequently for secrecy. The names given in para- 
graph 141 are catalog listings and will be used in the signal 
' operation Instructions prescribing their meanings. (See ex- 
ample, par. 265k.) Since the number of distinct signals is 
extremely limited and the use of pyrotechnic signals is largely' 
confined to the front lines, the meanings assigned should in- 
variably be those most important to front-line units at tha 
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time. Pyrotechnic signals, particularly Very signals, are ex- 
tremely difficult to see in bright sunlight. They should not 
be used to control important operations unless no other means 
is available. 

Observing the following precautions will avoid misuse of 
pyrotechnics: 

(1) SignaJs shoulcl be distinct from one another. 

(2) The most readily discernible signal should be assigned 
the most important meaning. 

(3) Promulgation and distribution of signal operation in- 
structions pertaining to pyrotechnics must be timely. 

(4) Each unit commander should designate an officer to 
be responsible for the use of pyrotechnics by that unit. 

<5) Lookouts, and when necessaiy, relay stations for the 
repetitions of signals should be provided, 

SECf ION V 
PANELS 

■ 143. Equipment. — Several types of panels and panel sets 
are issued to ground troops. Panels AL-llS and AL-120 is- 
sued to the Infantry are l^?^-foot squares, the former in White 
and the latter in black, furnished with grommets and 4 metal 
pins for staking down the comers. The following arms are 
Issued panel sets AP^O-C and AP-30-D: Infantry, Meld Ar- 
tillery, Coast Artillery Corps, Armored Force, and Signal 
Corps. The Cavalry is issued the AP-SO-D only. The panel 
set AP-^30-C consists of a case CS-18 of canvas for carrying 
panels and 13 panels AIr-122 of black cotton fabric, measuring 
12 feet in length and 2 feet 4 inches in width, each panel being 
provided with grommets and 14 metal pins for staking it to 
the ground. The panel set AP-30-D is similar except the 13 
panels AIj-'121 taking the place of the panels AL-122 are 
white. Specified coast artillery units are issued panel sets 
AP-33-A and AP-34-A. Panel set AP-33-A consists of 13 
panels AIj-124 of tangerine colored cotton fabric, measuring 
30 feet in length and 6 feet in width, with a wooden roller 
on one end. Panel set AP-34-A is similar except the 13 
panels AIi'12d taking the place of the panels AL-124 are 
white. 
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■ 144, Care.— Panels should be examined each time they 
are used and any rents or loose grommets promptly repaired. 
Soiled panels should be washed clean and thoroughly dried. 

Wet or damp panels should be dried at the first opportunity, 
to prevent mildew. Panels should be kept in their carrying 
case when not In Use. 

■ 145. PuBPOSE. — a. The AL-119 and Mj-120 are marking 
panels and are displayed by troops in combat on signal from 
the infantry liaison airplane in order that an airplane may 
report their progress and location to higher headquarters. 
The panels AIr-120 (black) are used when snow covers the 
ground, but the panels AIj-119 (white) are normally used. 
These panels are issued to a rifle squad and should be used 
for no other purpose than that for which Issued. 

b. The AP-30-<:, AP-30^D, AF-SS-A, and AP-34-A are is- 
sued for communication with aircraft and for the location 
and identification of unit command posts on request by air- 
craft. The AP-33-A and AP-34-A are especially designed for 
communication with high-flying aircraft. 

■ 146. I3ISPLAT Orounds. — ^Panel display grounds are located 

near the radio station since the radio operators are normally 
also the panel operators. The panel display ground should 
be a fairly level open space free from rocks, high weeds, and 
brush, removed from high trees and bodies of water. It 
should be defiladed from hostile ground observation but so 
located that the panels can be seen by airplanes at wide 
angles from the vertical. Hie panels should be displayed in 
the best light available and so placed that shadows will not 
fall across them blurring their outlines to the air observer. 
Care must be exercised to see that panels are displayed only 
to friendly aircraft who have identified themselves as such 
by use of a prearranged signal. Upon the approach of hostile 
aircraft, the panels should be taken up or concealed. 

■ 147. NuiwEFALs. — a. The three-numeral code groups in the 
Air-Ground Liaison Code are intended for use with panels. 
To indicate these numerals the panels are laid out as shown 
in figure 27. 

h. An index group composed of two panels laid out about 
12 feet apart in line is always placed at the top to indicate 
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FrcuiiE 27.' — ^Panel numerals. 

to tbe observer the sequence in which the panel numerals 
are to be read. Except as Indicated in figures 30, 31, and 32> 
the index group remains in place throughout communica- 
tion. The three-numeral code group is placed below the 
index group as shown in figure 28. 

■ 148. iDENTiFicAiioN GROUP.— Each military unit equipped 

with panels may identify itself to a friendly questioning air- 
plane or to the airplane assigned to work with it by laying 
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FxcimE 28. — Example of a code group. 
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out panel numerals forming a number called an identifica- 
tion group, arbitrarily assigned the unit in signal operation 
instructions. The identification group may consist of oiie, 
two, or three numerals. These identlfl cation groups have 
no relation in any way to the actual numerical designation 
of the unit. For an example, see paragraph 26bh, 

■ 149. Displaying the Idbnuficatioh Group. — a. The identi- 
fication group is displayed when the airplane gives a pre- 
arranged signal meaning "display identification group/' In 
order to indicate that an identification group is being dis- 
played and not a code group, a special signal or indicator 
for an identification group is laid out simultaneously with 
the niunerals. This consists of a single panel placed about 
12 feet above the index group and at right angles to it. 

b. If the 4th Field Artillery Battalion were assigned 102 
as its identification group, this unit would identify itself by 
displaying panels as shown in figure 29. 
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FtGXJR£ 29. — Example of an identification group* 102. 
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c. When the Identification group consists of less than 
three numerals, it is preceded by one or two zeros, as may 
be necessary, in order to make a three-numeral group. For 
example, the Identification group 8 would be displayed as 
the number 008. 

■ 150. Techniqtte of Panel Disflay. — a. General, — No hard 
and fast rules governing the space that must be left between 
the panels composing any signal can be laid down. The 
distance between all panels should be dictated by local condi- 
tions as to visibility, space available, height of the airplane, 
and the terrain. Under average conditions, the display of 
the numeral panels and the special signals should conform 
to the form and relative distances Indicated In the exam- 
ples shown in this manual and i^ the Alr-Oround Liaison 
Code, 

&. Preparation, — When two or more operators are avail- 
able for laying out the panels, the work should be divided 
up by specific assignment of duties. Special circumstances 
and good judgment will dictate the best possible division 
of labor. Constant practice will result in developing a highly 
efficient panel detail capable of operating with maximum 
.speed and minimum Interference or confusion. Panel oper- 
ators when preparing to displays panels will, according to the 
number of operators available, post themselves in such posi- 
tions as will facilitate laying out, changing, and taking up 
panels with the greatest possible speed and precision. When 
the display of any signal has been completed, operators move 
away from the panels rapidly and take up such positions 
that they will not obscure the signal from observation or 
cast shadows upon any part of it. The signal remains dis- 
played until the airplane's acknowledgment has been re- 
ceived, whereupon all panels not in the initial display will 
always be removed before a new display is made. 

c. Beginning. — In order to commence working with the 
airplane, an initial display consisting of the unit's identifica- 
tion group is displayed. This means "I am ready to work/* 
(See par. 149.) In the event that the identification group 
is not displayed, the initial display will be the number ''000" 
under the index group. This also means 'T am ready to 
work/' 
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d. ConUnuation. — In order to avoid misunderstandings, 
ambiguities, and delays, the noncommissioned ofQcer or the 
senior operator in charge of the panel detailed calls out 
Joud]y, in separate numerals, the signal to be displayed, for 
example, "ZERO ZERO THREE" or "THREE POUR PlVE/' 
Much time nviU be saved if the next signal Is announced while 
the preceding signal is being displayed and the airplane's 
acknowledgment is being awaited. By so doing, such opera- 
tor can fix in mind beforehand his exact movements in the 
next display. When this procedure Is followed, the announce- 
ment regarding the signal to be displayed is preceded by the 
phrase, '*The next signal will be — /' The operators then await 
the command GO before proceeding to execute the order. 

■ 151. Beportikg. — a. An airplane requests the ground sta- 
tion to identify itself by radio, pyrotechnics, or lamp signals 
and other ways all indicated In current signal operation 
instructions. 

b. The ground station answers by displaying its identifica- 
tion group. If not previously arranged for, the ground sta- 
tion will also indicate by panels the Joint communication 
method desired. The communication method may be 
changed during a mission by displaying the proper panels 
or by sending the necessary signals. Some of these methods 
are described in paragraphs below* 

c. The airplane acknowledges by signals which have been 
prearranged or ordered, 

■ 152. Between Airplane Radio and Ground Station Having 

Radio Receiver Only. — a. The airplane acknowledges receipt 
of each panel display by sending R, if telegraph, or ROGER 
or WILCO, if voice* 

b. If the airplane sends the first message, the ground sta- 
tion acknowledges by displaying the signal 009 meaning ''Re- 
ceived", foIlDwed immediately by the next panel signal. 

0. When the last panel signal of a message has been dis- 
played and its receipt has been acknowledged by the airplane, 
the ground station displays the panels meaning "More to fol- 
low" or those meaning ''Finish.'' Tlie latter panels are 
displayed only when the ground station desires the airplane 
to proceed on the mission. 
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d. If the ground station displays the panels meaning 
"More to follow" only, the airplane acknowledges by sending 
R, but if it displays the panels meaning "Finish", the airplane 
acknowledges lay sending R VA and proceeds on the mission, 

e. The airplane reports back from the misiSon by dropped 
message or by other previously arranged means. 

/. The ground station acknowledges as in B above, followed 
by the panels meaning "More to follow" if it is desired that 
the airplane remain in the vicinity, or by the panels meaning 
"Finish" if it is desired that the airplane carry on with Its 
reconnaissance, etc. 

£f. The airplane acknowledges as in d above. 

■ 153, Lamps, Dropped Messages, and Panels. — a. Wlien radio 
communication is impossible, suspended, or undesirable, the 
normal method of intercommunication between airplane and 
ground station is by panels and dropped messages (see ch. 3, 
SBC. IV>. If previously arranged for, the airplane may use 
•the lamp and the ground station may use panels, in which 
case the procedure used is l^e same as that indicated in 
paragraph 130. 

b. The normal communication method between airplanes 
and outlying detachments is by dropped messages and panels 
and, if xiossible, picked-up messages. <See ch, 3.) 

■ 154. Indicating Completion of Work. — a. Except for ur- 
gent reasons, observers will not leave a mission before the 
signal meaning "Go home" is received, and then only after 
sending the signal meaning "Request relief* three times, the 
last of which will ordinarily be by means of a dropped mes- 
sage. If, after sending "Bequest relief" three times, the 
operator receives no signal meaning "Go home", the observer 
will go home. 

b. Only the highest headquarters of the force to which the 
airplane is assigned will authorize the signal iheaning *'Go 
home." All subordinate units will habitually send the signal 
meaning "No further need of you'' when they are through with 
the airplane, upon receipt of which the airplane will report 
back to the liighest headquarters of the force to which it is 
assigned. Only when specifically directed or authorized to do 
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so by the highest headquarters concerned may a subordinate 
unit send the signal meaning "Gro home/* 

■ 155. Special PANEL Signals, a. — Figures 30, 31, and 32 show 
several special signals. The display in figure 31® means 
"487'' and not the equivalent of code group 487. If in the 
display of figure 31® panels for 000 were shown instead of 
those for 895, the meaning would be "Verify and repeat coor- 
dinates." The display in figure 32® is followed immediately 
by the display of figure 30®. 



(7) Hosti^ploffe rmryou 



(3) W net direct ion 




Figure 30. — Special panel signals. 
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Figure 31.— Special panti Bignals. 
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Figure 32. — Special panel signals. 
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h. Improvised panels, constructed for quick attachment and 
removal, may be used to identify vehicles In a column. If 
so, standard signals for this purpose are: 



March message center 




Message for airplane pick- 
up 

(When, this signal is dis- 
played, observer will drop a 
message giving location of 
landing field he will use for 
pick-up.) 

Leading vehicle of columns- 





Last vehicle of columnL^ 
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Section VI 
AIRPLANE MANEUVERS AS SIGNALS 

■ 156, Purpose and General Use, — ^In an emergency, when 
a ground station is not equipped for radio reception or when 
the radio transmitter of an airplane is silenced or out of conx- 
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mission, an airplane may communicate- to a limited degree 

with a ground panel station by means of various maneuvers 
of the airplane while in flight. Such signals are limited to 
a very small number. No standard code has been developed 
for this means of communication but any cod^ used should 
be practical of perfoimance by the airplane used and prefer- 
ably be prescribed In signal operation Instructions. Indi- 
vidual units liave devised such codes by prearrangement with 
observation aviation units designated to operate with them. 
Adjustment of the fire of field artillery batteries using only 
panel signals and airplane wing signals is both rapid and often 
practicable. 
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CHAPITER 7 
COMMUNICATION BY SOUND 

■ 157. Definition.— The transmission of messages by audible 
sounds produced by mechanical or acoustical devices, exclud- 
ing speech, and their direct reception by ear is defined as 
sound communication. 

■ 158. SoTTNp PRODUcmG DEVICES.* — Such common sound- 
producing devices as whistles, bugles, horns, sirens, and rat- 
tles, and the sounds produced by small arms, artillery, and 
motors of airplanes in flight are frequently used for sig- 
naling. The bugle often used to transmit prearranged 
messages, and the other devices mentioned have also been 
used in many operations* Except as Indicated in paragraph 
159, the use of any sound producing device for this purpose 
may be prescribed by a commander, 

■ 159, Prearranged Messages Represented by Soithds. — a* 
Orders, information, and other prearranged messages repre- 
sented by bugle sounds are prescribed in TM. 20-250, 

b. Prearranged messages represented by whistle sounds 

are prescribed in other training publications. 

c. The signals from sound-producing devices issued for use 
as gas or air attack alarms are prescribed in War Depart^ 
ment Training Circulars, and the devices will not be used 
for any other purpose. 
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d. The following meanings are understood: 

Signal Meaning 
3 long blasts of a whistle, Air or mechanized attack, 
motor horn, siren or 
Jslaxon repeated several 
times; or tbree equally 
spaced shots with rifles 
or pistol; or three short 
bursts of fire from ma- 
chine gun or submachine 
gun.* 

Percussion sounds* such as Gas alarm, 
thofre produced by bells, 
triangles, iron rails, and 
empty cartridge cases« 
struck rapidly and con- 
tinuously. 

♦ :Cn daylight, the individual giving the signal points in the direc- 
tion of the impending danger; at night the alarm signal will tie 
supplemented by voice warning to Indicate the direction of danger. 

c. If messages have not been prescribed by higher echelons 
tor the sotmd produced by any sound-producing device, com- 
manders authorizing the use of the device will also prescribe 
the prearranged messages pertaining thereto in signal op- 
eration instructions. They may also repeat therein the sig* 
nals from sound-producing devices prescribed by higher au- 
thority, and the prearranged messages corresponding thereto. 

■ 160. EupLormENT.— The chief value c£ communication by 
sound is the resulting economy of time, personnel, and equip- 
ment when utilized for alarms, for attracting attention, and 
for the transmission of short prearranged messages. As a 
measure of signal security, particularly when enemy forces 
are present, the employment of sound communication should 
be strictly regulated by commanders. 
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■ 161. Purpose and Scope. — ^The purpose of this chapter is 
to establish standard practice in the installation, main- 
tenance, and operation of the field wire systems of tactical 
units. This standardization is necessary to insure e£Elcient 
wire communication. The individual duties assigned to the 
wire personnel of units are specifically explained in the 
training publications pertaining to the different arms. Com- 
plete technical information pertaining to particular items of 
wire communication equipment may be found in references 
listed in appropriate paragraphs. 

■ 162. Deftnitions.— 'The following terms used in this chapter 
are peculiar to wire communication. These terms are de- 
fined in the sense in which they are used herein. For defini- 
tions of general terms see paragraph 5, and for definitions of 
those pertaining to other means of signal communicatian, see 
pertinent chapters, 

a. Common battery. — ^A term used to describe a telephone 
system which has current supplied to it from a central source. 

&. ConsfxujctUm center. — h central point other than a 
switchboard from which wire crews may be controlled. 

c. Fi^ld tslephane^ — A portable telephone designed for field 
use. 



15S 



162 



Field telephone switchboard. — portable telephone 
switchboard designed for field use. 

e, G<iff, — spur on tlie inside of pole clini]:>ers which en- 
gages in the pole« 

/. Local iMtterff.—A term used to describe a telephone 
system in which ctirrent is supplied for talking at each tele- 
phone, usually from a dry battery contained in the telephone* 

g. Magneto. — A hand-operated generator of alternating 
current utilized to operate telephone ringers and switchboard 
line indicators. Local battery telephones use a magneto for 
signaling, hence are sometimes referred to as magneto tele^ 
phones. 

Marline.^K small, loosely twisted twine of two strands 
used for tying field wire to a support. 

i. Monocord stoitchboard, — A field telephone switchboard 
in which each line terminates in a single Jack and plug. 

j. Repeating coil. — A transformer of approximately unity 
ratio used to superimpose additional circuits on field wire 
lines, (See par. 215J 

k. Seizing wire. — Soft-drawn copper wire, used to improve 
field wire splices mechanically and electrically. 

h Sidetone,— The audible sound produced in a telephone 
receiver when the transmitter of the same telephone set is 
actuated by sound waves produced by speaking or blowing into 
the mouthpiece. 

w, Skinninff^— The process of removing Insulation from 
wire. 

n. Staggering, — The offsetting of splices in the two con- 
duct ors of twisted pair wire so as to prevent bulkiness and 
short circuits. 

o. Switching centrai,—Th.e facility emrfoylng a telephone 
switchboard to interconnect telephones served and to connect 
telephones to tnmk lines which terminate at another switch- 
ing central, 

TerminaZs. — Contacts or binding posts conveniently ar- 
ranged for connecting equipment or circuits. 

Test station, — ^An installation of one or more terminal 
strips cut in on a long trunk or local circuit for test purposes. 
(See pars. 174 and 239.) 

r. Wire "boom, — A device sometimes used in laying field 
wire from a truck. 
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s. Wire circuit — ^An electrical circuit composed oi one or 
more "wire conductors. (See par. 164b.) 

t Wirehead. — A forward test point to which all trunk and 
longf local csircults for a switching central are brought prior to 
connection to the switchboard. 

ZL Wire line, — One or more wire circuits. 

V. Wire pike. — small pole about 9 feet long used to place 
field wire lines off or on a road or over limbs of trees, etc, 

■ 163. CoiSFOsmoir or Wire Systems. — wire system in- 
cludes all means of signal communication utilizing wire lines. 
It consists of wire circuits and the connecting, operating, and 
testing equipment for use therewith. The wire system of a 
tactical unit consists of the telephone, telegraph, and tele- 
typewriter facilities installed by the personnel assigned to 
the headquarters of that unit For example, the division 
wire system includes only the wire commtinicatlon facilities 
installed and operated by the signal troops assU;ned to serve 
the division headquarters. 

■ 164. Classificaiiok of YfJEE GmculTS.— According to 
their use, — ^Wire circuits are classified according to their use 

as follows: 

(1) TruTik circuits or trunks, which connect switching 

centrals. 

(2) LocaZ circuits or locals, which connect telephones to 
centrals or to other telephones. 

b- According to electrical path. — ^Wire circuits are also 
classified according to the path provided fox the electric 
current as follows: 

(1) Ground return Circuits, in which the metallic conduc- 
tor furnishes only a part of the path for the electric current, 
the retui'n path being through, the ground. 

(2) Metallic circuits, in which the path for the electric 
current is completed through the metallic conductors. The 
metallic circuit has proved to be the more satisfactory for 
telephone communication. It is less susceptible to inter- 
ference from other circuits and earth currents^ or to inter- 
ception by hostile listening stations. 

c. Wh^7i sujyerimposed On others. — Additional circuits may 
be superimposed upon metallic ciicuits by the use of repeat- 
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ing coils, and when this is done, the circuits are classified 
as follows: 

(1) A single metallic telephone circuit may provide an ad* 
dltional telegraph or telephone circuit without mutual inter- 
ference. This additional circuit ordinarily uses a ground 
retum and is known as a simplex circuit (par. 216) , and the 

metallic circuit is said to be ''simplexed/' 

(2) Two metallic telephone circuits may provide an addi- 
tional telephone or telegraph circuit without mutual inter- 
ference. This third circuit is called a "phantom ciTcmt/* 
(See par. 217.) The two metallic circuits are called "side 
circuits" or "physical circuits" to distinguish them from the 
phantom circuit, and the three together are known as a 
"phantom group/' Such a connection, when good ground- 
connections are diflficult to obtain, will provide greater signal 
security than a simplex telegraph circuit. If the phantom 
circuit of a phantom group is used to provide a telephone 
channel, this phantom may also toe simplexed for a telegraph 
set (fig. 95). 

H 165. Movement of Command Posts. — ^The maintenance of 
wire communication is usually more difficult during the move- 
ments of command posts than at any other time. The ini- 
tial installation of each v/he system is planned with the 
object of maintaining continuous wire communication with 
subordinate units during and after the movement of command 
posts. No fixed rules can be given, and ingenuity must be 
exercised. The methods given below show solutions for cer- 
tain situations, and should be used only as general guides 
for more specific problems. For explanation of symbols used, 
see paragraph 170« 

a. Single-axis method, — In figure 33, assume that the com- 
mand post of a unit is located at 3 and that the command 
posts of its subordinate units are at 1 and 6, respectively. The 
axes of signal communication of these units are 3-5, 1-2, and 
6-7, respectively. The superior unit runs one circuit from 3 
to 1 via 4 and another circuit from 3 to 6 via 4. Prior to the 
movement of the command posts of the subordinate units to 
2 and 7, respectively, two circuits are run by the superior unit 
from 4 to 5, one circuit is continued from 5 to 2, and the other 
circuit from 5 to 7. When the command post of the subordi- 
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nate unit ate moves to 7, the 3-4-€ circuit is used until the 
moment the command post closes at 6 and opens at 7. At 
this instant the Z-4r-^ circuit is disconnected at 4, and the 3-4 
section of this circtilt is connected to the 4-5-7 circuit. The 
*4-6 circuit may then be recovered or assigned to some other 
unit. The procedure during the movement of the other com- 
mand post from 1 to 2 is similar. 

b. Multiple-axis method, — <l) in figure 33, assume the same 
initial locations of cwimand posts and axes of signal com- 
munication as before. The superior unit runs two circuits, 
one from 3 to 1 and the other from 3 to 6. It then lays 
one circuit along the axis of signal communication of each 
subordinate unit, passing through 2 and 7, respectively. When 
the command post of the unit at 6 moves to 7, the 6-7 circuit 
is connected to the 3-6 circuit. The superior unit maintains 
the 3-^7 circuit. The procedure during the move of the com- 
mand post of the other sub<mUnate unit from 1 to 2 is similar. 

(2) To expedite Installation, the superior unit may attach 
wire construction teams to subordinate units with Instructions 
to lay wire toward the superior unit command post as soon 
as the subordinate unit establishes a command post. 

c. Joint-axis method, — ^In figure 33, assume that the initial 
command post of the unit is located at 3, and that the initial 
command posts of its subordinate units are 1 and 6, respec- 
tively. The axes of signal communication of these units are 
3-1-2-9. 1-2-9, and 6-1-B, respectively, the axis of the superior 
unit coinciding with the axis of its left subordinate. The 
superior unit makes the initial trunk installation by laying 
circuits 3-1 and 3-5. Should all three units move to position 
from a common assembly area or from the same column in 
march, these circuits may, by agreements be laid by the 
subordinate units en route to position. Should the left sub- 
ordinate unit desire at any time to advance to another com- 
mand post, as 2, it lays circuit 1-2, and having decided to open 
at 2, circuit 1-2 is connected to 3-1 at 1, and signal communi- 

. cation is maintained over circuit 3-l'-2, The movement from 
point 1, and the connecting of circuits at that point, are 
accomplished without intermptlon of wire traffic. Assume 
that the subordinate units have advanced, by the foregoing 
method, to points 9 and 8, respectively* At this time the 
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superior unit decides to advance to 2, located on the axis 
shared jointly with its left subordinate unit. The superior 
unit first lays a circuit 2-8 and so installs a switchboard at 2 
that traffic may be handled over circuits 3-1-2, 2-S, and 2-9. 
At a suitable time, the switchboard at 3 is removed and the 
switchboard at 2 begins to serve the new command post. 
Should a circuit from 3 to the rear exist, this circuit is con- 
nected at 3 to the circuit 3-1, no traffic b^ing interrupted, 

d, Tea77i2vorJc 7?iethod, — <1) In the methods described 
above, If the command post of either subordinate unit moves 
to the new location prior to the extension of the circuit by 
the personnel of the superior unit, wire communication will 
be Interrupted. In rapidly moving situations, continuous 
wire communication between any unit and its subordinate 
units can be insured only by coordination between those 
units. The method In (2> below is based upon this 
coordination. 

(2) In figure 33, assume the same initial locations of com- 
mand posts. Assume also that each unit installs its wire 
system by the single-axis method, but that the 4-5-2 and 
4-5-7 circuits are not completed by the superior unit until 
after the movement of the command posts of the subwdinate 
units to 2 and 7. Each subordinate unit has laid at least one 
circuit along its axis, ^ssing through 2 and 7, respectively. 
When the command post at 6 moves to 7, the 6-7 circuit 
laid by that unit is connected to the 3-4-6 circuit laid by 
the superior unit. When the 4--5-7 circuit laid by the 
superior unit reaches 7, the 3-4-^-7 circuit is disconnected 
at 4, and the 3^ section of the circuit is connected to the 
4-5-7 circuit. Communication is then maintained by the 
superior unit over the 3-4-6-7 circuit. The 4-6-7 circuit 
may be recovered or assigned to another unit. The pro- 
cedure during the movement of the command post of the 
other subordinate unit from 1 to 2 is similar* This method 
makes use of circuits previously laid but no longer required 
by a subordinate unit. It conserves personnel, simplifies 
construction and maintenance, makes the maximum use of 
the Initial system, and facilitates the continuity of wire 
communication during the movement of command posts. 

e. Alternate instailation, — All of the methods prescribed 
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above are suited to obtaining' the Initial installation. As sootL 
as this Installation has been completed an alternate Instal- 
lation along different routes should be initiated* 

■ 166. OmnSRS Ain> Instrttctions.— In divisions and highel? 
units, instructions concerning the wire system for a particular 
operation are usually included in a signal annex. In units 
below the division, the corresponding instructions arc usually* 
issued orally. However, the plan of Installation can best be^ 
shown by a circuit diagram and a line route map. See In- 
stmctions, forms, and examples in chapter 10. 

M 167, Circuit Diagram. — a. A circuit diagram gives sche- 
matically tlie technical arrangement and comiections of the 
Circuits and terminal installations of the wire system. (See 
example, par. 262.) 

The circuit diagram indicates — 

(1) Switching centrals at command posts and establish^ 
ments served by the wire system^ conmierclGd switching cen- 
trals, test stations, a3id long local telephone circuits, that is, 
circuits to local telephones not in the immediate vicinity of 
a switching central. Tiiese are shown by their special sym- 
bols (par. 170) and by their telephone directoiy names, or 
telephone directory numbers, if these are used. Tlieir loca- 
tions are Indicated by names of map or terrain features and 
by coordinates. (The commander of the theater of opera- 
tions may prc^bit such use of map locations and 
coordinates,) 

(2) Number of circuits, including trunks and long locals, 

between each of the command posts or establishments shown. 

(3) Number assigned to each circuit (see par» 168). 

(4) Manner of connecting each circuit into or through 
switching centrals and test stations. This includes the con- 
nections for simplex and phantom circuits. 

(5) Type of line construction used for each line, such as 
field wire, open wire» cable, commercial circuits, etc. 

9 168. BESiGNATiifG LINES AND CIRCUITS.^— a. Wire Hues and 
circuits are given individual designations as published in 
orders from higher authority. 

b. In large wire systems, the designation of wire circuits is 
the number of the circuit followed by the name or number 
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of the line; for example, circuit No. 50, cable No. 6, or circuit 
No. 561, New York-- Washington line. 

c. In division wire systems, a circuit is not normally desig- 
nated by name taut by its individual number. 

<2. In assigning numbers to wire circuits the following 
general rules are observed: 

(1) No two circuits in a named or numbered wire line are 
given the same number. 

(2) No two ciTcuits constructed by the same organization 
during a single operation are ^ven the same number. 

(3) All wire lines are divided into sections. A section 
begins and terminates at successive switching centrals, test 
stations^ or (in the case of a long local) at a telephone. A 
circuit passing from one section to another is given a different 
designation on entering the new section. 

e. In the wire systems of divisions and lower units, con- 
struction and maintenance are facilitated by a numbering 
system which identifies the general position of each circiiit 
with respect to other circuits in the same system. The ex- 
ample in paragraph 262 illustrates one system of numbering 
which is given only as a guide. This system provides for 
the allotment of a block of numbers to each section of the 
line along the axis and to each section of the line laterally 
from the axis both to the right and left. B^innii^ at the 
rear echelon of the division, each section of the line along 
the axis is allotted a block of 10 numbers of three digits 
each — hundreds, tens, and units. The hundreds begin at 1 
and increase in arithmetical progression for each section of 
the line. The last two digits are from 01 to 10 in each sec- 
tion of the line. Laterally to the left each section of the line 
is allotted a block of nine numbers, the hmidreds' nxunber 
being the same as the section of the axia\ Une, terminating at 
this point of divergence. The last two digits are from 11 to 
19. The next section to the left maintains the same hun- 
dreds' number and takes the next block of nine numbers 
beginning with an odd number, that Is, 31 to 39, etc. The 
same method is applied to the allotment of numbers to the 
sections to the right of the axis, using, however, for the last 
two digits, blocks of nine beginning with even numbers; that 
5s, from 21 to 29, 41 to 49, etc. 
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■ 169. Line Rottte Map, — A line route map is a map, map 
substitute, or overlay suitably titled on which are shown the 
actual or projected routes of wire circ;iits, but not the actual 
connections at centrals or test stations, (See example, par. 
263.) Its principal use is in reporting the physical location 
of wire drcuitff as actually laid for the information of wire 
personnel. If an overlay, at least two orientation points 
taken from the map must be shown in addition, an4 a refer- 
ence must be made on the overlay to the map used unless 
otherwise directed by the commander of the theater of opera- 
tion. The line route map contains as few lines, symbols, and 
notations as is consistent with its purpose, but shows the 
location of each headquarters or establishment served by 
the wire system, and locations of switching centrals, test 
stations, and long locals, the type of line construction, and 
the number of physical circuits in each section of the line, 

■ 170« Sfecim. Stmbols. — ^The following special symbols are 
authorized for use as indicated in or in addition to those 
authorized in FMl 21-30. 
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o. Symbols for circuit diagrams, with ccfrresponding wiring 
diagrams of connections. 



Field wire circuit, twisted pair 

Commercial circuit, two conductors 

Several circuit pairs of the same general type-, 
Pleld cable 



Circuit designation (No. 101) 

Circuit designation when not constructed by unit issuing the 
diagram (101, 2d Inf Div) 

Interrupted circuits 



Circuits dead-ended at terminal frame^. 



Circuit passing through test station (see par. 174) 

Circuit terminating in a telephone 

Circuit terminating in a switchboard 



Circuit terminating In a telephone or switchboard, simplexed 
for telegraph (see par, 216) ^ 
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Symbols Wirinb Diagrams 




f 


-CEO 




J? 


ar>- 
■cm 






ai>- 

COO 

cm 
av 
ao 





SWBD 
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If required for clarity, show simplexed telegraph set or tele- 
typewriter connectlou (see par, 216) 



Simplexed circuit bridged around a switchboard; telephone 
circuits terminating in the switchboard (see par. 229) 

Ttelegraph way station on simplexed circuit, telephone cir- 
cuits terminating on the switchboard (see par. 230) 

Telegraph way station on simplexed circuity telephone circuit 
bridged around the switchboard (see par. 230) 



Phantom group terminating in a switchboard (see par. 217) — 



Side circuits of two phantom groups terminating in a switch- 
board, the phantom circuit bridged around the switchboard- 



Phantom group terminating In a switchboard, phantom cir- 
cuit simplexed for telegraph (see par. 217b) 



Two phantom groups terminating in a switchboard, the phan- 
tom circuit simplexed and bridged around the switchboard. 
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-lal- 


2ir 



:0: 




Zl |C|j3| €r 
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b. Sjmbols for line route maps, indi- 
cating wire lines, 

Eield wireline 

Number of circuits in a, field wire line ^ 

Field cattle — — 5/m^~ 

Standard pole linei ^ , ^ , n 

c. Basic symbols for circuit dingrams^ 
Hne route maps, traffic diofframs^ and sig^ 
nal operation maps. 

Switching central located at an echelon 1— i 

of a headquarters ^ 

Switching central <^ 

Commercial switching central (add com- 

mercial designation of the central on (rooml 
top of symbol) ^ 

Test station or terminal frame 1^"^"^ 

Probable future location of a cavalry 
command post, indicating a point on 
the axis of signal communication 1 

Probable futiu'e location of an infantry _ 
command post, Indicating a point on 
the axis of signal communication I 

Probable future location of a field artil- 
lery command post, indicating a point 
on the asds of signal communication.. I * 

d. SyTnbols for traffic diagrams. 
Communication channel 



Kumber of communication channels i 



Switching central \!^Me 



Telephone Ch&) 



172 



SIGNAL C0MMUNICATI0I9 



170^171 



Teletypewriter central. 



Ttc 



Teletypewriter [Tt \ ^^^^^y^)<^\ T ^ 

Telegraph set I 7g j d^^^s^) 

e, Applicatio7i of syinbols. 



Switching central at command post, 
First Army 

Switching central at command post. H 
Army Corps - 



Commercial switching central "!|coml 

Commercial switching central controlled otuvseMo 
or operated by army signal tropps "'^^bml 



M 171. Telephone Capabilities,— <i. The greatest advantage 
of the telephone is that it affords immediate personal con- 
tact between individuals. Disadvantages of the telephone 
are lack of record of the conversation and t}xe tendency to 
talk too long. 

The efficiency of the telephone system depends upon a 
number of factors, the most important of which are— 

(1) Type of wire line construction. 

(2) Type of equipment used. 
(3> Weather. 

(4) Training of the personnel operating and using the 
system. 

c. The distance over which satisfactory telephone com- 
munication is possible is determined by the electrical charac- 
teristics of the telephone circuit. A given type of wire circuit 
under normal conditions has a definite talking range. 

d. The following conditions tend to decrease the efficiency 
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of telephone circuits and the range of telephone communica- 
tion: 

a) Snow, ice, rain, heavy dew. or fog. 

(2) Poor electrical in^ation between wires and ground. 

(3) Moisture in the telephone instrument* especially in 
the transmitter, 

(4> Weak dry batteries in local battery (m^eto) tele- 
phones. 

(5) Additional telephones bridged across a circuit, 

(6) Additional switchboards involved in a connection, 

■ 172. Switching Centrals at Command Posts, — A switching 
central is established at each echelon of a headquarters 
where two or more local telephones are installed to provide 
flexible intercommunication between local telephones, con- 
nections to trunk circuits to other units, and a place at which 
all circuits are available far test and from which maintenance 
may be directed. 

■ 173. Switching Centrals Other Than at Command 
Posts. — A switching central is installed at a point other than 
an echelon of a headquarters for the principal purpose of 
trunk switching. Their judicious use enables better telephone 
service to be furnished with the same number of trunks, but 
they require additional personnel and equipment, necessi- 
tate an additional switchiner operation with increased possi- 
bility of interruptions to service, and introduce additional 
transmission losses, 

■ 174. T^sT Stations (pars. 200 and 239) . — Test stations may 
be installed on a wire line to facilitate the testing and rear- 
ranging of circuits. They may be located at points where cir- 
cuits diverge at the end of a wire line which does not ter- 
minate In a switchboard, near points where circuits are most 
exposed to damage, at probable future locations of com- 
mand posts, or at other convenient points on the line. If a 
command post is established where a test station has been 
previously Installed, the test station can easily be converted 
into a switching central. Test stations are usually given a 
geograsdiic designation, for example, Jones Farm Test. In 
the situations given in paragraph 165a and d, the location of 
test stations at points 4 and 5 would facilitate the rearrange - 
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tnent of circuit!? after the movement of the command posts 
of the subordinate units. (See par. 239 for operation of test 
station.) A special type of test station known as a construc- 
tion center may be established to provide a point on the edge 
of the command post area where the construction chief may 
test long local and trrnik circuits, to eliminate unnecessary 
traffic of wire construction vehicles in the command post 
area, and to make possible the use of a single cable through 
the area from the construction center to the switching 
central. 

■ 175. TbLBPHONi: DzascTORr.— Ck To i^plify and expedite 
the operation of Held telephone systems, particularly within 
divisions, a telephone directory may be used when prescribed 

by the commander. This directory consists of two parts 
which are issued together as one item of signal operation in- 
structions. (See example, par. 2657n.) When a telephone 
directory is used, names are assigned to switching centrals. 
Within a division, all names begin with the same initial letter 
and when once assigned remain fixed and are not changed 
except when necessary to avoid conflict with directory names 
of other units. 

5. Each organization, office, and installation reached by 
telephone but not served by its own switching central, is 
given a fixed number. To prevent confusion, the superior 
tactical commander should prescribe the same fixed number 
for use throughout his command. Directory numbers, when 
assigned, remain fixed. Within the limitations of e<iuipment, 
it is desirable that the switchboard jack number correspond 
to the directory number assigned to the organization, office, 
or installation. 

c. Directory names and numbers are not intended for 
secrecy, but may be prescribed for purposes of simplicity, 
accuracy, and speed in the handling of telephone calls. To 
fulfill its purpose, the telephone directory must be habitually 
used by all telephone switchboard operators and telephone 
users. However, operators should be instructed to put 
through calls regardless of how they may be placed. A copy 
of the telephone directory should be attached to each field 
switchboard and telephone in use. 
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d. In larger units, such as corps and field armies, the 
use of the telephone directory often becomes impracticable 
because of the increased difficulty for all concerned, par- 
ticularly the switchboard operators, in memorizing the direc- 
tory names of the many switching centrals in the larger 
system. In such systems, the briefest generally understand- 
able spoken abbreviation of the designation of the organiza- 
tion whose headauarters is served by a switcliing central may 
serve as the telephone directory designation of the switching 
central; for example, "^'Pirst Army", "Ninth Corps" or "First 
Battalion, Seventh" for "First Battalion, Seventh Infantry" 
when no other organization designated by seven Is served by 
the same system. 

V 176. Telephone Conversations, — a. In placing a telephone 
call the complete designation of the party desired is given 
to the switchboard operator, including the directory name of 
the unit and the directory number of the party. However^ 
when placing a call to a party at the same headauarters or 
echelon served by the same switchboard, it is not necessary 
to give the directory name of the unit. 

t. In answering a telephone call, the expression "Hello" 
should not be used. The individual answering the call states 
the directory name and number of that telephone and identi- 
fies himself, as "Magic three, (or Captain Jones) 
speaking." 

c. Telephone conversations should be made brief by mentally 
preparing the subject matter beforehand so as not to deprive 
others of the use of the circuits. The t^ephone Should not 
ne used for long reports, orders, or messages when messenger 
or telegraph communication would serve as well or better. 
Conversations must be discrete because secrecy is never 
assured; they may be intercepted by direct tapping of the line, 
by induction from the lines, and by leaks to the groimd and 
thence to enemy listening sets» 

No unnecessary conversations shoidd be held with the 
switchboard operator, and he should be sp<&en to in a civil 
manner. In case It is desired to make a complaint regarding 
the service, it should be made to the chief operator or to the 
signal or communication officer. The operator should not 
be directed how to route a call, nor should the calling party 
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attempt to route his own call by merely asking for connec- 
tion to a certain central. The operator is best prepared to 
put through a call with minimum delay when he is given the 
complete designation ctf the party to be called. 

■ 177. Conference Calls. — a. At certain times it is desirable 
for a commander or one of his staff officers to obtain telephone 
connection with two or more other individuals at the same 
time in order to transmit Instructions or information to all 
parties simultaneously. For this purpose the conference call 
is used. 

b. A conference call is obtained by the calling party stating 
to the operator "Conference call," giving the telephone direc- 
tory designations of the parties desired, such as "Drag-oon 
six, Domino six, Diamond six," and giving his own directory 
designation if necessary. The calling party may instruct the 
operator that in the absence of the particular party called 
certain other staff officers or their assistants will be satisfac- 
tory. After placing a conference call, the calling party ma$ 
hang up to wait recall by the operator. The connection Is 
established by the operator as described in paragraph 3, 
appendix L 

■ 178. PHONETIC Alphabet. — Certain letters of the alphabet 
have similar sounds and are often confused in telephone 
conversations. To avoid this difficulty, the following pronun- 
ciation of letters is prescribed for all voice communication, 
including telephone and radio: 



Letter 


Spoken as— 


A 


A firm 


B 


Batcr 


0 


Cast 


D 


Dog 


E 


Easy 


F 


Fox 


G 


George 


H 


Hypo 


I 


Inter I 



lArttC'-r 


Spokeu as — 




Txjtter 


Spoken as — 


J 


Jig 




S 


SaO 


K 


King 




T 


Tnro 


T. 


LovG 




U 


Unit 


M 


Mike 




V 


Victor 


N 


Negat 






William 


0 


Optiou 




x 


X-ray 


P 


rrep 




Y 


Yoke 


Q 


g,iieen 




z 


Zed 


K 


Roger 









I IttterrogQiofrjf is ased in place of Inter In joint Army-Navy operations. 
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2>. The words of the phonetic alphabet are used in place 
of the letters they represent just as in spelling a word. Ex- 
pressions such as "A as in Aflrm" or "A for Afirm'* are not 
used. For example, in transmitting the words **Barts church'* 
the word Barts is likely to be misunderstood. The transmis- 
sion is as follows: *'Barts, spelled Baker- Afirm-Eoger-Tare- 
Sail, church/' 

c. The phonetic alphabet Is also used in the transmission 
by telephone of coded messages. For example, the code 
group XISV is transmitted as "X-ray-In ter-Sail -Victor/' 

■ 179* Pronunciation of Numerals. — a. The following pro- 
nunciation numerals is prescribed in telephone transmis- 
sion: 





Spoken as— 


0 


Ze-TO 


1 




2 


Too 


3 


Thob-ree 


4 


Fo-wer 



Numeral 


Spoken as— ' 


5 


Fi-yiv 


6 




7 


Sev-ven 


S 


Ato 


9 


Ni-yen 



b. Numbers are transmitted as numerals or digits except 
in the case of an even hundred or thousandj when the word 
hundred or thousand Is used. Examples: 



Number 


Spoken as— 


44 


Po*wer fo-wcr, 


80 


Ate ze4i>, 


136 


Wun thnh-ree sSks. 


500 


Fi-yiv hinwdred. 


im 


Wun fo-wer sev-ven ate. 


7000 


Sev-Ten thow-zand. 


16000 


Wun sits thow-asQd. 



c. When giidng a telephone number to a switchboard opera^ 
tor, speak the directory name deliberately and distinctly, 
pausing between the name and first numeral. Speak each 
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numeral separately, pausing slightly between numerals. 
Examples: 



■ 180. Telegraph awd Teletypewriter Capabilities. — a. 
The telegraph is one of the most rapid and accurate electrical 
means of transmitting messages and Its value in a iield wire 
system must never be overlooked. A failure to utilize tele- 
graph channels will seriously overburden any field telephone 
system that may be installed during the normal time allowa- 
ble and will defeat the principal purpose of the telephone. 
In suitable installations, telegraph messages and telephone 
conversations may be transmitted simultaneously over the 
same circuit without mutual interference (par. 164c (1)) 
by means of the simidex circuit which will be installed on 
every wire line provided the units being served by the wire 
have the equipment necessary. Although the ranges of tele- 
phone and telegraph instruments are in general limited by 
the same factors, most telegraph instruments have a much 
greater range than do telephones over a given circuit. 

b. The teletypewriter is an instrument designed for in- 
terchanging printed messages between two or more stations. 
It is employed between higher headquarters in the same man- 
ner as the telegraph is employed between headquarters of 
units within a division. A military teletypewriter is illustrated 
in figure 34; tor data on its employment, see FM 11-5, and 
for information regarding the installation and maintenance 
of such equipment, see TM 11-353, 

■ 181. Teletyfewrxtkr Central (Ttc). — a. The usefulness of 
the teletypewriter as a signal communication agency is tre- 
mendously increased by the teletypewriter central. In the 
military service, this is abbreviated as Tte, The abbreviation 
for a commercial teletypewriter exchange, to which military 
operated teletypewriters may be connected in certain situ- 



Directory name and number 



Spoken as- 



Table a. 
Twrkfty 80. . 
'Vtfusk 6100. 



Ta-ble, fo-wer fo-wer, 
Tiir-key, ate, i^ro. 
Tract, sits, vrvai, huiKlred. 
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IPrGTjKE 34. — Military teletypewriter. 



ations, Is TWX. The switchboard for a small teletypewriter 
central is quite similar to a telephone switchboard, except 
that the operator communicates by means of a teletypewriter, 
A reperforator often may be used in place of a switchboard at 
a teletypewriter central, or the relay may be manual by re- 
typing* The teletypewriter central provides great flexibility 
in switching between teletypewriter stations, and such con- 
nections as two-way station-to-station, conference, and 
broadcast can be quickly set up. In addition to the provi- 
'sions for stand-by and automatic starting and stopping of 
distant teletypewriters for receiving messages while unat- 
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tended, the advantages of the system include instantaneous 
transmission, typed immediate acknowledgment of receipt 
typed on the message itself. 

&, Teletypewriter central personnel can expedite communi- 
cation by the preparation and use of traffic diagi^ams, pre- 
paied in a manner similar to telephone traffic diagrams 
(see par 223) . 

■ 182. Reports and Records. — a. In order to make the most 
efficient use of the wire system, the signal or communication 
officer keeps himself informed of the condition of the systems 
of his own and subordinate units. Subordinate units report 
to next superior units when the wire system is first installed 
and thereafter whenever important changes are made. These 
reports are usually made by telephone or telegraph, supple- 
mented by line route map>s and circuit diagrams. 

&, The signal or communication officer requires the signal 
or communication troops under his immediate supervision to 
keep such records relating to the wire system as are essential 
to its ei£LCiency< These records cover Installation, mainte- 
xiance, and operation. They are seldom kept in small units 
where few circuits are maintained. Reports are made by the 
chief of constmction on the installation or recovery of wire 
lines. When neces^sary, the operating personnel keep station 
logs, and installation, test, and trouble reports. (See sees. 
Ill and V.) 

Section H 
FIELD WIRE LINE CONSTRUCTION 

■ 183. Qeneral. — ^Fleld wire is a flexible conductor of high 
tensile strength and good conductivity, usually composed of a 
combination of steel and copper strands covered by insulation. 

Field wire lines are used within the zone subject to hostile 
shell fire, and in rear areas when time does not permit the 
installation of other more permanent types of construction. 

n 184. T^Es OF Field Wzbe. — ^The characteristics and ap- 
proximate transmission distances of four types of field wire 
are shown in the table below. Each conductor of types W- 
110, W-llO-B, and W-150 is insulated with rubber compound 
and weatherproof braid* The braid is omitted on the type 
W-130. 
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■ 185. Field Wire Splices. — a. General — Splices in a field 
wire line are present of necessity and are vulnerable points 
in the circuit; as such they merit sufficient time, effort, and 
materiel to be made properly. Every soldier engaged in com- 
munication work should be able to make a proper wire splice. 
The ideal splice would be indistinguishable electrically or 
mechanically from the unspllced wire. In practice, this can- 
not be attained, and consideration must therefore be given 
to the following characteristics of splices: 

Tensile strength 

Electrical conductivity 

Itmilation resistance 

Protection against weathering and abrasion 

Flexibility and bulkiness 

These factors must be balanced against the time required to 
make the splice. The standard field wire splice which best 
meets those requirements comprises a wire knot tie, seizing 
wire to bind the tie. and tape for insulation. 

(1) Sqtiare knot. — A properly made square knot between 
the two ends of a conductor produces a tie which will not 
pun out, 

<2) Seizing wire. — (a) A flexible field wire of high tensile 
strength will necessarily have a number of steel strands which 
are difficult to manage due to their temper. The natural 
tendency of the strands to spring up prevents the splice from 
staying tightly wrapped and the ends of the steel strands tend 
to puncture through the insulation and render the splice 
unserviceable. In making the standard splice, seizing wire 
is wrapped around the conductors after the square knot is 
tied. Thijs keeps the strands in place and the binding effect 
of the seizing wire on both ends of a spliced conductor^ to- 
gether with the large contact area, produces a splice of high 
and constant electrical conductivity. Under conditions of 
low and variable conductivity such as may exist in a splice 
made by a knot alone, a circuit becomes noisy and Interferes 
with telephonic communication. 

(&) If a wire conductor is sufilciently flexible, It can be 
wrapped on a small radius without spreading and seizing wire 
can be dispensed with in a properly made splice (such as 
described for wire W-120) . 



183 



185 



BASIC FIELD MANTTAL 



(3) Insulation, — ^The primary reason for insulating a splice 
is to render the resulting circuit as satisfactory electrically in 
wet weather as in dry weather. Electrical insulation ade- 
quate to meet this requirement can be obtained, only with a 
minimum of two layers of rubber tape and two layers of 
friction tape. (See par. 187,) 

<4) BvXIc, — The physical size of an insulated splice is no 
Criteria of its ability to withstand service conditions satis- 
factorily. If properly made, a field wire splice is adequately 
flexible for service use, and Its bulk is such that it will not 
seriously affect the wire capacity of a reel» since this is 
determined primarily by the ability of personnel to wind wire 
smoothly and unlf onnly. Extremely bulky splices are usually 
indicative of the need for further training of the individual 
making the splice. 

h. Standard field wire splice. — ^This splice, utilizing copper 
seizing wire W-71, is used on all heavier types of stranded 
Conductor field wire. 

(1) Teamwork in splicing. — ^If two men are available, the 
over-all time for the splice can be greatly reduced If they have 
a standard cooperative method and function as a team. 
Only the teamwork splice Is described; obvious modifications 
of the procedure can be made if one man is working alone. 

(2) StaggeTing splice (fig. 35) . — Each man prepares one of 
the two wliee which are to be spliced together. To obtain 
a imiform stagger which will insure equal tension on both 
conductors when the splice is completed, each man measures 
back one pliers' length (about 6 inches) from the end of one 
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conductor of the wire pair he is preparing, and cuts off the 
conductor thus measured. E&ch man now has two conduc- 
tQrs, with one cut so as to be one pliers' length shorter than 
the other. 

(3) Crushing instOatiofi^—^such man now 1>egins crushing 
the insulation on his long conductor at the point where the 
short one ends, that is, one idiers' length from the end of the 
long conductor. (See fig. 36.) Using the heel of his pliers. 




FnnntE 36. — Orui^lng Insulation on long oondnotorB. 

he crushes the insulation toward the end for a distance of 
about 4 inches, leaving about 2 inches of the insulation un- 
crushed on the end of the conductor. He next measures back 
one pliers' length along the short conductor, and in a similar 
manner crushes about 4 Inches of Its insulation. (See fig. 
37.) The imcrushed insulation rems^ing on the ends of 
the conductors holds the strcuids <^ the conductors together, 
prevents possible injury by the steel strands to the splicer, 
and greatly reduces the over-all splicing time. (With some 
types of pliers, it may be necessary to improvise shims from 
sheet metal in order to crush the insulation.) 

(4) Skinning conductor. — ^Each man scores or rings the 
crushed Insulation of both conductors with the cutting edges 
of Ills piliers at a point on the crushed section about Vb inch 
from the point at which the crushing began. He then bares 
about ZVz inches of the conductor by changing the hand grip 
on his pliers (fig, 38) and drawing the cutting edges of his 
pliers straight along the conductor so as to push the crushed 
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insulation ahead of the pliers* In this operation, care Is 
taken to draw the pliers perpendicularly along the conductor, 
as drawing the pliers at any appreciably different angle to 




fizouBE 37. — Oruehlng insulation on abort condiiGtOT» 



the conductor will nick or break the strands thereof. Al- 
though slower, this skinning may be done satisfactorily with 
less danger to the strands by using the gripping jaws or the 
heel of the pliers instead of the cutting edges. If these 




PrcuRir 38. — Skinning conductor. 

Strands appear dirty, he carefully scrapes them with the 
back of the screw driver blade of his electrician's knife. The 
entire procedure of staggering the splicct crushing the insula- 
tion, and skinning the wire should not take over 1 minute. 
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(5) Tying square fcno*.— The ends of the two -wire pairs are 

now brought together and the long conductor of one pair and 
the short conductor of the other are tied in a square knot by- 
each man (fig, 39) , taking care to restore the original twist 
Of the two conductors. The square knot is so placed as to 
leave a distance of about inch between the knot and the 
rubber insulation. The weatherproof braid of the conductor 
is then peeled back from the inch of wire that was crushed 
but not skinned. This leaves inch of exposed rubber 
Insulation to permit close adhesion of the rubber fepe when 
it is applied. (See figs. 40 and 41.) 




FiajTBiL 39. — ^Wires skinned and ready for square knota. 




PtOTjHE 40.— Tying square knot. 
187 
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(6) Applyinff seizing uHre^K 8- to 8-inch piece of seizing 

wire W-71 is inserted up through the square knot and then 
the knot is pulled tight (fig. 41). Seizing wire can always 




TsxkVKE 41ii^-Sclzing T»ire inserted througli knot. 

be Improvised by using a copper strand from the piece of 
wire cut off when staggering the splice. The seizing wire is 
bent so as to have half for wrapping to the left and half for 
wrapping to the right. Two or three close turns are taken 
with the seizing wire, both to the left and to the right of the 
square knot (fig. 42), to bind the ends of the knot before 

Cut fail flush with 
rubber insulation 




FicimE 42^ — ^W^ping seizing wlra. 



cutting off the excess ends ot the conductors flush with the 
rubber insulation. The seizing wire wrap is then continued 
both left and right of the square knot until two turns are 
taken on the rubber insulation (fig* 43) . The ends of the 



irubber 



2 turns on rubt>er 




FtcuBE 43. — SpUoG on one ooncLiietor after 
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seizing wire are now cut off flush and pressed down into the 
rubber* With both men tying the square knots and applying 
the seizing wire at the same time, the over-all time tor these 
operations should be about 1 minute (fig, 44), Tape the 
splice as described in paragraph 187&. 



1 




FtGUiiE 44. — Splice ready for taping. 

a Splicing wire W^IZO arid other field wire without seizinff 
wire^To splice wire W-130 and other field wire without seiz- 
ing wire, cut off one conductor of each pair a pliers' length 
(about 6 inches) from the end. Slip back about 3 inches of 
the rubber insulation from each conductor by holding the 
pliers as shown in figure 38, clamping the jaws lightly and 
drawing the pliers toward the end of the wire. The remain- 
ing 3 inches of insulation on the end of the conductor keeps 
the strands from fraying. Tie a square knot in one wire: 
then cross the left-hand short end over the crest o£ the knot» 
wrapping several turns closely over the bared part of the 
right-hand conductor and two or three turns over the rubber 
Insulation, Cut off the excess flush with the wire (fig. 45) • 
Repeat with the right-hand short end, again crossing the 
crest of the knot and wraiH>ing the left-^hand conductor* 
The other wire of the pair is tied in the same manner. Tape 
the splice as described in paragraph 187&(1), This splice 
will not loosen when tension on the Wire is relieved and has 
adequate electrical conductivity. 

B 186. Special Wire Splices. — a. Western Union splice (fig. 

46) . — The Western Union splice is used in splicing two solid 
conductor insulated wires. To make the splice, strip the in- 
sulation from the end of each wire for a distance of about 8 
Inches and clean the wires so that they are bright and free 
from corrosion. Twist the bare ends together in the center 
for about Inches. Then bend the ends at right angles 
to the axis of the wire and wrap each end around the wire 
With at least five close turns. The twisted part of the splice 
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4fl. — Western tJnion splice for solid condxict^rsL 
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is called the "neck**, and the live turns at each end are 
called the "buttons." Cut oflp the ends as dose as possible, 
being careful not to leave a sharp point that will puncture the 
tape wrapping, (See par, 187ti(2) for taping this splice.) 

b. Combination splice (fig. 47) . — The combination splice is 
used to splice a stranded conductor insulated wire to a solid 
conductor insulated wire. To make the splice, strip the in- 
sulation from the end of each wire for a distance of about 6 
inches and clean the wires so that they are bright and free 
from corrosion. Tie an overhand knot In the stranded wire 
close to the insulation and slip it over the solid wire to within 
Vz inch of the insulation. Full the knot tight and wrap the 
end of the stranded wire around the solid wire from the knot 
to the insulation. Cut off the surplus stranded wire. Bend 
the end of the solid wire back at the knot and with it seize 
the stranded wire, wrapping it up afi far as the insulation. 
Wrap the solid wire 3n the direction opposite to the wrap- 
pings of the stranded wire, otherwise the solid wire will fail to 
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Fegitbe 47. — Combination splice, 86Ud to stranded conductor* 



1B6 



BAjSlC VIELD MANUAL 



hold the stxands In place. Continue the wrapping of the solid 
wire until two turns are taken over the insulation. Cut off the 
surplus solid wire and press the end down into the insulation. 
See paragraph 187&(2) for taping this splice. 

c. Combination sei^ng loire splice (fig. 48) . — This splice is 
used to connect an insulated stranded conductor to a bare 
solid conductor such as ls used on an open wire pole line, in 
the manner shown in figure 57, To make the splice, strip 
about I inch of insulation from the end of the stranded wire 
and clean both wires so that they are bri^t and £ree from 
corrosion* Lay this end of the stranded wire along the solid 
wire. Begin the seizing by talcing four turns with the seizing 
wire around only the solid wire back of the stranded wire. 
Continue the wrapping, including several turns over the in- 
sulation of the stranded wire, then over the bare end of the 
stranded wire, and finish with four turns over the solid wire 
only. Wrap the seizing wire tightly and draw the turns 
close agrainst each other. (See fig. 57 for tying in the £plice.) 
Tape splice as described in paragraph 187b<3> . 




FiGims 48. — Combination seis^lng wire splice, stranded to solid 

conductor, 

d. Commercial splice (fiig, 49). — ^The commercial splice is 
used to connect an insulated solid conductor and a bare solid 
conductor as used on an open wire pole line. To make the 
splice, remove the insulation from the insulated wire for a 
distance of about 6 inches and clean both wires so that they 
are bright and free from corrosion. Lay this bare end of 
the insulated wire along the bare wire. Bend this end at 
right angles to the bare wire and wrap it around the bare 
wire for at least eight turns, drawing the turns tight and close 
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FictTRE 49. — Commercial splice, solid to solid conductor. 



togethei'. Cut off the surplus end of the insulated wire. 
See paragraph 1871) (3) for taping splice. 

T-s37Z2ce. — ^The T-splice is used to splice a wire to another 
without interrupting the circuit of which the latter is a part* 
1^1 figure 50, X is the wire In the circuit and Y is the wire to 
be connected. In this illustration it is assumed that after 
the splice is completed the portion of X to the left of the 
splice will be discarded and that the strain will be toward 
the right. To make the spUce— 



t2 "or more ■— »| 
. X 1 X. 




FmtFKB 50. — T -splice. 



193 



186-187 



BASIC FIELD MANUAL 



(1) Remove about IV2 inches of insulation Itom each of 

the conductors of X, 12 or more inches apart. 

(2) Place Y beside X with the two ends at one of the bared 
places. 

(3) Cut Y off at the other bared place, and prepare the ends 
of Yi and Y2 for splicing as in paragraph 1S5U3) and (4) , 

(4) Tie Yi to Xi with a square knot* To tie this knot, 
make a loop with the left hand in the bared part of Xi; with 
the rigfht hand, pass the end of Yi up through the loop, over 
the right side of the loop, under the neck of the loop over 
the left side of tlie loop, and down through the loop; draw 
the knot tight. To avoid making a "thief*' knot» be sure that 
the two conductors on which the strain is to be placed are 
on the same side of the loop, otherwise the knot will not 
hold. 

(5> Twist Y2 around Xi and X2, and tie Y2 to Xa in a siml-' 
lar manner. 

(6) Cut off the portion of X to be discarded and complete 
the splice as indicated in paragraph 185b. 

■ 187. Taking fi^css.--^. Insulation ren^^ance.'— Splices are 
insulated to provide circuits with transmission characteris- 
tics substantially independent of weather conditions. This 

requires first that the insulation resistance of the splice be 
maintained at the same level as that of the rest of the line, 
and second that the splice be protected from corrosion and 
resulting poor conductivity due to weathering. Under service 
conditions, in which time is an important factor, tapes pro- 
vide the most convenient materials for covering splices. 
Figure 51 shows the relative effectiveness of rubber and fric- 
tion tape for insulating field wire splices. In this graph, the 
insulation resistance of new wire is taken as the standard 
of reference, and evaluated at 100 percent. The ordinate 
represents the ratio in percent of the actual insulation re- 
sistance of the given splice covering to the standard insula- 
tion resistance of the uninjured new wire. The abscissa 
represents the time of continuous immersion of the splices 
in water. As is evident from figure 51, the insulation resist- 
ance of all splice coverings is lowered with increase in time of 
immersion of the samples. However^ the rate at which the 
resistance decreases varies between wide limits for the various 
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FiGUBE 51. — -Insiilation reBistance ot field wire spilces. 

combinations of insulation. The standard field wire splice in- 
sulation consisting of two layers of rubber tape and two Jayers 
of friction tape, decreases 50 percent in insulation resistance 
in 29 hoUTfi. After 160 hours immersion (approximately 1 
week) , the resistance is of the order of 12 percent of standard. 
In contrast, the same splice insulated with only two layers 
of friction tape drops to 50 percent of its original insulation 
in 2 houi's, and becomes practically useless as an electrical 
insulating medium in a matter of 5 houi'S. A splice covered 
with one layer of rubber and one layer of friction tape is 
but little better than one insulated with friction tape alone. 



195 



187 



BASIC FZELS TULKSU&L 



Wire such as type W-130 insulated ^th but a single layer 
of rubber also repuires both rubber and. friction tapes to pro- 
duce a splice of irood wearability* Although the smooth ex- 
terior of this wire does not catch readily and can be dragged 
without appreciable ^vear, this is not true for a surface wound 
with rubber tape. Friction tape wound over the rubber tape 
presents a much smoother and more durable exterior and is 
a buffer against abrasion when the wire is dragged along the 
ground or wound around an object, as well as affording pro- 
tection to the rubber tape against deterioration by sunlight 
and weathering in general. 

b. Procedure.— (1) In taping the field wire splice by the 
teamwork method (par. 185?>), one man holds the wire taut 
and the other applies two layers of rubber tape to the splice. 
The taping is started at the center of the splice and is worJied 
to the left and right of the knot for a distance of Vz inch on 
the rubber insulation of the conductor, and then back again 
ending at the center of the splice. (See fig. 52J The rubber 



tape Is stretched considerably during winding so as to give 
close adhesion, and is pressed into intimate contact with the 
rubber insulation on both ends of the splice to make it 
waterproof. Two layers of friction tape are then wrapped 
in the same manner over the rubber tape. The friction tape 
is extended about l inch beyond the rubber tape (see fig. 53) 
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JfvsusoL 52. — Applying rubber tape. 
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and then rolled several times Jn the hands to seal the edges 
of the tape. This gives an over-all taped splice of about 4 
inches on each wire of the pair* 




' TLi7Z3 

FU3X7RE 53. — ^Applying friction tape. 

(2) Splices in Insulated wire (par, ISGa and &) are taped 
In the same manner as described for the standard field wire 

fiplice above. 

(3) Insulated wire spliced to bare Wire (par. 186c and d) is 
also wrapped with two layers of rubber tape and two layers 
of friction tape, to assist in holding the wire firmly in place 
and to reduce corrosion due to weathering. Figure 54 illus- 
trates the completed and insulated splice, and the method 
of extending the wrappings of the tapes on the solid con- 
ductor well beyond the region of actual contact of the two 
conductors^ 




FrotJHS 54.— Taping an insizlated conductor spliced to bare wire. 

■ 188. Wire TiES.-^Field wire lines usually terminate at the 
binding posts of a terminal strip or an instrument. Obviously 
any strain placed on the wire tends to pull it away from the 
binding posts. To avoid this, the wire is securely fastened to 
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a convenient tree, pole, or other sui^rt before connecting it 
to the binding posts. Wire lines are also tied in at various 
points along the route where it is necessary to hold the wire 
in place. Several kinds of ties which sliould meet all condi- 
tions in field wire line construction are described below. 
Where the wire is tied above equipment to which it Is to be 
connected, such as a telephone or terminal strip, a drip 
loop is made in the wire. (See figs. 55 and 56.) 




FifiTTRE 55. — Tleia telepbone instaUeil in a tent. 




FioTiicB 56. — Drip loop in 'Wire leading to a terminal strip. Water 
running down the wire will drip off from the bottom of tHe 
loop and will not be led to the terminal strip or instrument wbere 
It mighit cause a short circuit or damage the equipment. 
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a. Tying in field wire to open wire (fig. 57) j — Stranded wire 
is normally spliced to solid conductor wire only where it is 
necessary to connect a field wire to an open wire pole line. 

The stranded wire is tied in to the cross arm or pole, but never 
to the metal brace, near the point where the splice is to be 
made, and a littJe slack is left between the tie and tlie splice. 
The tie should take the strain, since the splice is not strong 
enough to withstand a heavy pull. 




FrGTJBB 67, — ^Tylng In field wire to open wire, 

&. Clove hitch tie. — ^Wlien the end of the object to which 
the wire is to be tied is exposed so that the wire may be placed 
over it, the clove hitch tie is used. To make up the tie, make 
two loops in the wire as shown in figure 58®. Place the 
right-hand loop on top of the left-hand loop without turning 
either loop as shown in figure 58®, Place both loops over 
the object to which the tie is to be made and puU them tight 
as shown in figure 58(3), 

other knot ties. — When the end of the object to which 
the wire is to be tied Is not exposed, one of the three ties 
described below is used. All three permit tying the wire 
without cutting it. For simplicity, figures 59 and 60 show 
only one of the two conductors of the field wire. In each of 
those figures the standing part is the part of the line which 
has already been laid, and the running end is the part leading 
to the wire-laying equipment This may be reversed if the 



199 



188 



BASIC FIELD MANITAL 




FKrurat 58. — Clove hltoh tie around a stsLfce. 



strain is in the other direction. A blg:ht Is a loop formed on 
the wire so that the two parts of the loop lie alongside of one 
another. 

(1) Loop knot tie, — "this is made more easily and quickly 
than axe those described in (2) and (3> below but it is not so 
secure* Consequently, it is not used in T?ery long spans, at 
overhead crossings where increasing sag resulting from slip- 
ping of the tie might endanger traffic, or where it might be 
untied accidentally by passing personnel, vehicles, or animals. 

(a) In To maKe the tie, stand facing the abject on the side 
on ^ii<^ the wire is being laid. Pull in enough 
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slax;k to make a liight to go around the object 
with about 2 feet of bigrht Jeft over. If, during 
tying, the greater strain is on the standing part, 
place the bight around the object from the 
front, going around the side toward which the 
wire is being laid, and returning to the front on 
jthe side from which the wire has been laid (fig. 
59® > , (If the greater strain is on the running 
end, place the bight around the object fron« the 
front In the (gp^posite direction.) Bring the 
bight under and then over both the standing 
part and the running end, forming the front 
V-opening shown in figure 59®. Reach through 
tliis opening and pull through it about 6 inches 
of the doubled bight as shown in figure 59®. 
Tighten tlie tie, being sure that it rests against 
the object* 

2. An alternate satisfactory loop knot tie may also be 
made as foQows: After placing the bight around 

the object (fig. 59®), hold the bight in the left 
hand, passmg the right hand under the standing 
part and running end, and grasping the bight 
with the right hand palm up (fig. 59®), turn 
the hand in a counterclockwise direction, pull- 
ing the loop under the standing part and run- 
ning end (fig. 59(D) ; double the bight and pass 
it over the line and into the loop, pulling the 
bight until the knot is tight and against the 
object (fig. 59®). 
(b) To untie the tie, pull the free end of the bight through 

the opening. The wire will fall away from the object. 

(2) Squai'e knot and loop tie. — ^JThis tie is used in long 

spans, at overhead crossings, and when a tie is desired which 

will remain secure for a longer time than the one described 

in <I> above. 

ia) To make the tie, begin as In (1) (a) 1 above, but bring 
the bight over both the standing part and the running end, 
and then between the object and the turn around it, as shown 
in figure SO®, Draw this knot tightly against the object. 
Bring the bight over the running end* forming the opening 

201 



188 



BASIC FIELD MANUAL 




F«*URB 69.-— Loop knot ties i*wwtoag only one of ttie tm oonductora. 



Shown in figure 60©. Reach through this opening and puH 
tbrough It about 6 inches of the doubled bight as shown in 
figure 60®, Tighten the tie hy holding the doubled bight 
in one hand and puUlng the running end with the other. 
<b) To untie tne Ue, pull the free end of the bight through 
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FEGTiBii 00. — Square knot and loop tie, showing only one of the two 
conductors. 



the opening and then untie the bight from the object. The 
wire will fall away from the object 

(3) Square knot tie.^This tie is tised When a tie is desired 
which will remain secure for a longer time than those de- 
scribed in (1) and (2) above. 

(a) To make the tie, proceed as in (2> (a) above but pull 
the end of the bight through the opening and tighten it by 
holding the end of the bight in one hand and pulling the 
running end with the other. It is shown in figure 78. 

(b) To untie the tie, reverse the procedure in (a> above. 
After it has remained in place for some time under a strain, 
it is more difOlcult to untie than are the ties described in (1) 
and (2) above. 

d. Knob tie (fig. 61) .—The knob tie is used in tying field 
wire to a knob or insulator. It is not suited to tie over larger 
objects. To make the tie, fonn a loop in the wire. Separate 
the two conductors in the loop and bend each back around its 
Side of the length of wire so that they again touch each other 
180^ opposite the original position of the loop. Place the loop 
over the knob and draw it tight. 

6. Marline tie.— The marline tie may be used to support a 
field wire line on a knob, cross arm, or other support when 
there is a possibility that the object to wtuch the wire is to 
be tied might damaige the insulation* To make the tie, take a 
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FiGUBB 61. — Knob tie. 



piece oi marline which, when doubled, will reach from the 
wire in its suspended position twice around the support and 
down to the wire again, with about 4 inches left over for 
tying. Insert the ends through the loop formed in the middle 
of the marline and draw the marline tight around the wire 
as shown in figure 62®. Pass the doubled marline twice 
aroimd the support and back to the wire as shown in ngure 
62® » Tie it secm*ely to the wire with a double overhand knot. 
To tie this knot, place the marline ai'ound the wire and pass 
the running ends over the standing part to form a loop. Then 
pass the running ends down through this loop as shown in 
figure 62®, Draw the knot tight, 

I 189. CiRCXiiT MARKING TAGS,— <i. A field wire circuit is iden- 
tified by means of the designation (par. 168) appearing on the 
tags tied to the wire. The tags (fig. 63) should be of rope 
stock or other fairly waterproof substance which will show 
the mariss made by a soft pencil or crayon. Short lengths of 
soft iron wire passed through the ejrelets of the tags are 
provided for attaching them firmly to wire lines, but in 
such a manner that they can easily be removed when the line 
is taken up» Tags are required where tlie wire line connects 
to an instrument or terminal strip* and are attached about 
1 foot from these devices. Tbey are also placed at frequent 
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PiouBE 62. — ^Marline tie to a metal stipport. 

intervals along the wire, particularly where circuits parallel 
each other for a long distance; at points where some circuits 
leave the main route; and at points where the type of 
construction changes, as from surface to overhead. 
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FEODBE 68.--Circult maxklng tags. 



b. Trunk circuits in units larger than the division are 
tagged with the complete designation of the circuit. In 
smaller wire systems, the circuit number is followed by the 
title of the organization constructing the circuit Local tele^ 
phone circuits are tagged with the local telephone number. 
Telegraph legs are tagged with their local nxunber and the 
unit to which they lead, as TG-1 to 1st CT, TG-2 to 2d 
CT, etc. 

c. Commanders will prohibit any tagging of circuits that 
clearly indicates to anyone unacquainted with the confiden- 
tial system employed, the specific units which the circuits 
serve and some means of identification such as colored or 
partially colored tags, tags having distinctive shapes, or a 
code name prescribed by higher authority will be substituted. 
If colors are used, care must be taken that they will be iden- 
tifiable at night with available light sources. An example 
of a wire tagging code is given in paragraph 265n« 

■ 190. Terminai, Strips. — a. Description. — terminal strip is 
a block of Insulating material to which are fastened several 
binding posts. The binding posts are connected In pairs by 
metal strips, so that a wire connected to a binding post on 
one side will be joined electrically to another wire connected 
to the corresponding binding post on the opposite side. The 
type commonly used for field wire sj^tems is the terminal 
strip TM:-84-A which will hold five pairs of wires (see fig, 64) . 

&. Connecting a wire to a terminal strip <flg. 65) . — ^To make 
the connection, skin off about Vz inch of. insulation from the 
end of the wire to be connected. Open the slot in the binding 
post to its fuUest extent by unscrewing the knob with the 
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fingers. Insert the end of the wire into the slot so that It 
projects through the binding post. As an alternative satis- 
factory method, skin off about 1 inch of insulation from the 
wire, Jeavlngr about 1 inch of Insulation on the end, double 



the bared portion, and insert it into the slot. Tighten the 
knob firmly with the fingers^ clamping the \?lres securely 
in the slot so that a good electrical contact Is secured. Do 
not use pliers to tighten the knob as the threads on the 
binding post may strip. 



PiGTTHE 66. — Wire connected to terminal sttlp TMr-8^- A. 

■ 191. Pole CLiMfiiNo Equipment. — a. Description. — In mak- 
ing overhead installations the ability to climb poles and trees 
is necessary. The lineman's equipment TE-21 for pole climb- 
ing includes a lineman's body belt with safety strap, a pair 




TBsmB 64. — ^Terminal strip TM-84-A. 
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of climbers, pliers, ax, screw driver, splicing clamp, and a lag 
wrench. In addition, glaves and Insulating tape may be 

needed. 

&. Inspection. — l^nce the safety of a- lineman when on a 
pole depends in part upon the condition of his equipment, all 
fiuch equiiHnent must be carefully Inspected for defects prior 
to its use, and replaced if unsatisfactory. 

(1> Ctimherd. — Climbers are examined for broken or loose 
gaffs, and defective straps and pads. The gaffs should be 
sharp and have the proper dimensions. The gaff gage TIj-114 
(fig. 66) is used to determine the five important gaff dimen- 
sions, wliich are the length along the inside surface; the 




Figure 68, — Gaff gage Tr/-144. 



Width at distances of % inch and 1 inch from the point; and 
the tliickness at distances of Y2. inch and X inch from the 
point* These measurements are made els follows: 

(a) Lenffth.—Pl^ce the gage on the flat surface of the gaff 
with a short edge tight against the crotch. To be satisfac- 
tory, the point of the gaff must extend to or beyond the IVs 
inch short reference line at the middle of the gage. 

(&) Width,— FlB,ce the gaff (with flat surface next to gage) 
first in the smaller and then in the larger of the slots marked 
'*W"» sliding the gage toward the crotch as far as it will go. 
To be satisfactory, the point of the gaff must not extend 
beyond the long reference line when in the small slot, and 
must not extend beyond the far et^e of the ga^e when in 
the large slot. 

(c) Thickness. — ^The thickness of the gaff is checked in the 
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same mannra: as the width, using the openings marked 

(2) Li7ieman*s &eZ*.— The lineman's body belt and safety 
strap are examined before use for cracks, cuts, tears, broken 
stitching, worn places, loose rivets, or other defects that 
would be likely to affect the strength of the leather. Buckles, 
snaps, keepers, and D-rings should likewise be inspected for 
defects and wear. 

c. Care of equipment, — (1> Climbers. — The gaffs of climb- 
ers are kept clean, free from rust, and sharp at all times. 
Sharpening: is preferably done by clamping the climber in a 
vise and filing flat on the inside surface of the gaft, thereby 
keeping the shape of the gaff unchanged. After sharpening, 
the gaff dimensions are checked as described in b(l) above. 
Climbers when not in use are given a light coating of oil to 
prevent rust, and must not be stored In the same container 
with body belts and safety straps to; avoid any possibility of 
cutting or puncturing the leather equipment. 

<2) Leather 'belts. — The body belt, safety belt, and climber 
straps are kept clean, soft, and pliable by the use of saddle 
soap or by washing thoroughly with the lather from a neutral 
soap (such as castile) , removing embedded dirt and perspira- 
tion, wiping dry, and finally sparingly oiling with neat's-foot 
oil. Mineral oil or grtmse should not be used for this purpose. 
Particular care must be taken not to subject the leather to 
excessive heat by standing near an open fire, hanging the belt 
on or near hot steam pipes, or contacting hot objects. Fur- 
ther instructions on the care of leather may be found in AR 
30^040, 

d. Size and adfustment—il) The size of climbers is de- 
termined by the measured length in inches from the instep 
to the end of the leg iron. The correct size of climber to use 

is one measuring V2 Inch less in length than the distance 
from the projecting bone on the inside of the knee to the 
arch of the shoe of the wearer. Climbers are bent to conform 
to the wearer's leg so that they are comfortable, with straps 
fastened snugly around the calf and ankle, 

(2> The D-rings of the lineman's body belt of proper size 
will be just behind the prominent portions of the hip bones. 
Wear the body belt over the hips and tightly enough not to 
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slip down. If rlght-handedi snap both ends of the safety 
strap to the left-hand D-ring,>nd if left-handed, snap the 
ends to the right-hand ring* The douhle side of the strap is 
snapped nearest the body and remains hooked at all times » 
with the keeper toward the rear. The fixed side of the strap 
Is snapped on the outer side with the keeper toward the front. 
The safety strap should be adjusted to the proper length prior 
to climbing a pole, and this may be done as follows: Stand 
at the base of the pole upon which the work Is to be done, 
and engage the gaffs of the climbers. Pass the safety strap 
around the pole in the manner described in paragraph 193d 
and engage the safety belt. Lean back, keeping the torso 
about parallel to the pole until the weight is carried by the 
safety strap. When the safety belt is properly adjusted, the 
palms of the hands will rest on the far side Of the pole with- 
out overlapping. 




FiGuitE 67. — Iiineman witb equipment* front. 
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■ 192. Pole Climbing SAFEGHAFtDs. — a. On the ground, — Men 
wearing climbers must exercise caution at all times since gaffs 
will easily penetrate shoes, muscles, and bone, and are capable 
of making very serious wounds. Every precaution must there- 
fore be taken to avoid stepping on the feet of personneL 
Climbers should he worn only while climbing and ivorking oii 
poles. Habitually wearing climbers while working on the 
ground Will inevitably result in serious injury to personneL 
While standing on the ground, a lineman stands in the posi* 
tlon shown in figures 67 and 68, with feet well separated and 
hands on hips. 

J}. Aloft. — While aJof t, linemen always use their safety belts, 
not only to prevent falls but also to facilitate working with 
minimum fatigue. Linemen must be careful not to drop tools 
or other equipment while on a pole, as these objects may 
strike personnel working below. 




FnauitE 6B. — Iiineman with eqidpment, rear. 
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c. Testing poles. — ^Poles which have been in service for long 
periods of time may be defective and are likely to break under 
the unbalanced loads due to climbing or working. If such a 

pole breaks, communication may be disrupted, materiel de- 
stroyed, and personnel injured. These poles should tlaerefore 
be tested prior fco climbing and temporarily supported if found 
to be defective. It is unnecessary to test a pole attached to a 
secured suspension strand, to five power wires, to a full cross 
arm of heavy telegraph wires, or to four-way storm guys. A 
suitable test for soundness is the pike pole test, which is made 
by applying a 16-foot pike pole at an angle of about 45'' to 
the pole, and rocking the pole back and forth at right angles 
to the line. If the pole cracks or breaks, it Is unsafe for 
climbing: without temporary bracing. This can be obtained 
with lour pike poles; by guying to trees or other sound poles; 
or by support from a derrick truck. The bottom of the pole 
is likewise secured by driving bars into the ground around the 
pole if the butt is broken. The pike pole test must not be 
applied if the pole will crush materiel in falling, and the pole 
should not be rocked so vigorously that the wires swing 
together and cause trouble to develop in the circuits on the 
pole. Poles which break under test are marked conspicuously 
as unsafe for climbing. 

■ 193. Climbing Boles. — In the following descriptions,, a 
right-handed lineman is assumed, A left-handed lineman 
performs the operations with the opposite hands and legs. 

a. General, — In climbing a pole, keep the arms slightly 
bent with the hips the fartliest portion of the body from 
the pole. To engage the gaffs, whether ascending or descend- 
ing, thrust the legs inward and downward so as to obtain good 
penetration of the gaffs into the pole. To disengage the 
gaffs, the legs are moved sharply upward and outward. Place 
the hands on the far side of the pole. If the hands overlap, 
the body necessarily is too close to the pole, with danger 
of cutting out tlie gaffs and loss of footing; if the hands 
are on the sides of the pole, the palms have no bearing and 
the arms are under great strain. The weight of the body is 
normally carried and lifted entirely on the gaifs, the arms 
merely balancing the climber. If the hips are too close to 
the pole, the legs will be parallel to the pole and the gaffs 
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wlU cut out removing support for the climber; likewise if 

the hips are too far out the arms are placed under strain 
since they Will be supporting a large portion of the climber's 
weight. 

h. Ascending, — ^(1) Before climbing, circle the pole and 
inspect it for soundness, dangerously wide weather cracks, 
soft or other spots in the wood, and location of knots. Notice 
any cables, cross anns« or other obstructions that may inter- 
fere with climbing the pole, etc. If the pole leans, select 
the high side for climbing. 




Fnscntt 6d. — ^Beginning ttie dimtSl 

(2) Hold onto the pole and raise the left foot about IC 

inches from the ground, keeping It about 1 inch from the pole, 
and with a downward thrust, engage the gaff of the climber in 
the face of the pole about 8 inches from the ground. 

(3) Lift the weight of the body on the gaff, keeping the 
knees straight and raising the other leg and corresponding 
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arm, drive the climber downward and inward to seat the 
gaff firmly (flg. 70) . 

<4) The climber is disengaged by a sliarp upward and out- 
ward motion of the leg, and in taking the next step the 
diagonal arm and leg are raised together. 

(5) Reengage the free gafi firmly, and so on to the desired 
height, always looking upward. 




FramE 70.~Cliinl}ing. 

c. Descending^-^The motions in descending are the re- 
verse of those used in ascending. Look down to see that the 
way is clear below. 

d. Working on pole. — To fasten the safety belt when at the 
desired height on tlie pole — 

(1) Shift the weight partially to the left foot and engage 
the right gaff at a slightly higher level than the left gaff. 

(2) Place the right hand around the pole for secure balance 
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(fig. 71) , and with the thumb of the left hand, open the keeper 
and shift the fixed end of the safety strap around the pole 
to the right hand. 

(3) Transfer the snaphook and strap to the right hand, 
and balance the body with the left hand (fig. 72>. 




TL-4046 



FiGtiBK 71. — ^Uzihooking safety belt. 

(4) Hold the strap up loosely on the pole at about the. 
proper height while the right hand pulls the belt to the 
right-hand D-ring. 

(5) Snap the hook to the right-hand D-iing. using the 
heel of the right hand to back up the ring. It is essential 
to SEE that the ring is properly engaged, and not merely to 
assume from the snap of the keeper that the 0-ring has been 
engaged by the hook. (See fig, 73.) 

(6) Reengage the right gaff at the same level as the left 
gaff, lean back and carefully put the full weight on the safety 
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belt, keeping the hands firmly gripped about the safety belt 
until it has been tested (fig. 74), To unfasten the belt, the 
reverse motions are carried out: 




FiBUKB 72. — Tranetfexilzig belt to right hand. 

(a) Move the right gaff up and reengage it at a slightly 
higher level than the left gafi. 

<&) With the right elbow up, hand twisted, thumb down- 
ward, depress the latch and disengage the snaphook from 
the right-hand D-ring. 

Cc) Pass the belt around the pole to the left hand, balanc- 
ing the body with the right hand. 
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(d) Snap the hook t6 the left-hand D-ring with a single 
move downward. 

(7) Beginners should perform these operations near the 
ground until sufficient practice has been attained to pass the 
belt around the pole with speed and precision, before per- 
forming the same operation abft. Wliile working at the 




FiGTTKE 73. — Snapping lioofc on D-ring. 



top of a pole, the safety belt is never placed above the cross 
arm nor within less than 6 inches of the top. If the outer 
wires of a cross arm are to be reached, hook the safety belt 
just below the cross arm. Tliru^t the body through the con- 
ductors so that the head and shoulders are above the level 
of the arm (fig. 75). To shift one's position around a pole 
and yet remain at a constant height with the safety belt 
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fastened, ta^ 2- or 3-inch steps sideward in the desired 

direction, twisting the hips slightly in the belt each time so 
as to obtain the necessary slack. 




PtoDSE 74. — ^Testing the safety belt. 



■ 194, Wntfi-IiAYiNo Eqdtpmbnt.— field wire is carried for- 
ward and laid by motor trucks or other vehicles, or animals, 
carrying reel units; by hand-drawn or tawed reel carts; by 
reels on axles carried by hand; and from bundles or colls 
carried by hand. The actual method employed depends upon 
the equipment available, the condition of the roads and ter- 
rain» the amount of traffic, and the tactical situation. For 
descriptions of specific apparatus employed, see appendix I. 

■ 195. Protection or Wire. — ^Immediately after wire has 
been laid, it should be removed from the path of vehicles or 
traffic in order to protect it and insure its continued use. If 
the wire^laylng device does not otherwise lay tlie wire in a 
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safe place, it must be followed by personnel who place the 
wire in the desired position by hand, by the use of wire pikes* 
or other expedients. 




covering equipment should be preceded by linemen, who 
remove all tags, and with a wire pike or by hand place the 
wire back in the path of the recovering equipment. Leather 
gloves or pads should ordinarily foe used for protection while 
handling field wire. The normal way to recover wire is to 
proceed along tlie line and wind up the wire en route. Under 
some conditions it may be necessary to leave the recovering 
equipment stationary and dra^ in the wire by turning the 



219 



106-198 



BASIC FIELD MANtTAL 



reel. This causes more wear on the insulation and may 
cause the wire to break. 

■ 197, Routing op Wire Lenes.—^. The signal or communica- 
tion ofllcer prescribes the general route to be followed. The 

chief of construction shoiild be allowed considerable latitude 
in the selection of the actual route to provide for unforeseen 
terrain conditions. Routes must be reconnoitered before 
wire lines are laid. Cross-countiy routes are desirable to 
minimize interruptions resulting from bombs, shffi fire, and 
trafiOc. 

&. Maintenance is facilitated by using the minimum number 
of routes. However, vulnerability of the lines is likely to 
be increased, and complete interruption of Wire commimica- 
tion may result unless the route is particularly well chosen* 
In general, where more than one circuit is to be laid to a 
unit, vulnerability may be decreased and circuit continuity 
better Ix^red if an alternate route Is used for the additional 
circuit. The route or routes selected are determined largely 
by the time element and the wire-laying equipment available, 
but should afford cover from hostile observation and fire. 
Main traffic routes, shelled areas, and areas over which tanks 
or tractors are likely to pass should be avoided wherever 
practicable. It is also desirable that lines should be routed 
to permit use by the same or another friendly unit after the 
movement of command posts. 

■ 198. Construction Orders, — a. The chief of construction 
is given orders prescribing the number of circuits to be in- 
stalled, the priority of installation, the time at which each 
of the various circuits must be completed, and the action to 
be taken upon the completion of the Installation. He should 
receive or obtain the follofwlngr descriptive information rela- 
tive to each circuit to be laid; 

(1) Circuit number. 

(2) Route. 

(3) Whether a trunk or a locsil circuit. 

(4) Whether a metallic or a ground return circuit 

(5) Type of Wire. 

(6) The centrals which it wUl connect and test stations it 
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will pass through, including the telephone directory manes of 
the organizations served. 

(7) Approscimate lengths 

<8) Type of constnicticoi. 

(9) Nature of roads and terrain. 

(10) Precautions to avoid damage by friendly troops and 
transportation. 

(11) Tests and reports required. 

This information is best imparted by use of a line route 
map and circuit diagram supplemented by oral or written in- 
structions from the signal or communication oEBcer. These 
instructions always include orders as to the disposition of the 
construction detail after the construction specified has been 
completed. 

■ 199, Procedure in Laydsg Field Wire. — a. The construc- 
tion chief makes a personal reconnaissance of available routes 
before starting the construction. During this reconnaissance 
the following features of the routes are noted: 

(1) Number of overhead crossings. 

<2) Number of underground crossings. 

(3) Nimiber of railroad crossings. 

(4) Number of stream crossings. 

(5) Types of roads found and the wire-laying equipment 
and type of construction best adapted to each, 

(6) Distances in miles. 

(7) Concealment for wire parties during construction and 
subsequent maintenance. 

(8) Any obstacles to maintenance. 

(9) Alternate routes to avoid gassed or shelled areas or 
other unfavorable road conditions. 

1). The exact route along which the wire is to be laid 
which offers the least diflBculty of construction and mainte- 
nance are then selected. 

c. The wire for the circuits is tested before starting to 
insure the continuity of each reel. Reels of wire which do 
not show a continuous circuit when tested are not used until 
the wire has been serviced (par. 242) . 

d. At the starting point, the free end of the wire is tagged 
with the circuit designation (par. 189). This tag is placed 
a foot from the end of the wire. 
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e. Sufficient wire is left at the free end to reach the switch- 
board terminal strip or other installation, and the wire is 
tied in to some flxed object. 

A The free end of the wire Is connected to the switch- 
board terminal strip if installed. If a switchboard is to be 
installed later, the wire is connected to a telephone or other 
instrument which may be used in making tests on the cir- 
cuit until the switchboard has been installed. 

ff. The chief of construction then directs the laying of 
wire over the detailed route, determined as in h above, follow- 
ing the general route prescribed by the signal or communi- 
cation officer (par. 197). He causes a test to be made back 
to the starting point from the far side of each splice after 
it is made In order to insure continuity of the circuit. When 
connections are made at terminal strips he causes a test to 
be made from the far side of the connection back to the 
starting point. 

h. When the wire has been laid to the designated •point, 
it is tied in and tagged, leaving a free end with sufficient 
slack to run to the switchboard terminal strip. The circuit 
is then tested and turned over to the operating detail who 
connect it to the Switchboard terminal strip or to an instru- 
ment. The chief of construction calls back over the com- 
pleted circuit to report the installation. This call is placed 
through the switchboard or other instrument if installed^ so 
that any fault in the terminal connections may be discovered 
and corrected before the circuit is reported. 

I. Should the wire be laid to any location where a switching 
central is to be installed, but where the operating detail or 
the equipment for the installation has not yet arrived, the 
chief of construction calls back over the circuit in order to 
verify his proper location and to ask for instructions. In 
the absence of other instructions, the constriction chief 
leaves a member gf the construction detail at the wire termi- 
nal with a telephone connected to one circuit. This member 
informs the arriving personnel of the location of the circuits 
and assists in making the terminal connections. After the 
terminal apparatus has been connected, he makes a test back 
and reports over each circuit. Sufficient slack is left at these 
terminals to permit extending the circuits to the probable 
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location of the central to be selected by the operating detail 

upon arrival. 

B 200. Construction anp Removal of Test Statioms Cpara. 
174 and 239), — a. Construcium,'-The site selected should af- 
ford cover from hostile observation and fire and protection 
from friendly troop movements, and should be accessible for 
testing, A station consists of one or more terminal strips 
fastened to a support such as a tree or fence post. The wire 
circuits are tagged and tied in before being connected to the 
binding posts. Eiich of any two circuits connected together at 
a test station is attaciied to opposite pairs of binding posts 
as shown in figure 76, Paired circuits are connected begin- 
ning at the top. A telephone or other suitable instrument 
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f^GUBB 76^Test fitatlon constructed during Initial installation of 
wire lines. 

may be connected to the designated test circuit as prescribed 
in paragraph 239. A test station may be installed after initial 
installation of wire lines without interrupting any possible 
conversation on the circuit by pulling in the desired slack 
and tying in near the terminal strip, stripping the insulation 
from each wire to permit connecting it to binding posts on op- 
posite sides of the terminal strip, and removing the loop in 
the wire between binding posts by cutting close to the binding 
posts* (See lig. 77.) Cut in other circuits to the test sta- 
tion terminal strip in a like manner* Beginning at the top 
with the lowest numbered circuit, cut in circuits in numerical 
order. 
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Removal. — When a test station is to be abandoned, it is 

the usual practice to leave the termina] strip connected, al- 
though it may be removed and the circuits spliced through. 
Before removing any circuit from the strip, the lineman first 
listens on it and satisfies himself that it is not in use. He 
then calls on the circuit and notifies the switchboard operator 
that the test station Is to be removed and the circuits cut 
through. Then, taldng two wires that are connected together 
by the terminal strip, he removes them from the binding 
posts and splices them together. The other wires of the pair 
are then spliced, and other circuits are removed from the strip 
and spliced in a Uke manner. 




Fkcuits 77. — Test station coiiBtructed after initial installation of 

wire lines. 

■ 201, Surface Liot Construction. — ^During movement of 
imits in combat, field wire lines are laid hastily on the ground. 
This type of wire Jine is termed a surface line. Surface 
lines must be protected f rom-trafflc at command posts, road 

and railroad crossings, or other places where the lines cross 
traffic lanes (par. 209cZ) . Surface lines are laid very loosely 
by leaving abundant distributed slack in order that the 
wire may be flat on the ground and sufficient slack provided 
as incidental protection from shell fire, for repairing breaks 
a,nd facilitating subsequent changes in the type of construc- 
tion. At suitable intervals, surface lines are tied in to ob- 
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iects such as trees or posts In order to leave sufficient slack 
and to prevent passing troops and vehicles from pulling the 
wire into traflftc lanes. The wire is tied to the tree or post at 
ground level (see fig. 78). When surface lines are routed 
along a road, the wires must be kept off the traffic lane. If the 
road curves in one general direction, the line should, If prac- 
ticable, be routed along the inside edge of the road. Other- 
wise, many ties on the outside edge become necessary. 
Advantage should be taken of objects such as trees or posts 
along a curve in the road to prevent the wires from being 
ptilled into the tra£^ lane. 





Q Correct 



I Incorrect 



ncasB 78.— Method of tyi^B wire at ground level. 

Connections between surface lines and pole lines are prefer- 
ably made at existing terminals of the pole line. If such 
terminals are not conveniently located, a test station may be 
established. When surface Hnes connect with overhead con-^ 
struction, the surface line must be securely tied and tagged 
at the base of the pole at which the connection is made, and 
tied again just above the cross axm or terminal where the 
connection is to be made. Connections to aerial or buried 
cables are made only at standard cable terminals. 

a. A<it>anfa06i?--(1) surface lines require minimum time 

for Installation, , w *^ ^^^tti^ 

(2) When loosely laid, they are less vulnerable to artillery 
fire than are other types of construction. 

IHsadmnta0es.—ay Surface lines may become unservice- 
able in wet weather due to leakage to ground, 

(2) They are often broken by passing troops and transport. 
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r^GtmE 79. — ^Method of tying wire along curve in road. 



■ 202. Overhead Construction. — a. Field wire lines should be 
placed overhead near command posts, test stations, and Eilong 
roadways at points where traffic is likely to be diverted from 
the roads by tying the wire to trees or existing poles 14 feet 
above the ground using standard iield wire ties. At junctions 
between overhead and surface Una construction, the wires 
are tied securely to the bottom of the support and tagged 
there (see ng, 80). staJdons should be installed gen* 

erally at the junctions q£ long overhead lines with other types 
of constiaictiqn, 

b. Lance poles are convenient means for supporting field 
wires in overhead construction, particularly where trees, 
poles, and other like- supports are not available. When a 
field wire line crosses a secondary road, a guyed lance pole 
on each side of the road usually provides adequate clearance 
(par. 203b). The required 18-foot road clearance on main 
roads may be obtained by lashing tWD lance poles together. 
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When necessary, lance poles may be supported by lashing 
them to fence posts and tree stumps, and in rocky terrain 
by piling heavy rocks around the bases of the poles. Field 
lines of themselves often provide sufficient guying for the 
lance pole. An H -frame composed of two lance poles set 
parallel to one another 8 feet apart, with a horizontal arm 
of 1- by 2^1nch lumber fastened at the upper end of the 
poles» provides an excellent overhead support for a large num- 
ber of field wires. Guying of the frame in both directions 
perpendicularly to the line is usually required. 




PtGUBE 80 —Method of tying wire at Junction of surface line with 

overhead construction. 

■ 203. KoAD Crossings. — a. V/here a road crossing is neces- 
sary, field wire lines should cross through a culvert if possi- 
ble. The wires are passed through the culvert, tagged, and 
tied at the entrance and exit to prevent contact with water. 
(See fig. 81.) 

b. Wires which must cross roads overhead must clear the 
crown of main traffic arteries and paved roads by at least 
16 feet, and of other roads by at least 14 feet. When a 
surface line crosses a road on poles or other objects, the 
wire is tied at the base and at the top of the object on 
each side of the road and tagged at the base The strain 
which occurs along the line is met by the tie at the base. 
(See fig. 82.) 
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FusuRMi — Wire crossing road through culvert. 




Figure 82. — ^Wire croealng road ororhead. 
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c If neither of the above methods can be used, the wires 
are buried in a trench crossing the road at right angles. 
The wires are laid snug, tagged, and tied to a stake at each 
end of the trench to prevent their being pulled out, A sufS- 
cient amount of slack wire is left at one side of the road 
to permit replacement of the section under the road, should 
It become worn or water-soaked. (See fig. 83.) 




Figure 83. — Wire crossing under road in trench. 

Where a hard surfaced road must be crossed and none 
of the above methods is applicable, then tis a Ictst resort, the 
wire obviously must be laid on the road. Protection of the 
wire in this emergency method is primarily one of reducing 
the rislcs involved, 

(1) The smoothest section of road available should be 
selected. 

(2> Substitute a length of twisted wire for each side of 
the circuit crossing the road. 

(3) The wire should be laid without i^k, tied and tagged 
on each side of the road surface. 

(4) These parallel crossings should be separated by more 
than the length of the longest vehicle which will cross, 

(5) Keep an exact record of such cases and inspect 
frequently. 

■ 204. Railroad Crossings.— Railroad yards should be 
avoided. If a )»:ldge or culvert is available, it should be used 
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in making the crossing even if tliis requires paralleling the 
tracks with the wire for some distance in order to reach it. 
If a bridge or culvert is not available, field wire lines shoxild 
cross railroad tracks under the rails. (See fig. 84.) In 
making the crowing, the wires are pulled tight and buried 
outside the rails to a point beyond the shoulders or improved 
strip along the tracks, and secured on both sides to prevent 
them from being pulled out and becoming a hazard to train- 
men walking along the tracks. Field wire lines should 
never cross overhead, as to do so endangers trainmen on top 
of railroB4 cars. 

ft 205* River Crossinos. — a. Overhead. — Small stream cross- 
ings are made in the same manner as overhead road cross- 
ings, except that the wires need be only high enough to clear 
the water-borne traffic. A span of more than 150 feet should 
not contain a splice. Long spans up to 250 feet can. be made 
with field wire, but special construction is necessary for 
resisting the strain. 

b. Submerged, — When field wire lines must cross bodies of 
water such as rivers where it is impracticable to make over- 
head crossings, the wire should be submerged. The wire is 
tied in securely on the near bank, laid by paying out from a 
reel or coil, and tied In securely on the far bank. The ties 
are made above the highest leVel reached by the water. The 
insulation on the wire should be sound. Splices should be 
made only if absolutely necessary and should be made as 
waterproof as possible. If the current in the stream is strong, 
or if the stream is navigable, the wire is weighted at suitable 
intervals to keep it submerged to the full depth and to retard 
its movement by the current. The amoiuit of wire necessary 
for the crossing is carefully computed and the wire prepared 
in advance so eis to avoid Slicing the wire in midstream. 

■ 206. TRSNca LtNB CoNSTRtrciioN'.^-& position def ense» field 
wire lines are often Installed in trenches, two kinds being 

generally used — ^wire trenches constructed specifically for 
that purpose, and trenches primarily intended for other pur- 
poses, such as fire or conmiuni cation. Trench wire lines are 
tagged at intervals of not more than 150 feet and at junctions 
with other lines- 
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a. Wire trenches (fig. 85). — (1) Wire trenches vary in size 
from 10 inches wide by 10 inches deep to 36 inches wide by 
30 inches deep. They afford considerable protection from 
shell fire but offer an obstacle to friendly traffic. The wire 
may be fastened to cross arms which are attached horizon- 
tally to short poles or rest against or project into the sides 
of the trench. Instead of using cross arms the wire may be 
fastened to the sides of vertical poles. Field wire may be 
tied directly to these supports with wire or marline, but It is 
preferable to tie the wire to wooden or porcelain knobs or 
insulators. 

(2) The wire trench route should be chosen with a view 
to concealment, cover, and ease of construction. The number 
of trenches is kept to a minimum, and the wire is kept in the 
main trunk-line trenches as much as practicable. Switching 
centrals may be installed at important trench junctions. 




Figure 85. — -Wire trench construction. 
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(3) la digging the trench, the workers are divided into 
groups of two men, each group equipped with a pick and 
shovel. Two men can dig from 15 to 35 lineal yards of trench 
per day in good ground, depending on the type of trench. 

(4) Trench posts are set in the ground at intervals of from 
Id to 25 feet» They are guyed at turns and at the end& of 
the line. When fastening wire to vertical poles, insulators 
may be nailed on opposite side of each pole. As niaziy as 14 
twisted pairs can be carried on a single pole line of- this type 
in a trench about 30 inches deep. A liberal allowance of wire 
should be made for sag. 

(5) Trench lines may be terminated by running directly 
into a switching- central or test station or connecting to some 
other type of construction, 

(6) When necessary to cross a road with a wire trench, the 
line should preferably be placed in a buried conduit of wood, 
clay, or iron, or passed through a culvert if available* If 
this is impracticable^ the wires should be carried overhead 
on poles. 

5. Fire or communication trenches (flg. 86) . — (1) When it 

is impracticable to construct wire trenches, field wire may be 
installed temporarily in fire or communication trenches. 
Due to the great use made of these trenches by combat troops, 
they are not satisfactory for permanent wire installations. 




(7- W/r& ^fop/es. 
ti' /nsufafor^ on i^oarOi 
c • f/fsulators on end of 
wooden pegs. 

and sfofs. 
B' Looped wire stapdrt 
/'Wire fastened h 

g- Ytke crossir^ o Cfna* 
municotfon trench 



piinTBE 86. — Wire Une construction !n communication trenches. 
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(2) Except in narrow fire trenches, 'wire lines sliould be 

kept ordinarily on the side of the trench nearest the enemy. 
Wire placed at heights between 10 and 30 inches from the 
duck boards or bottom of the trench is least subject to damage 
from cave-ins, water, and traffic, 

(3) Field wire may be fastened to the side ol a trench, 
as shown in the composite figure 86, by — 

(a) Staples made of stiff wire and about 12 inches long. 
The staples are driven into the ground as far as possible, thus 
holding the wire closely against the side of the trench. 

(b) Attaching the wire to Insulators mounted on boards 
fastened to the sides of the trench by wire, stakes, rods, or 
staples. 

(c) Attaching the wire to insulators nailed to the ends of 
wooden stakes or pegs which are driven into the trench wall, 

id) Attaching the wire to insulators nailed to posts driven 
into the bottom of the trench close to the side. 

(e) Passing the wire through supports made of TTo. 9 or 
heavier galvanized iron wire. One end of the support wire 
is attached to a stake driven into the groimd Just outside the 
edge of the trench, 

</) Attaching the wire to revetment posts, either directly 
or on insulators. 

■ 207. LOADrNG OF Field WmE Lines. — a. Purpose. — Tele- 
phone transmission over long field wire circuits may be im- 
proved by the use of loading coils which add inductance to 
the line neutralizing the effect of the capacitance of the wire. 
An increase of about 30 percent in the maximum length of 
line for satisfactory transmission may be obtained. Lines 
less than la miles In length are usually satisfactory without 
the use of the coils. 

b. Description of coil C-114 (loading}, — The coil C-114 is 
contained in a watertight aluminum alloy case and weighs 
about 2 pounds. The cover is hinged along one side and is 
held closed by a latch, a rubber gasket making a watertight 
seal. The line wires are connected by opening the cover and 
inserting the wires m the slots of the four binding posts. 
The head of each binding post contains a steel pin, so that 
when it is screwed down the pin is driven through the insula- 
tion and makes contact with the conductor. When the cover 
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is closed, the line wires come out through grooves in the 
rubber gasket opposite the binding posts. (See fig. 87J 

c. iSpocmsr.^The loading coils are designed to be installed 
at intervals of 1 mile in wire W-110 and W-11(^B. The dis- 
tance between one terminal of a circuit and the first coil, or 
the distance between the other terminal and the last coil, is 
known as an end section. The length of tills section must be 
at least 0.2 mile but not over l mile. The spacing of the coils 
between the end sections should not deviate more than plus 
or minus 5 percent from 1 mile. 




FzGURB 87— Method Of connecting loading coil 0-114 in field 
wire line. 



d, l7istallation. ^The coil is installed in a circuit by con- 
necting the field wire from one direction to the two adja- 
cent binding posts marked Li and at one end of the coD, 
and the field wire from the other direction to the two remain- 
ing binding posts marked in a similar manner. The wires 
should be cut but not skinned when making connections to 
the terminals, nor should the inside ends of the wires extend 
more than % inch from the terminals after connections are 
completed. All four wires must fit snugly into the grooves 
in the rubber gasket. All strain should be taken off the coU 
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connections in order to avoid damage to the ooil and reduc- 
tion in the tensile strength of the line* 

■ 208. Expedients.— a. Many units have found that at higher 
tieadquarters some central point, other than the switchboard, 
is an advantageous one from which to control wire crews in 
action and make tests on trunks or long locals. Sucli an 
installation removes these duties from switchboard personnel^ 
thus increasing their efficiency. It could he located at the 
edge of the command post where all the long lines from the 
front are arranged to come together upon entering the com- 
mand post area. It is called a "construction center," The 
size and amount of equipment thereat may vary widely from 
a terminal strip and telephone with test leads to the inclusion 
of a test switchboard and test set« However, if such a center 
is established, only available standard equipment should be 
used and so installed as to be readily removed or dissembled. 
Figm'e 88 shows one such construction center temporarily in- 
stalled in a trailer. Figure 89 is a s\iggested circuit diagram 
for such an installation which might be found at a division 
headquarters. The equipment is, by improvisation, installedi 
on one side of the trailer and is operated by an enlisted con- 
struction chief* ^Ehe dtagram shows all Incoming trunks and 
long locals terminating at a terminal strip. From this strip 
the circuits when completed and serviceable are taken directly 
through another terminal strip to the switchboard. By the 
use of test clips, jumper wires, or improvised switches the cir- 
cuit may, instead of going direct to the switchboard* be 
switched to a test telephone switchboard affording a lineman 
or construction crew working on the line an opportunity to call 
the construction chief for a test, additional instructions, or to 
report his inrogress. Hie switchboard gives the construction 
chief, by the use of his operator's phon^ or set, access to any 
of his long lines. If desired, the test set leads may be equipped 
with a spare switchboard plug. Thus he may quickly connect 
his test set to any line by the insertion of the test set plug 
into the switchboard jack to which such line is connected. 
The trailer shown in figure 88 may normally be used to trans- 
port communication equipment. 

b. It has been found that laying field wire from a truck 
can be accelerated by the use of an improvised* laterally and 
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vertically adjustable, wire boom. Its efficiency is greatly de- 
pendent upon a trained crew as, at first, the speed and dis* 
tribution of slack attained is likely to be discouraging. This 
boom, attached to a truck in which a reel unit R£j'26 or 
RL-31 has been mounted, is so equipped as to lay two circuits 
simultaneously and at such a horizontal angle that the wire 
falls well off the road. This initially affords protection of the 
wire from traffic but does not eliminate the necessity for sub- 
sequently inspecting and servicing the completed line for 
slack, ties* tags, and additional drcuit protection. Overhead 
crossings, l^dng, underground crossings* and occasional ac- 
cumulations of slack may be secured by leaving behind one 
or more linemen and sufficient sl^-ck wire to perform the mis- 
sion. As circuit establishment speed is paramount, this causes 
the wire layer minimum delay, A tender vehicle, such as 
^4 -ton truck, following the wire layer would pick up the line- 
man left behind and quickly shuttle him forward to rejoin 
the wire layer. The lateral position of the wire boom is 
adjusted by one guy line and the vertical by another. Two 
men on the alert in the wire layer operate the guy lines to 
prevent the boom from striking obstacles passed such as trees, 
posts, and heavy brush. When not so engaged they assist 
the reelman. One suggested plan of boom construction is 
illustrated in figure 90, Other types or improvements may 
be suggested by use and experience. In operation, the wires 
from the reel drums are threaded through the sheaves shown 
and after the reel wire drimis and truck attain momentum 
the wire feeds out. Additional slack is attained by mo- 
mentarily decreasing the truck speed but permitting the reel 
drums to run freely. When the truck stops, the reel drum 
brake must be applied by the reelman. It is suggested the 
truck speed be controlled by telephone or by the reelman 
blowing whisUe blasts such as- 
One blast — stop 

Two blasts — go or faster if underway 
TlU'ee blasts— slower speed 

Wire has been satisfactorily laid with this boom at an all 
inclusive rate of from 8 to 14 miles per hour, 
c. The use of such expedients to increase efficiency by 
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FiGTmE 90. — One suggested form of wire boom. 



permitting earlier estalolishmeiit of communication is en- 
couraged but Is not directed and should not be taken as a basis 
of converting transportation solely to this use. 

Sectxom m 

FIELD TELEPHONES AND CENTRALS 

■ 209. Installation of Switching Centrals, — a. Installation 
of a field switching central includes installing the switch- 
board and its auxiliary equipment, terminal strips if required, 
and testing equipment if available* It also includes the In- 
stallation of local circuits and telephones (except long locals) , 
and making the proper connections at the switchboard 
terminal strip between these circuits and tlie trunk chxuits 
turned over fay construction details, 

b. Each circuit is tested as soon as it is connected, and 
when it is In satisfactory operative condition the time is 
recorded and the message center is informed of the avail- 
able service, A traffic diagram (see par. 223) is prepared 
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and posted at the switchboard together with a copy of the 
telephone directory for the use of the operator, 

c. Trunk circuits available before they can be connected 
to the switchboard, are connected directly to telephones to 
give temporary service until the switchboard is installed. 

d. After the switching central is instaUed and operating, 
circuits should be rearranged for their better protection and 
to facilitate maintenance. Care is taken that circuits radi- 
ating from a switching central are not subject to interfer- 
ence from troops and traffic in the vicinity of the command 
post. They are placed overhead or imderground. 

e. Priority in which local telephones are installed at a 
command post varies with the situation and the orders of 
the commander. They are normally instaUed in the fol-* 
lowing order: 

(1) Message center, 

(2) Commander (or chief of staiT or executive) « 

(3) Operations section (G-3 or 

(4) Intelligence section (G-2 or S-2>, 

(5) Supply section (G-A or S-A) , 

(6) Signal section (signal ofiBicer), 

(7) Personnel section (O-l or S~l) . 

<8) Public telephone for personnel not furnished individ- 
ual telephones. (Installed convenient to staff personnel and 
well marked the public telephone.) 

(9) Other staff officers and activities as reauired, 

/, At command posts of small units, as in battalions or 
regiments, one telephone ordinarily serves two or more staff 
officers. At larger headquarters, more than one telephone 
may be leauired in each staff section. At all echelons, tele- 
phones are reduced to minimum reauirements. 

■ 210. Installation" of Telephone Switchboards. — ^A field 
switching central may include one or more switchboards, de- 
pending on the number of trunk and local circuits to be 
installed. With certain types of switchboards it is necessary 
to install terminal strips; with others, the terminal strips 
and repeating coils are self-contained in the switchboard 
itself. The switchboard and its associated equipment are ln-< 
stalled in a centrally located place affording as much shelter 
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and freedom from noise or interference as possible, and 
concealed from observation. 

■ 211. Care and Protection of Pieli> Telephone EQmp- 
MENT.-^ Care. — ^After use> no equipment containing bat- 
teries will be temporarily stored until all batteries therein 
have been removed. If batteries are not removed, corrosion 
will take place and the equipment eventually wiU be damaged. 
Do not allow dirt to accumulate on any part of the equipment. 
Keep terminals and contacts partictflarly clean. Keep all 
mounting screws and wire connections tight. Protect the 
equipment from the elements as far as practicable when in- 
stalled, and place it in a cool, dry place when stored. Do not 
attempt field repairs beyond the replacement of batteries, 
the replacement of broken or defective elements or parts 
which can be properly replaced with tools issued, and the 
checking and repair of loose or broken connections. 

b. protecting equipment again^ enemy capture, — (1) In 
general, smaller items of equipment can be carried off by per- 
flonnel. Each soldier should be trained to carry off smaller 
items of equipment when danger of enemy capture exists. 

(2) If the equipment is too heavy to be carried off» It 
should be destroyed as thoroughly as time permits, (See 
par* 14.) 

■ 212. Installation of Telephones.— Both common battery 
and local battery telephones are used in field wire systems, 
often in the same installation; within divisions, however, the 
instruments are usually local battery (magneto). Tele- 
phones should be Installed in a position convenient to the 
user, with the field wire connection tied in near the instru- 
ment, leaving sufficient slack between the tie and the in- 
strument to permit some movement of the telephone. If the 
circuit enters the place of tostaUation from overhead, a drip 
loop is inserted to drain water away from the instrument 
(see fig. 66). If the telephone is strapped to a tree trunk 
or tent pole, tie down the instrument firmly with a short 
length of field wire in a manner providing easy access to the 
handset and generator crank. Attach to each telephone the 
telephone directory referred to in paragraph 175 and a tag 
bearing the directory name and number of that telephone. 
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When an Installation has been tested and Js completed, the 
user is immediately informed of that fact 

® 213, TypES OP FiELi> Telephones. — The field type tele- 
phones in common use are the EE^A, EE-8, EE-5, and 
These instruments have common operating charac- 
teristics but vary in details of construction, (See par. 2, app. 
I, for descriptions^. 

H 214, Testing Field Telephoi^. — field telephone must 
perform two distinct functions: Signaling of the distant 
and local party, and transmission and reception of speech. 
Separate apparatus and circuits are provided for both 
functions, properly interconnected to the singrle pair of 
field wires. The simplest and most comprehensive field test 
of a telephone is to connect an instrument known to be satis- 
factory to the telephone under test }>y means of a short line. 
If both telephones can be signaled satisfactorily, and if speech 
can be transmitted intelligibly without effort, the telephone 
under test is in an operative condition. If the telephone is 
not serviceable, or if more specific tests as described below f ail, 
the telephone should be turned in for repair. 

a. Test of signaling circwit*.— The magneto or hand- 
operated generator furnishes signaling currents for the tele- 
phone. It should turn freely when not connected to a line. 
Short-circuiting the line binding posts should produce a defi- 
nite drag on the crank. The internal ringer or buzzer is 
tested by connecting the telephone to another serviceable 
telephone and cranking the generator of the latter. The 
ringer or buzzer of the field telephone under test should 
respond energetically* 

Test of speech. circuits^FLeld-type telephones require a 
suitable battery for speech transmission wben used on local 
or Common battery systems (sound-powered telephones are 
exceptions). Brighten the spring or clip terminals in the 
batteiy compartment If inspection discloses they are cor- 
roded. Place a new dry-cell battery of proper type in the 
compartment. Blowing into the transmitter of telephones 
and EB-8 should produce an audible sound (side- 
tone) in the receiver when the handset button or switch is 
operated. In the telephones EE-S and short-circuit 
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the line terminals to complete the voice circuits, and depress 
the handset button of the EE-5 during the test. Presence of 
sidetone Indicates that the voice circuits are functioning 
properly and that the battery is serviceable. Blowing into the 
transmitter of handset TS-10 should produce an audible 
sound (sidetone) In the receiveij indicating that tbe hand- 
set is in operative condition^ 

H 215, Repeating Coils, — a. rjrpes,— Repeating coils are 
used in field wire systems for the construction of simplex and 
phantom circuits for additional telegraph, teletypewriter, or 
telephone channels. They consist of two windings on a mag- 
netic core, carefully balanced to prevent crosstalk. The ends 
of one winding are brought out to two terminals marked 
LINE, which are connected to the incoming wire line. The 
ends of the other winding are brought out to two terminals 
marked SWITCHBOARD which are connected to the switch- 
board line terminals. The midpoint of the line side of the 
coil is brought out to a fifth terminal marked TEIiEG, which 
can be connected to provide a simplex or a phantom cir- 
cuit as explained in paragraphs 2X6 and 217. 

(1) MilitaTy, — ^The coils commonly issued for use in the 
field are the coil C-75 and the coil C-161 (fig. 91). These are 
similar in electrical characteristics, but the coil C-161 is more 
efficient, smaller and lighter, and is also used in switch- 
boards BD-72 and BD-71, 

(2) Commercial, — Commercial repeating coUs of the type 
illustrated in figure 92 may be issued. These have windings 
brought out to soldering terminals numbered 1 to 8. Ptior to 
being taken into the field, these coils should be mounted on a 
wood base and wired to five binding posts lettered as shown 
in figure 92. The connections are made with insulated wire 
soldered to the coil terminals. These coils are designed to 
withstand moisture and a certain amount of rough handling, 
but are subject to failure due to broken connections and cor- 
roded or dirty terminals. The coils should be inspected before 
installation for broken or loose connections outside of the 
metal cover; these are resoldered if necessary and corroded 
or dirty terminals are thoroughly cleaned and brightened 
with sandpaper or emery cloih. 
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&. Test — ^To test repeating coils, connect tlie coil under 
test with a coil known to be satisfactory by a short length of 
wire in the manner shown in figure 93, for simplexing a line. 
The ground should be an actual wire connection for the test. 
Then connect four serviceable telephones to the two coils, 
one pair of telephones to the metallic circuit, and one pair 
of telephones to the simplex circuit which is completed 
through the wire replacing the ground return circuit. The 
test consists in ringing and talking over each circuit. If 



CoilC-75 




PiGUHE 91. — Coils C-iei and C-75 (repeating) . 

unable to ring or talk over either circuit, test each of the 
short wire connectors both for continuity and for cross con* 
.nectlon with all other wires. If they are clear of trouble, 
the coil windings which are inside the iron case are probably 
defective. If the first test shows that both circuits are clear, 
ring and tallt over each circuit while listening over the other 
circuit. If the ringing or talldng over one circuit can be 
heard loudly over the other circuit, the coil is defective and 
should be turned in for repair. 
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■ 216. Simplex Circuit (fig. 93). — a. The simplex circuit 
(par. 164c) Is obtained by placing a repeating coil at each 
end of a metallic circuit (pan 216) . The coll at each end is 




Fegube 93. — 81m{flex circuit constructed with repeating coils. 
245 
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usually located in the line as close to the switchboard terminal 
strip as practicable. The binding posts marked LII^^E are' 
connected directly to the line, and those marked SWITCH- 
BOABD are connected to the desired line terminals on the 
switchboard. The telephone circuit is completed inductively 
through the coil. The binding post marked TELEG is con- 
nected to one line terminal of the telegraph set, the other 
line terminal of which is ordinarily grounded near the instru- 
ment. Tlois line to the telegraph set is usually referred to as 
the telegraph leg. 

&, When a telephone is installed without a switchboard, 
the repeating coil terminals marked SWITCHBOARD are 
connected directly to the telephone. 

c. Switchboards integrally equipped with repeating coils 
and terminal strips have the repeating coils permanently 
connected between the switchboard terminal strips and cer- 
tain line units. The simplex circuit Is then obtained by con- 
necting the desired line to the proper line terminals on the 
switchboard and running the telegraph leg from the corre- 
sponding telegraph binding post to the telegraph set. 

■ 217. Phantom Circuit. — a, A phantom circuit may be con- 
structed from two metallic circuits and four repeating coils^ 
two at each end of the lines. The coils are usually located 
near the switchboard terminal strips unless they are integral 
parts of the switchboards. The end of each line is connected 
to the LII^JE binding posts of a repeating coil, and the corre- 
sponding SWITCHBOARD binding posts are connected to 
the line terminals of the appropriate switchboard. The two 
binding posts marked TELEG at each end of the lines form 
the phantom circuit, and are connected to the desired line 
terminals of the switchboards. (See fig. 94.) 

If desired, the phantom circuit thus formed may itself 
be simplexed to obtain a telegraph circuit in the ^ame man- 
ner as described in paragraph 216 for a single metallic cir- 
cuit. This requires the use of an ad^tional repeating coil 
at each end. (See fig. 95.) 

c. In a switchboard integrally equipped with repeating 
coils and terminal strip, a phantom circuit may be obtained 
by connecting the two physical circuits to simplexed line 
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terminals of the switchboard, and connecting the two cor- 
responding telegraph binding posts to another line terminal 
on the same switchboard, thus forming the phantom circuit. 
The corresponding phantom connections must be made at 
both ends of the two physical Jine circuits. 
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S!iauRE 94.-— Phantom oiroult coiastruoted with repeating coils. 




PjGxniE 95, — Slmplexed phantom circuit. 
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■ 218. Mutual Interference in Simplex and Phantom 
Groups. — a. In these types of connections, mutual interfer- 
ence between simultaneous signals in different channels will 
result when all wires in the simplex or phantom group do> 
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not have exactly the same impedance. The circuits are then 
said to be unbalanced and the amount of the interference will 
depend upon the degree of unbalance between the two physi- 
cal, or metallic, circuits. The prlznaxy causes are poor splices 
which introduce a high resistance into either side of the 
circuit and improperly taped splices or damaged insulation 
which» particularly when wet, result in excessive leakage from 
one side of the circuit to ground. Although it is impossible 
to obtain a perfect Impedance balance in field wire circuits, 
mutual interference may be reduced to a negligible value by 
making sure that each wire of a group is of approximately 
the same length and that all splices are well made, and by 
employing overhead construction at low, wet places and dur- 
ing rainy weather. Resistance unbalance may be corrected 
and mutual interference reduced to a minimum by inserting 
and adjusting a variable resistance in the low resistance side 
of an unbalanced circuit. The low resistance side is deter- 
mined by trial. 

&. The interference resulting from any unbalance is usually 
more pronounced in a phantom group than in a simplex 
circuit as there are more circuits involved in the former. 
Furthermore, due to their similarity of sound. Interference 
between telephone channels is much more serious than the 
Interference from telegraph key clicks. Ordinarily, a phan- 
tom circuit should be used in field wire systems only when 
the phantom circuit can be immediately removed, in case of 
undesirable crosstalk, without eliminating an essential talk- 
ing channel. The use of simplex circuits usually is confined 
to the superposition of telegraph facilities on the wire 
systems, 

■ 219. Types of Field Switchboards. — ^The switchboards in 
common use on field wire systems are the BI>-72, 
BD^ll, BI>-9, and telephone central office sets T04 and 
TC-12. Except for the TC-4, these are all monoeord switch- 
boards, and are described in paragraph 3, appendix I. 

a 220. SwiTCKBOAKD OPERATOR — ^The ideal switchboard oper- 
ator is courteous* intelligent, efficient, and capable of working 
for prolonged periods under stress. He should be familiar 
with Armiy organization, should be able to speak distinctly, 
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and should be able to understand speech over the telephone 

readily. 

S 221. Ofjbrating Phrases. — Hie following phrases are pre- 
scribed for use by switchboard operators in all cases where 
they apply, to the exclusion of other phrases of similar 
meaning: 

a. "Magic operator," Used by the operator in answering a 
call at the switchboard of the unit whose directory name is 
Magic. 

b. "Magic — — (Blank is appropriate directory number.) 
Used by an operator to indicate that he has correctly under^ 
stood a number given to him by either a local party or by an 
operator of another central^ and that he Is proceeding to 
complete the call. 

c. "What number please?" Used by an operator to request 
repetition of a number wliicli he has not understood, 

d. *"rhe line is busy.'* Used by an operator to report that 
a local telephone fcxr which he has received a call is already 
in use. 

e. ''Bffaytlme Is busy." Used by an operator who has re- 
ceived a call to be completed to a certain central (Maytime) 
to report that all trunks to that central are in use* 

/. "'Magic three-three does not answer," Used by an oper- 
ator in reporting that a called party (Magic three-three) does 
not answer. 

ff. "Maytime does not answer." Used by an operator in 
reporting that a certain called central (Maytime) does not 
answer. 

h. "Here*s your party.** Used by an operator whenever it 
is necessary for 1^1™ to start the conversation over a con- 
nection. 

t "Are you through?" Used by an operator in supervising 
a connection, when no conversation is heard. Repeat the 
challenge at least once if no reply is heard. 

?. "I will ring again.** Used by an operator when, in super- 
vising a connection, he Is Informed that the called party did 
not answer. 

k. "What number is calling, please?" Used by an operator 
if, after supervising a connection, he is given a new number 
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to call by one of the parties and he is otherwise unable to 

identify that party. 

L **Magic three-zero has no telephone but I can give you 
Magic one-one " Used by an operator when there is no tele- 
phone at the number called, but another telephone Is available 
to which the calling party might desire to be connected. 

"WJtiat number were you calling, please?" Used by an 
operator to determine the number desired by a party who 
reports he has been given a wrong number or has been cut o£f. 

n. "One moment please" or have a call for you." Used 
by an operator if necessary, to hold either party on the line 
while a connection is being completed. 

o. "Calling Magic," or "Calling Magic one-one.'* Used by 
an operator when there is confusion or interruption in getting 
an operator or called party on the line. 

p. **1 must interrupt — ^urgent call from Magic six— please 
hang up." Used by an operator to inform, the parties using 
a circuit that it is required for an urgent call by a certain 
calling party. 

■ 222. ST7PERVISION.— et. A switchboard operator supervises 
each connection to insure that conversation is established 
between the calling party and the called party» and to remove 
the connection as soon as possible after the conversation Is 
completed. The operator listens In after he has made a con- 
nection and rung the called party, waiting to hear the called 
party answer and conversation begin. He remains in on the 
connection of a trunk call to another central until the other 
central has answered, and he has passed the call to the other 
central. If it be necessary to answer another call before he 
has supervised a connection, he does so at the first opportunity. 
A shutter is never restored on a connection until it has been 
supervised. 

b. In supervising a connection which has already been 
established, no conversation is heard, he challenges by asking 
*'Are you through?'* Great care is taken not to interrupt a 
conversation in progress. If after a second challenge, he 
receives no response, he takes down the connection. If he 
is notified that the called party has not answered, he answers, 
"I will ring again/' and does so. If he is informed that the 
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connection is still in use» he removes his operator's plug* 
Connections are supervised frequently in the above manner 
in case both parties may have failed to ring off when the 

conversation was completed, 

c. Normally, when a conversation is completed, the shutter 
on the connection will fall due to one of the parties ringing 
off. This is the signal for the operator to supervise the con- 
nection in the same manner as in & above. If a new number 
is given him by either party he asks, "What number is call- 
ing?" and proceeds to complete the call in the usual manner. 

■ 223. TfiLBPHONB Traffic Diagram. — a. A traffic diagram is 
a chaxt showing the number of telephone channels actually 
existing between the switching centrals of a telephone system. 

Circuits connecting distant locals are also shown. A single 
line indicates direct telephone communication; a nimieral 
placed on the line indicates the number of channels available 
including phantom circuits. The units to which each switch- 
ing central or distant local pertains are Indicated by the tele- 
phone directory name or otherwise. 

b. The telephone traffic diagram is prepared at each switch- 
board by the wire chief or chief operator* assisted by the 
operator on duty, from information received over the wire 
system and shows such circuits only as are available for 
traffic. Its purpose is to indicate to the operatoi;;^ the most 
direct routing for a call to any other central in the system 
and to show alternate routings in case the direct routing is 
busy or out of order. For this purpose it often includes 
connecting telephone systems of other higher, lower, and 
adjacent units. It must be corrected continuously as 
changes occur and expanded as information is obtained. An 
example of a telephone traffic diagram is shown in figure 105. 

M 224. Records. — ^At each switching central such records cov- 
ering its operation are kept as required by the signal or 
communication officer. These records may include a station 
log and a test and trouble record (pars. 225 and 235) . 

■ 225. Station Log.— The station log is kept by the switch- 
board Oiperator on duty under the supervision of the chief 
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operator. A simple form for a station log, illustrated in 
figure 96, contains the following information: 

Directory name of station to which it applies. 

^Location, date, and hour station opened and closed. 

Schedule of operators. 

Drop and circuit number. 

Time service opened and closed on each circuit. 
Time of interruptions to service. 
Remarks (nature of trouble, etc.). 
In small switching centrals this form is not required. 

■ 226. Reports to Message Center. — ^The operating person- 
nel ^keeps the message center continuously informed of tele- 
phone communication avaUable to other centrals in the 
system. Interruptions and changes likewise reported 
promptly to the message center* 

Section IV 

ETETP TELEGRAPH SETS AND STATIONS 

fl 227. OracuiTSd — ^Telegraph circuits used in field wire sys* 
terns are usually obtained by simplexing existing telephone 
circuits (par. 216) . Where the tactical situation is such that 
hostile interception is unlikely and proper operating pre- 
cautions are taken, the earth may be used as a return circuit. 
The telegraph terminal on the repeating coil or switchboard 
at each end of the circuit is connected to one line binding 
post of the telegraph instrument. This, is the telegraph leg 
and may be either a single conductor or a twisted pair field 
wire with both conductors in parallel. The other line binding 
post of the telegraph set at a terminal station is grounded. 
Where a good ground connection cannot be obtained (par. 
228), and a second telephone circuit can be simplexed, a 
phantom circuit may be used (par. 217). 

■ 228. Ground Connection. — good low-resistance ground 
connection usually is necessary for each terminal station not 
only to insure sufficient operating current^ but also to prevent 
interference with neighboring telegraph drcuits. It is al- 
most always possible to obtain a good ground by proceeding 
as follows: 

a. Drive a metal ground rod about 2 feet in length well 
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into the ground wbere it Is moist. Use a longrer rod if one 

is necessary and available. Usually the ground near the 
roots of a shrub, cactus, or other vegetation is moist. The 
ground^ rod, or a long spike, may he driven into the roots 
proper. If only dry ground is available, wet it thoroughly and 
pack it down around the rod. 

b. Use a separate ground for each telegraph set or other 
equipment and keep separate grounds at least 15 feet apart. 

c. Use two or more ground rods at least 15 feet apart con- 
nected together for a single set if one ground rod will not 
suffice, 

d. Keep the wire leading from the ground rod to the set 
reasonably sliort, but do not hesitate to use a wire several 
hundred yards long if necessary to reach moist ground, such 
as a stream bed. 

M 229. Bridging Simplexed Circuits Around a Switchboard. — 
When a telephone circuit which is to be simplexed for tele- 
graph passes through an intermediate telephone central at 
which no telegraph set is to be located it is necessary to 
make the simplex circuit continuous by bridging it around 
the telephone switchboard by means of repeating coils (par. 
170a). 

M 230. TELEGRAra Wat Stations^ — ^Intermediate stations lo- 
cated between the terminal stations on a telegraph circuit arc 
called the telegraph way stations. The connections which 
may be made at the way station are shown in paragraph 170a. 

■ 231. Types op Field T&leqraph SErs^The telegraphs in 
common use on field wire systems are the telegraph sets 
TO-S-A and TG--5, the older buzzer phone EE-l-A, and tele- 
t5i>e writers. The sets differ from commercial Morse tele- 
graph equipment, in that no sounders are used. Instead, the 
telegraph operators wear headphones and hear a sharp tone 
Tvhenever local or distant keys of telegraph sets on a cir- 
-cuit are depressed. Operation and procedure are therefore 
^similar to a break-In radiotelegraph circuit. For descriptions 
of the TO^n5-A, see paragraph 4 of appendix I, which also 
Includes appropriate references for the other telegraph sets. 
(See paragraphs 180b and 181 for references to teletype- 
writerSi.) 
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■ 232. Establishing Telegraph Commttnication. — a. On long 
telegraph circuits where good ground connections cannot be 
obtained, some difficulty may be experienced In establishing 
communication because the operator at one station may not 
know when the distant operator is on the line and attempting 
to transmit or receive signals, and therefore a definite pro- 
cedure should be prescribed by the unit signal or communica- 
tion officer. If telephone communication with the distant 
operator is possible, one operator should call the other by 
telephone and indicate that he is ready to operate and that 
he will attempt to establish communication by telegraph, 

b. When no other means of communication is available, it 
will be necessary for each operator to adjust his instrument 
for most sensitive operation* connect it to the line, and al- 
ternately listen and transmit until he succeeds in communi- 
cating with the distant operator. A definite time should be 
prescribed the unit signal or communication officer for be- 
ginning telegraphic communication to facilitate establishing 
the net. 

■ 233. T^fiORApH Operating Procedure and Becords.— Sta- 
tion records and operating procedure for military manual 
field telegraph sets generally are the same as for radio, in- 
cluding the use of the International Morse Code* (See ch, 
5 and TM 11^54.) 

Section V 

MAINTENANCE OF FIELD WIE%E SYSTEMS 

■ 234. General. — a. Maintenance of a field wire system in- 
cludes the prevention, detection, localization, and correction 

of trouble in the system. Trouble may be prevented to a 
large extent by the: following actions: 

(1) Routing of wire lines and locating of centrals and 
stations so as to avoid hostile artillery fire and aerial bombing 
as far as practicable, and to protect the lines and equipment 
from injury by friendly troops and traffic. 

(2) Careful handhng of Wire equipment and its protection 
from moisture while in storage, in transit, and after it is 
installed. 

(3) Training of all operating and using personnel In the 
proper use and care of wire equipment. 
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(4) Conference between signal and communication officers 
with reference to the location of wire lines. 

b. Trouble that occurs on field wire systems is of two 
classes: that which causes an interruption to service, and 
that which is located and cleared before an interruption to 
service occurs. Most trouble may be kept in the latter class 
by an alert maintenance crew making proper routine tests. 
When trouble occurs it is located and cleared as soon as pos- 
sible by methodical locating procedure and proper repair or 
replacement of equipment. All trouble, whether detect/ed by 
operating and maintenance personnel or reported by users, 
is recorded and followed up until cleared. Clearing of trouble 
on wire lines is facilitated by the establishment of test sta- 
tions at important junctions and at points near which trouble 
is anticipated. 

« 235. Routine TiesTS. — a. The frequency with which rou- 
tine tests of circuits and equipment should be made varies 
and is determined by the nature and importance of the cir- 
cuits, type of equipment and its manner of installation, 
amount of traffic being handled, and amount of trouble being 
experienced. The frequency of these tests is prescribed by 
the signal or communication officer. All local and trunk cir- 
cuits and the operating equipment connected to them or 
used in their operation are included in these tests. In gen- 
eral, circuits that are kept busy do not require as frequent 
routine tests as those that axe seldom used. Communication 
is never interrupted to make a routine test, as a busy circuit 
obviously indicates that it is not in trouble. Circuits that 
have been busy and suddenly become idle are always tested 
at the first opportunity by the switchboard operator. 

b. The routine tests of trunk circuits ordinarily are made 
by the wire chief, although they may be made by the switch- 
board operator if it does not interfere with the prompt han- 
dling of traffic. The test includes a check to see that each 
switchboard can be signaled from the other over all circuits 
between them» and that the voice transmission in each direc- 
tion over the circuits its clear and satisfactory. 

c. The routine tests of local circuits are ordinarily made 
by sending to the local telephone a maintenance man who 
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tests back to the wire chief or switchboard operator. The 

test includes a check that the switchboard can be signaled 
from the telephone and vice versa, and that the voice trans- 
mission in both directions over the circuit is satisfactory. In 
cases where it is impracticable to send a man to the local 
telephone, as might happen in the case of a long circuit, the 
user is called and requested to make the test. Ordinarily, 
however, users are not disturbed in making routine tests of 
local circuits* 

d, A record of installation time, tests made, and troubles 

found or reported on trunk circuits, is kept by the wire chief 
at each switching central on a form such as illustrated in 
figure 97. Information included comprises-- 

Directory name of station to which it applies. 
Location, date, and hour station opened and closed. 

Schedule of assistant wire chiefs. 
Notation of time interval between routine tests. 
Drop and circuit nimibers. 
Time lines connected to switchboard. 
Time service was opened on particular line. 
Time of interruptions to service, with notation of per- 
sonnel clearing trouble. 
Time service terminated on partlculaj: line. 
Remarks (nature of trouble, etc.), 

■ 236, Circuit Troubles. — a. Character, — ^Trouble on a field 
wire circuit is indicated when it is impossible to signal or be 
signaled* when it Is impossible to hear or be heard» or when 
the transmission Is weak or is Interfered with by noise on 
the circuit or crosstalk from other circuits. A knowledge of 
the various troubles and the manner in which they affect 
transmission will materially aid in localizing the troubles 
when they occur, 

b. Cause, — ^The trouble may occur either in the line wire 
itself or in the operating equipment attached to it, and will 
usually be found to be the result of an open circuit, a short 
circuit, a grounded circuit, or a crossed circuit at one or more 
points in the circuit. 

CI) The open circuit or **open" is a break or cut in the 
conductor, either on one or both sides of the circuit. 
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(2) The short circttit or "short'* is caused by electrical 
contact Ijetween the two conductors of a circuit. It may be 
the result of bmised or stripped insulation which either per- 
mits the bare wires to touch each other or permits them to 
conduct electricity from one to the other when wet. 

(3) The grounded circuit or "ground" occurs when there 
Is an elect^cal path to earth ftom one or both conductors of 
the circuit. It also may be the result of bruised or stripped 
insulation or a poorly taped splice where the wire is lying 
on the ground. The effects of grounds will be most pro- 
nounced in wet or damp weather. 

<4) The crossed circuit or "cross" is caused by electrical 
contact between conductors of two adjacent circuits, and is 
in reality a short circuit between a conductor of one circuit 
and a conductor of another. 

c. Effects on telephone transmission, — (1) An open will 
interrupt t^ephone communication completely. However, a 
partial open, such as resxilts from a poorly made splice or 
a loose contact which introduces a high resistance in the 
circuit, may not destroy communication completely, but the 
transmission will be weak and probably noisy. 

(2) A heavy or low resistance short will interrupt telephone 
communication completely. A partial or high resistance 
short will residt in weakened transmission. 

(3) A ground on both sides of a circuit will produce an 
effect similar to that of a short described in (2) above. A 
ground on only one side of a circuit will not usually interrupt 
telephone communication, but may produce hxmi or noise in 
the circuit. 

(4) A cross is likely to result in crosstalk or interference 
between the two circuits involved which may or may not be 
sufficient to render the separate conversations imlntelligible, 

d. Effects on simplex telegraph operation, — It will be ob- 
served that a simplex telegraph channel may continue opera- 
tive under certain trouble conditions which render the phys- 
ical circuit on which it is superimposed inoperative for 
telephone communication, thus emphasizing again the 
value of the simplex telegraph channel. For example, the 
simplex telegraph circuit will work, or may be made to work, 
by the addition of battery in the case of. the tel^aph set 
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TG-5 or TG-5-A even though one side of the physical circuit 
is open; a short on the physical circuit will not affect the 
telegraph channel adversely; an accidental ground on one 
or both sides of the physical circuit will not render the tele- 
graph channel inoperative generally unless the ground Is of 
unusually low resistance; a cross is not likely to interfere with 
the telegraph channel unless both of the circuits involved in 
the cross are simplftxed, and even then does not necessarily 
render the telegraph channels inoperative. 

■ 237. Equipment Used for Testzno,— The nature of the 
trouble on a field wire circuit or in operating equipment can 
be determined with any of the following eqqipment in the 
manner described for each; 

a. Field telephones, — Any field telephone may be used for 
testing line or equipment circuits. For convenience in mak- 
ing tests the telephone is equipped with a pair of test leads 
made of lamp cord, field wire, or other flexible twisted pair 
wire about 3 feet in length. A test clip is soldered to one 
end of each conductor^ and if stranded wire is used the other 
end which is to be connected to the line terminal of the 
telephone is soldered lightly to hold the strands together and 
prevent accidental short circuits at the telephone terminals. 
The following tests may be made: 

(1) Test for an open. — Connect the ends of the circuit to 
the line terminals of the test telephone and turn the generator 
crank rapidly. If the generator crank turns quite freely 
without any drag on it the circuit is probably open. 

(2) Test for a short. — ^With the telephone connected as 
above, if the generator turns quite hard, as if a drag had been 
placed on it, the circuit Is probably short-circuited or 
grounded on both sides, 

<3) Test for a grou7id, — Connect one side of the circuit to 
one line terminal of the telephone, and connect the other 
line terminal of tlie telephone to ground. If there is a ground 
on that side of the circuit, the generator will turn hard as in 
the case of a short. Test the other side of the circuit in a 
similar manner. 

(4) Test for a cross, — Connect one side of the circuit to 
one line terminal of the telephone and the other line terminal 
of the telephone to the conductor with which the circuit may 
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be crossed. If there is a cross the generator will turn hard 
as in the case of a short circuit. Test each side of the circuit 
in a similar manner with any conductor with which it might 
be crossed. 

b. Test sets EE^S-A and EE^5,^The test sets EE-6d-A 
and EE-65 are compact wire ehief's testing equipment for 




Fedure 98, — Test set EE-65-A. 

use in the field or in central office installations. The test 
set EE-65-A is illustrated in figure 98, In addition to me6,ns 
for ringing and talking on field wire systems, both test sets 
have provisions for the usual measurements required for 
analysis of faulty line operation. These include tests for 
continuity, opens, shorts, grounds, and other more specialized 
applications such as determinations of line capacitance and 
leakagra The principal differences between the two test sets 
are that the EE-€5--A has the more sensitive voltmeter and 
has no telephone handset included with the instrument. For 
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a complete description and circuit diagrams of the test sets 
EE-65-A and EE-65, see TM 11-361. 

c. Voltmeter and battery (fig. 99) . — A simple arrangement 
for testing equipment circuits consists of a voltmeter and 
battery connected In series and equipped with wire leads. 
The terminals of the wire leads may be fitted either with 
test clips or short lengths of stiff copper wire for convenience 
in making contacts with the equipment circuits. This appa- 
ratus suitable for making the following tests: 




KiGURE 99,— Voltmeter and battery for use in testing circuits. 



(1) Test for a complete circuit — Connect the test leads to 
the ends of the circuit to be tested. If the circuit is complete 
the voltmeter needle will indicate a reading. 

(2) Test for an open, — Connect the test leads to the ends 
of the circuit to. be tested. If the circuit is open, the volt* 
meter needle will not indicate a reading. 

<3) Test for a «tort.^<k)nnect the test leads to the ends 
of the circuit to be tested. Open the other end of the circuit. 
If a short circuit exists, the results noted will be the same as 
for a complete circuit (<1) above). 

(4) Test for a ground. — Connect one test lead to the cir- 
cuit to be tested. Connect the other test lead to ground. If 
the circuit is grounded » the results noted Will be the same as 
for a complete circuit ((1) above) • 

(5) Test for a cross, — Connect cme test lead to the circuit 
to be tested. Connect the other test lead to the circuit with 
which the circuit to be tested is believed to be crossed. If 
one is crossed with the other, the results noted will be the 
same as for a complete circuit ((1) above). 
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d. Receiver and hattery (fig. 100).— A telephone switch- 
board receiver connected in series with a battery and fitted 
with leads may also be used for testing. The terminals of 
the test leads may be either test clips or short lengths of stiff 
copper wire. The apparatus is suitable for making the tests 




^ BAfte WIA£ POINT ^ TL-7J& 

Fegubb 100. — ^E^eceiver and battery connected for use In testing 
circuits. 



outlined for the voltmeter and battery in c above. However, 
a click In the receiver instead of a reading indicates a com- 
plete circuit, A failure to obtain a distinct click on complet- 
ing the circuit Indicates an open circuit. 

■ 233. Locating ais^d Clearing Trottele. — a. General localizing 
of trouble, — ^When trouble is detected or reported on a cir- 
cuit, the first step is to determine whether it is in the line 
wire itself or in the operating equipment. If the line wire is 
cleared from the terminal equipment at the terminal strip, 
tests made from that point toward the switchboard show no 
trouble in the operating equipment, the trouble may be 
assumed to be either in the line wire itself or in the operating 
equipment at the distant end. This is verified by connecting 
the test equipment to the line and testing toward the distant 
end of the circuit. Trouble on a trunk circuit may be still 
further localized, providing an additional good circuit is 
available, by requesting the wire chief at the distant end to 
clear the faulty circuit from the operating equipment at that 
end. The circuit is then tested again for an open with the 
distant ends d the circuit open, and for a complete circuit 
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with the distant ends of the circuit connected together. K 

the trouble is in the line wire itself it will appear upon making 
these tests, and it is located and cleared as described in d 
below. If these tests show the line wires to be good, the 
trouble is in the operating equipment at the distant end and 
the wire chief there is so notified and requested to clear the 
trouble and reconnect the circuit. 

&. Short local circuit in trouhle^U, upon making the first 
test described in a above at the terminal strips, the trouble 
is found to be toward the user's telephone, the circuit is recon- 
nected and a trouble man dispatched with a serviceable tele- 
phone to the user's instrument. On his way he inspects the 
circuit for visible sources of trouble and repairs any that he 
finds. He then makes a ringing and talking test with the 
user's telephone. If he cannot signal the ojierator with it, 
he replaces the local instrument with his own instrument 
and repeats the test* If he can now signal and converse with 
the operator, the trouble was in the local telephone which is 
either repaired or replaced by him. If he cannot signal the 
operator, the trouble is probably in the local line circuit, and 
he first tests for a short and an open circuit, then tests for a 
grounded circuit, and, if applicable, tests for a cross with 
another circuit. If trouble is located in the line wire, he 
works back toward the switching central, making a careful 
inspection of the line wire, paying especial attention to splices 
and other doubtful points over its entire len::th* H the fault 
is located, he repairs it and notifies the user that the service 
Is again available. If careful inspection does not readily 
disclose the fault, time may be saved by running a new circuit. 
This circuit is then connected into the switchboard, the local 
telephone connected at the end of the circuit, and the new 
installation tested. 

c. Trunk circuit or long local circvit in trouble. — (1> If the 
tests described in a above determine that the trouble is in 
the line wire of a trunk circuit or in a long local circuit, the 
wire chief determines as accurately as his instruments permit 
the nature and approximate location of the trouble. This 
will facilitate the testing and materially shorten the time 
required to locate and clear the trouble. 

(2) The circuit is then connected to a test telephone at the 
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switchboard terminal strip or left connected into the switch- 
board if there is not sufficient maintenance personnel avail- 
able to man the test telephone. A lineman is then sent out 
on the line with a test telephone to test methodically from 
various points back to the man at the switchboard terminal 
atrip or to the switchboard operator. Starting from the 
switchboard terminal strip, he carefully examines the circuit 
as he proceeds, particularly scrutinizing the insulation, splices, 
underground and overhead road crossings » and places where 
the wire has been passed over or pulled out of place by traffic. 
Fouled insulation, poor splices, and other evidences of possible 
trouble are repaired and the circuit tested in order to deter- 
mine if the trouble has been cleared. If no such points of 
obvious trouble are found, the lineman bridges his telephone 
across tbe circuit at intervals and tests. 

(3> If testing the defective circuit for an. open, he connects 
the test telephone across the circuit without opening it. If 
testing for a ground or a short, he opens the circuit and then 
tests in both directions. Before opening the circuit however, 
he connects his telephone to It with the test clips and attempts 
to communicate in either direction as there is a possibility 
that the trouble has been cleared in the meantime by other 
personnel. In case it is necessary to open the circuit, it is 
opened at a splice or at a test station if practicable. After 
making each test the circuit is reconditioned by taping wher- 
ever a test clip has been connected to it, or by splicing and 
taping wherever the wire was cut. 

(4) Upon making each test the lineman himself can deter- 
mine whether the circuit is good between his location and 
the central by his ability to ring and talk to the man at the 
switchboard terminal strip or the operator. If any test to- 
ward his own central is successful, the fault still lies beyond 
in the direction of the distant central and the lineman con- 
tinues to work in that direction. If be is unsuccessful in 
reaching his own central during any test, he has passed the 
fault and therefore works back over the circuit, reducing the 
distance between successive tests to about one halt By fol- 
lowing this procedure the fault is located between two points 
a short distance apart. This section of the line is then care- 
fully inspected until the actual fault is located. It is then 
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repaired by splicing, by cutting out and replacing the faulty 
section, or by simply taping as required. 

(5> A defective circuit may have more than one fault. 
These may be of the same nature or different. It is essential 
th^t the lineman, after clearing each case of trouble^ test the 
circuit in both directions to Insure that it is in order. If 
trouble still exists he continues his inspection until all trouble 
has been located and cleared. 

(6) The time consumed in splicing a circuit after each test 
for a shirt or ground is considerable, and will seriously delay 
the ultimate locating of a fault if such tests are made at too 
frequent intervals along the circuit when first starting out. 
Furthermore, visual inspection of the circuit by the lineman 
as he progresses along Its route will frequently disclose the 
fault. A knowledge of the geographic location of a circuit will 
aid the wire chief in predicting the probable location of a 
fault, having determined its nature. He may direct the line- 
man to make tests from the vicinity of such points or may 
specify the approximate interval for making tests, A good 
rule is to test each time a portion of the circuit has been 
passed which could not be visually inspected, 

d. Removing trouble. — In repairing a circuit in the field, 
speed in restoring service comes first and proper technique 
in splicing next. When repairing a break in a line, communi- 
cation is first restored by completing the square knot in each 
wire. Then while the bare wires are kept separated to 
prevent a short circuit, the splice is completed and taped. 
A valuable addition to the equipment of a lineman con- 
sists of two short pieces of wire about 3 feet in length with 
test clips on each end. These jumper wires are used to 
bridge a break during the construction of a splice, thus 
keeping the circuit in operation. In using jumper wires, care 
is taken that a short circuit is not caused while splicing. In 
locating trouble » linemen, preferably from the miit originally 
constructing the line, are sent out from each end of the cir- 
cuit and work toward each other. The wire chiefs at both 
ends are responsible that it is cleared, regardless of where 
the trouble was first discovered. In addition to pliers, tape» 
and test telephone, each lineman carries a 50- foot coil of 
field wire with which to repair defective sections. 
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e. Trouble in local operating equipment,— It the trouble 
was originally determined to be toward the operating equip- 
ment at the central, it may be localized by opening the 
circuit at various places such as the line terminals, fuses, 
protectors, etc, and the tests repeated. Terminal strips and 
connections are inspected carefully for '^shorts/' **opens/' and 
"crosses." If the trouble is In the equipment itself it can be 
located by a rigid system of testing such as prescribed for 
that specific piece of equipment elsewhere in this manual 
or in the Technical Manuals relating thereto. In the case 
of a faulty unit in a switchboard, its use should be dis- 
continued and the circuit transferred to a spare imit untU 
repair or replacement can be made. 

■ 239. Operation of Te3T Stations (pars. 174 and 200) . — a. 
The personnel at a test station may consist of one or more 
linemen as the situation reauires. When the talking range 
will not be affected adversely, a test telephone may be kept 

bridged across a circuit, usually the lowest numbered tele- 
phone circuit passing through the test station, or a special 
circuit ending at the test station may be temporarily reserved 
for test purposes. The personnel on duty at the test sta- 
tion is instructed to answer prearranged signals only, usu- 
ally three short rings. When answering this prearranged 
signal, the test station personnel states the name of the 
test station. The test station personnel is then instructed 
as to patching, testing, or repairing circuits, as the situation 
requires. 

Test station persomiel keeps informed constantly as to 
the serviceability of the circuit across which the test tele- 
phone is bridged by listening for the normal signaling and 
conversation that is passed over the circuit. If the circuit 
becomes idle it is tested promptly, and f reauently thereafter. 
If these tests show the test circuit to be in trouble, the 
test telephone is bridged across another circuit and a report 
made to the switchboard operator or the wire chief. 

c. Locating and clearing trouble on defective circiuts which 
pass through test stations manned by linemen is facilitated 
by the fact that the wire chief can call each successive test 
station and Quickly determine the faulty section. The near- 
est test station can then be directed to dispatch a lineman to 
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locate and clear the trouble. In the meantime serviceable 
sections may be patched as described in paragraph 240, A 
copy of the circuit diagram and line route map indicating all 
circuits passing through or terminating is kept posted at each 
test station. 

■ 240. Patching Circotts at Test Stations.— a. The patching 

of circuits at test stations frequently results in maintaining 
communication between centrals over these patched circuits 
dui'ing the locating and clearing of trouble on the defective 
sections ol the original circuits. IX this patching were not 
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FIGURE 101. — Circuits patcbed at a test station. 

done, communication would be interrupted until the trouble 
had been cleared. The example in h below iUustrates how 
patching may be used advantageously, 

5. Assume that two switching centrals are connected by 
three circuits, all of which pass through two test stations as 
shown in figure 101- The telephone switchboard operator at 
MAGIC reports to the MAGIC wire chief that circuits 102 
and 103 to MAYTIME are out of order. The wire chief at 
MAGIC tests these two circuits. With the aid of a service- 
able circuit to his test stations, he finds that the trouble on 
the 102 circuit lies in section 202» between test station A and 
test station and that the trouble on the 103 circuit lies in 
section 303 between test station B and MAYTIME. He then 
instructs the lineman at B to connect circuit 203 to circuit 
302. and circuit 202 to circuit 303. This gives Immediately 
one serviceable built-up circuit from MAGIC to MAYTIME 
in addition to the 101-201-301 circuit. The MAGIC Wire 
chief informs the lineman at A and the MAYTIMS wire chief 
of the changes made at B so that all circuit diagrams can be 
temporarily changed accordingly. When the interrupted 
circuits have been repaired the wire chief is notified. Upon 
Instructions from him the original connections are restored 
during an interval between busy periods, and all concerned 
are notified to this effect. 
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■ 241. Fatrollinc Wire Lines. — In shelled areas or where 
wire lines are subject to frequent damage from other causes, 
periodic testing from designated points is supplemented by 

patrolling the sections most subject to damage. Whenever 
possible, the personnel that have constructed a given section 
are also assigned the mission of patrolling that section. 
Wire patrols to be effective must carefully inspect every foot 
of the wire in the sections they cover, using a wire pike or an 
improvised wire guide made by fastening a bridle ring to a 
hand grip« Wire patrols repair trouble whenever found. 
They replace doubtful splices or sections of the line, tape 
abrasions in insulation, and improve the construction. 

M 242. Testiitg Peeld Wire oif Reels. — ^AU insulated wire iB 
carefully reconditioned after use, as follows: 

a. Mount an empty reel and the reel containing the wire 
to be tested, so that the wire may be wound from the full 
reel on to the empty reel. 

b. Pass the end of the wire through the hole provided near 
the drum of the empty reel and seciu-e it so that the end 
will protrude from the side of the reel This end must be 
free for use in future testing. 

c. Station an experienced man between the reels to exam* 
ine the wire carefully as it is slowly woimd on to the empty 
reel. Cover with tape each abrasion or break in the insula- 
tion. If only the braid is broken, apply two layers of friction 
tape. If the bare wire is exposed, remove the ragged portions 
of insulation and cover the wire with two layers of rubber 
tape and two layers of friction tape as described in para- 
graph 187&. Carefully splice breaks in the conductor. Un- 
tape and examine each old splice; if the splice is poorly 
made, cut It out and splice the wire properly. If the insula- 
tion has been damaged over a long section of the wire, or if 
there are several splices very close together, cut out the 
faulty section. 

After each splice, and also when all the wire of a reel is 
completely repaired, test the wire on the reel being filled for 
an open circuit or a short circuit between the two wires. 
Hiese tests may be made by any of the equipment described 
in paragraph 236. 



656773" — i3 18 269 



243 



BASIC FIELD MANUAL 



■ 243. 'RlANSPORTATlOK OP WiRB EQUIPMENT IN PlELD. a. Op- 

erating e^ipment — Operating ectuipment is comparatively 
delicate and its serviceability is governed to a great extent 
by care In methods of packing it for transportation. Operat- 
ing equipment is packed and loaded in sucli manner as to 
protect it from— 

(1) Dust and dirt, 

(2) Weather. 

<3) Shocks of the road* 

<4) Injury from other articles loaded in the same vehicle. 

t. Telephones^ — ^Pield telephones are carried in pack chests 
when these are provided* Handsets and cords are always 
placed neatly in their proper compartments, hook switches 
and removable generator cranks placed inside the cases, and 
carrying cases closed and locked or strapped. Special care 
must be taken to keep push buttons or butterfly switches on 
telephone handsets in the "off" or undeflected position to 
prevent useless drain on batteries. 

c. Switchboards, — Monocord switchboards with cable and 
switchboard terminal strip attached are packed in a pack 
chest separate from telephones. Before placing in the pack 
chest the switchboards are placed in their carrying cases with 
shutters locked and cable neatly coiled. 

d. Repeating cents, loading coils, terminal strips, spare bat- 
teries, and spare parts, — These are carried in the pack chests 
provided, packed in such manner as to prevent injury to them- 
selves or other equipment in the same chest* 

e. Telegraph and buzzerphone sets, — ^When pack chests arc 
available it is desirable to use theist^ for packing this equip- 
ment as loads that are more compact and easily handled 
result from their use. The cases of buzzerphones are of more 
sturdy construction and they may be packed outside of special 
pack chests without danger of injury, 

i. Wire. — ^The principal precaution necessary in transport- 
ing wire is that the metal drums or commercial spools should 
not be dropped from vehicles or handled in such a manner 
as to injure or bend them and thereby make difficult their 
refilling and use. The wire should be protected from crushing 
or abrasion from other objects transported with the reels. 
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SIGNAL SHE^PLY 

I 244. GENERAL, — VoT general information regarding supply» 
see FM 100-10. 
a. Signal supply is conveniently discussed in terms of the 

division and the supply duties of the division signal officer. 
Signal supply of corps troops is effected by the same methods 
as are employed in the division, the duties of the corps signal 
officer in this respect being analogous to those of the division 
signal officer. Signal supply for army troops and GHQ troops 
is accomplished in a similar manner. See paragraph 254 for 
signal supply of air force troops. 

h. Responsibilities of commanders for signal supply of their 
troops are the same as for other supply. The principal supply 
duties of a division signal officer are given In paragraph 12 
and the most important publications relating to signal supply 
are included in appendix U. 

M 245, Classification. — ^All items of signal communication 
equipment, except pyrotechnics and pyrotechnic projectors, 
are classed as signal supplies. These excepted items are ord-- 
nance property and are handled through ordnance channels. 
All signal supplies issued to division units are normally class II 
and the methods of procurement described below are based 
on this premise. Some signal supplies properly fall into 
class IV. Special materials for cable, pole, and trench line 
construction, and for radio and other installations not usual 
within the division fall Into this latter classification. Such 
materials are commonly used by Signal Corps troops or corps 
and higher echelons, and occasionally by troops of other arms. 
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■ 246. Division Pbrsonwel.— The supply officer of the division 
signal company or troop is the principal supply assistant of 
the division signal officer. The supply and transportation 
personnel and facilities of the company or troop are utilized 
for division as well as for company or troop supply purposes. 
Supply officers of all division units may deal directly with the 
division signal officer on signal supply matters within the 
limits of policies prescribed by the commanders concerned. 

■ 247. Method. — The impulse for signai, like other supplies^ 
is from rear to front. Any expediency which can be adopted 
to expedite supply, particularly in the theater of operations, 
should be vigorously enforced. To reduce formal paper work, 
full advantage should be taken of provisions of AR 35-6540. 
which authorize the exchange of serviceable for unserviceable 
articles. In the theater of operations, radio and telegraphic 
messages, or, in an emergency » even oral or telephonic mes- 
sages, may suffice for requisitions. In such case, an explana- 
tion of the need for such articles may be required by the 
approving authority, especially when the articles requested 
are in excess of T/BA allowances. The supply approval deci- 
sion should be based upon a careful consideration of the 
expressed need for supplies in contradiction to any special 
fomal allowance. Stocks available and priority of need are 
the main controlling features, 

a. Normal requisitions are reduced to a single request by 
the consolidation of needs within any unit. Emergency 
requisitions may be submitted at any time, A requisition or 
request for supplies which has been accepted by a higher 
office must be followed up vigorously to see that every effort 
is made to secure them, and that any action taken or results 
obtained is transmitted to the requesting authority. Hence, 
no unit should duplicate on later requisition Items previously 
Hequested unless they have been informed that such items 
have been stricken from the original requisition, 

b. Requisitions or requests are submitted to the division 
signal officer by the unit supply officer. Each requisition 
includes the consolidated needs of the unit. A signal com- 
pany or troop submits requisitions or requests the same as 
any other unit. 

c. Requisitioiis or requests should be for supplies within 
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established T/BA unless justification for the additional needs 
is included. It is understood no requisition is submitted by 
any unit when its supply officer could furnish the material 
from some excess source available to him. 

d. Using standard nomenclature as listed in T/BA or the 
Signal Corps General Catalog expedites >supply, 

e. When an article has been lost» destroyed, or damaged 
other than by fair wear and tear, a request for replacement, 
accompanied by the responsible officer's certificate that the 
article is in the process of survey, will suffice for a replace- 
ment requisition. 

A The division signal officer^- 

(1) Edits all requisitions for quantity, authenticity, and 
nomenclature, and takes action relative to the supply thereof. 

(2) If any needs can be met by using supplies on hand in 
the division signal company or troop or in other units in 
excess of their reasonable requirements, authorizes issues of 
such supplies. 

(3) Prepares one consolidated requisition for the unfilled 
signal supply needs of the entire division. No requisition 
should include articles of diiferent classes. 

(4) When necessary, obtains the approval of the division 
commander and forwards the requisition in accordance with 
instructions of higher authority, usually through the corps 
signal officer to the army signal officer. 

(5) Informs unit commanders of the action taken on requi- 
sitions submitted by their units. 

■ 248. Receipt. — Signal supplies are received by the division 

at army supply points either in response to requisitions of 
the division signal officer or in the form of Credits allocated 
to the division by the army signal officer. In the case of 
credits, the division signal officer may reallocate these to units 
of the division. This procedure, when it can be followed, 
expedites supply and reduces the necessity for requisitions 
being submitted through higher channels. The division sig* 
nal officer takes control of supplies when they are issued at 
the army supply point, 

■ 249. Transportation. — ^The division signal officer notifies 
unit supply officers when and where to send transportation 
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for signal supplies. Usually units send their transporta- 
tion to the signal supply dump. When drawing against 
credits, an informal request for the items desired, signed 
by the unit supply ofiScer, should accompany the transporta- 
tion. In the combat zone where accountability is suspended, 
the supply officer includes on his receipt for the property 
a notation of the organization and purpose, or work, for 
which the supplies or materials are to be used. When unit 
transportation is not available, cargo vehicles available to the 
division commander are used to deliver supplies to the subor- 
dinate units. In an emergency, the division commander may 
direct the use of transportation of the signal company or 
troop for this purpose. When possible, supplies are delivered 
to unit distributing points where supply officers make any 
additional distribution which may be desired. 

■ 250. BiQNAL ViXTT SupPLHs.— The quantities of signal sup- 
plies authorized for the division signal company and troop 

are the minimum necessary for their proper functions, and 
the use of those supplies to meet the needs of other units is 
not normal. However, in unusual situations, emergency needs 
of lower units are balanced by the signal officer against those 
of the signal company or troop, and if necessary, are met to 
some extent from those supplies^ In such cases immediate 
action is initiated to replenish the supplies so issued. To re- 
lease the train of the division signal company or troop for its 
combat mission, it is necessary to dump some or all of the 
unit supplies at a point convenient to the unit. This point 
is located near the division command post, 

■ 251. Stobags Battesies^-<i. In units not €(iuipped with 
charging sets, the storage batteries authorized solely for use 
with communication eauipment are serviced by the division 
signal company or troop. 

h. The division signal officer provides for the collection, 
charging, and distribution of these batteries^ Batteries 
Should always be fully charged before the beginning of a 
tactical operation. 

c. The charging and maintenance of storage batteries in- 
stalled in a vehicle and used jointly in the operation of the 
vehicle and of signal equipment installed therein is the re- 
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sponslbillty of the arm or service charged by AR 850-<15 with 
the maintenance of the vehicle. 
d. For further detaOs, see TM 11^30. 

■ 252. Pigeons. — ^Pigeons are distributed as E»rescribed in 
paragraph 92a. 

■ 253, Repair of ElQTrrpMENT, — ^Whlle much of the signal 
equipment issued is simple and usually needs only minor 
mechanical or electrical repair, other items are Inherently as 
delicate as precision instruments and require the attention of 
expert repairmen. The attempted repair of the latter equip- 
ment by an incapable repairman often results in greater 
damage to the equipm^t. The Signal Corps General Cata- 
log and Technical Manuals provide guides to the repairs 
which should be attempted in the field. Repaint are accom- 
plished as follows: 

a. The extent to which repairs are permitted in any unit is 
determined by the commander of the unit after the receipt 
of advice from the division signal officer. This determination 
is made only after a consideration of the tools and testing 
equipment available in the unit and of the capabilities oi 
available personnel. 

h. Using units habitually replace unserviceable batteries, 
cords, tubes, easily accessible assemblies, nuts, bolts, screws, 
straps, and other simple mechanical parts, 

c. Equipment which is not repaired in lower units is turned 
in for repaii' or replacement to the division signal company 
or troop which has limited but usually better repair personnel 
and facilities. If needed repairs are beyond the immediate 
capabilities of those units, the signal officer takes immediate 
steps to secure replacement and forward the unserviceable 
item to the army signal depot or to a mobile repair shop of 
the army signal repair company when the division is part of 
an army, or disposes of it in accordance with Instructions of 
higher authority when it is not, 

■ 254. SiGNAi, Supply fok Arm? Air Forces. — a. Organisation 
for supply, — ^Supply for air force units is described in FML 
100-10. The organization for supply of air force units, which 
is shown grraphically in figure 102, follows the chain of ground 
installations rather than the chain of command. The air 
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— ^ Repair 



FiGTms 102. — ^Flow of supplies In an aJr force. 



force signal officer Is responsible for proper operation of signal 
supply In the air force and the signal officer of each com- 
mand echelon is responsible for assuring himself that signal 
supply requirements of all units of his echelon are being met 
and for making reports and recommendations for improving 
this service. 

Signal supply o^cer^.— Signal Corps officers are provided 
for signal supply down to include the subair base. Down to 
this point, accountability and the process of requisitions and 
shipments of property are maintained* Below the subair 
base, requisitions axe informal ^d property is held on mem* 
orandum receipt. Pull advantage is taken of the exchange 
of property provisions of AR 35-6540. Every authorized pro- 
cedure which will facilitate supply Is followed. 

c. Method, — ^If , in the air force squadron, authorized non- 
expendable property becomes unserviceable through fair 
wear and tear, the squadron supply ofl&cer executes an infor- 
mal certificate of fair wear and tear and with an informal 
requisition for replacement of the equipment submits it to 
the air force distributing point officer. The distributing point 
officer exchanges the unserviceable item for a like serviceable 
item in his stock whenever possible. If he does not have the 
Item in stock, he informally requisitions the item from his 
subair base signal supply officer accompanying the requisition 
with the squadron supply officer's informal certificate of fair 
wear and tear and also the item when practicable. 
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Source. — ^The appropriate section of an air force base 
command serving an air support command is the agency 
charged with maintaining appropriate reserve stocks of signal 
supplies and issuing them to the signal communication units 
to the extent of allotments provided in the Tables of Basic 
Allowances^ in the first instance^ and ttiereafter as replace- 
ments are required. 

e. Expendable and nonexpendable if ems^I&cpendable items 
of signal supplies and equipment will be replaced by the sup- 
ply agency upon presentation to it by the signal or com- 
munication unit concerned a duly executed certificate of ex- 
penditure, listing thereon the expendable items to be replaced. 
Unserviceable expendable and none^ipendable items will be 
turned in to the signal supply agency accompanied by a duly 
executed certificate of fair wear and tear, and the items will 
be replaced. Hie certificate in each instance will serve as a 
requisition, 

f. Repair of eqtiipment.^Minor repairs only of signal equip- 
ment, and only within the facilities and means available, will 
be undertaken by signal and communication units. Equip- 
ment in need of repair will be turned in to the signal supply 
agency accompanied by a certificate of fair wear and tear 
and replacement will be furnished. 
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ORDERS, RECORDS, AND REPORTS 

■ 255, References. — For further information- on this subject, 
see FM: 101-5 and FM 11-5. 

■ 256. Orders. — Signal communication personnel are re- 
quired to interpret and execute the instructions contained 
in routine and combat orders* (See FM 101-5 for classifi- 
cation of orders and forms.) 

■ 257. Records Ain> REF0RTS.-~-a. Unit jaurnaL — Signal units 
of division and higher headquarters keep a Journal during 
operations in the field. The journal is a daybook containing 
briefs of important written and oral messages received and 

sent and notations of periodic reports, orders, and similar 
matters that pertain directly to the signal unit. Copies of 
messages and other data pertaining to the signal unit and 
furnished by it for purposes of Information to sections of 
the unit are not entered in the journal. Communication 
units may keep a similar journal but rarely find it necessary 
to do so. (Sec form for a signal unit journal in par. 261.) 

b. Circuit diagram^ — consolidated circuit diagram is kept 
by signal communication troops of the unit headquarters to 
show the wire system of the unit and those of its subordi- 
nate units. A circuit diagram also serves as a convenient 
method of reporting to the next superior headquarters the 
circuit connections installed by the subordinate unit. (See 
pars. 167 and 262.) 

c. Line route map,— A consolidated line route map is kept 
by signal communication troops of the unit headquarters to 
show the routes of the wire lines of the unit and those of 
its subordinate units. A line route map also serves as a 
practical and convenient method of reporting to the next 
superior headquarters the routes of the wire lines installed 
by the subordinate unit. (See pars. 169 and 263.) 
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d. Disposition. — The signal or communication officer ar- 
ranges for the collection of message center records, switching 
central records, and records of radio and telegraph stations, 
and other operating agencies from each operating agency, at 
frequent or at least daily intervals. (See par, 46dJ Such 
records are useful for the correction of errors, checking on 
operation, or for information for special reports. When of 
no use, they are destroyed. 

■ 258. Steps Involved in Each Tactical Operation. — ^The 
solution of any situation demanding action requires that cer- 
tain definite steps be taken in a logical sequence, 

a. Misslon^^The signal mission is the particular duty re- 
quired of signal communication troops. The commander 
may give his signal or communication officer definite instruc- 
tions as to what signal communication he desires or he may 
restrict the mission of the signal or communication officer by 
directing that only certain agencies be employed. In most 
cases, however, this mission is seldom stated by the com- 
mander. It is more or less routine and is usually deduced 
from the commander's directive to his staff* 

&. Estimate of the siffnal situation^The signal or commu- 
nication officer makes an estimate of the signal communica- 
tion situation in order to arrive at his recommendations 
concerning the signal activities of the command. He first 
considers his mission; he next considers so much of the 
enemy situation may affect his commander^s signal com- 
munication; then the tactical decision and so much of the 
friendly situation^ including the signal situation, as has a 
bearing on the fumLsbing of the signal communication de- 
sired for the operation; and last, the several plans open to 
the commander for providing adequate signal communication 
for the contemplated tactical operation. Prom as com- 
plete an analysis of these considerations as time permits, 
the signal or communication officer makes his decision as 
to the recommendations he will make to his commander for 
providing signal communication for the tactical operation 
planned. 

c. Plan. — When time permits, the recommendations are 
submitted to the commander in the form of a plan for signal 
communication* Whether or not ^ time necessary to 
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evolve and obtain approval for a communication plan will be 
available will depend on the tactical situation. In any evenb 
the steps in evolving the plan are followed whether they are 
transcribed as a formal written order or are issued an oral 
or dictated order, fragmentary or complete. Whether or not 
the plan is submitted to the commander or to bis G-3 (5-^) 
depends upon the operating methods of the particular stafT, 
Since G-3 is charged With supervision of signal com- 

munication, it is considered better practice to fh^st submit 
the plan to him. The plan presented will comprise the 
following: 

(1) Paragraph 5 of the field order. (See par. 259a.> 

(2) Time the signal system will be ready for operation. 

(3) Essential service to be provided, 

(4) Signal supply details affecting the plan. 

d. SigTial orders. — After the commander approves the plan 
for signal communication, the signal or communication officer 
worJts out the details necessary to put the plan in order form. 
The instructions to be included in paragraph 5 of the field 
order are submitted to the operations and training section 
of the staff; this section is charged with the preparation of 
the field order. The plan, supplemented by other necessary 
information and instructions, is issued as signal orders. The 
purpose of these orders is to coordinate the establishment of 
the signal system throughout the command and, therefore, 
contain only essential information and necessary instructions 
to accomplish this purpose. By the employment of standing 
operating procedure signal orders may be very brief, indi- 
cating only the deviations or additions to standing operating 
procedure. (See appendix I, FM 11-10.) Signal orders may 
be issued as an annex to formal written field orders, and if 
so issued* that annex is ordinarily called, the signal annex. 
(See par. 259b.) When it is impracticable to prepare the 
signal orders in written form, they may be issued either as a 
dictated or an oral order, complete or fragmentary. If the 
ordei' is Issued orally the ultimate information imparted is 
identical with that contained in the formal written order. 
An operation map Indicating points of special interest to 
signal and communication units may be issued as an annex 
to the signal order. This operation map will materially re- 
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duce the size of the written field order and will supplant 
much of the oral signal order. A circuit diagram of the wire 
system may be issued as an annex to the signal order, (See 
example, par, 262.) However, when time does not permit the 
issue of a circuit diagram, fragmentary orders or standing 
operating procedure will indicate the circuit connections to 
be made and the circuit diagram will be made up after the 
wire system is installed. A line route map may also be issued 
as an annex to the signal order when sufficient time Is avail- 
able to permit thorough reconnaissance, or when it is desired 
to indicate general routes of wire lines, (See example, par, 
263.) However, when time does not permit, fragmentary 
orders may indicate the wire routings or construction per- 
sonnel may select the routing between given points, making 
up the line route map as a record of the route followed. In 
units smaller than a division^ the signal orders are normally 
oral or fragmentary, supplemented by such sketches as may 
be necessary. 

e. Supervision, — Tlie responsibility of the commander does 
not end with the issue of orders. Therefore, to secure proper 
compliance by subordinates and to assure himself that plans 
of subordinates are in furtherance of his own orders, the 
commander may direct bis signal or communication officer to 
supervise the execution of the signal orders which have been 
issued. Supervision is exercised by means of conferences and 
visits. Such conferences have as their object the promotion 
of mutual understanding, the correct interpretation of doubt- 
ful or obscure points, and the development of teamwork. 

■ 259. Field Orders.— Field orders are issued by the com- 
manders of all tactical organizations for each distinct opera- 
tion. They contain instructions governing all tactical activi- 
ties of the command during the combat operation for which 
the order is issued, including as paragraph 5 the establishment 
of signal communication. 

a. Paragraph 5 of the field order, — ^This paragraph con- 
tains instructions arranged in lettered subparagraphs and in 
sequence as follows: 

(1) Subparagraph a refers to the signal annex if issued. 
If signal orders are not Issued as an annex, this subparagraph 
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refers to the index to signal operation instructions in effect 
for the operation. If reference is made to the annex, further 
reference to signal operation instructions is unnecessary since 
the annex contains a statement indicating what index to 
signal operation instructions is in effect. Examples: 

a. See Annex No. 3, Signal Orders, 

a. See Index No, 7 to Signal Operation Instructions, 

In addition, important instructions in tihie annex or in signal 
operations instructions may be repeated in this subparagraph 
to emphasize them. Examples: 

AU radio communication i$ restricted until the hour of 
attack, 0448 14 November. 

Pyrotechnic signal to fire barrage: Signal, ground green star 
cluster, M20. 

(2) Subparagraph h announces the initial locations of the 
command posts of the unit and each of its principal subordi- 
nate combat units, and the axes of signal communication for 
all tactical operations in which a displacement of command 
posts is contemplated, A command post location may be 
expressed In several ways, depending upon the situation. It 
may be expressed by stating a definite location or a definite 
position in a column. It may be indicated as being at a 
certain place after a certain hour. It may be shown as clos- 
ing at one location and opening at a new location at the same 
hour. A subordinate combat unit may be directed to report 
the location of its command post when the location cannot 
be predicted* Axes of signal communication are prescribed 
by the higher imit for its principal next subordinate combat 
units, and for itself if not already prescribed by a higher 
unit. Example of subparagraph b for a division field order: 

h. Comviand posts and axes of signal communicatimu— 
<1) Command posts, 

1st Inf Division: Closes at TWO TAVERNS at 1900 and 

opens at BONNEAUVILLE at the same hour 
1st Infantry: RJ 575-D after 1800 

2d Infantry: Rj 598^H (359,6^748.7) after 1900 
3d Infantry: To he reported by 2100 
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(2) Axes of signal communication: 

Xst Inf Division: RJ 568-A (260.3^750.1)— CEDAR 
RIDGE <361,3-^751.5}^£W OXFORD (366.2^753,8) 

1st Infantry: RJ 572-B i359.€-762,7)'—RJ 524-D 
i361J-753J)'^WlFT RUN SCHOOL (363.1- 

754.5) — RJ 461-D (3(?5.0-75ff.fl) 

2d Infantry: RJ 586-J <360.5-750J)—Rj 534r-D (361,9- 
752J)^RJ 569-C (363.4^753,3)— Rj 536-K (3(J5.5- 
753.5) 

3d Infantry: RJ 549^E (363.8^751.4)— RJ 544^A (365Ar- 

751.6) — RJ 604r-P (367.7^752.1} 

(3) Subparagraph € announces instructions governing ad- 
vance message center and march control points. Examples: 

c. An Advance Message Centet^ 1st Inf Division, will &e 
established at CR 581^A i.36S,9-754J) by 1400. 

c. 1st Inf Division will establish the following march 
control points for the movement of the main 
attack force: 

CR 581-P (3702^747,0) opens 1730, Closes 2200. 
CR eOl'-A (363.6-746.5) opens 1900. closes 2330. 
CR S30^D (356-748.2) opens 2030, closes 0100 night 
14/15 November. 

(4) If no instructions are published pertaining to an indi- 
cated subparagraidi, its letter designation is applied to the 
succeeding subparagraph. 

b. Signal annex (par, 258^2). — ^The signal annex contains 
the signal situation confronting the command as a whole, 
the mission to be accomplished by the signal agencies of the 
command as a whole, any missions other than those covered 
by standing operating procedure assigned to the commanders 
of the next subordinate units* and any additional instructions 
for signal communication troops of the command necessary 
to coordinate the estabHshment of signal systems and agencies 
throughout the command. 

(1) Signal annexes are prepared by signal officers of di- 
visions and higher units when formal written field orders 
are issued by the headquarters. In units below the division 
and in the division and higher units when field orders are 
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oral and fragmentary, signal orders are normally issued as 
dictated or oral orders, complete or fragmentary. 

(2) The general form of signal annexes to formal written 
field orders follows that prescribed for field orders. 

(3) A signal annex to a formal written field order may be 
subdivided into annexes which comprise an operations map, 
a circuit diagram, a line route map, etc. When the signal 
order is issued orally it probably will be supplemented with 
an operations map, circuit diagram, and line route map. 

(4) A signal annex is given the same distribution as the 
field order. Extra copies may be distributed to signal com- 
munication troops as required. 

C. Orders of signal coiiujiwnication xvnits. — ^The commander 
of a signal communication unit follows certain steps in each 
tactical operation. His mission is defined in the orders of the 
commander whose headquarters he serves, and he makes an 
estimate of the situation and reaches a decision in order to 
adopt a plan of action. In making this estimate he considers 
the allotment of tasks to the components of his organization 
and the methods available to install » operate, and maintain 
the signal agencies for the headquarters his unit is serving. 
The plan of action adopted is then put into Order form, 
either written or oral, for issue to Ills unit. 

(1) In signal units of divisions and in communication units, 
field orders are usually issued as oral orders and often in 
fragmentary form. 

<2) A circuit diagram of the wire system to be installed, 
operated, and maintained; and, whenever practicable, a signal 
operation map indicating certain of the proposed signal in- 
stallations and as much of the tactical plan as is required by 
signal troops, are Issued as annexes to the field orders of 
signal units. When oral orders are issued they are normally 
supplemented by a drcuit diagram even though roughly 
drawn, and whenever practicable* are issued from a signal 
operation map. 

■ 260. Signal Operation Instructions. — a. Signal operation 
instructions are a type of combat orders which primarily 
affect the employment of signal communication troops and 
agencies. They are issued for the technical control and 
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coordination of signal agencies throughout the command, 
generally in advance of a contemplated operation, and may 
remain in force thioughout the entire operation or cycle 
of operations, or be changed whenever required. They are 
prepared by signal officers of divisions and higher head- 
quarters and are issued to subordinate units in the name of 
the respective commander. Units smaUer than the division 
have little occasion to prepare signal operation instructions. 
However, an independent force smaller than a division may 
find it advantageous to prepare certain items of signal opera- 
tion instructions if it is to be engaged on a separate mission 
for any appreciable length of time. 

Z?. The instructions may be prepared as separate items 
so that only those items which apply to their particular 
duties may be issued to interested personnel. Each issuing 
headquarters issues both an index and a distribution list. 

(1) The index states the title of each item of signal opera- 
tion instructions, the serial number of each item, the issuing 
headquarters when other than the headquarters issuing the 
index, the date aiad hour each item becomes eifective or super- 
sedes a previous item, and such other pertinent remarks as 
are essential. A new index with a new serial number is pre» 
pared and issued whenever a new item or change is issued. 

<2) Each item of signal operation instructions has a dis- 
tribution including only units or Individuals concerned. 
This distribution, referred to as ''Distribution S", is published 
and distributed as signal operation instruction. It lists the 
number of copies of each item to be distributed to each unit 
needing a copy. 

c. Each item covers a distinct phase of activity concerned 
and is designated by a title descriptive of its contents and 
by a number which is changed serially for successive issues. 
At the top of each item appears the heading SIGNAL OP* 
EKATION INSTRUCTIONS. When applicable, the classi- 
fication SECRET, CONFIDENTIAI,, or RESTRICTED is 
noted as prescribed by AR 380-5. In certain organizations 
the complete signal operation instructions are published 
bound as a imit. When bound the document as a whole bears 
the highest classification contained within it. 

d. Examples of items of signal operation instructions are 
given- in paragraph 265. Those examples are suggested as a 
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guide only and departures therefrom are authorized. Except 
for the items of index and Distribution S, appropriate titles 
for required items will be determined by the headquarters 
of issue. 

■ 261. Form for Signal Unit Jottrnal. 



_ Journal^ 



Tlme> 


Serial 
No. 


Time 
dated s 


Inddents, 
messages, ordecs, 
etc 


DIspoisltLon * 


In 


Out ' 










(Day and date) 





^ The journal is the day book of tbc Signal unit. It Is usually not 
kupt by signal units of organizations smaller than a division. It con- 
tains briefs of important written and oral mesBagee received and sent 
and notations of periodic reports, orders, and similar matters that per- 
tain directly to tbe unit. Copies of messages and other data pertaining 
to the unit and farniehed by It fop purposes of infoerniatlon of other 
sections or onitH are not entered in tJ)e fournal. If any Hem is received 
or issued in oral form, the entry herein is detailed ; if in document form, 
the..^tr7 may be a notation referring to a file or a brief synopsis of 
contents. 

* Refers to time of receipt or sendln? in this office. 
» Refers to time information originated thug calling attention to age 
of the information, 
*ThB following symbols may 1)e used: noted on situation map; 
standard dlstribation at CP; Information furnish^ troops. 

■ 262. EXAMFLC or CiRCinx DuGRAK.'-r'Hiis cxample ms pre* 
pared for issue as an annex to a signal order to a division Held 
order (fig. 103). 

■ 263. ExaiiPLE OF liiNE Route Map. — This example prepared 
as a record for the signal section, headquarters, Xst £3f antry 

Division (fig, 104). 

■ 264, ExAMPLB OF Telephone Traffic Diagram. — ^This ex- 
ample was prepared for use at a switching central and re- 
tained as a record for the signal ofiQcer, headquarters, 1st 
Infantry Division (fig. 105) . 
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B 265. Examples of Signal Operation iNSTRtrcnoNS for ak 
Infantry Division. — ^Hiese examples are intended for use as 
guides only. 

a. Instrwction page prescribing the use of sigtuU operation 
instructions. 

Z%ESTRICTED* 

SIGNAL OPERATION INSTR17GTIONS 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 

1. The signal operation instructions prescribed in Index 
No. 1-2 sire issued for use in the 4th Infantry Division 
effective 0001, 25 April 1942. Additional items of signal op- 
eration Instructions, Items to lie issued at a later date, and 
items listed in Indesc No. 1-2 \7hich are to be changed will be 
issued to units as prescribed in distribution S No. 2-1 and 
will be accompanied by a new index to signal operation in- 
structions. Each new issue of an item of signal operation 
Instructions will bear an authentication. 

2. Except for such extracts as may be required, items of 
this signal operation Instructions will not be tak«i forward 
of the command posts of front line battalions. 

3. Loss or infonnatlDn of compromise of any item of this 
signal operation instructions will be immediately reported 
to the division signal officer. 

By command of Major Qbneral White: 

ERNEST JR. BLUE, 

Colonel, General Staff Corps, 

Chief of Staff. 

Official: 

/b/ MARVIN O. ELM 
Marvin O. Elm, 

Lieutenant Coloiiel, General Staff Corps, 
Assistant Chief of Staffs Gr-3, 
Distribution: 

All units receiving items of signal operation 
instructions. 

RESTRICTEID 

^ ^Classifications Tisea In this and otHer examples of signal opera^ 
tion instructions which follow are examples only and do not neces- 
sarily mean that those Instructions should be so classified. 
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b. Example of index to signal operation imtructions. 
RESTRICTED 

SIGNAL OPERATION INSTRTTCTIONS 
INDEX TO SIGNAL OPERATION INSTRUCTIONS 
HO. 1-2 

4th Infantry Division 

NEW CIFMBERLAND, FA, 

24 AprU 1942, 0900 
Effective 25 April 1942. 0001 



Item 



Serial 



Bemarkfl 



GENERAL: 

Index to signal operation jinstructioiis. 

Distribution S 

Index to regxilations and orders on signal 
commimlcatioii. 

CODES AND CIPHER KEYS: 

gupplement to AQIi T-3 , 

Supplement to DFO T-1 , 

Anfchenticatoi code 

Supplement to POO 

Cipher ieya 

Panel identification code 

Map identiflcation code 

Number ond map coordinate code 

Pyrotechnic code 

RADIO OOMMUNIOATION: 

Radio CTdQueiuiies 

Radio call signs 

WIRE COMMUNICATION: 

Telephone directory 

Wire tagging code 

MlSCELLAKEOUg: 

Daylight chart and moon phase 

Prearranged messaEo code — 



1- 2 

2- 1 

3- 1 



4- 2 

5- 2 

6- 1 

7- 1 

8- 1 

9- 1 

10- 1 

11- 1 

12- 1 

13- 1 

14- 1 

15- 1 

ie-1 

17-1 
Id-X 



Supersedes No, 1-1, 

To be : 



Supersedes No. 4-1. 
Supersedes No. 5-1. 



For Cipher Device 
&nd Converter M-20d, 



Issued by Corps. 
Issued by Corps, 



Issued by Corps. 
Issued by Corps. 



i First nuinbBr is associated with the des^natioii of the Item; second is the serial 

issne of that item. . 

RESTRICTED 
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RESTRICT^ID 
By coioCAKiP OF Major General Whtes: 

ERNEST R, BLUE, 

Colonel, General Staff Corps> 

Chief of Staff. 

Official: 

/s/ MARVIN O, ELM 
Marvin O. Elm, 

Ideutcnant Colonel, General Staff Corps, 
Assistant Chief of Staff, 

Distribution: S. 

RESTRICTED 
c. Example of siffnal operation instructions. 

RESTRICTED 
signal operation instructions 
distribution s 
No. 2-1 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1842. 0900 
Effective 25 April 1942, 0001 

Key to ierial numtert 

1. Index to si^al operation lus true f. ions 

2. Di^tribiitioTi 8 

3. Index to regulations and orders ou signal comTnunicatiou 

4. Suiiplcmcnt to AGL IM 
6. Siipplcrnctifc to PFO T-1 

6, Aiitlionticatioii code 

7, 8iip]>1uiucnt to FOO 

8, Cipher keys for clpUer device M-04 
^, Panc5l iticuiLiCcation 

10. Map identification uode 

11. NumLcr and map ooordioato isode 

12. Pyrotuelinio code 

13. Radio frequencies 

14. Radio call signs 

Ifi. Telephone directory 

16. Daylight chart 

17. PTcarranged mes»age code 

RESTRICTED 



292 



SIGNAL GOADIUHICATION 



S65 



RESTRICTED 



Orgaii[?:at!oilS 


1 

~ 


2 

— 


3 

— 


4 

— 


5 

— 


6 


7 


8 


9 


10 

— 


11 

— 


12 

— 


13 
— 


14 
— 


16 



10 
— 


17 
— 


RtafT OflRnpra Tii'v TTn 


2 


2 


2 














2 


2 








2 


2 


2 


Division Sijjiiiil OlDcor 


^? 




^? 


10 


10 


10 


10 


10 


10 


Ifl 


10 




10 


10 


10 


10 


10 


Ath 9tiona\ nnmivjiTi-ar 


5 


5 


t> 


5 


5 


5 




5 




5 


5 


6 


6 




20 


10 


20 


Sth Inf I-Tn Af 1-la On 


4 


4 




























4 


4 


TJlft. Tftf Tln^'PrkfnJ 


4 


4 




























4 


0 


2Sd Tnf l-In f& Tfn fTn 


4 


4 




























4 


4 


Ea Tnf "Rii Tnf*il 


4 


4 




























4 


6 


29tti Tnf Hq & Hq Co 


^ 


^ 






Numbers 


rcprcsnnt 


such 




4 


4 


V.<X Ti-if Un Tn<-Ml 




4 




quantities as are tioccssiiry 




4 


0 


ECq Division ArtilliTv 


5 






for distribution. 


(It J 


s in- 




5 


6 


29th. FA Bn lOfi-rnin 


4 


4 




terided to 




.hjit nnm- 




4 


4 


42d FA Bii 105- rn III 


4 


4 




bers tlirougbout 


tho 


tablc 






4 


44th "FA "n-n l(Ui-mm 


4 


4 




will be inserted in the fjuan- 




4 




30th. Bn lZii>4Dm_ 


4 


4 




titicis necessary; 


those 






* 


4th Engr Bn 


4 


4 




sliowzi aro not fixed). 








4 


4 


4th Med Bn _ 


1 


I 




























1 




4th Bn 




1 




























1 




4Lli Ren Troop 


4 


4 




























4 


12 




4 


4 




























4 


4 


aist Infiintry T>ivisirpn 


4 


4 


4 


4 




4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


43d InfauLry Division 


4 


4 


4 


4 




4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


4 


Diary 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


i 


1 


1 


Total 1 


85 


85 


83 


76 


37 


60 


48 


64 


8i 


S3 


S3 


SI 


44 


44 


104 


!J0 


112 



By command of Major General WRmr: 
ERNEST R. BLUE, 
Colonel, General Staff Corps, 
. Chief of Staff. 
Official: 

/8/ MARVIN O. EIxM 
Marvin O. Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, G-^. 
Distribution: S. 

RESTRICTED 
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d. Example of signal operation instructions supplement to 
AGL T^L 

RESTRICTED 

SIGNAL OPERATION INSTUCTIONS 
SUPPLEMENT TO ACfL T-l 
NO, D-2 

4th Infantry Division 

NEW CUMBERLAND. PA, 

24 April 1942, 0900 

Effective 25 April 1942, 0001 

1. Special meanings for supplement groups. — ^The following 
special meanings are assigned to supplement groups of the 
Alr-Ground Liaison Code, Training Edition No. 1 (AGL T-l> , 
They should be pasted in the spaces reserved for same in both 

the encoding and decoding sections of the code. No other 
meanings will be assigned to the supplement groups listed 
below. The coordinates shown under the columns headed 
"Coordinates" refer to the General Map of Gettysburg (1925) , 



1/312,500. 

ENCODING 

Meaning Code group Panel 

BEBCHER HILL « Hypo Tare Unit 256 

BLACK ROCK Dog Queen Unit 184 

CODORUS CREEK Mlfcc Pox Xray 359 

EBBVALE Cast Yokc Prep 168 

HOFFACKER VALLEY Pox Baker Prep 217 

WENTZ Baker King Tare 133 

WESTERN MARYLAND RR Lovc Mike Inter 342 

DECODING 

Meaning Code group 
WENTZ Baker 

EBBVALE Cast 

BLACK ROCK Dog 

HOFFACKER VALLEY FOX 

EEECHER HILL HypO 

WESTERN MARYLAND RR LOVe 

CODORUS CREEK Mike 

RESTRICTED 
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RESTRICTED 

2. Mb,p coordinates appearing In messages encoding in the 
Air-Ground Liaison Code will be encoded in the map coordi- 
nate code listed in the current Index to Signal Operation 
Instructions of this division. 

By COMMAND OP Major General White: 

ERNEST R, BLUE, 
Colonel, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ MARVIN O. EIM 
Marvin O. Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, 

Distribution: S« 

RESTRICTED 

e. Example of signal operation instructions supplement to 
DEC 

RESTRICTED 
SIONAL OPERAIZOH ZN5TRITCTIOMS 
SUPPLEMENT TO DFC !r-l 
NO, 5>-2 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 
Effective 25 April 1942» 0001 

ENCODING 



Meaning Code group 

ABBOTTSTOWN EKZC 1224 

BACHMAN ZCILLS-. ETSZ 1392 

BAIR EVGO 1406 

BALTIMQRB EVNW 1413 

BALTIMORE 

& HANOVER RD— 'WHO 5083 

BECKLEYSVILLE EVRZ 1416 

BJXILEB EWBX 1426 

RESTRICTED) 



Meaning Code group 

BLACK ROCK EWEA 1429 

BOILING SPRINtirS. EWSQ 1433 

BOWMANSVILLE EWWS 1446 

BRICKLYK laOS 1458 

CARLISLE JUNC- 
TION EXJT 1459 

CRANBERRT BXWF 1471 

DALLASTOWN — SSYB 1473 
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Meaning 



RESTRICTED 
Code group 



HILLSBXTRG ^ ^ 


FALW 


1511 


DT7G RIIiL RIDGE- ^ 


WTTGP 


5131 


EBBVALE 


FAMX 


1512 


EKXO 


FEUG 


1544 


FISCAL 


PIXL 


1572 


TREELAND ^ 


FIYM 


1573 


GLADFELTERS 


7006 


1589 


GLEN ROCK 


FORI 


1591 


GITILDENS 


FOTK 


1593 


OtJNPOWDER FALLS 






CREEK 


AFWR 


0346 



Meaning 
HAMPSTEAD— 



Code primp 
ARGO 0356 



HOFFMAimLLE ARFV 0365 

KEENER ARYG 0373 

KINGSDALE ASDZ 0378 

LINEBORO ASGC 0381 

LOGANVILLE ASVR 0395 

UAKCBESTER ATFZ 0415 

MAPLE GROVil- WXTML 5137 

MECHANICSBUHG-. ATRA 0416 



DECODING 



Code grrnt:p 


Meaning 


Code group 


Meaning 


APWR 


0346 


GUNPOWDER 


EWWS 


1446 


BOWMANSWLLE 






FALLS CREEK 








AGRO 


0356 


HAMPSTEAD 


EXIS 


1458 


BRICKLYN 


iURPY 


0365 


HOFFMANVUXE 


EXJT 


145» 


CARLISLE JtmC- 












TION 


ARYG 


0373 


KEENER 


fcXWF 


1471 


CRANBERRY 


ASOZ 


0378 


KINGSDALE 


EXYH 


1473 


DALLASTOWW 


ASG€ 


0381 


LINEBORO 


FALW 


1511 


DILLSBURG 


ASVE 


0395 


LOGANVILLE 


FAMX 


1512 


EBBVALE 


ATFZ 


0415 


MANCHESTER 


FEUG 


1544 


EKLO 


ATRA 


0416 


MECHANICSB1TRG 


FIXL 


1572 


FISCAL 




1224 


ABBOTTSTOWN 


FIYM 


1573 


FREELAND 


IITSZ 


1392 


BACHMAN MILLS 


POOO 


1589 


GLADFELTERS 


EVGO 


1406 


BAIR 


FORI 


1591 


GLEN ROCK 


EVNW 


1413 


BALTIMORE 


FOTK 


1593 


GULDENS 


EVRZ 


1416 


BECKLEYSVILLE 


WHO 


5083 


BALTIMORE & 


EWBX 


1426 


BIXILER 






HANOVER RD. 


EWEA 


1429 


BLACK ROCK 


WUGF 






£WIE 


1433 


BOILING SPRINGS 


WUML 







By COMMAND OF MAJOR GENERAL WHITE : 

ERNEST R. BLUE, 
Colonel, General Staff Corps, 
Chief of Staffs 
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RESTMCTEa^ 

OrnciAL: 

/s/ MARVIN O.EIM 
Marvin O. Elm, 

Lieutenant Colcniel, General Staff Corps, 
Assistant Chief of Sta^, G^. 

DiSTRiBtrrzoN: S. 

(This takes the swtne classification as the code to which it 
pertains.) 

RESTRICTED 

/. Example of siffnal operation instntctions supplement to 
FCC. 

RESTRICTS 
SIGNAL OPERAHON iNSTRnCTIONS 
SUPPLEMENT TO FCC 
HO. 7-1 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 

Effective 25 April 1942, 0001 

Special meanings for supplement groups. — ^The following 
special meanings are assigned to supplement groups of fire- 
control code (FCC). They should be entered on the page 
containing the supplemental code groups in TM 6-230, in 
pencil. No other meanings will be assigned to the supplement 
code groups listed below. 

Code group Ptmel Meaning 

Adjust (will adjust) on head of column- 
Adjust (will adjust) on leading assault 
wava 

Adjust (will adjust) on rear target 
C9ieck target position. 
Describe target. 
Fly (will fly) gun target line. 
RESTRICTED 



ZA 


087 


ZB 


088 


ZC 


089 


ZE 


091 


ZG 


093 


ZH 


094 
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RESTRICTED 
By command of Major General White: 

FINEST IL BLU% 
ColoTiel, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ MABVINO. ECJ^ 

Marvin O. Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, 

Distribution: S. 

RESTRICTED 

g. Example of signal operation instructions cipher keys for 
cipher device M-94 and converter 

CONFTDENTIAL 

SIGNAL OPERAUON INSTRTTCTIONS 

CXFHER KEYS FOR CXFHER PEVIC? M-94 AND CONVERTER M-209 

NO. 8-1 

IV Corps 

MECHANICSBURG> PA. 

23 April 1942. 0900 
effective 25 April 1942. 0001 

Cij^ier device M-94 



J. 2 d I 5 6 7 6 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 3« 



Effective MldEiight 2^25 April to Midnight 28-29 April 

GONE WITH THE W I N D 0 0 N E W I T H T H 
5 17 14 2 23 ir 19 7 20 8 3 24 12 15 1 6 18 16 4 25 13 21 9 22 10 

(Proceed in a similar manner for successive periods of time.) 
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Converter M^209 

Position of Key Wheel Pins 
Period of Midnight 24-25 April to Midnight 28-29 AprU 



No. 1 


No. 2 


No. 3 


No, i 


No. 5 


No. 8 


(26) 


(25) 


(23) 


(21) 


(19) 


(17) 


A- 


-A 


A- 


-A 


-A 


A- 


B- 


-B 


B- 


~B 




J*— 


-u 


^0 


-0 


C~ 


— O 


-C 


I>- 


J-r~ 


'~XJ 


-"U 


Ti_ 


I>- 


-E 




-E 


E- 


E- 


—15 


— J! 


-F 


-F 


F" 


F** 


— F 


— u 


G- 


0- 


-G 


-G 


— Q 


H— 


-H 


H~- 


H- 


H- 


n- 


T 


-I 


-I 


• I- 


I- 


-I 


--J 


J- 


J- 


-J 


— J 


-J 


K- 


K" 


-K 


-K 


"El 


K- 


-L 


L- 


L- 


-L 


<-L 


"L 


M- 


-M 


M- 


M- 




-M 


KF- 
r* 




N- 


N- 


N- 


N- 


-0 


0- 


-0 


-0 


-0 


0- 


-p 




-P 


P- 


P- 




-Q 




-Q 


-Q 


-Q 


Q- 


-R 


R- 


R- 


-R 


-R 




S- 


S- 


. 8- 


R- 


S- 




T- 




T- 


T- 






~u 




U- 


U- 






V- 


-V 


V- 








w- 




X- 








-X 












-Y 












-z 













(Proceed in a similar manner for successive periods of time.) 

Position of Drum Bar Lugs 
Period of Midnight 24^5 April to Midnight AprU 30-May 1 
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1 


2 


3 


4 


6 


6 


1 


X 












2 




X 










S 




X 










4 






X 








5 






X 




- 




6 






X 








7 








X 














X 






» 








X 






10 








X 


X 




1] 






• 




X 




12 










X 




13 










X 




14 










X 




111 










X 




10 










X 




17 










X 


X 


18 












X 


19 












X 


20 












X 


21 












X 


22 












X 


23 












X 


24 












X 


26 












X 


2ti 












X 


27 












X 



(Proceed in. a similar mauncr for successive periods of time.) 
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26- letter check 

TKHRXCUYTKNOIKRJNTADTAIVPM 
By command of IiIeutenant General Smith: 
Ik M. Jones, 

Brigadier General, GenercU Staff Corps, 

^ Chief of Staff, 

Oppicial: 

/s/ R. L. BROWN 

H. L. Brown, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, G-3, 

DiSTRIBtTTION: S. 

CONPmENTIAL. 

h. Example of signal operation instructims panel ideniifl- 
cation code. 

CONFIDENTCAL 

SIGNAL OPERATION INSTRUCTIONS 
PANEL IDENTIFICATION CODE 
NO. 9-1 

4tli Infanti*y Division 

new CUMBERLAND, PA. 

24 April 1942. 0900 
Sffective 25 April 1942, 0001 



Headquarters Panel 

4th Infantry Division 018 

8th Infantry 450 

let Battalion 8tli Infantry 519 

2d Battalion 8tL Infantry 627 

3d Battalion 8tli Infantry 490 

Antitank Company 8th Infjaitry 489 

22d Infantry 455 

1st Battalion 22d Infantry 532 

2d Battalion 22d Infantry 459 

Sd Battalion 22d Infantry 544 

AntltaiilE Compaiiy 22d Infantry! 523 

3&th Infantry 470 

1st Battalion 29th Infantry 480 

2d Battalion 29tli Infantry 529 

3d Battalion, 29 th Infantry 533 

Antitank Company 29th Infantry , . 497 

4th Infantry Division Artiltery 545 

29th Field Artillery Battalion^.- ^ 520 

42d Pleld Artillery Battalion 465 

44th Field Artillery Battalion 482 

20th Field Artillery Battalion 451 

4th Reconnaissance Troop 550 
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Bt command of Major General White: 

ERNEST B. BLUE, 
Colonel, General Staff Corps, 
Chief of Staff. 

Official : 

/s/ MARVIN O. ELM 
Marvin O. Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief oj Staff, GS, 
Distribution: 5. 

conftdenttal 
L Example of signal operation instructions map identifi- 
cation code, 

CONFIDENTIAL 
SIGNAL OPERATION INSTRUCTIONS 
MAP IDENTIFICATION CODE 

10-1 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 
Effective 25 AprU 1942, 0001 



Mftp nomft 


Ideottfication 
Aprl] 25-30 


Code groups 
May l-ff 


Abbotstown sheet, 1/21, 120. 


TQ 


LV 




Antfetom quadrangle, 1/62, 500 


PZ 


EP 


ArflndtsvHlD sheet, 1/21, 120 


YN 


01. 




B&ltlmoro quadno^ie, 1/63, 500 


QX 


MK 




AI 


EW 


Bonneauvaieshcet, 1/21, J20. -. 


TM 


CA 


Oarlisle quadrangle, 1/62, 600 -- 


PM 


OU 
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Map name 


Mcntification 


Code groups 


Chambersbui^ quadrangle, 1/62, SCIO_^„ 


zs 


QB 


Ellicott qnadrangle, 1/G2, 600 


YB 


CP 




VN 


IH 


Emrnitsburg sheet, 1/21> 120 _. 


OH 


ZIj 


Fairfield quadrangle, J/62, 500 


UA 


ov 


Fairfield sheet, 1/21, 120 _ 


LB 


HO 




General map, Gettysburg (Jfi25) 1/312, 500 


WE 


AY 




ZB 


YK 


Gettysburg sheet, 1/21, 120 


WO 


UK 






YA 


YG 




PR 


GT 




TX 


LA 






US 


ZT 


Hunterstown sheet, 1/21, 120 


AO 


YZ 




ZN 


OQ 


Klugsdale sheet, 120- 


LU 


HD 


Knowlyn sheet, t/21, 120 


KY 


GB 




BI 


WJ 




WV 


ZIj 




NM 


GT) 


New Cimtberlaad QuadrMigle, 1/C2, 600 


BQ 


AZ 


Newman sbeet, 1/21, 120.— 


XT 


YT 
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CONPTOENTIAI, 
Bt Comxianb of Majoa General White: 

ERNEST R. BLUE, 
Colonel, General Staff Corps, 
Cftie/ 0/ Staff. 

Official: 

/s/ MABVEWaELM 
Marvin O, Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, 

CONFEDBNTIAL 

Example of signal operation instructions 7iuviber and 
map coordinate code. — ^Thls system can be Used to indicate 
grid, polar, or thrust line coordinates. 

CONFTDENTIAL 

SIGNAL OPERATION INSTRUCTIONS 
NTTMBER AND HIAP COORDINATE CODE 
NO. ll-l 

IV Corps 

MECHANICSBURG, PA. 

23 April 1942. 0900 
Effective 24 April 1942, 0001 

1. Purpose and ooTtstntction of the chart, — a. Hiis number 
chart can be used tot Indicating numbers of any type, Includ- 
ing map coordinates expressed in any of the three generally 
accepted systems, namely, gridded quadrangles of the U. S. 
Geological Survey, polar coordinates, or point of origin- 
extension point coordinates, 

b. The chart has-been constructed in four sections num- 
bered I, II, III, and IV so that by combining properly the 
groups from the various sections any desired number can be 
expressed. Sections I and II are intended to be used together 
to express any number under 100 to the nearest tenth by 
means of a single three-letter group. Sections HI and TV 
are intended to be used together to express round numbers 
above 100. In line A the numbers from 100 to 985 can be 

COiOTmENTIAIj 
304 



SIGNAL COniMXTNICATIOSf 



365 



CONFIDENTIAL 
expressed by intervals of 5, in line E the numbers from 1,000 
to S9,500 can be expressed by intervals of 50, and in line I the 
numbers from 10,000 to QO^SOO can be expressed by intervals of 
500» all by means of single three-letter groups. The letter B 
in section IV is used as a null to produce a three-letter group 
an cases where a number is completely expressed by two let- 
ters. Example: EPB=2,000. 

2. Indicating numhers, — a. Numbers less than 100» includ- 
ing decimals in tenths, can be expressed by the use of sec- 
tions I and H of the chart. For example, to indicate the 
number 64.5, locate 64 In section I and write down the letters 
at the left of the row and at the top of the column in which 
64 appears, in that order; follow these letters by the letter 
heading the column in which 5 appears in section n on the 
same row as 64 in section L This gives the three-letter group 
JSC. 

b. For numbers greater than 100 use is 'made of sections ni 
and IV in addition to sections I and II. For example, to 
indicate the number 114,000, find 100 in section in and write 
down the letters at the left of the row and at the top of the 
column in which 100 appears: follow these letters by the null 
letter B. This gives the three-letter group ANB. Now find 
14 in section I and write down its equivalents by proceeding 
as in 2a above. For the third letter of the group write down 
the letter heading the column In which 4 appeans in section 
II on the same row as 14 In section I. This gives the three- 
letter group CSC. Thus the two group® ANB OSC will 
represent 114. The group for 000 is now derived as in the 
case of 100. This gives the three-letter group AYB, Thus 
the complete expression of 114,000 will be ANB CSC AYB, 

c. Using any authorized code or cipher system, substitute 
the appropriate code or cipher equivalents for the groups 
obtained by the above procedure. 

d. It wiU usually be found that a large number can be 
made up in several different ways, but in general that method 
should be employed which makes use of the least possible 
number of groups. For example, 1,500,000 can be represented 
by BPB ASB AYB, but more simply by ENN AYB. 

CONFIDKNTIAL 
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3. Indicating grid coordinates, — a. The method of using the 
number chart to indicate grid coordinates applicable to a 
gridded map can best be explained by means of an example. 
Assume the coordinates to be 332.8-749.5. Locate the number 
300 in section III and write down the letters at the left of 
the row and at the head of the column in which 300 appears, 
Sn that order, plus the null letter B. as: AQB. Then find 32 
in section I and write down the letters at the left of the row 
and at the top of the column in which 32 appears, in that 
order; follow these letters by the letter heading the column 
in which 8 appears in section H on the same row as 32 in 
section I. This gives the three-letter group PQC. Thus 
332.8 is expressed by the two groups AQB FQC. 

b. For 749,5, proceeding as in 3a above, write AVB GYM, 
e. Using any authorized code or cipher system, substitute 

for AQB PQC AVB GYM the code or cipher equivalents of 

those twelve letters. 

4. iTidicating polar coordinates,-^. Polar coordinates are 
commonly given in this order: <1) magnetic azimuth in de- 
grees, (2> reference point, (3) distance in miles, or yards. 
To indicate the polar coordinates 105° C 12, locate the num- 
ber 100 in section III and wi'ite down the letters at the left 
of the row and at the top of the column In which 100 appears; 
follow these letters by the letter heading the column in which 
05 appears in section lY. This gives the three-letter group 
ANC. 

b. Write down the reference point letter C« 

c. Find 12 in section I and write down the letters at the 
left of the row and at the top of the column in which 12 
appears; follow these letters by the letter heading the column 
in which 0 appears in section H on the same line* as 12 in 
section L This gives the three-letter group CQC. 

d. Using any authorized code or cipher system, substitute 
for ANC C CQC the code or cipher equivalents of those seven 
letters. 

5. Indicating point of ortgin-^xtenskm point coordinates.— 
a. Coordinates in this system are commonly given in this 
order: (1) distance in miles (or yards) from point of origin^ 
(2) left or right, (3) distance to left or right in miles (or 
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yards). To indicate 21.5 L 6,7. proceeding as in 3a above, 

write down DPK for 21.5. 

b. Write down the letter L. 

c. For 6.7, proceeding as in 3a above, write down BVK. 

d. Using any authorized code or cipher system, substitute 
for DPK L BVK the code or cipher equivalents of those seven 
letters. 

e. While it is permissible to mix miles and yards in this 
system (indicating one direction in miles, the other in yards) , 
this is not advisable. 

6. Reversing the operations, — a. For imnibers, — Having de- 
coded or deciphered a message and obtained INK HNH as 
numbers, to convert these groups back into numbers, find in 
section HI the number in row I under N; it is 10,000. Since 
the number under K in section IV on row A is 3^00, then 
INK -"13,500, For the second group, HNH, find the number 
Under N in row H of section I; it is 50. Since the third letter 
in the group is H, and this represents 0 on the H row of 
section II, then HNH'-SO, Thus the total value of INK HNH 
is 13.560, 

b. For grid coordinates, — Having decoded or deciphered a 
message andi obtained AQB HXC AVB KVB as grid coordi- 
nates, to convert these groups back into numbers, find in 
section in the number in row A under Q; it is 300. Since the 
3d letter in the group is B, and this represents a null, then 
AQB =-300. The 2d group is HXC; find the number under X 
in row H of section I, and annex the number tmder C in row 
H of section II as the decimal. This gives 58.6. The number 
68-6 added to 300 gives 358,6, which is the X coordinate. For 
the Y coordinate CAVB KVB) procee.d as for the X coordi- 
nate » obtaining 776.3» The complete coordinates are there- 
fore 358.6-776.3. 

For polar coordinates. — Having decoded or deciphered 
a message and obtained GTD B EWB as polar coordinates^ 
to convert back into numbers, find in section I the number 
in row G under T and annex as the decimal the number 
under D in row G of section U. This gives 45 .8^ which is the 
magnetic azimuth in degrees. The reference point is B. The 
distance is obtained by proceeding as in paragraph 6a with the 
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group EWB, obtaining 8,000, which is the distance in yards. 
The complete polar coordinates are therefore 45.8° — ^refer- 
ence point B — 8,000 yards, 

d. For point of origin-extension point coordinates. — Having 
decoded or deciphered a message and obtained GYJ R CQJ 
as point of origin-extension point coordinates, to convert 
back into numbers, find in section I the number in row G 
under Y and annex the number under J on row G of section H 
as the decimal. This gives 49.2, which is the distance in 
xniles away from the point of origin toward the extension 
point* The direction is to the right as indicated by the 
letter R. Por the distance to the right, proceeding as in par- 
agraph 6a with the group CQJ, the number 12,5 is obtained. 
The complete coordinates are therefore 49.2 miles from point 
of origin — bright 12.5 miles. 



SECTION I 





N 


P 


Q 


R 


S 


T 


V 


W 


X 


Y 


B 


OO 


01 


02 


03 


04 


05 


06 


07 


08 


09 


0 


10 


11 


12 


13 


!4 


\b 


16 


17 


18 


19 


D 


20 


21 


22 




24 


25 


26 


27 


28 


29 


F 


30 


81 


32 


as 


34 


35 


36 


37 i 


38 


39 


a 


40 


41 


42 


43 


44 


45 


46 


47 


48 


49 


H 


50 


51 


h2 


6.^ 


54 


55 


56 


57 


58 


59 


J 


fiO 


0"1 


62 


63 


64 


65 


' 06 


67 


68 


09 


K 


70 


71 


72 


7'6 


74 


75 


7fi 


77 


78 


79 


L 


m 


SI 


&2 


83 




85 


86 


87 


88 


89 


M 


90 


91 


02 


93 


94 


95 


96 


97 


98 


99 










SECTION n 












B 


0 


D 


F 


Q 


H 


3 


K 


L 


M 




.0 


A 


,2 


,3 


,4 


.5 


.0 


,7 


.8 


.9 




.9 


,0 


.1 


.2 


.3 


,4 


.5 


.6 


.7 


.8 




.8 


,9 


.0 


.1 


.2 


.3 


.4 


.5 


.6 


,7 




.7 


.8 


.9 


,0 


, I 


.2 


. 3 


.4 


.5 


.6 




.fj 


.7 


.8 


.9 


.0 


. 1 


.2 


.3 


.4 


-5 




.5 


.6 


.7 


.8 


.9 


,0 


, 1 


.2 


.3 


.4 




.4 


.5 


.6 


.7 


.S 


.9 


.0 


. 1 


.2 


.3 




.3 


.4 


.fi 


.8 


.7 


.8 


.9 


.0 


.1 


.2 




.2 


.3 


.4 


.5 


.6 


.7 


.8 


.9 


.0 


. 1 




,1 


.2 


.3 


.4 


.6 


.6 


.7 


.8 


.9 


.0 
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SECTION m 



A 
E 
I 



N 


P 




R 


8 


T 


V 


w 


X 


Y 


100 


200 


300 


400 


500 


ROQ 


700 


800 


900 


000 


1, 000 


2,000 


3, mo 


4,000 


F>, ono 


G, 000 


7, cm 


8,000 


9,000 


0,000 


JO, 000 


20,000 


30, GOO 


'lo; 000 


50, OCKj 


60, 000 


70, 000 


80, 000 


90,000 


00,000 


0 E 


► F 


SECTION" IV 

G H J 




K 


L 


M 



NULL 


05 


10 


15 


20 


25 


30 




40 


45 


NULL 


fiO 


too 


150 


200 


250 


300 


350 


400 




NULL 


fiOO 


1, OljO 


1, cm 






3,000 


3, 500 


4,000 


4,500 


N 




P 




Q 


R 




s 


T 


V 


W 


X 


Y 


60 








00 


65 




70 


76 


m 


85 


90 


95 


SOO 




550 




COO 


650 




700 


750 


800 


850 


900 


950 


6,000 


6,500 


6,000 t 


, m 


7,000 


7, m 


S, OfX) 


8, 500 


0,000 





NUMBER OnARO* 

By coxocakd of Xjeutenakt General Smitk: 
L. JONES, 

Brigadier General, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ R,Ii. BROWN 
R, L. Brown, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, G-3. 
Diistribution: S. 

CONFIDENTIAL 
k. Example of signal operation instructions pyrotechnic 
code, 

CONFIDENTIAL 
SXGNAt OPERATION INSTRUCTIONS 
PYROTECHNIC CODE 
NO. 12-1 

IV Corps 

MECHANICSBXTRC> FA, 

23 April 1942. 0900 
CONFIDENTIAL 
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Effective 25 April 1942. 0001 

Signal Meaning 
Signal, ground, white star parachute, M17. Artillery is firing short. 
Signal, ground, white star cluster, M18, Lift Ijarrage. 

Signal, ground, green star parachute, M19. Fire barrage. 
Signal, ground, green star cluster, M20. Objective taken. 

Signal, ground , amber star cluster , M22 XJnderatoodl. 
Signal, aircraJt, white star blinker, JyllS Display panels, (iden- 
tification or mark- 
ing) - 

Signal, aircraft, green star blinker, Mie. Friendly pursuit air- 

craft* 

Signal, aircraft, red star parachute, Mil. Understood. 
By command of Lietttenant General Smith: 
L, M, JONES, 

Brigadier General, General Staff Corps, 
Chief of Staff. 

Ofitcial: 

/S/ R.L. BROWN 

R. L. Brown, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, 

DisiRiBimoN: S. 

CONPiDENTIAL 

L Examples of signal operation instructions, radio frequen- 
cies, and eaU stgnsj^l^oi a type radio net organization for the 
infantry division, see figure 106. These examples are intended 
to illustrate only the forms in which Information may be 
presented, and not to prescribe or Umit the organization of 
radio nets. 

(1) Example of assignment of radio frequencies: 
RESTRICTED 

SIGNAL OPERATION INSTRUCTIOllS 
RADIO FREQUENCIES 
NO. 13-1 

4th Infantry Division 

NEW CUSOERUND, PA« 

24 April 1942, 0900 

RESTRICTED 
310 



SIGNAL COMMUNICATION 



965 



RESTRICTED 

Effective 25 April 1942, 0001 



Desiniation 

of nut 


Period effective 


Corps com- 
mand net 


« 1 
g 

gn 
ft 


Div, command 
net (alternate) 


Inf, rgt, com- 
mand net 


Inf, rgt, com- 
mand net 


1 maud net 


♦ 

. ■ R 

Pi 


Div. arty. AG 

net 


Reconnais- 
sance net 


1 Warning net 




















W-2520 


I 






A- 


2980 


3S60 








434.0 


4820 


X-2620 
Y--2720 


«620 




Net ftequency 


















W-251fl 


J 
1 






B- 


2950 


3840 


3890 


3920 


4330 


4100 


4860 


X-2640 
Y-2740 
Z-2840 


\ 


3100 


UNIT 

























TV PnrnR 




X 




















At.h Tnf T>itr 


X 


X 


X 








X 




X 


X 


ai8t Inf Div.- 




X 


















AM Tnf Tklv 




X 






















X 


X 


X 












X 






X 














2d Bn 








X 














3d Bn - 








X 














Vehicle Set No. 1. 











X 














— 











X 


X 




X 










X 












X 






















X 












3d Bn - 










X 






















X 












90111 Tnf 






X 


X 






X 








X 












X 










2(1 Bn.__. 












X 










3dBn._._ 












X 






















X 






























X 










X 








X 


X 




mh TA Bn 














X 


X 






Plane 
















X 






42d FA Bn_ 














X 
























X 






44th FA Bn, 














X 


X 






















X 






20th FA Bn 














X 


X 






















X 







A— Frequencies In feilocycles for use April 25-27. 
B— Frequencies in kilocycles for use April 'J^-m. 
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(312) Figure 108. — Type radio net organization for the infantry division. 
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Infantry regiment point to point nets. — The following fre- 
quencies are assigned to the infantry regiments as indicated. 
The assignment of frequencies within the regiments will be 
made by the regiment communication officers. 



Oi^anlzHtion 



8th Tntontry"- 

Bo 

Do 

Do.. 

Do... 

Do 

Do... 

Do... 

■Do 

Do 

Bo 

22d Infantry 

Do 

Do. 

Do 

Do 

Do- 

Do 

Do 

Do 

Do 

Do 

29 th Infuntry. 

Do - 

Do 

Do 

Do 

Do 

Do , 

Do._ 

Do 

Do_ 

Do 



Radios 



.-(3o ..... 

.-do 

..do 

..do 

...do- 

..do 



.do- 
.do- 
.do_. 
.do., 
.do., 
.do., 
.do., 
.do.. 



.do., 
.do.. 
.,do.. 



.do., 
-(.io_. 
,.du_ 



.do-, 
.do., 
.do- 

..do- 
.do- 



.do.. 
..do., 
-do.. 

.do., 
.do., 
.do- 
-do.. 



Frcqncncfcs 



52. flO 
54. 10 
65. 30 
50.50 
67, 70 
GS.QO 

61.30 

02.60 
63.70 
64.90 

54.50 
65. 70 
66.90 

65. 10 
59.30 
60.50 
61- 70 
62. 00 
Cvt. 10 

66. 30 
63. 70 
54.00 
56. 10 

67. 30 
68.50 
50. 70 
60.90 
62.10 
63.90 
61.50 
66.70 



4th Infantry LHvisiori Field ArtiUery point to point nets. — 
The following freciuencies are assigned to the field artillery 
battalions as indicated. The assignment of irequencies to 
imits within the battalions will be made by the battalion 
communication o£Qlcers, 
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O^nizaf.ion 


Radio set 


Froqnenrfog 


Chaimol Nos, 




SCK-m.. 


27.70 mc 


1 


Do — 


-,.do 


28.50 


a 




___do 


29. 30 


6 




.__do 


80. Id 


7 




.__do 


30.90 


9 


Do - - 


.,_do 


31.70 


11 


Do 


,__do 


32. 


13 


Do - 


„.do 


33.30 


IS 


42d FA Battalion 


do. 


2&10 


2 







28.90 


4 


Do._ 


-„do 


29.70 


6 


Do-_._ 


„.do 


30.60 


S 


Do 


...do ._ 


31,30 


10 




...do 


82. 10 


12 


Do - 


...do 


32.90 


14 


Do - — 


...do 


33.70 


16 


44th FA Batta]ioii-_ 


...do 


34. 10 


17 




...do 


84.90 


19 


Do - 


,..do 


8S.70 


21 


Do - - 


.,.do 


86.60 


23 


Do -- 


,„do 


37.30 


25 


Do - - - 


._.do 


88. 10 


27 


Do 


„.do 


3a 00 


20 


Do_ 


..,df> 


80.70 


31 




do 


47 30 


60 




.__do 


48. 10 


€2 




.-.do._ 




64 


Do - 


—do. 


49.70 


56 


Do - 


,.-do _. 




58 




—do 


51.80 


ao 









By command of MAJcm General White: 

ERNEST B, ELITE, 

Colonel, General Staff Corps, 

Chief of Staff, 

Official: 

/8/ MARVCN O. ELM 
Marvin O. £lm» 

Lieutenant Colonel, General Stag Corps, 
Assistant Chief of Staff, GM. 

DlSTRISnTION: S. 

RESTRICTED 
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KESTRICTEID 
(2) Example of assignment of radio call signs: 

SIGNAL OPERATION iNSTRirCTZONS 
BAOIO CALL SIGNS 
TO. 14-1 

4t;li Infantry Division 

mSW CUMBERLAND^ PA* 

24 April 1942, 0900 



TTnlt 



Bflective 



261681-^261600 



261601-280100 



CORPS COMMAND NET 

IV Corps 

4thltif Dlv 

aistlnlDIv 

43d In/ Biv: 

DIVISION COMMAND NET 

4th Inf Div„— 

4th Ben Troop 

4th Inf Piv Arty 

Sth Inf. 

22drnl , 

mhlnL 

DIVISION BEOONNAISBANCB 

NET 

4th Inf Div. 

4th Ren Troop 

DIVISION ARTILLERY COM- 
MAND NET.., 

Div Arty. 

20thl'ABQ 

43d FA Bn. 

44th FA Bn 

mh FABu...- 

ARTrLLERY AIR • GROUND 

NET ^ 

Div Arty- 

Ss&th FA Bn 

42d FA Bn 

44th FA Bn_ 

20th FA Bn 

Plane 

20th FA Bn _.. 

Planj© 

42d FA Bn 

Piano ^- 

44tll PA Ba 

Fleno 

20th FA Bnt A 

Plane 



UK8 
DS4 
4MW 
XW3 

BOO 
4GW 

4MW 

6m 

HR5 
H76 
EW4 
LY7 

DH7 
4MW 
BJ5 

BIJ 
HR6 
UV7 
H7E 
0W4 
BHS 



(Blmllar colnmns providing 
for o-hanires of call signs 
are prepajred for such other 
perioda of time as may Im 
desiiod.) 



5EJ 
Hli5 
UV7 
H7R 
OW4 
RHfi 
2WE 
UV7 
20R 
H7R 
2KB 
OW4 
2I/R 
RH5 
2UR 

MJSTBICXEir> 
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(2) Example of assignment of radio call signs — Continued. 



Unit 


ExffCCtIV6 
250001-251630 


261631-201^ 




INFANTRY REGllVtENT COM- 








MANB NETS 








8th INF REQT NET 


5QH 








K76 






IstBn 


71) V 






2d Bn.__ 


V7K 






3d Bn_._ 


RV7 






Vehicle Set No. 1.- 


V7B 






22d INFANTRY REGIMENT 








NET _ - - - 


6XH 






22fl luf Eect Hn _ 


EW4 






1st Bii,_ 


iCW 






2d Bii__ 


W4V 






3d Bn 


4NW 








F VV4 






29th INFANTRY BEOI- 








MENT NET 


5PH 






asthlnf RegtHq 










mv 






2dBu 








3d Bn 


7BH 






Vehiute But No. 1 


H7K 







CMe names for ritdio hU 80Bni9i, wnd BCR-id5 





Chimncl 


Code name 


Ghamxel 


Code name 


8th Inf, S0R-lft6 


1 




19 


Mercy. 




4 


Marvel. 


Mervin. 




7 


May tiiue. 


25 


Moontido. 




10 


Modest 


28 


Moom^y. 




13 


Morbid 


31 


Moon* 










shiixe. 




16 


Mortal - 






22d Inf, SCR-1»6.._ 


2 


Daring. . 


20 


Dexter. 




6 


Dashing 


23 


Devi], 




S 


Darling 


26 


Duty. 




IX 


Dory _ 


29 


Bungeon. 




14 


l>odle 


32 


Duffle. 




17 


Dotage 
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Code names fw mdh aeU SCR-194t and SCR-IS&—CmtixmBd 



Chtumel Codonamo Chaimel Code name 



mh Inf, SCK-19i5. 



mh FA Bn, SOR-IM. 



42<1 FA Bn, SCR-194_ 



44th FA Bn, SCBr-m. 



aoth FA Bn, SCR-IM. 



Fairy 

Fable 

FagiB 

Fertile-., 
Ferveat.. 
Fervor. 

Angle 

Anzflc 

Alto 

Album-. . 
Bargain.. 
DarJEeep. , 
Bedside.. 
Bedtime. 
Casket-.. 
Candy..- 
Cftfton... 
Castle.... 

Gable 

Gascon 

Qallop... 



Fiction. 
Filly, 



Forest. 
Fortune. 

Aper. 

Apron. 

Acid. 

Acme. 

Boston. 

Borrow. 

Bundle. 

Britain. 

Copper. 

Coddle. 

Ouster. 

Cushion. 

Guernsey* 

Guilty. 

Ommer. 



By command of Major General Whits: 

ERNEST R. BLDB» 
Colonel, General Staff Corps^ 
Chief of Staff. 

Official: 

/&/ MARVIN O. ELM 
Marvin O. Elm, 

Lieutenant Colonel, General Staff Ccrp$, 
Assistant Chief of Staff, G-^. 



DZSTRXBUTIOHt S. 
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(3) Example of assignment of radio freouencies and doll 
signs.^ln this example, the first figme given is the fre- 
quency in kilocycles, followed by the net call and call sign 
of the station, respectively. The final letter indicates the 
type of net as explained in the example^ 
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SIGNAL OPERATION INSTRtrCTIONS 
JUmiO FREQUENCIES AND CALL SIGNS 
VO. 14-1 

4th Infantry Division 

NEW CXTMBERLAND^ PA. 

Si AprU 1942, 0900 



Unit 



!251830'271930 



rv Corps 

Slst Inf Div„. 

41fhInfDIv-_. 



8th Inf- 

IstBn 

211 Bn 

3il Bn 

Vehicle Set No, 1 
22d Inf 

IstBn 

2d Bn. 

Sd Bn _. 

Vehicle S(rt, No, 1. 
29th Inf, 

1st Bn 

2d Bn 

3d Bn__ 

Vehicift Set No. 1 
Div Arty^— p 



29tbFA Bn- 

Vlsne 

42d FA Bn, . 

Plane. 

44th FA Bn. 

Platte 

20m FA Bn. 

Plane 



2tiS0/UKS-I)S4/A 

2j8n/UK8-XW3/A 

29S0/UK8-3O0/A 

29S0/UK8-4MW/A 

3.S60/4GW^MW/A 

3880/4OW-4MW/B 

1620/DH7^MW/E 

3OG0/4GW-n76/F 

3960/5Q,K-H76/A 

39eO/5QH~7DV/A 

30GO/5QTI^V7K/A 

3900/5QH-RV7/A 

3960/5QH-V7E;A 

4r2*0/5XH-E^Y4/A 

4120/5XH-tGW/A 

4120/6XH-W4V/A 

4120/5XII-4NW/A 

4r2Q/5XH-EW4/A 

3060/4OW-LV7/F 

4340/5PH-LVr/A 

4M0/5PH-SH7/A 

4340/5PH-YH7/A 

4340/5Pn-7Bn/A 

4340/5PH'H7K/A 

3860/4GW-HB5/A 

4820/5IJ-UR.VC 

W-2520, X-2G20,/ ^6EJ-HR5/D 

Y-2720, Z-2820j7 

4820/5IJ-UV7/O 

■^-2520, X-2620,/5EJ-TTy7/D 

Y-2720, Z-282iV5EJ-20B/I> 

4820/5IJ*-H7K;0 

W-2520, X-2G20,/6EJ-H7R/D 

Y-2720, Z-2820,/5EJ-2KB/D 

482iy5IJ-CW4/0 

W'25^2<i, X-2G20,/5EJ-CW4/D 

Y-2720, Z-2820,/5BJ-2l/R/D 

4820/6 IJ-RHfi/0 

W'2520, X-2620J6EJ-En6/D 

Y-SSTSO, Z-2BaOy5EJ-2WR/.D 

/SEJ-2UR/D 



(Similar colomns providing 
for changes of call signs 
and freQuencies aro pro- 
pared for such other periods 
olUmeasmsiy he desired.) 



A — Command net. 
B^Altftrmittt command net. 
0— Artillexy command not. 



I)— ArtiUery air-ground net, 
E— Reconnaissanco net. 
P— Warning net. 
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By command of Ma joe General White: 

ERNEST R. BLUE, 
Colonel, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ MARVIN O. Em, 
Marvin O. Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, G-3, 

Disirxbuteon: S. 

restricted 

Example of siQital operation instrttctUms telephone di- 
rectory, — This is an example of an instance in which the 
division commander lias prescribed the use of a telephone 
directory (see par, 175) . 

RESTRICTED 
SIGNAL OPERATION INSTRUCTIONS 
TELEPHONE tllRECTORY 
HO. 15-1 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 
Effective 25 April 1942, 0001 
1. Telephone directory — names of switching centrals: 



Switching centred Name 

4th Infantry Division itrestonk 

4th Infantry Division, rear echelon free 

8th Infantry Regiment floss 

22d Infantry Regiment foot 

29th Infantry Regiment i-leet 

4th Infantry Division Artillery fare 

4th Engineer Battalion file 

31st Infantry Division dexter 

IV Corps FOURTH CORPS 
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RED, WHiTE^ BLUE, or CREEN added to the telephone directory 
name of the regiment switching central indicates the switch- 
ing central of the 1st, 2d» 3d» or 4th Battalion respectively. 
Example: fleet blue is the directory name of the switching 
central of tbs 3d Battalion of the 29th Infantry Regiment. 

2. Telephone directory nimibers— ofiBcers, and offices: 



NumDer TUle 

1 O-l or Sr-l 

2 Q-2 or S-2 

3 G-3 or S-3 

4 G-4 or 

5 Chief of staff or executive officer 

6 Commanding officer 

7 Adjutant (division and higher units) 

8. Ordnance officer 
9 Inspector 

10 Signal or communication officer 

11 Message center (incoming) 

12 Message center (outgoing) 

\Z Aide-de-camp 

14 Air officer 

15 Engineer officer 

16 Surgeon or medical officer 

17 Judge advocate 

18 Finance officer 

19 Chaplain 

20 Postal officer 

21 Quartermaster (not supply officer) 

22- Chief of artillery or artillery officer 

23 , Chemical or gas officer 

24 Liaison officer 

25 Munitions officer 

26 Pigeon loft 

27 Provost marshal 

28 Badio station 

29 « Reconnaissance officer 

30 Telegraph office 

31 Telephone wire chief or trouble chief 

RBSTRICMED 
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2. Telephone directory numbers — ofi&cers, and offices — Con. 



Number Title 

32 Veterinarian 

33 Public telephone 

34 Headquarters commandant 

35 Motor ofacer 

36..^ Antitank officer 

37 special services officer 

3. Telephone directory number— units; 

Number Unit 

101 4th Signal Company 

102 4th Medical Battalion 

103 Division advance landing field 

104 Headquarters and Military Police Company 

105 4th Division observation post No. 1 

106 4th Division observation post No, 2 . 

107 4th Infantry Division railhead 

108 4th Infantry Division quartermaster park 

109 4th Infantry Division collecting station No, 1 

110 4th Infantry Division collecting station No, 2 

111 4th Quartermaster Battalion 

4. Telephone directories will be attached to each tele- 



phone and switchboard* Tags showing the telephone direc- 
tory name and number of that particular telephone will be se- 
curely attached to the telephone, 

B7 COMMAND OF MAJOR GENERAL WHITE: 

ERNEST R. BLUE, 

Colonel, General Staff Corps, 

Chief of Staff. 

Official: 

/s/ MARVIN O. ELM 
Marvin O. Elm. 

JJeutenant Colonel, Oeneral Staff Corps, 
Assistant Chief of Staff, G-3 
Distributiok: S, 

restricted 
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71, Example of signal operation ittstructions tvire tagging 
code, 

RESTRICTED 

SIGNAL OPERATION INSTRTTCTIONS 
yms TAGGING CODE 
KO» 

4th Infantry Division 

NEW CUMBERLAND, PA, 

24 April 1942, 0900 
Effective 25 AprU 1942, 0001 

1. The code names listed heron are for use in designating 
units on wire circuit tags. 

2. The code names will be used as prescribed in paragraph 
189 of PM 24-5. 

3. Code names in the first column will remain in force until 
canceled by division order, at which time the second column 
will be used. 

4. Lines will be tagged in accordance with FM 24-5. 





First 
period 


Second 
p^iod 


Unit 


Code 
name 


Code 
name 




Asp 

Cat 

Dog 

Dough 

Doabt 

Dock 

Frog 

Fryt 

Frail 

Fruit 

Kat 

Kamp 

Kac« 

Kail 

Mud 

Duck 


Owl 

Egg 

Prrch 

Peach 

ret 

Pearl 

Sail 

Salt 

Sand 

Sap 

Cow 

Coot 

Corn 

CocJc 

Dirt 

Hen 






















Ist Battalion 


2d Battalion..- 


3d Battalion- 


4th Signal Campimy 


34th Qnartermaster Battalion _ _ 
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First 
period 


Second 
period 


Unit 


Code 
name 


Oodo 
name 


4th Medical Battalion. 


Wren 

Cop 

Uig 

Huut 

Shell 

Can 

Sky 

Beo 

Sbocfc 


Crow 
Crook 
Bridge 

Eye 

Cap 

Keg 

Fly 

Rosa 

Soup 





















By command op Major General White: 

ERNEST R. BLUE, 

Colonel, General Staff Corps, 

Chief of Staff. 

Official: 

/&/ MAHVIN O. ELM 
Marvin O, Elm, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, 
Distribution: S, 

restricted 
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0. Example of signal operation instructums — daylight and 
moon phase (^uffi^ 

RESTEUCTED 

SIGNAL OPERATION INSTRUCTIONS 
DAYLIGHT AND MOON 
PHASE CHART 
NO. 17-1 

IV Corps 

MECHANICSBURG, PA, 
24 April 1942. 0900 
Effective 25 April 1942, 0001 

1. The following table will be used to detennine the ap* 
proximate time of sunrise and sunset for the dates and areas 
shown. This table was calculated using FM 10 1-10 for lati- 
tudes and longitudes shown. Note that all tables are in 24- 
hour clock. War Time, 

2. Daylight begins 1 hour before sunrise and dark begins 1 
hour after sunset. 



Date 


Latitude ?>0 N 
Longitude 82 W 
South Atlantic 
Seaboard 
(Eastern 
War Time) 


tjatitude 30 N 
Longitude 90 W 
Mississippi 
VaUey (Cen- 
tral War 
Time) 


Lfttitude 30 N 
Longitude 98 W 
Toxas Area 

(Central War 

Time) 


Latitude 35 N 
Lonpitudel20W 
South Pacific 
Seaboard (Pa- 
cific War 
Time) 




Sunrise 


Simset 


Sunrise 


Sunsot 


Sunrise 


Suiif*et 


Sunrise 


Sunset 


April 21 


0656 


1958 




1930 


070D 


2002 


0621 


1937 


May 1 


0646 


2005 


I>318 


1937 


0650 


2009 


0010 


1945 


May 11 


0630 


2011 


1)610 


1943 


0642 


2015 


0600 


1953 


May 21 


0632 


2018 


0604 


1950 


0636 


2022 


0S53 


2001 


May 31 


0628 


2024 


0600 


1966 


0632 


2028 


0648 


2008 


7uiie 10 


0626 


2028 




2000 


0630 


2032 


0G46 


2013 


Jimc 20 


0627 


2032 




2004 


0631 


2030 


0546 


2017 


Jimc 30 


0630 


2033 


0602 


2005 


0034 


2037 


0549 


2018 


July 10_ 


0634 


2032 


0<X»6 


2004 


0638 


2036 


0554 


2016 


July 20 


0639 


2029 


iXill 


2IXJ1 


0043 


2033 


0000 


2012 


July 30_._ 


0645 


2023 


0017 


1955 


0649 


2027 


0G07 


2005 


Aug 9 


0651 


2015 


(M32:i 


1947 


0655 


2019 


0015 


1956 




0657 


2006 


oa2y 


1938 


0701 


2010 


0622 


1944 


Aug 29--. 


0703 


1955 


0C3o 


1927 


0707 


1959 


0630 


1932 


Sept 8_ 


0708 


1943 


0G40 


1915 


07ia 


1947 


0637 


1918 


Sept 15- 


0714 


1930 


0040 


1902 


0718 


1934 


0644 


1904 
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New 


First 


Full 


J.ast 


New 


First 


Fall 


Last 




Moon 


Quarter 


Moon 


Quarter 


Moorj 


Quarter 


Moon 


Quarter 




16 


34 


2 


10 


6 


13 


21 


29 




15 


22 


1 


8 


4 


11 


20 


27 




16 


2-i 


2 


9 


6 


13 


21 


28 




16 


23 


I and 30 


7 


4 


12 


20 


27 




15 


23 


30 


7 


1 


12 


19 


2S 




13 


21 


28 




2 


10 


18 


24 


July 


13 


31 


27 


5 


2niid31 


10 


17 


23 


Au^'ust . ^ 


11 


19 


26 


3 


30 


8 


15 


22 


SeptcTclwi' , 


10 


17 


24 


2 


29 


7 


13 


21 


October 


9 


16 


23 


3 


28 


6 


13 


20 


November 


S 


15 


22 


land 30 


27 


4 


11 


Id 


Docembor 


7 


14 


22 


30 


26 


4 


U 


19 



By command of Lzeutenant General Smith: 
L. M. JONW, 

Brigadier General, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ R. L, BROWN 
R. L, Brown, 

Lieutenant Colonel, General Staff Corps, 
Assistant Chief of Staff, GM. 

DlSTRIBimON: S. 

RES'TOICTED 
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p. ExamjMe of signal operation instructions prearranged 
messiuge code. 

CONFTDENTIAIi 

SIGNAL OPERATION INSTRUCTIONS 
PItEARRANGED MESSAGE CODS 
WO. 18-1 

4th Infantry Division 

NEW CUMBERLAND, PA. 

24 April 1942, 0900 
Effective 2S April 1942. 0001 

1. This code is to be used when operating with division 
headquarters signal communication units. It is Intended pri- 
marily for the rapid transmission of certain messag&s when 
danger of hostile interception exists and transmissions in the 
clear are not authorized. Other cryptograph methods should 
be used for meanings not listed herein, when secrecy is 
reqviired. 

2. Regiment and separate units of this division may pre- 
pare prearranged messages appropriate for their use. Such 
prearranged message codes will he changed frequently. (See 
par, 48d. FM 24-5.) 

Code group . 
TeleQTaphic Telephonio Meaning 



AB afirm baker Comfoat team 8 now at 

CP CAST FOX Combat team 22 now at 

BY ROGEiiTroKB Combat team 29 now at 

GJ GBORGs JIG No Change In enemy situation. 

KN RING MEGAT Enemy contacted. 

ix> lovB OPTION Cforps command post now at 

IT TABS TOKB AttBok launched. 



By command of Major General White: 

ERNEST R. BLUE. 

Colo7iel, General Staff Corps, 
Chief of Staff. 

Official: 

/s/ MARVIN O. ELM 
Marvin O. Elm, 

LieuteruLTit Colonel, General Staff Corps, 
Assistant Chief of Staff, 
Distribution: S. 

CONFIDENTIAL 
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Appendix I 

WIRE COMMUNICATION EQUIPMENT 

• 1. Wire-Laying Equipment, — a. Reel unit RL-31 (fig, 
107),--(i) The reel unit RIr-31 is a lightweight portable 
frame and mounting designed to facilitate the reeling and 
unreeUng of field wire by hand. The unit uses either one 
reel Dl&~5 or two reels DBrA, 




FiGunE 107.— Reel unit RL-31 witli reel DR-5. 

(2> The reel unit may be set up on the ground, mounted in 
a vehicle, or secured to the tailboard thereof. It may also 
be used as a carrying frame, similar to a litter, for use by two 
men using , carrying straps to help support the weight of the 
frame and reel. One man may use it as a rolling frame in 
wheelbarrow fashion* 
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(3) The reel unit consists of a folding tubular aluminum 
alloy frame with bearings for a steel axle equipped with a 
removable hand crank, A brake is provided to prevent the 
reels from oversplnning while unreeling. Two tailboard 
hd.ngers with bolts are provided to facilitate mounting the 
reel unit on the tailboard of a truck or wagon. Four toe 




71.' 1572 



FiouRE 108. — ^Azle RIi-27 showing removable handle. 

plates are provided to hold the reel unit securely in place 
When it is mounted on the floor of the vehicle. (See 
11^362.) 

&. ilxZ63 wnd RL-'27~A (figs. 108 and 109) .—The axle 

RIi-27 is a simple form of wire-laying device for laying short 




Iteowt 109.— Axle RIj-27 with reel DR-4. 



local circuits by hand. It can be used to lay lines where 
conditions do not permit the use of other wire-laying equip- 
ment. The axle RIi-27 is a machined steel bar, about 2 feet 
long, with two knurled aluminum handles, one of which is 
permanently fixed to the bar. The other can be removed to 
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12. Clutch drum. 24. Choke. 

17» Sfcid frame. 25. Pedal starter. 

Id and 19. Axle latches. 26. Exhaizst pipe. 

FiGtiBB: 110.— Reel unit BIj-26 Tlth two reels DiEb-S in position. 



329 



BASIC FIELD MANVAL 



permit placing a reel DR-4 on the axle. The reel DR-B will 

not fit on the axle RLr-.27. The axle RL-27-A Is a modifica- 
tion oi the axle BIj-27 with an improved type of roller 
bearings. 

c. Reel wnit RL-26-A,—Iieel unit RL-26-A is a transport- 
able wire-laying and wire-recovering machine intended 
primarily for temporary or permanent Installation in motor- 
trucks. It may be operated while the vehicles are stationary 
or in motion. Dismounted, the unit may also be operated in 
temporary fixed positions on the ground. All component 
parts are assembled on a skid frame which can be quickly 
installed in the back of a vehicle. The capacity of the unit 
is two reels mounted in position for paying out or 
reeling in the wire. The Individual reels are readily replace- 
able* Hie wire can be payed out from either reel singly or 
from both simultaneously, and means are provided for brak- 
ing the reels to prevent overspinning. By means of a small 
gasoline engine, the wire can be reeled in on either reel sepa- 
rately or on both at the same time (fig. 110) . It can also be 
reeled in by hand cranking when the engine is inoperative. 
Tli^ weight of the RI/~26-A, without reels, is about 346 
pounds. The unit fuUy loaded with 2 miles of wire weighs 
appro^cimately 690 pounds. 

The method of laying wire from a reel unit RL-26-A 
mounted in a truck is shown in figure 111. More complete 
descriptions of the operation and maintenance of these reel 
units may be found in TM 11-360. 

d. Reel cart RL^16 (fig. 112) .—This is a cart which may be 
pulled by hand or towed behind a communication cart. It 
should not be towed behind a fast-moving vehicle. Kach reel 
cart carries two reels ViBrA which are removable, and the 
axle is equipped with a detachable hand crank for recovering 
wire on the reels. A single reel DB-^ can be placed on the 
cart by removing the spacer bar on the asde. The reel cart 
may be taken apart for packing. 

e. Reel equipment CE-11, — ^This is a breast reel and tele- 
phone handset carried by the individual soldier as illus- 
trated in figure 113. It consists of reel unit RL-39 and hand- 
set TS-10. The reel unit RIj-39 comprises a reel DRr-8, carry- 
ing handles for the reel which incorporate the supported 
bearings* a sauare-shaf t axle with ciank for rewinding, and 
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carrying straps* The method of carrying the handset shown 
in figure 111 permits the operator to hear a prearranged signal 
for attracting his attention without the necessity of con- 
tinuously holding the handset to his ear. To lay wire with 
this equipment, the handles are unsnapped from the carrying 
straps and the reel is then carried by the handles at the 
side of the soldier permitting the reel to rotate freely. To 
recover wire, the carrying handles are snapped to the carry* 
ing straps and the reel rotated by means of the axle and crank 
as the operator walks toward the opposite end of the line. 




PicuRE 112. — lieel cart RL-IS, 



Commercial spools, — If wire is issued on commercial 
spools, it may be laid by inserting an Iron bar through the 
axial opening in the spool and paying out the wire from a 
truck or wagon; or two men may carry the spool on the bar 
and pay out the wire while walking along the route. 

flr. Pack carriers.— Pack-saddle carriers are available for 
transporting several reels DIMl on the bsick of a pack animal. 
Field wire may be payed out or reeled in directly from the 
mounted reels. 
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FkoUBv llZi — Reel equipment CB-II. 



■ 2, Types of Field Telephones. — a. Telephme EE-S^A^ 
The field telephone EE-8-A can be used on either local battery 
or common battery systems and has other applications de- 
scribed in TM 11-333. Two batteries BA-30 are required with 
the instrument; these are not supplied as part of the tele- 
phone and must be requisitioned separately. An external 3- 
volt battery may be used instead of the two batteries BA-30 
provided it is connected to the external batt^ landing posts 
and the internal batteries are removed. A view of the tele- 
phone E&-8-A with the case opened Is shown in figure 114. 
The handset and cord fit into the compartment shown when 
the instrument is not in service. 
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f^iQiTRE 114. — Telephonfi case opened 



(1) Installation. — ^Place two batteries BA-30 In the com- 
partment under tUe lever switch, accessible when the hand** 
set is removed from the case. Make certain that the-hottoms 
of the batteries rest on the springs and that the brass caps 
rest securely on the contacts at the top of the battery com- 
partment Connect the field wire conductors to the binding 
posts Li and hz* 

(2> Operation. — (a) Local battery. — For use on local bat- 
tery systems, turn the screw switch near the lever switch 
(fig. 115) with a screw driver counterclockwise toward LB 
until it conies to a stop« 



334 



SIGNAL COMinmiCATlON 




FiGXfKE 115. — Position of handset on lever switcli in common 
battery operation. 

1, To signal — Turn the generator rapidly for several 

turns. The position of the handset or lever 
Switch is immaterial, 

2, To talk and listen. — ^Hold the handset with the re- 

ceiver to the ear» While talking, operate the 
handset switch with the thumb and talk directly 
into the transmitter. When listening only, re- 
lease the switch to conserve the battery strength; 
this does not reduce the receiver sensitivity^ but 
does cut out any extraneous noises originating 
near the telephone. 

3, To rmg off. — ^If the circuit is established through a 

switchboard^ ring off by two or three sharp 
turns of the generator when the conversation 
Is completed* This indicates to the switchboard 
operator that the conversation is ended or that 
a new connection is desired. After ringing oft. 
If a new connection is not desired, replace the 
handset in the case, leaving the cord hanging 
out. 

(b) Common Ixttfery. — Turn the screw switch near the lever 
switch clocltwise toward CB with a screw driver until it comes 
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to a stop. The lever switch (fig. 115) is an essential part of 
the telephone in common battery operation, corresponding to 
the hook or plunger switch on commercial telephones. The 
handset when not in use is placed with the transmitter up, 
resting upon and depressing the lever switch. This is the 
position of the handset on the lever switch shown In figure 
115. 

1. To cdU, — ^Remove the handset from Its position on 

the lever switch* (The lever switch Is then re- 
leased» as shown by the dotted lines in figure 

114.) If the switchboard operator does not 
answer, depress and release the lever switch 
slowly several times, which flashes the line lamp 
at the switchboard, giving notice to the operator. 

2. To talk and listen.— Proceed as in (a) 2 above. The 

BA-30 batteries furnish talking current for com- 
mon battery as well as local battery operation. 

3. To recaU Qpemf or.— Push the lever switch down and 

release stoujltt several times. 

4. To indicate completion of eaU. — Place the handset 

as shown in figure 115, depressing the lever 
switch. 

(3) To close station. — ^Before disconnecting the telephone 
from a wire circuit, the person removing the telephone should 
call the switching central or other party on the line informing 
him that the telephone Is being removed from the circuit. 
Remove the connections to In and Z42. Remove the batteries 
BA-30, unless the telephone Is to be installed on another clr- 
cuit immediately, as hlglily corrosive chemicals injurious to 
the telephone leak out of run-down batteries. Fold the 
rubber-covered cord loosely into folds about as long as the 
handset, place the folds alongside the handset, and insert 
the handset (receiver end first) into the case as shown In 
figure 113. The cord may also be conveniently handled by 
holding the handset in the left band, placing the thumb 
against the receiver case, and wrapping the cord in long folds 
completely around the handset. In either case, do not torap 
the cord around the handle of the handset as that is injurious 
to the cord and may operate the handset switch. The switch 
must be left in the neutral position (wings parallel to the 
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handset body) to prevent rapid running down of the batteries 
if still In the instrument. 

l>. Tetepfume fF-^j^The field telephone EE-8 operates on 
local or common battery circuits and is described in TM 
11-333. It is similar to the telephone £&-8~A. 

c. Telephone EES. — <1) DescTipti07i and installation, — ^The 
telephone EE-5, shown in figure 116, can be used only on 
local battery circuits. One battery BA^9 (4^/^ volts) is re- 
quired, and it is inserted in a spring clip just below the top 

Cra/rk 



fxfer/fa/ 
Batfety 
Thrmma/s 



leather 



One 




'Bafiery 



Safety 



Leather 

Carry^rf^ 
Strap 



FiG-miE 116,- 



-Telepl^one EE-5. 



of the frame. The battery is covered by the leather flap 
formed by one side of the case; Two screws which hold this 
flap to the frame must be removed to insert the battery, after 
which the screws should be replaced* The top of the frame 
is a hardwood panel on which are two knurled screw driver 
binding posts marked L and G to which the line wires are 
connected. Two similar binding posts are provided for ex- 
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ternal battery (if an external battery is used, it should not 
exceed volts and the internal battery BA-9 must be 
removed). A clip on the panel holds the generator crank 
when the telephone Is packed for transportation. To use the 
generator, remove the crank from the clip and screw it on to 
the generator shaft at the side of the case. Misplaced or 
lost generator cranks render the instrument useless for call- 
ing purposes, and particular care should be taken that this 
does not occur. The handset is provided with a push button 
switch which must be depressed in order to talk, but the re- 
ceiving circuit is always in operation, regardless of the posi- 
tion of the push button. 

(2) Operation. — (a) To sig7ial,—T\xrn the generator crank 
rapidly for several turns, 

(6) To talk aiid listen, — ^Hold the handset with the receiver 
to the ear, depress the push button on the handset with the 
thumb, and talk directly into the transmitter. When listen- 
ing only, release the push button to conserve battery* as its 
depression is then not necessary. 

(c) To ring off. — When the conversation is completed, ring 
off by two or three sharp turns on the generator crank. This 
signals the operator that the conversation is ended or that 
another connection is desired. Ringing off is required only 
when the telephone is connected to a switchboard. 

■ 3. Field Telephone Switchboards, — a. SvMchhoards BD- 
72 and BD~7i. — Switchboards BD-72 and BD-71 are portable, 
monocord, telephone switchboards for use primarily on field 
wire systems. See TM 11-330 for complete descriptions. The 
switchboard ED-72 (fig. 117) accommodates 12 telephone 
lines and includes four permanently connected repeating 
coils; the switchboard BI>-71 accommodates six telephone 
lines and includes two permanently connected repeating 
coils. The height of the writing shelf (front cover of the 
carrying case) pf either switchboard is 24 inches when the 
mounting legs are fully extended. Both types require a total 
of 12 batteries BA-30. Six batteries are necessary for opera- 
tion; the remainder are spares. 

(1) Installation, — If the switchboard is placed on a table, 
leave the legs folded and locked in place. Otherwise^ turn 
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tlie case on its side, unlock and unfold the legs, extending 
them to full length by pressing the spring release button on 
each leg. Uft ttie switchboard up and place all four legs 
firmly on the ground. Open the front compartment; the 
lower panel serves as a desk and the upper panel can be 
pushed back into the recess beneath the top of the case, or 




Figure 117- — Switchboard BD-72 set up lor operation. 



it may be adjusted as a rain or sun shield. Pull out the 
cords from under the switchboard line units, allowing them 
to hang down freely in front of the shelf. The plugs should 
clear the ground so as not to collect dirt which may later foul 
the line Jacks, Lower the spring locking bars on the signal 
drops of the line units to the horizontal position. The drops 
should fall freely of their own weight when energized by an 
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Incoming signal; this may require a slight forward tilt of the 
switchboard front. Open the battery case Inside the rear 
compartment (fig. 118) . PJace two batteries BA-30 in series 




FXGtrRB 118-— Bear view of switchboard BD-72, with compartments 



opened. 

in the right-hand division of the case; these furnish talking 
current for the operator's set. Place two pairs of batteries 
in series in the left-hand division; these operate the night 
alarm and panel lights. The bottoms of the batteries must 
make good contact to the coiled springs. Hie brass caps of 
the other batteries of any pair should seat firmly on the con- 
tact plate in the middle of the compartment. The contact be- 
tween the batteries of a pair should likewise be clean and firm. 
Tighten all connections and in general care for the switch- 
board as outlined in paragraph 212. The operator's head 
and chest set is plugged into the panel on the left of the 
switchboard units. The three binding posts marked T, C, 
and R immediately above the plug receptacle are paralleled 
with the plug contacts; this makes possible the use of a field 
telephone handset or other suitable telephone transmitter 
and receiver in an emergency. Terminal T connects to the 
telephone transmitter, R to the receiver and C to the common 
connection between them. 

(2) Preliminary tests. — Select any line unit and see that 
the corresponding line tending post in the terminal com- 
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partment is clear. Raise the key of the line unit to the 
'*ring'' position (up) and crank the ringing generator. It 
should turn freely» Short-circuiting the two line terminals 
should produce a definite drag on the generator when the 
key is in the "ring" position, Remove the short circuit. 
Blow lightly Into the transmitter (chest toggle switch in 
locked position) and throw the key of any line unit to the 
"talk" position (down). Sidetone should he clearly audible 
with the switch down> but not present when in the neutral 
position. Connect a serviceable field telephone to the line 
binding posts of the first line unit. Crank the generator of 
the field telephone. The line drop of the first unit should 
fall. Test the night-alarm circuits by throwing the NT AL 
toggle switch to the right. The alarm bell should start ring- 
ing and stop when the line drop is reset. Ring the field tele- 
phone by cranking the generator and throwing the key to 
"ring" (up) . Hie bell or buzzer of the field telephone should 
operate energetically. Depress the key to the "talk'' position 
(down). Conversation should be possible without sensible 
effort. Test each line successively in the same manner. 

(3) tine cojinections, — Connect field wire lines, properly 
tagged, to the binding posts (numbered in pairs from I to 6 
in the BD^Tl and 1 to 12 in the BD-72) in the top rear 
compartment of the switchboard (fig. 118). The binding 
posts on. the line terminal strip are of the type not requiring 
skinning of insulation unless the contact is found to be 
unsatisfactory, in which case a small amount of insulation 
is stripped and the bared wire secm^ed in the binding post 
slot by tightening the knurled head of the post by hand. 
Each pair of posts is connected internally to a correspond- 
ingly marked line unit, comprLsing a line drop, plug and 
cord, Jack, and key switch. The field wires may enter the 
line compartment from either the left or right but should 
place no mechanical strain on the switchboard. (See figure 
117.) This arrangement also prevents water from running 
down the field wires into the switchboard. Trunk lines should 
be connected to the lower-numbered line circuits on the board 
since these are connected to the repeating coils for simplex 
use« (Line circiilts 1 and 2 on the 6-iine BD-71 and 1, 2, 
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3, and 4 on the 12-line BE)-72 switchboards.) Local circuits 
should be connected to the higher-numbered line circuits. 
This is a convenient manner of distin^shing between trunic 

and local circuits and facilitates switchboard operation. 
Since trunk circuits are likely to be extended along the axis 
of signal communication, such tnmks should enter the switch- 
board from one end and be carried completely through the 
switchboard^ with about 3 feet being allowed to hang freely 
from the opposite end (fig. 118). (The free ends of these 
wires should be taped.)' When the extended circuits are 
ready to be cut in, the trunks are connected to the 3-foot 
extensions without disconnecting the circuits from the switch- 
board. When the splices are completed, the new switchboard 
at the extended position takes over. The trunk lines are 
then removed from the binding posts and the wires taped. 
^Continuity of communication Is thereby maintained. Hie 
telegraphed legs of the simplexed line circuits are marked 
TO-1, TG-2, in the BD^71; TO-l, Ta-2, TO-3. and Ta-4 
in the BD-72 (fig. X18). The GROX7ND binding post should 
be connected to a metal ground rod or stake driven In the 
earth near the switchboard. This provides lightning pro- 
tection to the system by means of small spark-gaps between 
each line terminal and ground. Grounds for simplex 
circuits must be independent of the switchboard ground 
connection* 

(4) Operation,— (a) Operator's equipment — ^The operator 
should be seated so that he may observe all drops and con- 
veniently operate the switchboard. The head and chest set 
should be adjusted for comfort, with the mouthpiece about 
Vz inch from the operator's lips, and the to^le switch on the 
chest unit set to the lock position to close the transmitter 
circuit. The switch is left in that position since the circuit 
is not complete (and the talking batteries thereby conserved) 
unless a key of a line unit is in the "talk" position. The 
night alarm is turned on by the NT AL toggle switch and the 
panel lights, used only for answering caUs at night by the 
l*T toggle switch. 

(&) incoming call,— An incoming call is indicated by the 
falling of the line drop of the calling line, (This will oper- 
ate the night alarm If the night alarm switch is on the NT 
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AL position.) Depress the key of the calling line unit to the 
"talk" position (down) and answer the party (or central) 
calling^ at the same time picking up the calling party's plug. 
After determining the party (or central) to be called, restore 
the calling party's key to the neutral (mid) position. Ring 
the called party by raising the key of that line unit to the 
'*ring" position (up) and turning the generator crank rapidly 
several times. Caution: Zinging back into the ear of the 
calling party is very objectionable, b,u6. will result if the calling 
party's key switch is not restored to neutral (midposition) 
before ringing the called party. Immediately after ringing* 
depress the called party's key to "talk" and, if it is a local 
call, insert the calling party's plug into the called party's 
jack. If it is a trunk call, pass the call to the distant opera- 
tor before making the connection. After the connection has 
been made, the operator's telephone is bridged across the 
connection enabling him to supervise the call. The called 
party's key may be left down until conversation ha^s actually 
begun, or in the case of a trunk call» until the call has been 
passed to the distant operator. When the call has been 
supervised the called party's key and the calling party's drop 
should be restored. In case it is necessaJy for the operator to 
answer another call before he has properly supervised the 
first connection, he restores the key but leaves the drop down 
and proceeds to handle the other call. He then goes back 
at the fir;^ opportimity and supervises the first connection, 
restoring the drop after he has done so. A drop is not re- 
stored on a connection until it has been supervised, and when 
left in the "down" position indicates a connection that still 
requires supen^ision. A connection that has been established 
and which is in use can be supervised by depressing the key 
of the called party's line unit, listening, and challenging if 
necessary. The operator should not throw two keys in the 
''talk'' position at the same time, since the two circuits would 
thereby be coupled through the operator's set, resulting in 
crosstalk on both circuits. Aftec talking to either party, the 
operator always restores his key to midposition before begin- 
ning any other operation. 

(c) Completed call. — ^When a conversation is completed 
and either of two connected parties rings oS, that is, turns the 
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generator of his telephone, the drop of the calling party's 
line unit will fall. The operator should then depress the 
key and answer the signal to see if either party desires 
another connection. If no reply is received, he takes down 
the connection by removing the plug from the called party's 
jack and restores the drop and key. Caution: Never pull 
on cord to remove plug from Jack» The line drop of the 
other unit wHl not fan, since it was automatically removed 
from the circuit when the plug of the catling party was in- 
serted in the jack of the unit. In case another call is de- 
sired by either party, the operator must ascertain which 
party desires another connection by asking which party is 
calling. 

(5) Conference caU.— Inform the calling party desiring 
the conference connection that he may hold the line or noti 
as he desires* Restore the calUng party's key. Ring the 
first of the called parties, depress this party's key, and when 
he answers advise him to hold the line for a conference call. 
Restore his key and insert the calling party's plug in his 
jack. Pick up the first caUed party's plug and ring the sec- 
ond called party. Depress this party*s key and when he an- 
swers advise him also to hold the line for a conference call. 
Restore his key and then insert the first called party's plug 
into the second called party's Jack. Extend the connection in 
a similar manner to each of the called parties in turn. 
When the last of the called parties has been connected, 
restore his key, depress the key of the calling party, and if he 
is not already on the line, ring him. When the calling party 
answers, inform him that all parties are now on the line» 
When the conversation has begun, restore the calling party's 
key and drop. All parties are bridged together (at the 
switchboard) so that each can talk or listen to any of the 
others. The drop of the calling party remains bridged across 
the connection for a supervisory signal as in an ordinary 
call. The connection may be supervised by depressing the 
key of any one of the connected line units. 

(6) Removal from service. — ^Before removing any connec- 
tions, notify all parties connected that the switchboard is 
being removed from service. When the switchboard is to be 
removed from service, disconnect all lines from the terminal 
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strip. Remove the batteries from the case If the switchboard 
is not to be again placed in service within 24 hours. Put 
the operator's chest and headset in the left front compart- 
ment* Lock aU line drops. Clean out any dust or dirt accimiu- 
latlons. Place the line cords under the line units. Carefully 
close all the covers and retract and lock Che legs of the 
switchboard. 

b. Stmtchboard BD-14, — For the installation, operation* 
and maintenance of switchboard BD-14, see TM 11-^31. 

Switchboards BD-U and BD-9. — (1) Description, — (a) 
Switchboards BD-II and BI>-9 are identical in design except 
for line capacity; the BD-11 accommodates 12 lines, and the 
BD-9 accommodates four Unes. A fiber carrying case with 
carrying strap is provided for protection of switchboards 
in transportation. No terminal strips, repeating colls, or 
operator's telephone set are included in the switchboard. Any 
field telephone may be used as the operator's telephone. Re- 
peating coils. If required, are installed as described in para- 
graph 215. When found desirable to do so, each switch- 
board may be equipped with- a switchboard cable and ter- 
minal strip as explained in (b) below. Hiis should be dqme 
prior to taking it into the field. These then remain integral 
parts of the switchboard and should not be disconnected 
except for replacement, 

(5) To prepare cable for these switchboards cut wire 
W-llO-B (or similar twisted pair field wire) into 11-foot 
lengths, cutting one more length than there are units on the 
switchboard. Connect one pair of wires to the line terminals 
of the left-hand switchboard line unit, and temporarily 
attach the other end of the pair to the upper left-hand pair 
of binding posts on a terminal strip placed about 10 feet 
from the switchboard. Connect the remaining lengths of 
wire similarly in order from left to right on the switch- 
board and from top to bottom on the terminal strip. Leave 
the extra pair sufficiently long so that each free end will 
reach any pair of binding posts; this is a spare pair for use in 
case one of the others becomes unserviceable. Lace the wires 
together neatly and securely with a piece of lacing twine or 
other stout cord. Begin at the switchboard and use a lock- 
stitch. Work toward the terminal strip in lacing, spacing the 
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stitches about IV2 inches apart, pushing the slack in the 

wires ahead of the lacing so as to make a neat and compact 
cable. Figure 119® shows the method of starting the lacing; 
© the serving completed and the beginning of the lacing 
cord snubbed: ® the lockstitch and the method of secur- 
ing the end of the cord by a double stitch (two half hitches) ; 
finally^ (D shows the completely laced cable. 

loop /or s/?i/dJ!f//!ff start 
' — Qf/OCfC$mc/l 




l//res- 



-long enoi/afy /br 
swing start Jockst/tc/i 
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Lacecf Cai?/e 



(3> 



Fegurb 119.— Method of lacing cable using lockatltcli. 

At the terminal strip, the wires of each pair should come 
out as a pair opposite the proper left-hand binding posts on 
the terminal strip. Form the wires along the side of the 
terminal strip and cut them so that each will be of the 
proper length for attaching to its proper binding post» and 
then attach them in the same order as before. I^eave the 
ends of the spare pair free untU the cable is completed, then 
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lace them down with a separate piece of twine* In order 
to relieve the terminal connections of all strain, secure the 
completed cable to the wooden part of the switchboard by 
clamping it with strips of leather held down with screws 




jnxsuRX 120. — Gable Becured to monocoxd switcnboanl. 



eng. 120). Mount the terminal strips on a wood strip and 
secure the cable to the wood to relieve the terminal strip 
binding post connections of strain. Coil the cable during 
transportation for protection. 

(2) Installation, — ^The switchboard with cable and switch- 
board terminal strip attached may be installed in the fol-- 
lowing manner: 

(a) Secure the switchboard to a support with wire or stout 
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cord. Do not drive nails through any part of the frame. 
The switchboard should tilt slightly forward to permit the 
shutters to fall when released, and the plugs must not touch 
the ground (fig. 121). 

(b) Install the switchboard terminal strip out of the way 




Figure 121. — ^Installation of monooord switchboard. 



of the operator, but conveniently placed for maintenance 
personnel to work thereat Route the cable from the switch- 
board to the terminal strip so as to afford protection to the 
wires <flg. 122). 

(c) Connect the operator's telephone to the spring clip 
terminals on the switchboard marked Li and Lz. Connect a 
low resistance buszer or beU as a night alarm across the 
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terminals marked A and Ai and a drjr battery for operating 
the night alarm across terminals marked B and Bu Connect 
a wire from the terminal marked G to a suitable metal ground 
rod or stake driven in the ground near the switchboard (par. 




228) . Release the shutters of the units which are to be used 
by lowering the spring locking bars to the horizontal position. 
Write with a lead pencil the designation of the directory 
names and numbers an the small celluloid strips on each 
switchboard line unit, 

(3) Preliminary tests. — (a) Turn the generator crank of 
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the operator's telephone rapidly for several turns. It should 
turn easily. 

ib) Short-circuit the tip and sleeve of the operator's plug 
and again turn the generator crank. It should turn hard. 

(c) See that two serviceable fuses are installed in the spring 
clips at the top of each switchboard unit, Hold the operator's 
plug between the line terminal binding posts of the first unit 
so that the tip makes contact with one binding post and the 
sleeve with the other. Turn the generator crank of the tele- 
phone. The shutter of the unit should fall and the night 
alarm bell or buzzer should operate. Restoringr the shutter 
should stop the alarm. 

id) Insert the operator's plug in the Jack of the first unit 
and turn the generator crank. It should turn easily. Short- 
circuit the line terminals of the unit and again turn the 
generator cranks It should turn hard, but the shutter should 
not fan in either case. 

(e) Remove the short circuit from the line terminals of 
the um't. Short-circuit the tip and sleeve of the plug of the 
unit and turn the generator crank. It should turn hard and 
the drop should not fall. 

(/) Test each unit in the same manner as above. If any 
one of the above tests falls, replace the faulty unit or turn 
the switchboard in for repair. 

(4) InstaUatUm in parallel— Two monocord switchboards 
may be connected In parallel if one is insufficient for the num* 
ber of circuits. The installation Is made as follows: 

(a) Install the first switchboard as prescribed In (2) above, 
leaving sufficient space between the switchboard and opera- 
tor's telephone to mount the added switchboard to the right- 
hand side of the first. Installation is the same, except that 
only certain terminals are connected and these are connected 
in parallel to the corresponding terminals on the first switch- 
board as shown in figure 123; connect terminals At to Ai and 
Bi to Bi: and if the operator's cord on the first switchboard 
is not sufficiently long to reach all units on the additional 
switchboard connect terminals I^i to Li and L2 to La. To 
ground the switchboards, connect G to G and ground one of 
the terminals. 

(b) When the switchboards connected in parallel are in- 
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stalled in a manner which prohibits the plugging in of any 
line unit cord in. all of the other line Jacks, full use may be 
made of the switchboards by trunking the switchboards 
together. This is accomplished by reserving for trunking 
one or more line units on the right-hand side of the left-hand 
switchboard and a like number of line units on the left-hand 
Bide of the right-hand switchboard. Plug the cord of the 
line unit of the left-hand switchboard into the jack of the 
line unit of the right-hand switchboard and leave this con- 




BROKEN UlNES SHOW 
CONNECTIONS TO BE 
MADE WHEN THE OP- 
ERATOFTS CORD ON 
SWITCHBOARD NO. I 
WILL NOT REACH ALL 
UNITS ON SWITCH- 
BOARD NO. 2. 

T'i-842 

JUa-uBX 123. — ParaUel coxmection of monocord switchboards. 

nection up throughout the operation of the switchboards in 
parallel. Any connection to be made between the switch- 
boards where the line unit cords will not reach may be made 
through these two line units which are trunked together. 

(5) OperatioTL — (a) An incoming call is indicated by the 
falling of the shutter of the calling line. Insert the operator's 
plug into the calling party's jack. After determining the 
party Cor central) to be called, remove the operator's plug 
and insert it in the called party's jack. Ring the called party 
by turning Idie generator crank of the operator's telephone 
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and then insert the called party's plug into the callmg party's 
jack. In the case of a trunk call, do not insert the called 
party's plug In the calling partsTs jack until after the num- 
ber has been passed to the distant operator. The operator's 
plug may be left in the called party's jack until the conversa- 
tion has actually begun, or until it is necessary to answer 
another caU. When the conversation has actually begun, 
remove the operator's plug and restore the shutter. In case 
it is necessary to answer another call l)efore the first con- 
nection has been properly supervised, do not restore the 
shutter until the first connection has been supervised. 

(6) When the conversation is completed and either party 
rings off, the called party's shutter will fall. Insert the op- 
erator's plug into the called party *s jack and answer the 
signal to see if either party desires another connection. If 
no reply is received, take the connection down and restore the 
shutter. 

(c) The operation of two switchboards in parallel is the 
same as the operation of a single switchboard, one operator's 
set being used for both switchboards. 

(d) When two parties desire a straight -through connec- 
tion so that either party can ring the other without operating 
the shutters or requiring the services of the operator, the 
units may be cross-patched, that is» the plug of one unit in- 
serted in the jack of the other and vice versa. Such connect 
tlons are not established except as directed by the signal or 
communication officer. This action disconnects both drops 
from the circuit and provides a direct connection between the 
two lines. Since neither party is then able to signal the 
operator, the latter should be informed as to how long the 
through connection Is desired. 

(6) Conference call, — (a) Inform the calling party that he 
will be called when all parties are on the line. 

(&) Hing the first of the called parties and when he answers 
request him to hold the line for a conference call, teUlng him 
what party is calling. 

Cc) Ring the second called party and when he answers re- 
guest him also to hold the line for a conference call. Then 
plug the first called party's plug into the second called party's 
j ack. Extend the connection in a similar manner to estch of 
the called parties in turn. 
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id) When the last of the called parties ha§ been connected, 
ring the calling party if he is not already on the line. Inform 
the calling party that all parties are now on the line, then 
plug the calling party's plug into the first called party's jack 
and tell the calling party to go ahead. 

(e) When the conversation has begun, remove the oper- 
ator's plug from the calling parts^s jack and restore his 
shutter. All parties are now connected and each can talk or 
listen to any of the others. The caUinc party's drop remains 
bridged across the connection for a supervisory signal. The 
connection may be supervii^ed by plugging into the calling 
party's jack. 

d. Telephone central office set TC-4. — The telephone cen- 
tral office set TC-4 Is used at division and other headquarters 
reQuiring a switching central of the capacity of this equip- 
ment. The principal equipment comprises a switchboard 
BI>-96 and a panel (For a complete description see 

TM 11-332.) 

(1) Sioitchboard BI>-96. — ^The switchboard is a complete 
transportable single position, manually operated telephone 
switchboard for serving magneto-line traflSc as well as origi- 
nating and terminating trunk-line and tie-line traffic. The 
switchboard comprises 40 line circuits, magneto;- 12 cord cir- 
cuits; 4 common battery trunk circuits, manual and auto- 
matic; 1 first operator's telephone circuit with grouping key; 
1 ringing circuit; 1 conference circuit; 1 dial cord circuit; 1 
second operator's circuit; and 1 night alarm circuit. In 
operating position the approximate size of the switchboard 
is 15 inches deep by 22 inches Wide by 47 inches high. (See 
fig. 124.) The switchboard is arranged to be packed within 
the angle iron base; therefore, no additional packing case is 
necessary for transportation. 

(2) Panel BD-97^Th.e panel is arranged as shown in figure 
125, It comprises eight repeating coils C-161 mounted four 
on each side of the cabinet; two terminal strips of 44 binding 
posts each mounted on each side of the cabinet: two verti- 
cal rows of 22 pairs of 1 -ampere fuses and unit dischargers 
mounted in the center of the cabinet; and three rubber 
covered cables of 15 pairs each 21 feet long for interconnecting 
the panel with the switchboard BD-96. In operating 
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position the size of the panel is approximately 11 inches deep 
by 24% inches wide by 55 inches high. (See fig. 125,) A 
separate packing case is not necessary for transportation of 
the paneL 

(3) Inst<tUation. — ^Turn the switchboard and base upside 




FiausE 124.— Switchboard BE>-96 set up for operation. 

down, remove the seat top, and extend the extension legs 
of the base. Ease the equipment to an uinlght position and 
lift the base ofC ^ switchboard, setting It in the desired 
position for the switchboard. Set the switchboard on the 
base making sure that the dowels in the base of the switch- 
board engage the holes in the top of the base* Unfasten the 
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cord compartment allowing the cords and weights io drop into 
position. Clamp the switchboard to the base by means of the 
two wing-nut bolts provided. Remove the front onver of the 




FIGURE 126. — ^Panel HD-97 ready £oi operation. 
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switchboard and raise the designation strips permitting the 
drops to fall. Fasten the seat top to the switchboard cover 
for an operator's chair. Install six batteries BA-30 in the 
compartment in the lower rear of the switchboard. (When 
more than one switchboard is in use. set up the additional 
units successively adjacent to the first unit in a similar man- 
ner to that just described.) Set the panel BI>-97 in a suitable 
location within cabling distance of the switchboard. Loosen 
the bars on the outside of the case and raise the upper half of 
the panel (the half without the handles) until it is vertical. 
Fasten the two lower bars of the upper cabinet to the top bolts 
of the lower cabinet as a brace. Unstrap the cables and remove 
the two angle irons chained to the panel ; fasten these angle 
irons to the bottom, of the lower cabinet to form extension 
legs. Slots are provided in the angle irons to provide for 
mounting the panel BD-97 either at the center or at the end 
of the angle irons permitting installation against a walL 
Tlie upper cabinet may be removed and suspended on a wall 
by means of hangers at each corner. The ringing machine 
may also be removed. Connect the three cables to the three 
rows of binding posts in the top of the switchboard as desig- 
nated. (Local battery trunk circuits should be terminated 
in ]ine jacks.) Install the ground rod and connect it to the 
ground terminal of the BD-97. Connect the Incoming lines 
to the binding posts In the upper cabinet, wiring through the 
repeating coils when desired. When a 110- volt, 60 -cycle 
power source Is available, plug in the power cord of the ringing 
source into a convenient outlet and extend ringing current to 
the switchboard by means of cord CD-451. The switchboard 
termination for ringing power is located on the panel in the 
top of the switchboard. 

(4) Ojicrafion^— Operation of this switchboard is charac- 
teristic of comparable commercial switchboard practice. 
The drop signals indicate a call on a line or trunk. When a 
call is received as indicated by the drop, the answering plug 
(back plug) is inserted in the jack associated with the signal 
(the drop is mechanically restored to normal position by the 
insertion of the plug) and the operator's circuit is connected 
by operating the key immediately in front of the cord circuit 
used to the locking position (away from the operator) . TV> 



356 



SIGNAL CaUMUmCATEON 



call a number, insert the calling plug (front plug) In the 

desired party's line jack and operate the key immediately in 
front of the cord circuit Used to the nonlocking ringing posi- 
tion (toward the operator) . Supervision of a call is provided 
by a row of drops located immediately above and directly 
associated with each cord circuit. Ring off or recall is Indi- 
cated by these drops falling. An audible night^-alann circuit 
i5 associated with all drops at the option of the operator by 
a night-alaim key located at the upper left of the face paneL 
A grouping key is provided so that an operator may use the 
cord circuits of an adjacent switchboard where two or more 
boards are set up together. To connect a telephone to a dial 
exchange, use any cord circuit to connect the telephone line 
jack to the trunk-line jack (engraved Ii) of the trunk desired. 
When the operator hears dial tone, he plugs the dial cord into 
the adjacent dial Jack (engraved D) and proceeds to dial the 
desired number. When ringing is heard» the operator re- 
moves the dial plug from the dial Jack. To connect a tele- 
phone to a common battery manual exchange^ use any cord 
circuit to connect the telephone-line jack to the trunk-line 
jack desired. Plugging in signals the distant operator. An 
incoming call on a trunk line is answered the same as any 
other call. To connect a number of lines together for confer- 
ence, the answering cord plug is inserted in the line jack of 
the party originating the conference caU. The associated 
calling plug is then inserted in one of the six conference call 
Jacks. The other connections to the conference are made 
by inserting the answering cord plugs in one of the conference 
circuit jacks and the associated calling plug in the line jack 
of the desired party to be called. The operator must call each 
member of the conference in the usual manner. During peak 
traffic loads, provision is made for the use of an additional 
operator by operating the key at the lower left-hand corner 
of the switchboard panel face. This places cord circuits 9 
through 12 on eidiernal terminals with provision for connect- 
ing any local battery telephone to the switchboard for use of 
the second operator* 

■ 4. Field T^nLEGRAra Sets, — a. T^graph set TGS-JL — >nie 
telegraph set is shown in figure 126 and is described 
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completely in TM 11-351, Two batteries BA-30 and one tot- 
tery BA-2 are required for operation. The line battery BA-2 
18 carried in the line battery cup and the batteries BA-30 are 
contained inside the local battery compartment in the rear 
of the set. (See figure 127.) The large binding posts Li and 
La are the line connections, whether for simplex to ground, or 
for full metallic circuit. Basically the circuits of the tele- 
graph set can be divided into the line circuit and the 
local circuit. The line circuit comprises the 22.5-'Volt line 
battery, the telegrapb key and the line relay, all in series; It 
is connected by the field wire Hue to the identical equipment 
in the distant stations comprising the net. The telegraph 
keys have three terniinals» and the circuits are such that when 
the key is up, the circuit is completed through the back con- 
tact. Depressing any key in the telegraph net places a 22.5- 
volt battery in series with the line, causing all the line relays 
to operate. The local circuit has two fxmctions; it can oper- 
ate as an alarm, in which case ringing of the bell in the 
telegraph set indicates that a station in the net is beginning 
operation; or it can key a tone from a hummer (telephone 
receiver direct-coupled to a carbon-button microphone) for 
Morse code communication, 

(1) Installation. — ^Remove the telegraph set from its carry- 
ing case, and open the front compartment, removing the 
headset and cord. Open the local battery compartment by 
turning the slot on the catch to a vertical position by means 
of a screw driver. Place two fresh batteries BA-30 in the 
local battery compartment, making certain that the case 
of one battery makes contact to the coiled spring and that 
the cap of the other battery makes firm contact to the metal 
spring plate which should be clean and bright. The contact 
between the batteries should likewise be clean. Close and 
lock the door of the local battery compartment. Should the 
alarm bell ring, set the SPRING and the GAP pointers on 
the relay at zero, then increase the jSPRING pointer setting 
one notch at a time until the ringing ceases. Adjust the 
key until Its "feel'' is suitable to the touch. Be certain 
that the front contacts are open when the key is released* 
otherwise the line battery will be short-circuited and the key 
contacts may also be ruined. Connect the red lead of the 
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22.5-voIt battery BA-2 to the small plus (+) binding post 
and the black lead to the 22-volt negative (—22) binding 
post. Connect the telegraph lines (or telegraph leg of re- 
peating coll and ground of simplex chxuit) to Li and L2. 

(2) Adjustment and test — (a) Alarm circuit — Short- 
circuit the binding i)0sts Li and L2. Depressing the tele- 
graph key should start the alarm bell ringing. It the alarm 




PusHBE 127. — ^Telegraph set showing the local battery com- 

partment and batteries BA-30. 

falls to ring, and the battery BA-2 is known to be service- 
able and properly connected, move the GAP pointer setting 
one notch at a time beginning with zero until the bell rings 
when the key is depressed. If the bell continues to ring upon 
releasing the key, increase the SEEING pointer setting one 
notch at a time until the alarm stops ringing. 

(b) Local tone circuit — ^Insert the plug in the jack at the 
lower right-hand corner of the set. This closes the local 
battery circuit to the hummer, and a faint hum may be 
heard continuously, indicating the hummer is working. De- 
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press the telegraph key (with the line binding posts still 
short-circuited). A 1,000-cycle-per-second tone should be 
heard clearly. The set box must be in an upright position as 
this is necessary for the best operation of the hummer. The 
short circuit should now be removed and the relay may 
now be adjusted for operation in Ihe telegraph circuit, 

ic) Line relay adjustment. — Considerable care is required 
to adjust the JiDe relay for satisfactory Jfunctioning on cir- 
cuits of varying line length and ground, connection resist- 
ance. When the SPRING and GAP pointers are at zero, the 
armature air-gap is smallest and the spring tension least. 
Under these conditions, the relay will operate with small 
currents. Due to the characteristics of the relay, this adjust- 
ment will not be satisfactory for relatively larger currents, 
as the spring adjustment will be too weak to pull the arma- 
ture sufaciently quick after the larger currents cease to flow. 
The adjustment consists in properly balancing the spring 
tension against the magnetic pull when current flows in the 
relay winding. Best adjustments are obtained with the low- 
est setting of the GAP pointer which will permit the relay 
to operate with the current from the most distant set» and the 
lowest setting of the SPRING pointer which will open the relay 
contacts sharply. Proper adjustment of the relay is obtained 
When the tone in the telephone headset clearly and accurately 
follows the telegraph keying, and shows no tendency to lag 
or stick on dashes or to chirp on dots. 

(3) OperaUTig the set. — (o) Transmitting. -^TJse the key 
as in any other telegraphic circuit; continuous monitoring 
of the transmission is always present. The line battery 
BA-2 furnishes current only when the telegraph key is de- 
pressed. 

(.b) Receiving, — ^Wlth the relay properly adjusted, the 
transmissions from the distant station are as loud as the 
local signals, since the hummer circuit furnishes the tone 
for both, 

(c) Break-in, — If it is desired to break in on the trans- 
mission of the distant operator, operate the telegraph key 
of the local set, making long dashes. The distant operator 
will immediately be aware of the break -in signals and stand 
by for the local operator's transmission, 

id) Continuous operation. — ^If the set is to be operated con- 
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tinuously, keep the plug in the jacfe. Signals are then re- 
ceived only in the headset which must be worn in order not 
to miss a call. Such operation causes a continuous di-aln on 
the local batteries. 

ie) Stand-by operation.— With the plug withdrawn from 
the jack, the hummer is inoperative, and incoming signals 
operate the alarm bell No- battery drain exijsts in such 
case except when the alarm is ringing. This is desirable for 
stand-by operation . 

(4) Care of telegraph set TG-5^A, — Keep the telegraph set 
TG-5-A clean and dry, blowing out all dust or dirt picked 
up In the field. Keep all connections tight, and inspect the 
wiring for broken leads. The local battery coiled-spring and 
plate contacts should be clean and bright. The telegraph key 
contacts and the relay contacts shoiUd be kept clean. This is 
done by placing a small piece of glazed paper which has been 
dipped in carbon tetrachloride between the contacts and 
withdrawing the paper with slight pressure on the contacts. 
Bepeat with a piece of dry paper, always taking pains to 
prevent lint from accumulating on the contacts. Should the 
contacts be pitted, it may be necessary to use the burnisher 
furnished with each set. This is done by placing the thin 
blade between the contacts and withdrawing it With a slight 
pressure on the contacts. Especial care must be taken in 
burnishing the relay contacts not to s^ead or betid the 
springs apart, as this will cause faulty operation. As with 
all other apparatus, remove all the batteries from &e tele- 
graph set if It is not to be kept in continuous service. 

b. Telegraph set TG-5i — ^The telegraph iset TG-6 is de- 
scribed in TM 11-351. 

■ 5. Dry Batteries. — a. General. — ^Dry batteries are the 
principal source of power for field wire equipment. Since 
weak or run-down batteries render such eQuipment inoper- 
ative, they are always suspected as the cause of trouble when 
equipment in which batteries are installed begins to decrease 
in efficiency. Dry batteries deteriorate rapidly when in use, 
and slowly when In storage. The date of manufacture is 
ordinarily stamped on dry batteries and aids in estimating 
the probable capabilities of dry batteries either in stock for 
issue or In use. 
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C?tar(icteristics,—^me characteristics of dry batteries 
commonly used in field equipment are given in the following 
table. 



Battery 


Princi- 
pai asQ 


Idcntiflcatioii of ter< 
minal polarity 


Opcn- 


Dimensions 
in 


Weight 
in 


Positive 


NegatlTe 


vULtage 


inc^os 




BA-1 


TP 


Top, center 


zinc case 


3 


IH dia. X 


1 


BA-2 


Bad 


Bod wire 


Black wire 






IH 


' BA-S 


Bad 


Bod wjro 


Blade wire 








BA-^ 


Tp 


Sboit strip 


Long strip 






H 


BA-Q3 


Tp and 
Bad 


Top^eenter 


Zinocase 




2)^ dia. z 


2 


BA-30 


Tp 


Top, center 


Zinc case 




m dla. X 

2H 




BA-32 


Bad 


Marked an 5 pIu socket 
on top of battery 


Marked 
on bat- 


6x7.x8 


12 










tery 







c. storage. — (1) The number of dry batteries In storage is 
kept as low as possible by anticipating requirements and re- 
questing small periodic shipments to meet the requirements. 

(2) Deterioration is minimized by storing dry batteries in 
a cool, dry place, and by keeping them clean. 

(3) The oldest batteries in storage are issued firsts and 
stocks are arranged to assure such issue. 

(4) Since deterioration of a dry battery is sure to damage 
equipment in which it is installed, the battery is always 
removed from equipment not in use and is stored separately, 

d. Test, — (I) Under toad.— The best obtainable indication of 
the condition of a dry battery is its voltage while supplying 
normal load current. If in good condition^ its voltage should 
be only slightly less than the open circuit voltage given in h 
above. 

(2) open eircuit.~^ince the open circuit (no load) voltage 
of a run-down dry battery may be equsQ to that given in h 
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above, measuring the voltage of a battery when it is not 
supplying load current may in some cases give little indica^ 
tion of its condition. Nevertheless! this voltage may be meas- 
ured as a matter of routine before a battery is Installed, 
because If the open circuit voltage is less than 90 per cent of 
that given in b above, the battery is practically Useless, as 
will be otherwise evident from the fact that the apparatus 
will not function properly. The "tongue-test" method which 
is frequently used for estimating the condition of a low- 
voltage battery, performed by placing the battery terminals 
on the tongue^ is worthless as a measure of a battery's 
condition. 
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The Staff and Combat Orders PM 101-5 
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■ 2. Technical Manuals Aim Technical Regtjlatzons. 

Electrical Fundamentals TM 1-455 

Radio Sets SCRr-178 and SCR-179 TM 11-231 
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Radio Sets SCR-193--A, SCR-193-B, SCR^193-C, 

SCR-193-D, and SCR^193-E TM 11-273 

Frequency Meter Sets SCB-^ll-A, SCR--211-B, 

and SCR^2ll-C -i XM 11-300 

Charging Set SCR^169 TM 

Switchboards BD-71 andBD-72 TM 11-330 

Switchboard BD-14 TM 11-331 

Signal Corps Teleifliones TM 11-333 

Telegraph Set TG-5 and TQ-b-A TM 11-^51 

Installation and Maintenance of T^egraph 

Printer Equipment TM 11-353 

Reel Unit RL-26 and RLi-26-A TM 11-360 

Signal Corps Test Set EE-65 and BE-65-A TM 11-361 

Reel Unit RL-31 TM 11-362 

Converter M-209 TM 11-380 

The Homing Pigeon TM 11-410 

Tables of Vertical and Horizontal Components 

of Distances of Pilot Balloons TM 11-420 

Storage Batteries for Signal Communication Ex- 
cept Those Pertaining to Aircraft TM 11-430 

Target Range Communication Systems — , TM 11-431 

Code Practice Equipment TM 11--432 

Training of Signal Commimication Personnel TM 11-450 

The Radio Operator TM 11-454 

Radio Fundamentals TM 11-455 

Division Field Code, Training Edition No. 2 TM 11-460 

Air- Ground Liaison Code, Training Edition 

No. 2 , - TM 11-461 

Buzzerphone, Type EE^l-A TR 1230^ 

■ 3. ABUY RBCSnLATIOKS. 

Leather and Leather Equipment AR 30-3040 

Requisitioning Property AR 35-6540 

Safeguarding Military Information AR 380-5 

Military Motor Vehicles AR 850-15 
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ZMTEBNATIONAL MOBSE9 COOB 

ft 1. International Morse Code.— Hie dot and dasK equiva* 
lents for the XotematloDal Morse Code are as follows: 

a. Alphabet, 

A a ^ J » ^ S • • • 

D M V 

B . N W 

P . O X _ • • _ 

a • p • Y 

H**««' Qm.^«» Z_»»* 

X • • R • ^ « 

NuTTierals. 

1 e 

2 . • 7 . . 

4 . 9 . 

5 0 

c. Special sigm^Thes^ are not used in service communica- 
tions. 

a (German) . fi (Spanish) . 

& (Spanish, Scan- € (German) • 

dinavian) or a , » _ H (German) • • 

ch (G e r m a n, 
Spanish) , 
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d. Special Characters. 



Period (.) 

Comma (,) ^ . . ^ 

Colon (:) 

Interrogation (?) 
or request to 
repeat • « _ ^ « 

Apostrophe C) • 

Hyphen or dash 

(— ) 

Wait * _ . « • 

Fraction bar (/) ^ « . _ • 

Brackets or pa- 
rentheses () ^ 

Starting signal _ . _ . _ 

e. Distress, urgent, and safety signals, — See the General 
Radio Regulations annexed to the International Telecom- 
munications Convention. 

Distress call SOS . . . ^ ^ ^ • . . 

Urgent signal XXX 

Safety signal TTT 



underline ( — ) . 
Double dash 

(— ) 
Understood 
Error 

Cross or end (+) . 

Invitation to 
transmit 

End of work 

Separation be- 
tween whole 
number and 
fraction 

Is it correct 
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Setting the device 55 72 
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groups 218 247 

Phantom 217 246 

Simplest 216 246 

Code, International Morse App. til 367 

Codes and ciphers: 

Authorized for military use 63 66 

Comparison — . 52 65 

Rules for use 64 68 

Cblls: 

Loading 207 284 

Repeating 215, 216, 217 243. 245, 246 

Communication officer: 

Duties 12 6 

Staff and command functions 11 6 

Conference calls 177 177 

Construction center 208 236 

Converter M-ZOB 63 81 

Cryptograms, use 49 62 

Cryptography: 

Definitions 60 62 

Safety afforded by 61 66 

Definitions: 

Oryptograpny 50 62 

Message center — . 17 13 

Badio communication 95 110 

Signal communlcaition 5 2 

Sound communication 157 166 

Wire c^™^i^^iTtiftflA lQi!i ^ ^ 163 158 
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Types 184 181 

Field wire lines: 

Circuit troubles 236 257 

Construction and removal of test stations. 200 223 

Equipment used for testing 237 260 

Loading of 207 234 

Locating and clearing trouble 238 263 

Maintenance 234 255 

Operation of test stations ^_ 239 267 

Overhead construction 203 226 

Patching circuits at test stations 240 268 

Patrolling 241 269 

Procedure in laying 199 206 

Railroad crossings ^ 204 229 

Biver crossings 205 230 

Road crossings 203 227 

Boutin© tests 235 266 

Routing 197 220 

Surface construction 201 224 

Trench line construction 206 230 

J^ags; 

Care 132 137 

Equipment . 131 136 

Semaphore procedure 135 137 

Tralziliig — ™^ 133 137 

Use 134 137 

Wigwag 136 138 

Punctlona of signal communication 1 l 

Ground connection 228 253 

International Morse Code « App. HI 367 

Instructions, signal operation 260, 266 284,200 

Adjustment 124 132 

Care 12fl 133 

Equipment 123 I30 

Installation «^ 127 133 

Message transmission 129 134 

Procedure^———- ^ ^ 130 135 

Training 126 133 

1 lettering ^ 33 29 

Line route map 160.263 167.286 
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Message center: Piaragrapli 

Abtoreviations ™— — ^. 35 

Charts, maps and diagrams 34 

DeflnlttonB 17 

Equipment and forms: 

Below divisions 45 

Dlvlaione and higher units 37 

Flexibility of organization 21 

Informal contact with, neighboring 23 

Organization, divisions and higher units 36 

Principles of operation 24 

Frocednre, headquarters bdow the division: 

Forms and equipment^...-. 45 

General 43 

Handling messages 47 

Organization. 44 

Records 46 

Purpose 18 

EecordSi Tieadquarters below the division 40 

Belated procedures for the electrical transmis- 
sion of messages 27 

Responsibility 20 

Training 22 



Classification 19 

Dropped messages: 

Dropping grounds * — 33 

Equipment for dropping 86 

Procedure 84 

Use ^ 82 

Handling of secret messages 41 

Multiple dtsttfbntion 25 

Pick-up: 

Equipment 52 

Field 87 

Procedure 99 

Training St> 

tjse 8g 

preparation 88 

Procedure: 

Handling in lower units 47 

Handling incoming, diviatons and higher 

u^ts 40 

Handling outgoing, divisions and higher 

units 89 

Handling relay, divisions and higher 

unltB 43 

Skeleton copy 88 

Messenger : 

Airplane TO 

Basic training 

Bicycle - ^ 

Carrying messages 75 

Delivery of messages 

Double 3J 

Motor o8 
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Orders, records, amd reports 256,256,2'57 278 
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Circuit diagram 266 286 

Line route map 263 286 

Signal operation instructions for triangu- 
lar division 265 290 

Clphei' keys for cipher device M-94 and 

converter M-209 265g 298 

Daylight chart 265o 324 

Dlstrihution S 265c 292 

Geographical supplement to DPC 265e 296 

IdentlUcatlon panel code 2657i. 301 

Index 265b 291 

Map coordinate cod^ 265/ 304 

Prearranged message code 265?? 326 

Pyrotechnic code . 26&Jc 309 

Radio call signs and frequencies 265Z 310 

Supplement to AGL T-1 265d 294 

Supplement to POO 265/ 297 

Telephone directory 2e5w 319 

Wire tagging code 26571. 322 

Traffic diagrams 264 286 

Weld cnders ^ ^ 259 28t 

Signal operation instruotloiis 260 284 

Signal unit Joumftl form — ^ ^ ^ 261 386 

S1»p8 Involved in each tactical operation 258 279 

Panels: 

Between airplane radio and groimd station 

"With radio receiver only 152 149 

Care 144 145 

Display grounds 146 145 

Displaying the identification group 149 147 

Equipment 143 144 

Identification group^^ 148 146 

Indicating completion of Mrork 154 150 

Lamps, dropped messages and panels 153 150 

Numerals ^ 147 145 

Purpose ^ „ 145 145 
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Special signals . 155 151 
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Delivery* care, and use - 92, 252 101, 275 

Releasing 93 102 

Transporting 92 101 
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Equipment X91 207 

Safeguards , 192 211 

Pronunciation of numerals 179 178 

Publications relating to signal oommiinlcation 4 1 

Pyrotechnics: 

Core 138 142 

Equipment 187 140 

Signals , 141 143 

Ttalning 140 143 

Transmission* message 142 143 

Use 189 142 

Radio call signs 31 28 

Radio communication: 

Assignment of frecfuencles and call signs 105 117 

Capabilities 97 112 

Codes and ciphers 63 68 

Cooperation with the message center 110 120 

Definitions 95 1X0 

Employment 96 112 

Equipment App.l 327 

Procedure, procedure signals and procedure 

signs . 110 120 

Badlo nets and net control stations: 

Assignment of frequencies and call slgns^ 105 117 

Control 102 US 

Establishment 106 117 

General 101 115 

Operation 103 116 

Regulations, general operating 109 119 

Special uses 100 114 

Station location 99 114 

Station records: 

Disposition of records. 119 136 

Importance 120 126 

Operator's nxmaber sheet IIB 122 

Operator's personal sign 95 110 

Reception of messages 116 123 

Servicing of messages 117 123 

Station log 118 124 

Time entries and the radio day 113 121 

Traffic - 104 116 

Internet 107 118 

Training of radio operators 98 113 

Transmissions ^ * 112- 121 

Transmitting rules 111 120 
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References 4» App, II 1,365 

Repair of equipment 25a 275 

Scope of text ^ 3 1 

Signal communication: 

Agencies and means * 8 3 

Definitions 5 2 

Function of aignal communication 1 1 

Hesponsibliity 10 5 

Team\7prk ^ 9 4 

Signal officer: 

Duties 12 6 

Staff and command functions 11 6 

Signal supply: 

Air Corps 254 275 

Classification 245 271 

Division personnel 24G 272 

General, 244 271 

Method of signal supply 247 272 

Receipt 248 273 

Signal unit supplies 250- 274 

Storage batteries "251 274 

Tranisportation 249 273 

Signal systems 7 8 

Sound communication: 

Definition 157 156 

Employment 160 157 

Prearranged messages represented by soimds— 159- 156 

Sound producing devices 158 156 

Station lists ^ 29 28 

Storage batteries-,- 261 274 

Switchboards: 

Conference calls 177 177 

Installation 210 240 

Operating phrases 221 249 

Operator 220 248 

Supervision 222 250 

T^pes of field 219, App. I 248, 327 

Switching centrals: 

Installation 209 239 

Records 224,225 251 

Reports to message center 226 253 

Terminal strips 190 206 

Tfest stations 174. 200, 239, 240 174, 223, 

267. 268 

Where established 172, 173 174 

Symbols, special . . 170 167 

Systems » signal 7 3 

Telegraph: 

Call signs 31 28 

Capabilities 180 179 

Circuits 227 253 

EStabii&hing communicatioi^ 232 265 

Operating procedure and records 233 255 
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Telegraph— Continued. Paragraph Page 

Reports and records lOT lai 

Teletypewriters : 

Capabilities 180 179 

Central I8t 179 

Types of field 231, App, I 254, 827 

Way stations 230 254 

Tele p Hone: 

Capabilities ^ 171 173 

Care of equipment 211 241 

Conversations . 176 176 

Directory 30, 175, 265m 28, 175, 

310 

Infitallation of 212 241 

Testing field telephones 214 242 

Traffic diagram 223,264 251,286 

Types 213,App.I 243.837 

Text: 

Object ^ 2 1 

Scope 8 1 

Time. Army and Navy methods of specif 3rlng 28 27 

Ukiits, signal and communication 6 3 

Visual call signs 81 28 

Visual communication: 

Airplanes—* 153 154 

PossitalUtles and employment 122 127 

Scope 121 127 

Wire: 

Protection :! 195 218 

Recovery 196 219 

Splices : 

Field wire 185 183 

Special 188 189 

Taping 187 194 

Tags, circuit-marking 189 204 

Ties 188 197 

Wire circuits: 

Classification 164 160 

Designating 168 185 

Routing of wire lines 107 220 

Wire communication: 

Construction center ^ 208 236 

Construction orders 198 220 

Definitions 162 158 

Movement of command posts 165 161 

Ordern and Instructions 166 165 

Purpose and scope 161 158 

Ttansportation of equipment 243 270 

Wire-laying equipment 194, 208, App. 1 218, 236, 

Wire system: 

Composition 163 Iw 

Reports and records 182 181 



375 



24-5 
C 1 



BASIC FIELD MANUAL 

SiaNAXi COILDCTJITICATION 

GeangbsI WAB DBPAKTMKNT, 

No. 1 J Washington 25, D. 81 July ld43. 

FM 24-5, 19 October 1942, is changed as follows: 

■ 24. Opekatiok. 

6. Location, — (1) Signs to mark ♦ ♦ • more precise in- 
StructioDS. Message center marking sigms shall not show 
the desigrnation or size of the unity bat may have a tactical 
marking^ as authorized in paragraph 11, AB 850-5. 

[A. G. 300.7 (22 May 43) J (C 1, 31 Jul 43.) 

■ 221. OPEKATINQ PHUASES. 

* • 4r • • * • 

i. ''Have you finished?'' .Used by an * * * reply Is 
heard. 

lA. G. (22 May 43).] <C 1, 31 JuX 43,) 

By obdes or the Secbetabt or Was : 

G. O. MARSHALL, 

Chief of Staff. 

OrFioTAL : 

J. A ULIO, 

Major General^ 

The Adjutant Oeneral, 
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BASIC FIELD MANUAL 

SIGNAIi COlSCDCirNICATiaN 

CHANrxEsl WAR DEPARTMENT, 

No. 2 j Washington 25, D. SO August 1943, 

FM 24r-5, 19 October 19^2, is changed as f oUowiS : 
This change rescinds section lY^ Training Circular No. 100» 
War Department, 1942. 

■ 5. Definitions. 

tL (Added.) Signal center, — (1) A signal center is a unified 
collection of several agencies of signal communication equipped 
to transmit and receive messages by electrical means and by 
other means if required. The term "signal center" Includes a 
messa^ center section, a cryptographic* section if required, and 
one or more opera tin sections, each one operating a means of 
signal communication. 

(2) A signal center may be established to serve a designated 
headquarters; an echelon of a headciuarters ; a post, camp, or 
Station ; one or more service installations or troop units located 
in an area ; or a combination thereof. A signal center may be 
established at a point, fixed or mobile, and will be charged with 
the receipt, transmission, and delivery of official messages. 

e. Command posL — The command post • * be constantly 
maintained, 

Awis of sifffial communieation, — To secure continuity * ♦ • 
the points named. 

[A. 6. 800.7 (22 Jul 48).] (C 2, 30 Aug 48.) 

■ 17. Definitions. — a. Message center. — The message center at 
a headquarters or at an echelon thereof is that signal commu- 
nication agency of the commander charged with receipt, rout- 
ing and delivery of all messages except — 

(1) Messages transmitted to th.e addressee by the writer 
direct^ using a personal agency or a telephone at teletype- 
writer provided for bis private use» 
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(2) Ke^ages handled by the militaTT- or civil postal 
service. 

(3) IiQcal messages. (See par. ld<I(4).) 

(4) Tlie receipt of clear text messages dielivered by special 
messeng-er to an addressee at a headquarters below the divi- 
sion, (See par, 486(3).) 

6. (Added,) Dist7'ibution> center, — In headquarters requiring 
agencies for tlie routing of correspondence and other papers In 
the different offices, departments, brancbeis, or sections of the 
gtaff, such agency will he designated as the "distribution center" 
of the office^ department, branch, or section of iho staff served. 
A^reBsee^ — An addressee is * ♦ ♦ sent to them. 
Message, — See paragraph Sn. 
e. Writer. — The originator of * * ♦ called the writer, 
/. Cryptography. — See paragraph 50. 

tA. G. 300.7 (22 Jul 43).] (C 2, 30 Au^ 430 

■ 19. €i:jLSsmQA.TioN of Messages. 

***** i» « 

d, Terrmnology employed in message center operation, 
******* 

(4) Local messages. — ^Local messages (often referred to as 
interoffice messages) are those originating at an echelon of a 
headquarters for delivery to another office or individual at the 
dame echelon. 

******* 

[A. G. 300.7 (22 Jul 4g).l (C 2, 80 Aug 43.) 

By okdeb of the SECBETAinr of ;Wab : 

G. C. MARSHALL, 

Chief of Staff. 

OffjctaEi: . ^ 
J. A. ULIO, 

Major General, 

The Adjutant Chmerat 
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BASIC FIELD MANUAL 
SIONAIi COMHTTNICATZOlf 

WAR DKPABTMENT, 
Washhtoton 25, D. 0., 20 September 1943, 

FM 2^5, 19 October is changed as follows: 

■ 188. WiBJs Tnss. 

* • * • « 

/, (Added.) Basket hitch method of tying field wire, — (1) 
77.se, — The most suitable aerial tie for Wire-llQ-B under condi- 
tions of extreme heat, long spans> heavy wind, or sleet loading 
is the basket hitch tie. It is also the best method of tying 
larger iield wire (such as Wire W-14S) and fl^d cable to aerial 
fixtures, and to ground supports, 

(2) Procedure. — To make the tie, nse a single conductor of 
scrap field wire (W-11(^B), about 6 feet long, to make a clove 
hitch around the field wire or cable to be supported, at such a 
point that the several hitches of the completed tie get a seciiro 
grip on the supported conductors (fig. 61.1(1)). Lace the ends 
of the tie wire around the field wire or cable in opposite direc- 
tions until enough **basirets*' have been formed to provide a firm 
grip on the supported conductors. Usually three complete 
"baskets'* will provide adequate support. (See fig, 61.1(2).) 
Take two turns around the supporting structure with the ends 
of the tie wire (fig. 6L1(3) and (4) ), and terminate the tie with 
a square knot Chit off the loose ends, leaving the ends about 
2 inches long. 




PxGUBJsi 61,1. — "^sL'sVet hitch tie. 
[A. G. 300.7 (10 Jul 43).] (C 3, 20 Sep 48.) 

(S) Tie to intermediate support.— Wherever field wire or cabfe 
is tied to intermediate supports In a section of overhead con- 
struction, the line should loop at the pole or tree in such a way 
that it will not rub tightly against the supporting structure. Two 
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basket hitch ties are used at such intermediate support^^ one 
to take the strain in each direction (fig. 61.2). Proper spacing 
between the two clove hitches depends on the sl^e of the support 
and wiU be determined by practice. 



FIQDAB 61.2. — ^Basket hitch ties to Intermediate sup£K)rt. 
[A- G. 300.7 (10 Jul 43). 3 (C 3, 20 Sep 43.) 

'(4) Tie to vole. — When wire lines are to l^e tied to poles, the 
basket hitch should be made on the ground before climbing the 
pole. Stand at the bottom of the pole and face the jstanding 
end of the Une. Pull the conductor wires hand-tight to the 
center of the base of the pole. The basket weaves of each tie 
should be anchored by the clove hitch at points 2 feet from the 
center of the base of the pole. This v?lll provide ample sag 
In the line and allow the conductor wires to loop at the pole. 

(5) Siirff in loJig spans, — Sag is essential in long line spans 
and when the line is attachecl to a tree or other nonrigld sup- 
port In order to gain sufficient clearance and to preserve 
the sag necessary to allow the tree to sway without causing 
damage to the Une, it may be necessary to attach the hitch as 
far up on the tree as it Is safe to climb. A long span with proper 
fiag is much better than a ishort, tight span between two trees. 
SChc sway of a tree will soon cause trouble In a tight line. 

[A. G. 300.7 (10 Jul 43) J (C S, 20 Sep480 

By order of the SECiBErrAjftY off Wab : , 




Owicial: 

J, A. ULIO, 



a, c. makshalia 

Chief of Staff. 



M<^ior General, 

The Adjutant OeneraX 
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